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ment Room include NRC correspondence and internal NRC memoranda; NRC Office of Inspection
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licensee documents and correspondence.
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The following documents in the NUREG series are available for purchase from the GPO Sales
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NRC booklets and brochures. Also available are Regulatory Guides, NRC regulations in the Code of
Federal Regulations, and Nuclear Rfgubtory Commission Is

Documents available from the National Technical Information Service include NUREG series
reports and technical reports prepared by other federal agencies and reports prepared by the Atomic
Energy Commission, forerunner agency to the Nudear Regulatory Commission.
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Single copies of NRC draft reports are available free, to the extent of supply, upon written request
to the Division of Information Support Services, Distribution Section, U.S. Nuclear Regulatory
Com miss ion, .Washington, DC. 20555.

Copies of industry codes and standards used in a substantive manner in the NRC regulatory process
are maintained at the NRC Library, 7920 Norfolk Avenue, Bethesda, Maryland, and are available
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American National Standards Institute, 1430 Broadway, New York, NY 10018.
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ABSTRACT

The West Lake Landfill is located near the city of St. Louis in Bridgeton, St.
Louis County, Missouri. The site has been used since 1962 for disposing of mu-
nicipal refuse, industrial solid and liquid wastes, and construction demolition
debris.

This report summarizes the circumstances of the radioactive material in the
West Lake Landfill. The radioactive material resulted from the processing of
uranium ores and the subsequent sale by the AEC of processing residues. Pri-
mary emphasis is on the radiological environmental aspects as they relate to
potential disposition of the material. It is concluded that remedial action
is called for.
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1 INTRODUCTION AND BACKGROUND

This report summarizes the circumstances of the radioactive material in the
West Lake Landfill (Figure 1), in particular, the radiological environmental
aspects as they relate to potential disposition of the material.

The West Lake Landfill, Inc. property is a 200 acre tract in Bridgeton,
St. Louis County, Missouri, on the outskirts of the city of St. Louis. It is
about 4 miles west of St. Louis' Lambert Field International Airport, near the
intersection of interstate highways 1-70 and 1-270. Limestone was quarried
there from 1939 to 1987. Also on the property is an industrial complex where
concrete ingredients are measured and combined, and where asphalt aggregate is
prepared. Since 1962, portions of the property have been used as landfills for
disposing of municipal refuse, industrial solid and liquid wastes, and construc-
tion demolition debris. In 1973, soil contaminated with radioactive material
was placed in a landfill there.

The radioactive material originated with uranium-ore-processing residues which
had been stored at Lambert Airport by the U.S. Atomic Energy Commission (AEC),
and which were sold in early 1966 to the Continental Mining and Milling Company,
of Chicago, Illinois. The AEC's invitation to bid listed the following residues
for purchase: 74,000 tons of Belgian Congo pitchblende raffinate containing
about 113 tons of uranium; 32,500 tons of Colorado raffinate containing about
48 tons of uranium; and 8700 tons of leached barium sulfate containing about 7
tons of uranium. The material was moved from the airport during 1966 to nearby
9200 Latty Avenue, Hazelwood, Missouri. In January 1967, the Commercial Dis-
count Corporation of Chicago took possession of the residues to remove moisture
and to ship the residues to the Cotter Corporation facilities in Canon City,
Colorado. In December 1969, the remaining material was sold to the Cotter Cor-
poration. In the following four years, the residues, with the principal
exception of the 8700 tons of leached barium sulfate, were shipped to Canon
City.1

In April 1974, Region III representatives of NRC's Office of Inspection and
Enforcement visited the Cotter Corporation's Latty Avenue site to check on
the progress of the decommissioning activities being performed there. This
inspection disclosed that in 1973 Cotter Corporation had disposed of approxi-
mately 8700 tons of leached barium sulfate residues mixed with 39,000 tons of
top soil at a local landfill.1

By letter dated June 2, 1976, the Missouri Department of Natural Resources
(MDNR) forwarded to the NRC's Region III office newspaper articles which alleged
that only 9000 tons of waste had been moved from the Latty Avenue site rather
than 40,000 tons and that it was moved to the West Lake Landfill rather than to
the St. Louis Landfill No. 1. Region III personnel investigated the allegations
and found that 43,000 tons of waste and soil had been removed from the Latty
Avenue site and had been dumped at the West Lake Landfill in Bridgeton, and
that the waste was covered with only about 3 feet of soil.1

Discussion with the West Lake Landfill operators indicated that all of the
material from Latty Avenue had been disposed of in one area; however, an aerial
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survey of the site identified two areas of contamination. The second contami-
nated area is identified as Area 1 in Figure 2.2 Subsequently, the NRC spon-
sored other studies that were directed at determining the radiological status of
the landfill. An extensive survey was initiated in November 1980 by the Radia-
tion Management Corporation (RMC) under contract to the NRC. The findings were
published in May 1982 in NUREG/CR-2722. "Radiological Survey of the West Lake
Landfill, St. Louis County, Missouri."4 In March 1983, the NRC through Oak
Ridge Associated Universities (ORAU) contracted with the University of Missouri-
Columbia (UMC), Department of Civil Engineering, to describe the environmental
characteristics of the site, conduct an engineering evaluation, and propose
possible remedial measures for dealing with the radioactive waste at the West
Lake Landfill. In May 1986, ORAU sampled water from wells on and close to the
landfill to determine if the radioactive .material had migrated into the ground-
water. A report is being prepared detailing the results of the investigations
conducted by UMC and ORAU.2

Information from all these sources and from NRC site visits forms the basis
for this report.

2 DESCRIPTION OF THE SITE

Location

The 200-acre West Lake Landfill site is situated on the southwest side of
St. Charles Rock Road in Bridgeton, St. Louis County, Missouri (Figure I).2
It is about 16 miles northwest of the downtown area of the city of St. Louis,
and about 4 miles west of Lambert Field International Airport (Figure 1). It
is approximately 1.2 miles from the Missouri River.

History

The West Lake Landfill has been used since 1962 for the disposal of municipal
refuse, industrial solid and liquid wastes, and construction demolition debris.
Between 1939 and the spring of 1987, limestone was quarried there. Landfill
operations filled in some of the excavated pits from the quarry operations.
Also on the property is an active industrial complex in which concrete ingre-
dients are measured and combined before mixing ("batching"), and asphalt
aggregate is prepared.

The unregulated landfill, in which the radioactive material was placed in 1973,
was closed in 1974 by the Missouri Department of Natural Resources (MDNR).
Also in 1974, under an MDNR permit, a newer sanitary landfill was opened and
now operates in an adjacent area on the West Lake Landfill property. The newer
landfill is protected from groundwater contact. The bottom of the new landfill
is lined with clay, and a leachate collection system has been installed. Leach-
ate is pumped to a treatment system consisting of a lime precipitation unit fol-
lowed in series by an aerated lagoon and two unaerated lagoons. The final lagoon
effluent is discharged into St. Louis Metropolitan Sewer District sewers.2

Ownership

Since 1939, the West Lake Landfill has been owned by West Lake Landfill, Inc.,
of 13570 St. Charles Rock Road, Bridgeton, Missouri.
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Contaminated Areas

Radioactive contamination at the West Lake Landfill has been identified in two
separate soil bodies (Figure 2).

The northern area (referred to as Area 2) covers about 13 acres3 and lies above
16 to 20 feet of landfill debris. The contaminated soil forms a more or less
continuous layer from 2 to 15 feet in thickness and consists of approximately
130,000 cubic yards of soil. Some of this contaminated soil is near or at the
surface, particularly along the face of the northwestern berm. Beneath the
landfill debris, the soil profile consists of 3 to 7 feet of floodplain top
soil overlying 30 to 50 feet of sand and gravel alluvium.

The southern area of contamination (Area 1) covers about 3 acres3 and contains
roughly 20,000 cubic yards of contaminated soil. This body of soil is located
east of the landfill's main office at a depth of about 3 to 5 feet and is lo-
cated over a former quarry pit which was filled in with debris. The depth of
debris beneath the contaminated soil is unknown but is estimated to be 50 to
65 feet. Limestone bedrock underlies the landfill debris.2

Topography

About 75 percent of the landfill site is located on the floodplain of the
Missouri River (Figure 2) at about 440 feet above mean sea level (msl). The
site topography is subject to change because of the types of activities (e.g.,
landfill ing and quarrying) performed there. However, the areas containing the
radioactive waste have their surface at about 470 feet (msl). The surface runoff
in the area around the landfill follows several surface drains and ditches that
run in a northwest direction and drain into the Missouri River.2

Geology

Bedrock beneath the West Lake Landfill consists of limestone that extends down-
ward to an elevation of 190 feet msl. The limestone is dense, bedded, and
except for intermittent layers that consist of abundant chert nodules, fairly
pure. The Warsaw Formation, which lies directly beneath the limestone, is made
up of approximately 40 feet of slightly calcareous, dense shale; this grades
into shaley limestone toward the middle of the formation. Bedrock beneath the
site dips at an angle of 0.5° to the northeast. Five miles east of the site,
the attitude of the bedrock is reversed by the Florissant Dome.2

Since groundwater moving through carbonate rocks often creates channels for
rapid water flow, the possibility of this occurring in the West Lake Landfill
area was considered. Brief observation of the quarry walls at the landfill
suggests that some of the limestone has dissolved. In a letter to West Lake
Landfill, Inc., the Missouri Department of Natural Resources stated that the
fact that grouting was necessary in the quarry area to block water inflow sug-
gests that the limestone is at least somewhat solution weathered.4 However,
in the draft UMC report, the opinion is expressed that the solution activity
has apparently been limited to minor widening of joints and bedding planes near
the bedrock surface, and that, at depth and when undisturbed, the limestone is
fairly impervious.2 It is not clear whether the views represented by these
statements are in conflict.
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Soil material in the area may be divided into two categories: Missouri River
alluvium and upland loessal soil. This demarcation is shown as the historical
edge of the alluvial valley in Figure 2. The division is made on the basis of
soil composition, depositional history, and physical properties. The West Lake
Landfill lies over this transition zone.2

Hydrology

Groundwater flows in the area surrounding the West Lake site through two aqui-
fers: the Missouri River alluvium and the shallow limestone bedrock. Although
the limestone is fairly impervious and groundwater flows in most areas from the
bedrock into the alluvium, contamination of water in the bedrock aquifer is
possible. The base of the limestone aquifer is formed by the relatively imper-
meable Warsaw shale at an elevation of about 190 feet (msl). This shale layer
has been reached, but not disturbed, by quarrying operations. Therefore, the
Warsaw shale acts as an aquiclude, making contamination of the deeper limestone
unlikely.

The deep Missouri River alluvium, which is under about 10 feet of more-recent
alluvium, acts as a single aquifer of very high permeability. This aquifer is
relatively homogeneous in a downstream direction and decreases in permeability
near the valley walls.

The water table of the Missouri River floodplain is generally within 10 feet of
the ground surface, but at many points it is even shallower. At any one time,
the water levels and flow directions are influenced by both the river stage and
the amount of water entering the floodplain from adjacent upland areas.

Water levels recorded between November 1983 and March 1984 in monitoring wells
at the landfill, indicate a groundwater gradient of 0.005 flowing in a N 30°W
direction beneath the northern portion of the landfill. This represents the
likely direction of leachate migration from the landfill.

Since no other recharge sources exist above the level of the floodplain, the
only water available to leach the landfill debris is that resulting from rain-
fall infiltrating the landfill surface. Because the underlying alluvial
aquifer is highly permeable, there will be little "mounding" of water beneath
the landfill. Also, the northern portion of the landfill has a level surface,
and thus it is likely that at least half of the rainfall infiltrates the sur-
face. The remaining rainfall is lost to evapotranspiration and (to a lesser
degree) surface runoff.2

No public water supplies are drawn from the alluvial aquifer near the West Lake
Landfill. It is believed that only one private well in the vicinity of the
landfill is used as a drinking-water supply. This well is 1.4 miles N 35°W of
the Butler-type building on the West Lake Landfill.

Because of the extremely low slope of the Missouri River floodplain surface,
rain falling on the plain itself generally infiltrates the soil rather than
running off the surface. The only streams present on the floodplain are those
that originate in upland areas. Drainage patterns on the plain have been rad-
ically altered by flood control measures taken to protect Earth City and by
drainage of swamps and marshes. Because of the relationship that exists
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between river level and groundwater level in portions of the floodplain near
the river, streams may either lose flow (at low stage) or gain flow (at high
stage).

The present channel of the Missouri River lies just under 2 miles west and
northwest of the landfill. The Missouri River stage at St. Charles (mile 28)
is zero for a water level of 413.7 feet (msl). Average discharge of the
Missouri River is 77,338 cubic feet per second.

Water supplies are drawn from the Missouri River at mile 29 for the city of
St. Charles, and the intake is located on the north bank of the river. Another
intake at mile 20.5 is for the St. Louis Water Company's North County plant.
The city of St. Louis takes water from the Mississippi River, which is joined
by the Missouri River downstream from the landfill. The intake structures for
St. Louis are on the east bank of the river, so that the water drawn is derived
from the upper Mississippi.2

Demography

Two small residential communities are present near the West Lake Landfill:
Spanish Lake Village consists of about 90 homes and is located 0.9 mile south
of the landfill, and a small trailer court lies across St. Charles Rock Road,
0.9 mile southeast of the site. Subdivisions are presently being developed 1
to 2 miles east and southeast of the landfill in the hills above the floodplain.
Ten or more houses lie east of the landfill, scattered along Taussig Road. The
city of St. Charles is located north of the Missouri River, more than 2 miles
from the landfill.2

Population density on the floodplain is generally less than 26 persons per square
mile, but the daytime population (including factory workers) is much greater than
the number of full-time residents. Earth City Industrial Park is located on the
floodplain 0.9 to 1.2 miles northwest of the landfill. The Ralston-Purina
facilities are located 0.2 mile northeast of the Butler-type building at the
landfill. Considering that land in this area is relatively inexpensive and that
much of it is zoned for manufacturing, industrial development on the floodplain
will likely increase.2

3 RADIOLOGICAL SURVEYS

From August 1980 through the summer of 1981, the Radiation Management Corpora-
tion (RMC), under contract to the NRC, performed an onsite evaluation of the
West Lake Landfill3 to define the radiological conditions at the landfill. The
results were utilized in performing this determination regarding whether or
not remedial actions should be taken.

The area to be surveyed was divided into 33-foot grid blocks and included the
following measurements:

(1) external gamma exposure rates 3.3 feet above the ground surface and
beta-gamma count rates 0.4 inch above the surface;

(2) radionuclide concentrations in surface soils;

(3) radionuclide concentrations in subsurface deposits;
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(4) total ("gross") activity and radionuclide concentrations in surface and
subsurface water samples;

(5) radon flux emanating from surfaces;

(6) airborne radioactivity; and

(7) total activity in vegetation.

External Gamma

The two areas of elevated external (gamma) radiation levels, as they existed in
November 1980 at the time of the preliminary RMC site survey, both contained
places where levels exceeded 100 uR per hour at 3.3 feet. In Area 2, gamma
levels as high as 3000 to 4000 uR per hour were detected. The total areas ex-
ceeding 20 uR per hour were about 2 acres in Area 1 and 9 acres in Area 2.3
(The criterion of 20 uR per hour is derived from the NRC's Branch Technical
Position, 46 FR 52061, October 23, 1981, which aims at exposure rates less
than 10 uR per hour above background levels; background radiation was taken to
be 10 uR per hour also.)

External gamma levels were measured in May and July of 1981. These levels were
significantly smaller than the November 1980 values, especially in Area 1,
because approximately 4 feet of sanitary fil\ had been added to the entire area,
and an equal amount of construction fill was added to most of Area 2. As a
result, only a few thousand square feet in Area 1 exceed 20 uR per hour. In
Area 2, the total area exceeding 20 uR per hour decreased by about 10 percent,
and the highest levels were about 1600 uR per hour near the Butler-type
building.3

Surface Soil Analysis

A total of 61 surface soil samples were gathered and analyzed on site for gamma
activity. Concentrations of U-238, Ra-226, Ra-223, Pb-211, and Pb-212 were
determined for each sample. In all soil samples, only uranium and/or thorium
decay chain nuclides and K-40 were detected. Offsite background samples were
on the order of 2 pCi per gram for Ra-226. Onsite samples ranged from about 1
to 21,000 pCi Ra-226 per gram and from less than 10 to 2100 pCi U-238 per gram.
In samples in which elevated levels of Ra-226 were detected, the concentrations of
U-238 were generally one-half to one-tenth of those of Ra-226. In cases of
elevated sample activity, daughter products of both U-238 and U-235 were
found.3

In general, surface activity was limited to Area 2, as indicated by the surface
beta-gamma measurements. Only two small regions in Area 1 showed surface con-
tamination; both were near the access road across from the site offices.

In addition to onsite gamma analyses, 12 samples were submitted to RMC's radio-
chemical laboratories for thorium and uranium radiochemical determinations.
The results of these measurements (Table 4 of NUREG/CR-2722) show that all sam-
ples contained high levels of Th-230. The ratio of Th-230 to Ra-226 (inferred
from Bi-214) generally ranges from 4:1 to 40:1.

8
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Subsurface Soil Analysis

Subsurface contamination was assessed by extensive "logging" of holes drilled
through the landfill. Several holes were drilled in areas known to contain con-
tamination, then additional holes were drilled at intervals in all directions
until no further contamination was detected. A total of 43 holes were drilled
(11 in Area 1 and 32 in Area 2), including 2 offsite wells for monitoring water.
All holes were drilled with a 6-inch auger and were lined with 4-inch PVC
(polyvinyl chloride) casing.3

Each hole was scanned with a 2-inch Nal(Tl) detector and rate meter system for
an initial indication of the location of subsurface contamination. On the basis
of the initial scans, 19 holes were selected for detailed gamma logging using
the intrinsic germanium (IG) detector and multiple channel analyzer. Concentra-
tions of Ra-226, as determined by the IG system, ranged from less than 1 pCi per
gram to 22,000 pCi per gram.3

It was determined that the subsurface deposits extended beyond areas in which
surface radiation measurements exceeded the reference level of 20 uR per hour.
The lateral extent of material exceeding 5 pCi Ra-226 per gram, including
both surface and buried materials, is shown on Figure 2. The total difference
in areas is about 5 acres.

The surface elevations vary by about 20 feet/ and the highest elevations occur
at locations of more recent fill. Contaminated soil (>5 pCi Ra-226 per gram)
is found from the surface to depths as great as 20 feet below the surface. In
general, the contamination appears to be a continuous single layer ranging from
2 to 15 feet thick and covering 16 acres.3

Nonradiological Analysis

Six composite samples were submitted to RMC's Environmental Chemistry Labora-
tory for priority pollutant analysis. Five samples were taken from auger holes
(one from Area 1 and four from Area 2) and the sixth was taken from sludge from
the West Lake Landfill leachate treatment plant. The analysis shows organic
solvents present in the Area 2 samples. Positive results were reported for 25
listed organic compounds. Chromium, copper, lead, nickel, and zinc were the
predominant elemental priority pollutants detected. The analysis of the
sample from the leachate treatment sludge showed that it had smaller pollutant
concentrations than the samples from the auger holes.3

Chemical analyses of material from the radioactive layer from both areas were
also performed by RMC's laboratory. In most cases, elevated levels of barium
and lead were found.

Background Radioactivity Measurement

Several offsite locations (within a few miles of the West Lake Landfill) were
selected for reference background measurements. Background values were all
within the normal range. The gamma exposure rates were 8 and 10.6 uR per hour.
Radium-226 concentrations in soil were 2.5 and 2.6 pCi per gram. Radon flux
from the ground surface was 0.50 and 0.58 pCi per square meter-second; working
level values were 0.0011, 0.0017, and 0.005 WL.3
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Airborne Radioactivity Analysis

Both gaseous and participate airborne radioactivity were sampled and analyzed
during this study. Since it was known that the buried material consisted par-
tially or totally of uranium ore residues, the sampling program concentrated on
measuring radon and its daughters in the air. Two methods were used: the first
was a scintillation flask (accumulator) method for radon gas, and the second
was analysis of filter paper activity for particulate daughters. A series of
grab samples using the accumulator method were taken between May and August of
1981. A total of 111 samples from 32 locations were collected. Measurable
radon flux levels ranged from 0.2 pCi per square meter-second in low background
areas to 865 pCi per square meter-second in areas of surface contamination.3

At three locations, measurements were repeated over a period of 2 months. Sig-
nificant fluctuations were observed at two locations. The fact that these fluc-
tuations were real and not measurement artifacts was later confirmed by dupli-
cate charcoal canister samples.

A set of 10-minute, high-volume, particulate, air samples was taken to determine
both short-lived radon daughter concentrations and long-lived gross alpha activ-
ity. The highest levels (0.031 WL) were detected in November 1980, near and
inside the Butler-type building. These two samples approximately equal NRC's
10 CFR Part 20, Appendix B, alternate concentration limit of one-thirtieth WL
for unrestricted areas. In addition to the routine 10-minute samples, five
20-minute, high-volume, air samples were taken*and counted immediately on the IG
gamma spectroscopy system to detect the presence of Rn-219 daughters. All
samples were taken near surface contamination. Concentrations of Rn-219
daughters ranged from 6 x 10-ll to 9 x 10-10 uCi per cubic centimeter.3

Vegetation Analysis

Vegetation samples collected by RMC included weed samples from onsite locations
and farm crop samples (winter wheat) near the northwest boundary of the land-
fill. This location was chosen because water could run off from the fill onto
the farm field. No elevated activities were found in these samples.3

Water Analysis

A total of 37 water samples were taken by RMC and analyzed for gross alpha and
beta activity. Four samples were taken in the fall of 1980 and the remainder
in the spring and summer of 1981. One sample was equal to the U.S. Environmen-
tal Protection Agency (EPA) gross-alpha-activity standard for drinking water of
15 pCi per liter and that was a sample of standing water near the Butler-type
building. Several samples, including all the leachate treatment plant samples,
exceeded the EPA drinking water action level for gross beta activity. Subse-
quent isotopic analyses indicated that the beta activity could be attributed to
K-40. None of the offsite samples exceeded either EPA standard.3

In 1981, the Missouri Department of Natural Resources collected 41 water samples
that RMC analyzed for radioactivity. Of these samples, 5 were background, 10
were onsite surface water, 10 were shallow groundwater standing in boreholes,
and 16 were landfill leachate. From these data, background activity is esti-
mated as 1.5 pCi gross alpha activity per liter and 30 pCi gross beta activity
per liter. One groundwater sample was at 15 pCi gross alpha per liter, and one

10
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surface water sample was 45 pCi per liter. Most of the leachate samples were
above 50 pCi beta per liter.3

In addition, groundwater samples in 11 perimeter monitoring wells at the West
Lake Landfill were taken by the Reitz and Jens Engineering firm on November 15, 1983,
and by University of Missouri at Columbia (UMC) personnel on March 21, 1984.
In both sampling times, one well, but not the same one, exceeded the EPA's
drinking water standard of 15 pCi per liter (18.2 pCi per liter in 1983 and 20.5
pCi per liter in 1984). On May 7 and 8, 1986, Oak Ridge Associated Universities
(ORAL!) personnel took water samples from 44 perimeter wells; only one (by Old
St. Charles Rock Road) with 17 pCi alpha activity per liter exceeded the drinking
water standard.2

The operators of the landfill, West Lake Landfill, Inc., have an ongoing hydro-
geologic investigation of the site, which also involves analyses of monitoring
well samples for radioactivity and for priority pollutants.4

4 ESTIMATION OF RADIOACTIVITY INVENTORY

Soil sample analyses have shown that the radioactive material in Areas 1 and 2
of the landfill consists almost entirely of natural uranium and its radioactive
decay products.

The analyses of soil samples indicate that the naturally occurring U-238 to
Th-230 to Ra-226 equilibrium has been altered and that the ratio of Ra-226 to
U-238 is on the order of 2:1 to 10:1; the ratio of Th-230 to Ra-226 generally
ranges from 4:1 to about 40:1. These ratios are in accord with the history
of the radionuclide deposits in the West Lake Landfill, i.e., that they came
from the processing of uranium ores. The indicator radionuclides for assess-
ment of the radiological impacts of the material are therefore U-238, Th-230,
and Ra-226.

Using the RMC data and averaging the auger hole measurements over the volumes
of radioactive material found in Areas 1 and 2, a mean concentration of 90 pCi
per gram was calculated for Ra-226.2 For the ratio of Th-230 to Ra-226, the
RMC data3 range from 4:1 to 40:1; data from samples taken in 1984 along the
berm range up to almost 70:1.5 A further consideration is that the material
came from Cotter Corporation's Latty Avenue site (later sold to Futura Coatings,
Inc.). Measurements at the Latty Avenue site are variously reported as up to
180:16 and about 300:1.7 Some material of that nature might have been trans-
ferred along with the barium sulfate residues. To ensure conservatism in esti-
mating the long-term in-growth of Ra-226, the NRC staff used a ratio of 100:1
to estimate the Th-230 activity. Similarly, the Ra-226:U-238 ratio ranges
from 2:1 to 10:1. This ratio is less critical to the radiological aspect of
the site and has been estimated to be 5:1 for purposes of calculation.

Using the Th-230:Ra-226 ratio of 100:1, the Th-230 activity is 9000 pCi per
gram. If the U-238 concentration (as well as U-234 which would be similarly
separated from the ore) is a factor of 5 less than Ra-226, this implies about
18 pCi U-238 per gram. The total mass of radioactive material in the land-
fill was estimated by visually integrating the volume of radioactive material
from graphs and multiplying by an average soil density, resulting in
1.5 x 1011 grams (150,000 metric tons) of contaminated soil.

11
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These numbers indicate that there are about 14 Ci of Ra-226 contained with its
decay products in the radioactive material in the landfill. The material also
contains about 3 Ci each of U-238 and U-234, and about 1400 Ci of Th-230.
These estimates indicate the order of magnitude of the quantities to be dealt
with, although the estimate for Th-230 is regarded as conservatively large.

5 APPLICABILITY OF THE BRANCH TECHNICAL POSITION

The NRC has established a Branch Technical Position (BTP) which identifies five
acceptable options for disposal or onsite storage of wastes containing low
levels of uranium and thorium (46 FR 52061, October 23, 1981).8

The concentrations permitted under each disposal option are shown in Table 1.

Table 1 Summary of maximum soil concentrations permitted
under disposal options

Source: 46 Federal Register 52061

Disposal options

Kind of material la 2b 3C 4d

Natural thorium (Th-232 + Th-228) 10 50 - 500
with daughters present and in
equilibrium. (pCi/g)

Natural uranium (U-238 + U-234) 10 - 40 200
with daughters present and in
equilibrium. (pCi/g)

aBased on EPA uranium mill tailings cleanup standards.
Concentrations based on limiting individual doses to
170 mrem per year.

Concentration based on limiting equivalent exposure to 0.02
WL or less.
Concentrations based on limiting individual intruder doses
to 500 mrem per year and, in cases of natural uranium, lim-
iting exposure to Rn-222 and other airborne alpha emitters
to 0.02 WL or less.

Options 1-4 provide methods under 10 CFR 20.302, for onsite disposal of
slightly contaminated materials, e.g., soil, if the concentrations of radio-
activity are small enough and other circumstances are satisfactory. The fifth
option consists of onsite storage pending availability of an appropriate
disposal method.

The material present in the West Lake Landfill is a form of natural uranium with
daughters, although the daughters are not now in equilibrium. As mentioned in

12
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Section 4, the average concentration of Ra-226 In the West Lake Landfill wastes
is about 90 pCi per gram, which (considered by itself) falls into Option 4 of
the BTP since Option 4 criteria are controlled by the Ra-226 content in the
wastes (i.e., 200 pCi of U-238 plus U-234 per gram would be accompanied by
100 pCi of Ra-226 per gram). However, because of the large ratio of Th-230
radioactivity to that of Ra-226, the radioactive decay of the Th-230 will in-
crease the concentration of its decay product Ra-226 until these two radionu-
clides are again in equilibrium. Assuming the ratio of activities of 100:1 used
above, the Ra-226 activity will increase by a factor of five over the next
100 years, by a factor of nine 200 years from now, and by a factor of thirty-
five 1000 years from now. All radionuclides in the decay chain after Ra-226
(and thus the Rn-222 gas flux) will also be increased by similar multiples.
Therefore, the long-term Ra-226 concentration will exceed the Option 4 criteria.
Under these conditions, onsite disposal, if possible, will likely require
moving the material to a carefully designed and constructed "disposal cell."

6 REMEDIAL ACTION ALTERNATIVES EXAMINED

The evaluation performed by staff of the University of Missouri at Columbia
addresses six potential remedial action alternatives, including that of leav-
ing the radioactive material as it is, designated Option A.2 Option D is
the option of excavating the material and shipping it to another site for
disposal. Options B, C, E, and F address different approaches to stabilizing
the material on the West Lake Landfill site, "primarily as temporary remedial
actions. Options B, C, and F leave most of the radioactive material where it
is but include a variety of measures to contain it and its radon releases and
gamma emissions. Option E addresses the approach of constructing an onsite
earthen cell, similar to a disposal cell, and moving the radioactive material
into it. Under Option F, the radioactive material would be left in place and
separate slurry walls would be built downgradient of Areas 1 and 2 to con-
strain groundwater motion. The estimated costs of Options B through F range
from about $370,000 (Option B) to about $5,500,000 (Option F) in 1984 dollars.
The estimate for Option D is about $2,500,000, but this does not include the
cost of transporting the material to another site and disposing of it there; in
the staff's judgment, this could increase the cost by as much as a factor of ten.

Further studies are necessary to determine the most practical approach to
disposal of this material.

7 FACTORS CONTRIBUTING UNCERTAINTY

The presence in the landfill of other substances listed as hazardous by the
U.S. Environmental Protection Agency raises issues of whether the waste is
mixed waste (i.e., both radioactive and chemically hazardous), and whether
the landfill must also be disturbed to provide for proper containment of the
chemical wastes.

The manner of placing the 43,000 tons of contaminated soil in the landfill
caused it to be mixed with additional soil and other material, so that now an
appreciably larger amount is involved. If it must be moved, it is not certain
whether the amount requiring disposal elsewhere is as little as 60,000 tons
or even more than 150,000 tons.

13
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Because the controlling radionuclide (Th-230) has no characteristics that make
it easy to measure quantitatively in place, as can be done for the Ra-226 with
its decay products, the large but variable ratio of Th-230 to Ra-226 and its
decay products makes the delineation of cleanup more difficult. When the ratio
is so large (20:1 or more), even a small concentration of Ra-226 in 1988 im-
plies such a large concentration later that it will be necessary to employ more
difficult measurement techniques to confirm that the cleanup has been
satisfactory.

Any possibility of disposal on site will depend on adequate isolation of the
waste from the environment, especially for protection of the groundwater. It
is unclear whether the area's groundwater can be protected from onsite disposal
at a reasonable cost. This matter will require additional investigation.

8 SUMMARY

In 1973, radioactively contaminated soil amounting to approximately 43,000 tons
was deposited in the West Lake Landfill near St. Louis, Missouri. The material
originated with decontamination efforts at the Cotter Corporation's Latty Avenue
plant. Disposal in the West Lake Landfill was not authorized by the NRC. State
officials were not notified of this disposal in 1973 because the landfill was
not regulated by the State at the time.

In the period 1980-1981, Radiation Management Corporation (RMC) of Chicago,
Illinois, under contract to the NRC, performed a detailed radiological survey
of the West Lake Landfill. This survey showed that the radioactive contaminants
are in two areas. The northern area (Area 2) covers about 13 acres. The
radioactive debris forms a layer 2 to 15 feet thick, exposed in only a small
area on the landfill surface and along the berm on the northwest face of the
landfill. The southern area (Area 1) contains a relatively minor fraction of
the debris covering approximately 3 acres with most of the contaminated soil
buried with about 3 feet of clean soil and sanitary fill.

The RMC survey showed that the radioactivity is from the naturally occurring
U-238 and U-235 series with Th-230 and Ra-226 as the radionuclides that dom-
inate radiological impact. The survey data indicate that the average Ra-226
concentration in the radioactive wastes is about 90 pCi per gram; the staff
estimates the average Th-230 concentration to be about 9000 pCi per gram.
Since Ra-226 has been depleted with respect to its parent Th-230, Ra-226 ac-
tivity will increase in time (for example, over the next 200 years, Ra-226
activity will increase ninefold over the present level). This increase in
Ra-226 must be considered in evaluating the long-term hazard posed by this
radioactive material.

In addition to RMC's radiological survey, soil and water samples were collected
and analyzed by others, including ORAU, UMC, and MDNR. Occasionally a sample of
water from a monitoring well exceeds slightly the EPA drinking water standard of
15 pCi gross alpha per liter. Sample analyses for priority pollutants (non-
radioactive hazardous substances) show a number of listed pollutants are present.
The landfill operators are also conducting a hydrogeological investigation.

From the RMC, UMC, and ORAU surveys conducted at the West Lake Landfill site
the staff has made the following findings:

14
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(1) There is a large quantity (on the order of 150,000 tons) of soil contami-
nated with long-lived radioactive material in the West Lake Landfill.
Almost all the radioactivity consists of natural uranium and its radio-
active decay products.3

(2) Based on the radiological surveys, the radioactive wastes as presently
stored at the West Lake Landfill do not satisfy the conditions for
Options 1-4 of the NRC's Branch Technical Position (BTP) regarding the
disposal of radioactive wastes containing uranium or thorium residues.8

(3) A dominant factor for the future is that the average activity concentration
of Th-230 is much larger than that of its decay product Ra-226, indicating
a significant increase in the radiological hazards in the years and
centuries to come.

(4) Some of the radioactive material on the northwestern face of the berm has
no protective cover of soil to prevent the spread of contamination and
attenuate radiation.

(5) Slightly more than 8 acres of the site exceed 20 uR per hour; the highest
reading of 1600 uR per hour occurs near the Butler-type building.

(6) Radon and daughters were measured at 0,031 WL in and around the Butler-type
building. This exceeds the BTP value of 0.02 WL.

(7) Based on mom"toring-we11 sample analyses, some low-level contamination of
the groundwater is occurring, indicating that the groundwater in the
vicinity is not adequately protected by the present disposition of the
wastes. *••

(8) Although these radiological conditions indicate that remedial action is
needed, it is unlikely that anyone has received significant radiation
exposures from the existing situation.

(9) Sampling results show that chemically hazardous materials have been dis-
posed of adjacent to or possibly mixed with the radioactive material.3
It is possible that part of the radioactive material has become "mixed"
waste.

From these findings and the information developed to date, the NRC staff con-
cludes: (1) measures must be taken to establish adequate permanent control of
the radioactive waste and to mitigate the potential long-term adverse impacts
from its existing temporary storage conditions and (2) the information devel-
oped to date is inadequate for a technological determination of several impor-
tant issues, i.e., whether mixed wastes are involved, and whether onsite dis-
posal is practical technologically, and, if so, under what alternative methods.

As indicated by the estimates developed by UMC. remedial action will be costly.
Further, the investigations to develop the necessary information to resolve
major questions and to provide a sound basis for evaluation of the feasibility
of disposal alternatives may also be costly. Therefore, it is necessary to
determine the way to accomplish the further studies and remedial actions that
are needed.
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PREFACE

This report has as its basis a characterization of the West Lake Landfill site
and evaluation of some potential remedial measures performed primarily by
S. K. Banerji, W. H. Miller, J. T. O'Connor and L. S. Uhazy of the University
of Missouri-Columbia. The Nuclear Regulatory Commission received the first
and second drafts, then titled "Engineering Evaluation of Options for Disposition
of Radioactively Contaminated Residues Presently in the West Lake Landfill, St.
Louis County, Missouri," in 1984; thus most of the information in this report
dates from 1983-1984. However, some more recent data, principally water sampling
results, have been added. Waste disposal and other industrial activities have
continued on the 200 acre site, as have activities in the vicinity, resulting
in changes in details of topography, roads, etc. To provide a more complete
view of the radioactive material in the landfill, use has been made of figures
from the report titled "Radiological Survey of the West Lake Landfill, St. Louis
County, Missouri," NUREG/CR-2722, May 1982.

The remedial action concepts in this report are those proposed by the contractor.
Judgments expressed in this report about these concepts are in general those of
the contractor, and do not necessarily represent the views of the Nuclear Regu-
latory Commission. For example, the cost estimates for these concepts are
based on radium-226 concentrations whereas the long-term issue is dependent
upon the thorium-230 concentrations.

Although some of its information has not been updated since 1984, this report is
being released so as to make its collected information available to interested
parties.

m
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ABSTRACT

The West Lake Landfill is near the city of St. Louis in Bridgeton, St. Louis
County, Missouri. In addition to municipal refuse, industrial wastes and demo-
lition debris, about 43,000 tons of soil contaminated with uranium and its radio-
active decay products were placed there in 1973. After learning of the radioac-
tive material in the landfill, the U.S. Nuclear Regulatory Commission (fIRC) had
a survey of the site's radioactivity performed and, 4n 1983, contracted, through
Oak Ridge Associated Universities (ORAU), with the University of Missouri-
Columbia (UMC) to characterize the environment of the site, conduct an engineer-
ing evaluation, and propose remedial measures. This report presents a descrip-
tion of the results of the UMC work, providing the environmental characteristics
of the site, the extent and characteristics of the radioactive material there,
some considerations with regard to potential disposal of the material, and some
concepts for remedial measures.
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SUMMARY

In 1973, approximately 7900 metric tons (mt) (8700 short tons) of radioactively
contaminated barium sulfate (BaS04) residues were mixed with about 35,000 mt
(39,000 t) of soil, and the entire volume was placed in the West Lake Landfill
in St. Louis County, Missouri. This material resulted from decontamination
efforts at the Cotter Corporation's. Latty Avenue plant where the material had
been stored. Disposal in the West Lake Landfill was not authorized by the
Nuclear Regulatory Commission (NRC) and was contrary to the disposal location
indicated in the NRC records. State officials were not notified of this dis-
posal since the landfill was not regulated by the State at the time. Although
the contamination does not present an immediate health hazard, authorities have
been concerned about whether this material poses a long-term health hazard to
workers and residents of the area and what, if any, remedial action is necessary.

In 1980-81, Radiation Management Corporation (RMC) of Chicago, Illinois,
performed a detailed radiological survey of the West Lake Landfill under con-
tract to the NRC (NUREG/CR-2722). This survey was performed to determine the
extent of radiological contamination. Before this survey, little was known
about the location or activity of radionuclide-bearing soils in the landfill.
This survey showed that the radioactive contaminants are in two areas. The •&
northern area (Area 2) covers about 13 acres. The radioactive debris forms a
layer 2 to 15 feet thick, exposed in only a small area on the landfill surface
and along the berm on the northwest face of the landfill. The southern area
(Area 1) contains a relatively minor fraction of the debris covering approxi-
mately 3 acres with most of the contaminated soil buried with about 3 feet of
clean soil and sanitary fill.

The RMC survey showed that the radioactivity is from the naturally occurring
U-238 and U-235 series with Th-230 and Ra-226 as the radionuclides that dominate
radiological impact. The survey data indicate that the average Ra-226 concen-
tration in the radioactive wastes is about 90 pCi per gram; the average Th-230



concentration is estimated to be about 9000 pCi per gram. Since Ra-226 has
been depleted with respect to its parent Th-230, Ra-226 activity will increase
in time (for example, over the next 200 years, Ra-226 activity will increase
ninefold over the present level). This increase in Ra-226 must be considered
in evaluating the long-term hazard posed by this radioactive material.

In addition to RMC's radiological survey, soil «nd water samples were collected
and analyzed by others, including Oak Ridge Associated Universities (ORAU), and
the University of Missouri-Columbia (UMC). "Occasionally a sample of water from
a monitoring well exceeds slightly the EPA drinking water standard of 15 pCi
gross alpha per liter. Sample analyses for priority pollutants (non-radioactive
hazardous substances) show a number of listed pollutants are present.

On the basis of radiological surveillance conducted by RMC, UMC, and ORAU, the
following areas of concern have been identified:

(1) Radioactive soil is eroding from the northwestern face of the berm, and is
being transported off site.

(2) Radon gas had been observed to accumulate to an unacceptable level
in the Butler-type building on site. This building has since been removed.

(3) Some degree of radiological contamination has been found in the wells
that monitor the perimeter.

(4) Surface exposure rates over much of the contaminated areas are greater
than 20 uR/hr.

In March 1983, the NRC through ORAU, contracted with UMC to conduct an
engineering evaluation of the site and propose possible remedial measures for
NRC's consideration for dealing with the radioactive waste at the West Lake
Landfill. The following six remedial options were proposed and evaluated in
this study.

o Option A - No remedial action
o Option B - Stabilization onsite with restricted land use
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o Option C - Extending the landfill offsite with restricted land use
o Option D - Removal and relocation of the contaminated material to an

authorized disposal site
o Option E - Excavation and temporary onsite storage in a trench
o Option F - Construction of a slurry wall to prevent leachate from

migrating off site

It is noted that some of the above alternatives for remedial action were
initially evaluated with the objective of permanent disposal of the waste at
the site.
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1 INTRODUCTION

The West Lake Landfill is located in St. Louis County, Missouri, 6 km (3.7
miles) west of Lambert Field International Airport (Figure 1.1) and southwest
of St. Charles Rock Road in Bridgeton, Missouri. The site has been used since
1962 for disposing of municipal refuse, industrial solid and liquid wastes, and
construction demolition debris. In addition, the landfill is an active Indus-
trial complex on which concrete ingredients are measured and combined before
mixing ("batching"), and asphalt aggregate is prepared. Limestone ceased to be
quarried in the spring of 1987.

In 1973, 7900 metric tons [(mt) (8700 short tons)] of radioactively contaminated
barium sulfate (BaS04) residues from uranium and radium processing were mixed
with an estimated 35,000 mt (39,000 tons) of soil and deposited in the West Lake
Landfill. Previously, this material was located at the Cotter .Corporation's
Latty Avenue facility in Hazelwood, Missouri, and was removed during decontam-
ination work. It is not known what levels of contamination were already in
the soil before the barium sulfate residues were mixed into it. Disposal in the
West Lake Landfill was unauthorized and contrary to the disposal location
indicated in the U.S. Nuclear Regulatory Commission's (NRC's) records.

Subsequently, the NRC sponsored studies that were directed at determining the
radiological status of the landfill. In 1978, an aerial radiological survey
revealed two areas within the landfill where the gamma radiation levels indi-
cated radioactive material had been deposited. A more extensive survey was
initiated in November 1980 by the Radiation Management Corporation (RMC) under
contract to the NRC.

In March 1983, the NRC through Oak Ridge Associated Universities (ORAU) con-
tracted with the University of Missouri-Columbia Department of Civil Engineering
to describe the environmental characteristics of the site, conduct an engineering
evaluation, and propose possible remedial measures for dealing with the radio-
active waste at the West Lake Landfill. In May 1986, ORAU sampled water from

1-1
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Figure 1/1 Location of West Lake Landfill
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™ wells on and close to the landfill to determine if the radioactive material had
» migrated into the groundwater.

Information from all these sources forms the basis for this report.
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2 SITE DESCRIPTION

This chapter presents a historical and environmental description of the West Lake
Landfill site located in St. Louis County, Missouri.

2.1 Location

The 81-hectare (ha) (200-acre) West. Lake Landfill property is situated between
the St. Charles Rock Road and the Old St. Charles Rock Road in Bridgeton,
Missouri. The southeastern and northwestern parts of the landfill abut farm-
land. Several commercial and industrial facilities are located near the land-
fill (Figure 2.1). The nearest residential area is a trailer park located
approximately 1 km (0.6 mile) to the southeast. A major portion of the land-
fill (roughly the northern three-fourths of the site) is located on the
floodplain, approximately 2 km (1.2 miles) from the Missouri River.

2.2 Zoning

The zoning plan obtained from the Bridgeton Planning and Zoning Department for
properties on and adjacent to the landfill is shown in Figure 2.2. A portion
of the landfill, including site Area 1, is zoned M-l, which is designated for
light manufacturing; the northwest part of the landfill, including Area 2, is
zoned as single-family residential (R-l). This R-l zoning indicates the use to
which the land was originally intended. However, the landfill was extended over
the land zoned R-l, and the zoning plan was simply not changed to reflect the
new usage. Other discrepancies between land use and zoning are found in the
nearby Earth City Industrial Park (William Canney, Safety Supervisor of West
Lake Landfill, Inc., personal communication, March 1984). The land across
St. Charles Rock Road is zoned for light and heavy manufacturing. The
remainder of the property surrounding the landfill is zoned residential and

business.
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2.3 History

The West Lake Landfill was started in 1962 for the disposal of municipal and
industrial solid wastes, and to fill in the excavated pits from the quarry
operations that had been performed at the site since 1939 (Canney, personal
communication, March 1984). In 1974, the landfill was closed by the Missouri
Department of Natural Resources (MDNR) (Karen, 1976). A new sanitary landfill,
in an area of the West Lake Landfill property which is protected from ground-
water contact, now operates under an MDNR permit.

This new part of the landfill was opened in 1974. The bottom is lined with
clay and a leachate collection system has been installed. Leachate is pumped
to a treatment system consisting of a lime precipitation unit followed in
series by an aerated lagoon and two unaerated lagoons. The final lagoon
effluent is discharged into St. Louis Metropolitan Sewer District sewers.

The quarrying operation ceased in the spring of 1987 because not enough "good
rock" was left at the site.

2.4 Ownership

The West Lake Landfill was owned from 1939 until 1988 by West Lake Landfill,
Inc., of 13570 St. Charles Rock Road, Bridgeton, Missouri. Most of the
landfill was sold in 1988 to Laidlaw Industries, Inc. The two areas which
contain the radioactive material were retained by West Lake Properties as the
principal properties of a subsidiary named Rock Road Industries, Inc.

2.5 Contaminated Areas

Radioactive contamination at the West Lake Landfill has been identified in two
separate soil bodies (Figure 2.3). Comparisons of radionuclide quantities and
of the activity ratios between radionuclides not in secular equilibrium, indicate
that the radioactive contamination in the separate soil bodies was derived from
the same source, i.e., the Cotter Corporation's former Latty Avenue facility

in Hazelwood, Missouri (NRC, NUREG/CR-2722).
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The northern area (referred to as Area 2) of contamination shown on Figure 2.3 ^
covers an area of 5.2 ha (13 acres) and lies above 5 to 6 m (16-20 ft) of land-
fill debris. The contaminated soil forms a more or less continuous layer from
1 to 4 m (3 to 13 ft) in thickness, and amounts to approximately 100,000 m3

(130,000 yd3). Some of this contaminated soil is near or at the surface,
particularly along the face of the northwestern berm. Beneath the landfill
debris, the soil profile consists of 1 to 2 m (3 to 7 ft) of floodplain top
soil overlying 10 to 15 m (33 to 50 ft) of sand and gravel alluvium.

The southern area of contamination (referred to as Area 1) shown on Figure 2.3
covers approximately 1.1 ha (3 acres) and contains roughly 15,000 m3

(20,000 yd3) of contaminated soil. This body of soil is located east of the
landfill's main office at a depth of about 1 m (3 to 5 ft), and is located over a
former quarry pit, which was filled in with debris. The depth of debris beneath
the contaminated soil is unknown, but is estimated to be 15 to 20 m (50 to 65 ft).
Limestone bedrock underlies the landfill debris.

2.6 Topography

About 75% of the landfill site is located on the floodplain of the Missouri

River. The site topography is subject to change because of the types of activ-

ities (e.g., landfilling and quarrying) performed there. Figure 2.3 shows a

contour map of the site as of July 1986. The surface runoff follows several

surface drains and ditches which run in a northwest direction and drain into

the Missouri River.

2.7 Geology

2.7.1 Bedrock

Bedrock beneath the West Lake Landfill consists of Mississippian age limestone
of the Meramacean Series of the St. Louis and Salem formations, which extends
downward to an elevation of 58 m (190 ft) mean sea level (msl) (Figure 2.4).*

*Missouri Department of Natural Resources, Division of Geology and Land
Survey, Roll a, Missouri, Well Log Files.
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The limestone is dense, bedded, and fairly pure except for intermittent layers
which consist of abundant chert nodules. The Warsaw Formation—also of
Mississippian age—lies directly beneath the limestone. The Warsaw is made up
of approximately 12 m (38 ft) of slightly calcareous, dense shale; this grades
into shaley limestone toward the middle of the formation (Figure 2.4) (Spreng,
1961). Bedrock beneath the site dips at an angle of 0.5° to the northeast.
Eight kilometers (5 miles) east of the site, the attitude of the bedrock is
reversed by the Florissant Dome; the bedrock dips radially outward from the
apex of this dome at a low angle (Martin, 1966).

Since karst (solution) activity often occurs in carbonate rocks, the possibil-
ity of its occurrence in the West Lake Landfill area was considered. Brief
observation of the quarry walls at the landfill suggests that some solution of
the limestone has occurred, but this solution activity has apparently been
limited (see Section 2.8.1) to minor widening of joints and bedding planes near
the bedrock surface. Although karst activity within the limestone is relatively
minor, the upper surface of the bedrock is irregular and pitted as a result of
solution (Lutzen and Rockaway, 1971). This alteration of the bedrock surface
is greatest beneath the Missouri River floodplain.

•

2.7.2 Soils

Soil material in this area may be divided into two categories: Missouri River
alluvium and upland loessal soil. This demarcation is shown as the historical
edge of the alluvial valley in Figure 2.5. The division is made on the basis of
soil composition, depositional history, and physical properties. Because the
West Lake Landfill lies over this transition zone, the surface material at the
site varies considerably from southeast to northwest.

The Missouri River alluvium (Figure 2.6) ranges in thickness from 12 m (40 ft)
beneath the landfill site to more than 30 m (100 ft) at mid-valley (Figure 2.7),
The upper 3 m (10 ft) of the soil profile consists of organic silts and clays,
that have been deposited by the Missouri River during floods.* Below this

*Missouri Department of Natural Resources, Division of Geology and Land Survey,
Rolla, Missouri, Well Log Files.
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surface layer, the soil becomes sandy and grades to gravel at depths greater
than 5 to 10 m (16 to 33 ft). Because of the effects of channel scour, which
continues to grade the sediment after its initial deposition, the alluvium is
fairly homogeneous in a horizontal direction and becomes progressively coarser
with depth (Goodfield, 1965). At the edges of the floodplain, the alluvium is
not as well graded, and a large amount of fine material is present in the deeper
sand and gravel.

The upland loessal soil (Figure 2.8) is generally thinner than the floodplain
soil, being usually less than 12 m (39 ft) thick, and was deposited during the
age of Pleistocene glaciation. The loess consists of silt-sized particles that
were transported by wind and deposited as a blanket over much of Missouri and
Illinois. On the hills near the West Lake Landfill, the loess layer may be as
much as 24 m (79 ft) thick. It consists of 6 to 9 m (20 to 30 ft) of fairly
pure silt (Peoria loess) overlying 6 to 15 m (20 to 49 ft) of clay silt (Roxana
loess) (Lutzen and Rockaway, 1971). This loess forms the hills to the southeast
of the landfill, but it has long ago been removed from the landfill site and
most of the surrounding valleys by erosion. The upper 1 m (3 ft) of the loess
has been altered to form a thin soil profile. It should be noted that loess has
a vertical permeability which is far greater than its horizontal permeability
(Freeze and Cherry, 1979). The total permeability of loess is greatly increased
by disturbance. The individual silt grains are generally quite angular, and
therefore may not be effectively compacted by the methods commonly used to con-
solidate clay. The technique most effective in the compaction of loess would
employ vibration beneath a surcharge. A relict soil profile from 5 to 10 m
(16 to 33 ft) thick lies beneath the loess and directly on top of the bedrock.
This soil was formed as a residuum before Pleistocene glaciation and was sub-
sequently covered by the loess blanket. This soil is a highly consolidated
clay containing abundant chert fragments (Lutzen and Rockaway, 1971). In
addition to the natural geologic properties of the landfill, human disturbance
of the soil must also be considered since material within the landfill itself
can either limit or facilitate migration of leachate to the Missouri River
alluvial aquifer.

In order to prevent downward movement of leachate, it is now a common practice
to place a layer of compacted clay beneath sanitary landfills. Newer portions
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of the landfill (constructed since 1974) have 2 to 3 m (7 to 10 ft) of clay at
the base and around the sides. Waste is covered every day with 15 cm (6 in.)
of compacted soil; the cover soil presently used is loess (of soil classifica-
tions CL and A4) taken from southeast of the landfill (Reitz and Jens, 1983a).
If not properly compacted, this material may have a permeability of 0.0001 cm/sec
(0.00004 in./sec) or more. It is not known what procedures for compaction, if
any, were used at the landfill before 1974 since the site was unregulated in
design as well as in materials which were accepted for disposal. 4t Is be-
lieved, however, that there is no liner present beneath the northwestern por-
tion of the landfill, and that sanitary (and, possibly, some hazardous) material
was placed directly on the original ground surface. Since waste was period-
ically covered with soil to minimize rodent and odor problems, the landfill
probably consists of discrete layers of waste separated by thin soil layers.
Both areas containing radioactive material are in these presumably unlined ^
above-ground portions of the landfill.

2.8 Hydrology

2.8.1 Subsurface Hydrology

Groiindwater flow in the area surrounding the West Lake site is through two
aquifers: the Missouri River alluvium and the shallow limestone bedrock. The
base of the limestone aquifer is formed by the relatively impermeable Warsaw
shale at an elevation of about 58 m (190 ft) msl (Figure 2.4). This shale
layer has been reached, but not disturbed, by quarrying operations. Therefore,
the Warsaw shale acts as an aquielude, making contamination of the deeper lime-
stone very unlikely. The Mississippian limestone beds have very low inter-
granular permeability in an undisturbed state (Miller, 1977). However, a
strong leachate enters the quarry pit at an elevation of about 67 m (220 ft)
msl (pt. A on Figure 2.5). This leachate is migrating vertically through more
than 30 m (98 ft) of limestone. Explosive detonations associated with quarrying
operations will tend to cause fractures to propagate in the quarry wall. These
fractures have probably extended less than 10 m (33 ft) into the rock from the
quarry face. Beyond this, the rock probably remains undisturbed. These
fractures will tend to increase inflow to the quarry pit and allow leachate to
percolate downward through the fractured zone. Thus, leachate inflow to the
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quarry pit 1s not evidence of large-scale contamination of the limestone
aquifer. The only other mechanism by which leachate could travel" rapidly
through the limestone is by transport through solution channels. Landfill con-
sultants and quarry operators maintain that the limestone is fairly intact
(Canney, personal communication, September 1983), and superficial observation
of the quarry walls seems to support this conclusion. Since the limestone is
fairly impervious, and groundwater flows in most areas from the bedrock into
the alluvium, contamination of water in the bedrock aquifer does not appear
likely.

The water table of the Missouri River floodplain is generally within 3 m (10 ft)
of the ground surface, but at many points it is even shallower. At any one
time, the water levels and flow directions are influenced by both the river
stage and the amount of water entering the floodplain from adjacent upland
areas. A high river stage tends to shift the groundwater gradient to the
north, in a direction that more closely parallels the Missouri River. Local
rainfall will shift the groundwater gradient to the west, toward the river and
along the fall of the ground surface. This is inferred from water levels
measured in monitoring wells at the West Lake site. The fact that groundwater
levels commonly fluctuate more than does the Missouri River level, indicates
that upland-derived recharge exerts a great deal of influence over groundwater
flow at the West Lake site. This influence decreases toward the river.

The deep Missouri River alluvium acts as a single aquifer of very high per-
meability. This aquifer is relatively homogeneous in a downstream direction,
and decreases in permeability near the valley walls. The deeper alluvium is
covered by 2 to 4 m (7 to 13 ft) of organic silts and clays that may locally
contain a large fraction of sand-sized particles. Water levels recorded between
November 1983 and March 1984 in monitoring wells at West Lake* indicate a
groundwater gradient of 0.005 flowing in a N 30°W direction beneath the northern
portion of the landfill. This represents the likely direction of any possible
leachate migration from the landfill (Figure 2.5).

"Data supplied by Reitz and Jens engineering firm, St.Louis, 1984.
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The alluvial aquifer recharges from upland areas from three sources: seepage
from loess and bedrock bordering the valley, channel underflow of upland streams
entering the valley, and seepage losses from streams as they cross the flood-
plain. Of these sources, streams and their underflow represent the main source
of upland recharge to the alluvial aquifer. Streams entering the floodplain
raise the water table in a fan-shaped pattern radiating outward from their point
of entrance to the plain. In areas where streams are not present, the water
slopes downward from the hills, steeply at first and then gently to the level
of the free water surface in the Missouri River channel. The situations de-
scribed above do not take into account the effect of variations in permeability
of the shallow soil layer. Aerial photography of the site indicates that a
filled backchannel (oxbow lake) type of soil deposit is present along the south-
west boundary of the landfill (USDA, 1953). This deposit is probably com-
posed of fine-grained material to the depth of the former channel (6 to 10 m)
(20 to 33 ft). This deposit may tend to hamper communication between shallow
groundwater on opposite sides of the deposit.

Since no other recharge sources exist above the level of the floodplain, the
only water available to leach the landfill debris is that resulting from rain-
fall infiltrating the landfill surface. Because the underlying alluvial aqui-
fer is highly permeable, there will be little "mounding" of water beneath the
landfill. Because the northern portion of the landfill has a level surface it
is likely that at least half of the rainfall infiltrates the surface. The
remaining rainfall is lost to evapotranspiration and (to a lesser degree) sur-
face runoff. Due to the height of the berm, temporary impoundment of surface
runoff is a common occurrence.

No public water supplies are drawn from the alluvial aquifer near the West Lake
Landfill. It is believed that only one private well (Figure 2.9) in the vicin-
ity of the landfill is used as a drinking water supply. This well is 2.2 km
(1.4 miles) N 35°W of the former Butler-type Building location on the West Lake
Landfill. In 1981, analysis showed water in this well to be fairly hard (natural
origins) but otherwise of good quality (Long, 1981).

Water in the Missouri River alluvium is hard and usually contains a high
concentration of iron and manganese (Miller, 1977). The amount of dissolved

2-8



I
I
I
I
I
I
I
I
I
I
I
I
I
I
I
I
I
I
I

solids present in the water of the alluvial aquifer varies greatly; purity
increases toward mid-valley where groundwater velocity is greatest. A water
sample from a well in the alluvium 3 km (1.9 miles) north of the landfill had
a total dissolved solids content of 510 mg/liter and total hardness as CaC03
of 415 mg/liter. Water in the limestone bedrock generally has a hardness
greater than 180 mg/liter as CaC03 equivalent (Emmett and Jeffery, 1968). Total
dissolved solids range from 311 to 970 mg/liter. Water in the limestone aquifer
may contain a large amount of sulfate of natural origin (Miller, 1977).

2.8.2 Surface Hydrology

Because of the extremely low slope of the Missouri River flood plain surface,
precipitation falling on the plain itself generally infiltrates the soil rather
than running off the surface. The only streams present on the floodplain are
those that originate in upland areas. Drainage patterns on the plain
(Figure 2.9) have been radically altered by flood control measures taken to
protect Earth City (Figure 2.1) and by drainage of swamps and marshes. Before
these alterations, Creve Coeur Creek passed just south of the landfill, and
drained a fairly large area. It has since been redirected to discharge into
the Missouri River upstream (south) of St. Charles (Figure 2.9). The-old
channel still carries some water, and empties into the Missouri River 45.2 km
(28 miles) upstream from the confluence with the Mississippi River. Near the
landfill, this stream is usually dry. As it crosses the flood plain, the creek
passes through shallow lakes which provide a more or less continuous flow to
the Missouri River throughout the year. A second stream, Cowmire Creek, crosses
the floodplain east of the site. This stream flows northward and joins a back-
water portion of the Missouri River at kilometer 35.4 (22 miles). Because of
the relationship which exists between river level and groundwater level in por-
tions of the floodplain near the river, these streams may either lose flow (at
low stage) or gain flow (at high stage).

The present channel of the Missouri River lies about 3 km (2 miles) west and
northwest of the landfill. Early land surveys of this area indicate that
200 years ago the channel was located several hundred meters to the east (toward
the landfill) of its present course (Reitz and Jens, 1983b). The Missouri River
has a surface slope of about 0.00018 (Long, 1981). River stage at St. Charles
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[kilometer 45.2 (mile 28)] is zero for a water level of 126.1 m (413.7 ft) msl
(Reitz and Jens, 1983a). Average discharge of the Missouri River is 2190 m3/s
(77,300 ftVs), with a maximum flow of 2850 m3/s (101,000 ftVs) for the period
of April through July, and a minimum flow of 1140 m3/s (40,300 ft3/s) in January
and December (Miller, 1977). Some average properties of Missouri River water
for the period 1951-1970 were: alkalinity = 150 mg/liter as CaC03 equivalent;
hardness = 209 mg/liter as CaC03 equivalent; pH = 8.1; and turbidity = 694 JTU
(Jackson turbidity unit).

Water supplies are drawn from the Missouri River at kilometer 46.6 (mile 29)
for the city of St. Charles, and the intake is located on the north bank of the
river. Another intake at kilometer 33 (mile 20.5) is for the St. Louis Water
Company's North County plant (Reitz and Jens, 1983a).

The city of St. Louis takes water from the Mississippi -River, which joins the
Missouri River downstream from the landfill. In this segment of the river, the
two flow-streams have not completely mixed and the water derived from the
Missouri River is still flowing as a stream along the west bank of the
Mississippi River channel*. The intake structures for St. Louis are on the
east bank of the river so that the water drawn is derived from the upper
Mississippi.

2.9 Meteorology

The climate of the West Lake area is typical of the midwestern United States,
in that there are four distinct seasons. Winters are generally not too severe
and summers are hot with high humidity. First frosts usually occur in October;
and freezing temperatures generally do not persist past March. Rainfall is
greatest in the warmer months, (about one-quarter of the annual precipitation
occurs in May and June) (Figure 2.10) (NRC, 1981). In July and August, thunder-
storms are common, and are often accompanied by short periods of heavy rainfall.
Average annual precipitation is 897 mm (35.3 in.), *hich includes the average
annual snowfall of 437 mm (17.2 inches snow). Average relative humidity is 68%,

*Ned Harvey, hydrologist with the USGS, telephone communication, August 1983.
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and humidities over 80% are common during the summer. Wind during the period of
December through April is generally from the northwest; winds blow mainly from
the south throughout the remainder of the year. A compilation of hourly wind
observations shows that although the wind resultant is fairly consistent on a
monthly basis, the wind actually shifts a good deal and is very well distri-
buted in all directions (Figure 2.11) (NRC, 1981; U.S. Department of Commerce,
1960).

Meteorological data used is from Lambert Field International Airport which is
6 km (3.7 miles) east of the West Lake site. Temperature and precipitation
data are also representative of West Lake. However, because of differences in
topography between Lambert Field and the site, the actual wind directions at
West Lake may be slightly skewed in a NE-SW direction parallel to the Missouri
River valley.

2.10 Ecology

The West Lake Landfill is biologically and ecologically diverse. Rather than a
single ecological system (e.g., a prairie), it is a mosaic of small habitats
associated with

(1) moist bottomland and farmland adjacent to the perimeter berm

(2) poor quality drier soils on the upper exterior and interior slopes
of the berm

(3) an irregular waste ground surface associated with the inactive portion of
the landfill

(4) aquatic ecosystems present in low spots on the waste ground surface

Generally, the natural systems which are present are limited by operations in
the active portion of the landfill and form a corridor along the perimeter berm
from near well site 75 (Figure 2.5), on the Old St. Charles Rock Road, clockwise
to the main entrance to the landfill near well site 68, along St. Charles Rock
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Road. The following observation and descriptions demonstrate the biological
variety of these sites.

The flora of the perimeter berm extending from the southwest clockwise to the
area of the main entrance to the landfill present a series of contrasts. Along
the Old St. Charles Rock Road, the bottom and lower slope of the berm is heavily
influenced by the nearby mature silver maple (Acer saccharinum), boxelder
(Acer negundo). oak (Quercus). sycamore (Platanus). green ash (Fraximus
pennsylvam'ca). and eastern cottonwood (Populus deltoides) trees associated
with the old channel of Creve Coeur Creek. At the corner, between wells 59 and
60 (Figure 2.5), large silver maple and boxelder trees form a dense stand in the
moist soils at the base of the berm. The density of these trees declines on
this slope extending toward the north (well 61) and the Butler-type Building
corner. The extension of this slope toward the northwest is dominated by a
dense willow-like thicket in which a few eastern cottonwoods and a hawthorn
tree have established. From this northwest corner of the landfill to the
eastern limit of the trees between the landfill and St. Charles Rock Road (well
65), the exterior slope of the berm is dominated by dense stands of small and
large eastern cottonwoods. This latter occurrence reflects the influence of
the well-established eastern cottonwoods and sycamores associated with the per-
manent pond just north of this site (Figure 2.9). The ground cover along
these exterior slopes consists of grasses, forbs, plants common to disturbed
areas, seedling cottonwoods, and shrubs. A well-manicured grass groundcover
continues from the limit of the trees to the area around the main entrance of
the landfill and well 68. This vegetation contributes to the partial stabi-
lization of the steep exterior slopes.

The somewhat drier top and the short, interior slope of the berm, colonized by
prairie grasses such as bluestem (Andropogon). blends into the irregular sur-
face of the inactive portion of the landfill. Depressions in this surface
allow water to collect and tall grasses, foxtail, and plants characteristic
of disturbed areas [e.g., ragweed (Ambrosia), mullein (Verbascum). pokeweed
(Phytolacca). cinquefoil (Potentilla). sunflower (Helianthus). and plantain
(Plantago)] are replaced by characteristic wetland species [e.g., algae
(Spirogyra). cattails (Typha). sedges (Carex), and smartweed fPolyqonium)].
Young eastern cottonwoods are established at several of these wet sites.
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Generally, the surface vegetation of the inactive landfill gives way to barren
waste ground around the Butler-type Building location and the barren terrain
associated with recent landfill activities.

Animals were observed associated with these habitats. Cottontail rabbits
(Sylvilagus) were encountered most frequently and their fecal pellets were ob-
served on the landfill. Density of fecal material was particularly heavy in
the thickets on the exterior slopes of the perimeter berm. In this regard,
coyote (Cam's latrans) feces containing rabbit fur were observed. Small mammals
(rodents) were not seen but could certainly be present in these areas. Large
ungulates also were not sighted, but tracks and feces of white-tailed deer indi-
cate that they utilize the landfill.

The only birds observed were a crow (Corvus), several robins (Turdus), and white-
crowned sparrows (Zonotrichia leucophrys). This certainly does not reflect the
extent to which birds utilize these habitats, for observations were made early
in the spring. It is readily apparent that returning migratory passerines would
utilize the surface vegetation and berm thickets for nesting, cover, and feed
later in the season. It is also possible that waterfowl could utilize the perma-
nent ponds on the landfill and adjacent to St. Charles Rock Road. Twelve scaup
(Aythya) and mallards (Anas) were observed on the lagoon which serves as part
of the landfill waste water treatment facility.

Small puddles contained characteristic aquatic invertebrates and at least two
species of amphibians. Casual examination of these shallow waters revealed
three genera of snails (Physa, Lymnaea, Helisoma). an isopod (Asnellus),
cyclopoid copepods, and cladocerans. Aquatic insect larvae were not observed;
however, this does not rule out their presence. The sighting of a bullfrog
tadpole (Rana catesbeiana) and audition of spring peepers (Hyla). indicates
these ponds are utilized as breeding sites. No fish were observed in these
puddles on the landfill surface; however, a dead gizzard shad (Dorsoma cepedianum)
was seen in the pond adjacent to St. Charles Rock Road. The only reptiles
seen were the water snake (Nerodia) and the garter snake (Thamnophis).

Although the northwest inactive portion of the landfill is posted with "No
Trespassing" signs, it was evident that humans do encroach on these habitats.
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Fishing tackle was found tangled in power lines and trees, and spent small-
gauge shotgun shells were found on the landfill surface and berms.

2.11 Demographics

The West Lake Landfill is located in the northwestern portion of the city of
Bridgeton, in St. Louis County, Missouri. Earth City Industrial Park is located
on the floodplain 1.5 to 2 km (0.9 to 1.2 miles) northwest of the landfill.
Population density on the floodplain is generally less than 10 persons per
square kilometer (26 persons per square mile); and the daytime population
(including factory workers) is much greater than the number of full-time resi-
dents.

Major highways in the area include Interstate 70 (1-70) and Interstate 270
(1-270), which meet south of the landfill at Natural Bridge Junction (Fig-
ure 1.1). The Earth City Expressway and St. Charles Rock Road lie, respectively,
west and east of the landfill. The Norfolk and Western Railroad passes about
1 km (0.6 mile) from the northern portion of the landfill (Figure 1.1). Lambert
Field International Airport is located 6 km (3.7 miles) east of the West Lake
Landfill.

In addition to factories at Earth City, plants are operated by Ralston-Purina
and Hussman Refrigeration across St. Charles Rock Road. The employees of
these two plants probably comprise the largest group of individuals in close
proximity to the contaminated areas for significant periods of time. The
Ralston-Purina facilities are located 0.4 km (0.2 mile) northeast of the
Butler-type Building location at the landfill. Considering that land in this
area is relatively inexpensive and that much of it is zoned for manufacturing,
industrial development on the floodplain will likely increase in the future.

Two small residential communities are present near the West Lake Landfill.
Spanish Lake Village consists of about 90 homes and is located 1.5 km (0.9 mile)
south of the landfill, and a small trailer court lies across St. Charles Rock
Road, 1.5 km (0.9 mile) southeast of U •• site (Figure 2.1). Subdivisions are
presently being developed 2 to 3 km (1.2 to 1.9 miles) east and southeast of the
landfill in the hills above the floodplain. Ten or more houses lie east of the
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landfill scattered along Taussig Road. The city of St. Charles is located
north of the Missouri River at a distance greater than 3 km (1.9 miles) from
the landfill.

Areas south of the West Lake Landfill are zoned residential; areas on the
other sides are zoned for manufacturing and business (Figure 2.2). Most of
the landfill is zoned for light manufacturing (M-l). However, approximately
0.3 km2 (0.12 mi2) of the northern portion of the landfill is zoned for residen-
tial use; this includes the contaminated area around the Butler-type Building
site. The field northwest of the landfill between Old St. Charles Rock Road
and St. Charles Rock Road is under cultivation. Trends indicate that the
population of this area will increase, but the land will probably be used
primarily for industrial facilities.
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Figure 2.1 Land use around West Lake Landfill site
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3 RADIOLOGICAL CHARACTERIZATION OF THE SITE

3.1 Radiological Surveillance

• Approximately 43,000 mt (47,000 tons) of contaminated soil were reported to have

I been disposed of in the landfill. A fly-over radiological survey performed for
.the NRC in 1978 identified two areas of contamination at the West Lake Landfill.

j Subsequently, from August 1980 through the summer of 1981, the Radiation
Management Corporation (RMC), under-contract to the NRC, performed an onsite

• evaluation of the West Lake Landfill (NRC, NUREG/CR-2722). The purpose of this
survey was to clearly define the radiological conditions at the landfill. The

• results were to be utilized in performing an engineering evaluation to determine
if remedial actions should and could be taken.

» The area to be surveyed was divided into 10-m (33-ft) grid blocks and included
_ the following measurements:

(1) external gamma exposure rates 1m (3.3 ft) above the surfaces and beta-
• gamma count rates 1 cm (0.4 in.) above surfaces

I (2) radionuclide concentrations in surface soils

• (3) radionuclide concentrations in subsurface deposits

I
| (5) radon flux emanating from surfaces

| (6) airborne radioactivity

I (7) gross activity in vegetation

I

I

(4) gross activity and radionuclide concentrations in surface and subsurface
water samples
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3.2 Survey Results

External Gamma

Figure 3.1 shows the two areas of elevated external radiation levels as they
existed in November 1980, at the time of the preliminary RMC site survey. As
can be seen, both areas contained locations where levels exceeded 100 uR/hr at
1m (3.3 ft). In Area 2, gamma levels as high as 3000 to 4000 uR/hr were
detected. The total areas exceeding 20 uR/hr were about 1.2 ha (3 acres) in
Area 1 and 3.6 ha (9 acres) in Area 2.

External gamma levels measured in May and July of 1981 decreased significantly,
especially in Area 1, because approximately 1.2 m (4 ft) of sanitary fill was
added to the entire area and an equal amount of construction fill was added to
most of Area 2. As a result, only a few hundred square meters (a few thousand
square feet) in Area 1 exceed 20 uR/hr. In Area 2, the total area exceeding
20 uR/hr decreased by about 10%, and the highest levels were about 1600 uR/hr,
near the location of the Butler-type building.

Surface Soil Analyses

A total of 61 surface soil samples were gathered and analyzed on site for gamma
activity. Samples were normally stored 10 to 14 days to allow ingrowth of radium
daughters. Concentrations of U-238, Ra-226 (from Pb-214 and Bi-214), Ra-223,
Pb-211, and Pb-212 were determined for each sample. Surface soil samples are
located in Figures 3.2 and 3.3.

In all soil samples, only uranium and/or thorium decay chain nuclides and K-40
were detected. Offsite background samples were on the order of 2 pCi/g Ra-226.
Onsite samples ranged from about 1 to 21,000 pCi/g Ra-226, and from less than
10 to 2100 pCi/g U-238. In those cases where elevated levels of Ra-226 were
detected, the concentrations of U-238 were generally anywhere from a factor of
2 to 10 lower. In cases of elevated sample activity, daughter products of both
U-238 and U-235 were found.
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In general, surface activity was limited to Area 2, as indicated by surface
beta-gamma measurements. Only two small regions in Area 1 showed contamination;
both were near the access road across from the site offices.

In addition to onsite gamma analyses, 12 samples were submitted to RMC's radio-
chemical laboratories for thorium and uranium radiochemical determinations. The
results show all samples contain high levels of Th-230. The ratio of Th-230 to
Ra-226 (Bi-214) is about 20 to 1.

Subsurface Soil Analysis

Subsurface contamination was assessed by extensively "logging" holes drilled
through the landfill. Several holes were drilled in areas known to contain con-
tamination, then additional holes were drilled at intervals 1n all directions
until no further contamination was encountered. A total of 43 holes were
drilled, 11 in Area 1 and, in Area 2, 32 including 2 nearby offsite wells for
monitoring water. All holes were drilled with a 6-in. auger and lined with 4-in.
PVC (polyvinyl chloride) casing. The location of these auger holes is shown in
Figures 3.4 and 3.5.

Each hole was scanned with an Nal(Tl) detector and rate meter system for an
initial indication of the location of subsurface contamination. On the basis
of the initial scans, 19 holes were selected for detailed gamma logging using
the intrinsic germanium (IG) detector and multiple channel analyzer.

The results of the Nal(Tl) counts and IG analyses show concentrations of Bi-214,
as determined by the IG system, ranged from less than 1 to 19,000 pCi/g. For
those holes where both Nal(Tl) counts and IG counts were made, a good correla-
tion between gross Nal(Tl) counts and Ra-226 concentrations, as determined by
in situ analysis of the daughter Bi-214 by the IG system, was found.

It was determined that the subsurface deposits extended beyond areas where sur-
face radiation measurements exceeded 5 pCi/g. The approximate area of subsurface
contamination compared to the area of elevated surface radiation levels shows a
total difference in areas of 2 ha (5 acres).
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The variations of contamination with depth for Areas 1 and 2 are shown in

Figure 3.6. As can be seen, the surface elevations vary by about 6 m (20 ft),
and the highest elevations occur at locations of fresh fill. Contamination

(>5 pCi/g Ra-226) in several areas is found to extend from the surface to

appreciable depths, about 6 m (20 ft) below the surface in two cases. In

general, the subsurface contamination appears to be a continuous single layer,
ranging from 0.6 to 4.6 m (2 to 15 ft) thick, located between elevations of 139

to 144 m (455 to 480 ft) and covering 6.5 ha (16 acres) total area.

In Figures 3.7 and 3.8, representations of the subsurface deposits are provided
on the basis of auger hole measurements. These representations are consistent
with the operating history of the site, which suggests that the contaminated

material was moved onto the site and spread as cover over fill material. Thus,
one would expect a fairly continuous, thin layer of contamination, as indicated
by survey results.

Nonradiological Analysis

Six composite samples were submitted to RMC's Environmental Chemistry Labora-
tory for priority pollutant analysis. Five samples were taken from auger holes

(one from Area 1 and four from Area 2) and the sixth from the West Lake leachate

treatment plant sludge. The results indicate a significant presence of

organic solvents in Area 2 samples. The results of the leachate sludge

analysis were not as high as any of the soil samples.

A chemical analysis of radioactive material from both areas was also performed

by RMC's laboratory. Results show elevated levels of barium and lead in most

cases.

Background Radioactivity Measurement

Various offsite locations were selected for reference background measurements.

The results of these measurements were within the normal range.
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Airborne Radioactivity Analyses

Both gaseous and participate airborne radioactivity were sampled and analyzed
during this study. Since it was known that the buried material consisted par-
tially or totally of uranium ore residues, the sampling program concentrated on
neasuring radon and its daughters in the air. Two methods were used: the first
was a scintillation flask method for radon gas and the second was analysis of
filter paper activity for particulate daughters.

A series of grab samples using the accumulator method were taken between May
and August of 1981. A total of 111 samples from 32 locations was collected.
Measurable radon flux levels ranged from 0.2 pCi/m2s in low background areas
to 865 pCi/m2s in areas of surface contamination.

At three locations, repetitive measurements were made over a period of 2 months.
These results are plotted in Figure 3.9. As can be seen, significant fluctua-
tions were observed at two locations. The fact that these fluctuations were
real and not measurement artifacts was later confirmed by duplicate charcoal
canister samples, as described below.

•

A total of 35 charcoal canister samples was gathered at 19 locations over a

3-month period. The results show levels ranging from 0.3 pCi/m2s to 613

pCi/m2s. On 24 different occasions, the charcoal canisters and accumulator

were placed in essentially the same locations, at the same time, for duplicate
sampling. The results of this side-by-side study show generally good

correlation between the two methods.

A set of 10-minute high-volume particulate air samples was taken to determine

both short-lived radon daughter concentrations and long-lived gross alpha

activity. The highest levels were detected in November 1980, near and inside

the Butler-type building which has since been removed. These two samples

approximately equal NRC's 10 CFR Part 20, Appendix B, alternate concentration

limit of one-thirtieth WL for unrestricted areas.

In addition to the routine 10-minute samples, five 20-minute high-volume air

samples were taken and counted immediately on the IG gamma spectroscopy system
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to detect the presence of Rn-219 daughters. All samples were taken near sur-
face contamination. In addition to Rn-222 daughter gamma activities, Rn-219
daughters were detected by measuring the low-abundance gamma rays of Pb-211.
Concentrations of Rn-219 daughters ranged from 6 x 10-11 to 9 x 10-10 ud'/cc.

Vegetation Analysis

Vegetation samples included weed samples from onsite locations and farm crop
samples (winter wheat) near the northwest boundary of the landfill. This loca-
tion was chosen because runoff from the fill onto the farm field was possible.
No elevated activities were found in these samples. **

Water Analyses

A total of 37 water samples was taken: 4 in the fall of 1980, and the remainder
in the spring and summer of 1981. One sample was equal to the U.S. Environmen-
tal Protection Agency (EPA) gross alpha activity standard for drinking water of
15 pCi/liter and that was a sample of standing water near the Butler-type
building. Several samples, including all the leachate treatment plant samples,
exceeded the EPA drinking water screening level for gross beta which would
require isotopic analyses. Subsequent isotopic analyses indicated that the
beta activity could be attributed to K-40. None of the offsite samples j,
exceeded either EPA standard or screening level.

In 1981, MDNR collected 41 water samples which RMC analyzed for radioactivity
(Table 3.1). Of these samples, 5 were background, 10 were onsite surface
water, 10 were shallow groundwater standing in boreholes, and 16 were landfill
leachate. From these data, background activity is estimated as 1.2 pCi/liter
gross alpha and 27 pCi/liter gross beta. Results in Table 3.1 show the
gross alpha in two water samples exceeded or equaled 15 pCi/1; the gross beta in
ten water samples exceeded 50 pCi/1. Most of the gross beta activity comes from
naturally occurring K-40 as determined from subsequent isotopic analysis.

In addition, groundwater samples in perimeter monitoring wells at the West
Lake Landfill were taken by UMC personnel and ORAU in 1983, 1984, and 1986.
The well locations are shown in Figure 2.5 and the results are presented in
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Tables 3.2 and 3.3. Results in Table 3.2 show the gross alpha in two water samples
slightly exceeded 15 pCi/1; the gross beta were all below 50 pCi/1 in all water
samples. Table 3.3 shows analyses were below 15 pCi/1 for gross alpha and 50 pCi/1
for gross beta for all the wells.

3.3 Estimation of Radioactivity Inventory

In examining the RMC report for bore hole samples (Table 3.3), it is noted that
the naturally occurring U-238 to Th-230 to Ra-226 equilibrium has been disturbed.
The RMC report (NRC, NUREG/CR-2722) indicates that the ratio of Ra-226 to U-238
is on the order of 2:1 to 10:1. Thi:s observation is consistent with the history
of the radionuclide deposits in the West Lake Landfill, i.e., that they came
from the processing of uranium ores to extract the uranium content and that the
radioactive material at West Lake came from the former Cotter Corporation
facility on Latty Avenue (presently occupied by Futura Coatings Company) in
Hazelwood, Missouri. This location contains contamination from ore processing
residues from which uranium had been previously separated, leaving the daughters
behind at relatively higher concentrations. Additionally, it is noted in the
RMC report that the ratio of Th-230 to Ra-226 is on the order of 5:1 to 50:1.
This indicates that radium has also been removed. Other data are available in
the Latty Avenue site study (Cole, 1981). Table 3.4 presents the radionuclide
concentrations in Latty Avenue composite samples.

Using the RMC data and averaging the auger hole measurements over the two volumes
of radioactive material found in Areas 1 and 2, a mean concentration of 90 pCi/g
was calculated for Ra-226. Also, the ratios of Th-230 to Ra-226 were esta-
blished since the level of Th-230 will determine the increase of Ra-226 with
time. Although the ratio of Th-230 to Ra-226 ranged from 5:1 to 150:1, most of
the data were in the 30:1 to 50:1 range. To ensure conservatism in estimating
the long-term effects of Ra-226, a ratio of 100:1 was used for all further
calculations.

Using the Th-230:Ra-226 ratio of 100:1, the Th-230 activity is 9000 pCi per
gram. If the U-238 concentration (as well as U-234 which would be similarly
separated from the ore) is a factor of 5 less than Ra-226, this implies about
18 pCi U-238 per gram. The total mass of radioactive material (having Ra-226
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concentrations of 5 pd'/g or more) in the landfill was estimated by visually
integrating the volume of radioactive material from graphs and multiplying by
an average soil density, resulting in 1.5 x 1011 grams (150,000 metric tons) of
contaminated soil. These numbers indicate that there are about 14 Ci of Ra-226
contained with its decay products in the radioactive material in the landfill.
The material also contains about 3 Ci each of U-238 and U-234, and about 1400 Ci
of Th-230. These estimates indicate the order of magnitude of the quantities
to be dealt with, although the estimate for Th-230 is regarded as conservatively
large.
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Figure 3.2 Location of surface soil samples, Area 1
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Figure 3.3 Location of surface soil samples, Area 2
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Figure 3.4 Location of auger holes, Area 1



8 8 S 8 S 8 8 2 9 9. 8 S § 8 8 £ 8 8 8 £ § S S 8 2 8 9 2 2 9 9 e 2/2 Va 2 fl f 9 9 2 9 e 9 9 9 9

I
M
OJ

Og -- 1

Mote: Line E-E indicates cross-sectional area shown in
Figure 3.8.

Source: NUREG/CR-2722, Figure 10, p. 34.

Figure 3.5 Location of auger holes, Area 2
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Figure 3.6 Auger hole elevations and location of contamination within each hole
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Figure 3.7 Cross-section B-B showing subsurface deposits in Area 1



(At
I

cn

420'—

500'

14 = H20 WELL

Notes: (1) E-E is defined in Figure 3.5.
(2) The blackened areas indicate the estimated extent

of contamination exceeding 5 pCi/g Ra-226, based
on surface and auger hole measurements.

Source: NUREG/CR-2722, Figure 19, p. 42.

Figure 3.8 Cross-section E-E showing subsurface deposits in Area 2
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Figure 3.9 Rn-222 flux measurements at three locations in Area 2 (1981)
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Table 3.1 RMC radionuclide analyses of water samples
from the West Lake site taken by MDNR
in 1981

Sample #

7001
7002
7003
7019
7025
7028
7029
7030
7031

7004
7021
7027
7032
7033

7009
7010
7011
7012
7017
7018
7020
7026
2
3

Type of
sample*

S
s
S
s
s
s
s
s
s

B
B
B
B
B

G
G
G
G
G
G
G
G
G
G

Gross alpha (pCi/1)

3.11
8.00
1.56
1.91
1.56
45.2
<0.64
0.52
1.43

1.04
1.56
1.04
<0.05
1.04

4.50
2.60
3.12
7.10
0.52
6.76
8.84

<2.0
15.0
2.9

Gross beta (pCi/1)

22.5
23.4
9.88
30.0
36.5
87.8
<1.34
35.1
26.3

19.7
29.1
32.5
26.3
29.0

22.3
15.2
10.6
16.6
33.6
36.1
30.1
38.9
41.0
7.6

See footnote at end of table.
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Table 3.1 (Continued)

Type of
Sample # sample*

7013
7014
7015
7016
7022
7023
7024
7034
7035
7036

1
4

Sampl

7014
7015
7016
7022
7028

*S =
B =
G =
L =

L
L
L
L
L
L
L
L
L
L
L
L

Type of
e # sample*

L
L
L
L
S

surface sample

Gross alpha (pCi/1)

<3.0
<3.0
<3.0
<3.0
3.45

<3.0
<3.0
<3.0
<3.0
<3.0
7.3

<3.0

Ra-226 (pCi/1)

<1.6
3.9
<1.6
2.4
1.6

Gross beta (pCi/1)

1.30
130
103
98.9
107
122
86.7
10.3
84.5
69.6
80
26

K-40 (pCi/1)

138
136
98.9
104
124

,•
off site, background
groundwater from boreholes
leachate
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Table 3.2 Radiological quality of water in perimeter monitoring wells of
West Lake Landfill (concentrations reported in pCi/1)

Well #

18
59
60
61
62
63
65
66
67
68
50***

Ra-226
_

<3

-
-<3
-
<3
<3
<3
<3
<3

Gross alpha*
_

3.2

--
2.8
-
12.4
4.3
5 •:

18.2
5

Gross beta*
_

9.9
-

-7.4
-
33.1
6.9
5.3

18.8
7.7

Gross alpha**

12.5
-
20.5
2.7
3.5
2.2
5.7
--
-
1.3

Gross beta**

12.5
-
20.8
13.9
8.5
7.0
6.3
--

-8.1

*Samples taken November 15, 1983.
**Samples taken March 21, 1984, by UMC personnel, analyzed by Environmental
Health Lab of St. Louis County Health Department, Clayton, Missouri.

***Well #50 used as background.
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Table 3.3 Radionuclide concentrations in well water samples: May 7-8, 1986

OJ

Concentrations (pCi/1)

Radionuclide Well 50a Well 51

Gross alpha 2.2 2.2

Gross beta 7.5 4.4

Ra-226 — b

Ra-228

U-total

Th-228

Th-230

Th-232

Depth to water (m) 5.0 3.8

Well 52 Well 53

1.9 11

7.5 16

0.4

1.7

22

0.5

0.9

0.3

3.2 3.3

Well 54 Well 55 Well 56

4.4 4.8 5.7

14 14 12

0.2

0.3

8.9

0.3

0. 9

0.8

15.5 11.5 11.5



Table 3.3 (Continued)

Radionuclide

Gross alpha

Gross beta

Ra-226

Ra-228

U- total

Th-228

Th-230

Th-232

Depth to water (m)

Well 58

5.8

15

0.3

2.9

13

0.6

1.5

0.7

14.0

Well 59

11

46

0.3

0.5

25

0.5

0.2

0.1

Not
determined

Concentrations (pCi/1)

Well 60 Well 61

14 3.3

19 14

2.5

1.6

19

0.5

4.4

0.1

3.5 4.5

Well 62 Well 65 Well 66

5.6 3.5 1.8

10 7.4 9.9

0.8

0.6

2.3

0.8

1.2

0.6

4.2 1.9 1.9



Table 3.3 (Continued)

Radlonuclide

Gross alpha

Gross beta

Ra-226

Ra-228

U- total

Th-228

Th-230

Th-232

Depth to water (m)

Well 67

8.4

7.1

0.7

0.3

7.4

0.9

9.9

0.2

1.5

Concentrations (pCi/1)

Well 68 Well 72 Well 73

0.9 1.4 6.5

1.9 4.6 7.7

0.3

0.9

3.1

1.7

6.7

0.2

4.4 10.0 8.4

Well 75

11

22

—

—
16

0.6

12

0.2

7.6

Well 76 Well 80

3.6 0.4

6.9 3.2

—

—
2.2

0.3

0.0

0.1

13.8 5.3



Table 3.3 (Continued)

to

Concentrations (pCi/1)

Radionuclide

Gross alpha

Gross beta

Ra-226

Ra-228

U- total

Th-228

Th-230

Th-232

Depth to water (m)

Well 81

7.9

16

0.8

0.4

4.9

0.9

0.9

0.3

4.8

Well 82

17

47

0.3

0.4

13

0.4

1.8

0.3

5.1

Well 83

9.0

18

3.4

4.6

1.6

0.2

0.4

1.0

3.9

Well 84 Well 87

13 1.5

27 7.2

1.7

5.8

9.0

0.6

1.3

1.1

7.0 9.4

Well 88 Well 89

11 3.7

18 9.1

2.3

0.2

3.0

1.1

1.5

4.0

8.6 7.5



Table 3.3 (Continued)

OJ
I
ro
en

Concentrations (pCi/1)

Radionuclide Well 90

Gross alpha 2.2

Gross beta 6.8

Ra-226

Ra-228

U-total

Th-228

Th-230

Th-232

Depth to water (m) 4.1

Well 92

7.3

11

1.0

0.8

17

0.5

0.1

0.4

13.1

Well 93

7.4

22

1.6

1.4

6.0

0.8

0.7

1.6

4.7

Well 94

1.6

9.9

2.1

aRefer to Figure 2.5 for well location.

Dash indicates analysis not performed.



Table 3.4 Radionuclide concentrations in Latty Avenue composite samples

Sample

Composite

Composite

Average

U-235

I 3

2 4

4

.610

.4 ± 0

.3**

.3

.0 ± 0.2

ABased on Ra-228 and
**Errors are 2o based

CO
1
ro
Ol

Source: Table

U-238

82 1 8

62 ± 15

72 ± 9

Concentrations (pCi/gm)

Th-232* Th-230 Th-228 Ra-226

2.3 ± 0.6 8770 ±100 2.1 ± 0.5 64 ± 1

1.5 ± 0.5 8950 ±370 2.0 ± 0.5 50 ± 1

1.9 ± 0.4 8860 ±190 2.1 ± 0.3 57 ± 1

Ra-228 Pa-231 Ac-227

2.3 ± 0.6 114 ± 2 205 ± 2

1.5 ± 0.5 117 ± 8 Not
Performed

1.9 ± 0.4 116 ±4 205 ± 2

assumption of secular equilibrium of thorium decay series,
only on counting statistics.

2 (Cole, 1981).
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4 APPLICABILITY OF THE BRANCH TECHNICAL POSITION

The NRC has established a Branch Technical Position (BTP) which identifies
five acceptable options for disposal or onsite storage of wastes containing
low levels of uranium and thorium (46 FR 52061, October 23, 1981). Options 1-4
provide methods under 10 CFR 20.302, for onsite disposal of slightly contain-
inated materials, e.g., soil, if the concentrations of radioactivity are small
enough and other circumstances are .satisfactory. The fifth option consists of
onsite storage pending availability of an appropriate disposal method. Table
4.1 shows the radionuclide concentrations specified for the disposal options.

The material present in the West Lake Landfill is a form of natural uranium
with daughters, although the daughters are not now in equilibrium. As
mentioned above, the average concentration of Ra-226 in the West Lake Landfill
wastes is about 90 pCi per gram, which (considered by itself) falls into
Option 4 of the BTP since Option 4 criteria are controlled by the Ra-226
content in the wastes (i.e., 200 pCi of U-238 plus U-234 per gram would be
accompanied by 100 pCi of Ra-226 per gram). However, because of the large
ratio of Th-230 radioactivity to that of Ra-226, the radioactive decay of the
Th-230 will increase the concentration of its decay product Ra-226 until
these two radionuclides are again in equilibrium. Assuming the ratio of
activities of 100:1 used above, the Ra-226 activity will increase by a factor
of five over the next 100 years, by a factor of nine 200 years from now, and
by a factor of thirty-five 1000 years from now. All radionuclides in the
decay chain after Ra-226 (and thus the Rn-222 gas flux) will also be increased
by similar multiples. Therefore, the long-term Ra-226 concentration will

k̂.
exceed the Option 4 criteria.
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Table 4.1 Summary of maximum soil concentrations permitted
under disposal options

Source: 46 Federal Register 52061

Disposal options

Kind of material la 2b 3C 4d

Natural thorium (Th-232 + Th-228) 10 50 - 500
with daughters present and in
equilibrium. (pCi/g)

Natural uranium (U-238 + U-234) .-. 10 - 40 200
with daughters present and in
equilibrium. (pCi/g)

aBased on EPA uranium mill tailings cleanup standards.

Concentrations based on limiting individual intruder doses to
170 mrem per year.

Concentration based on limiting equivalent exposure to 0.02 WL or

Concentrations based on limiting individual intruder doses to 500

less

mrem
per year and, in cases of natural uranium, limiting exposure to Rn-222

1

1

1

1

1

1

1

1
1•

1

and its decay product airborne alpha emitters to 0.02 WL or less.
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5 REMEDIAL ACTION ALTERNATIVE CONSIDERATIONS

The radioactive material as It presently exists does not pose an Immediate *,
health hazard for individuals living or working in the area of the landfill.
However, there is a long-term potential for the radioactive material to pose a
health problem. Therefore, this section discusses six (A-F) possible courses
of action, of which all but A and D are considered temporary. Option A. in
which no remedial action 1s proposed, is unacceptable because the
concentrations of radionuclides in the landfill will become too high; Option A
ls_described for comparison purposes only. Costs are based on the Dodge Guide
to Public Works and Heavy Construction, 1984..

5.1 Option A: No Remedial Action

Under Option A, no remedial work would be done on the West Lake site. The land-
fill and the radioactive soil would be left in their present condition. The
contaminated areas would be available for demolition fill emplacement and final
closure. It is not certain how much additional fill would be emplaced. Filling
would be followed by normal landfill closure operations.

Normal closure procedures consist of applying at least 0.61 m (2 ft) of com-
pacted final cover. A 0.3-m (1 ft) layer of topsoil would be placed over the
cover and upgraded to support vegetation. Establishment of a vegetative cover
would require seeding, liming, and fertilization. Surface seeps of leachate
would be eliminated. Maintenance of the monitoring wells would be required to
allow continued sampling by MDNR, should MDNR require such action. The public
would be discouraged from entering the site. After closure, a detailed descrip-
tion of the site would be filed with the County Recorder of Deeds. This de-
scription would include: a legal description of the site, types and location
of wastes present, depth of fill, and description of any environmental control
or monitoring systems requiring future maintenance (MDNR, January 1983). MDNR
regulations also specifically prohibit excavation or disruption of the closed
landfill without written approval of MDNR; no time frame is stated with this
regulation (MDNR, 1975).
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There would be no further cost under this option since no remedial actions would
be taken; i.e., costs are normal landfill costs.

5.2 Option B: Stabilization on Site With Restricted Land Use

Two areas in the landfill contain radioactive material. Therefore, the work
required for this option is described separately for each area. Never-
theless, restrictions would be imposed on the use of land within each area.
This would discourage future activities on these areas which might expose
individuals to radioactivity. No additional landfill would be permitted to be
deposited on either area.

Area 1

It is believed that a total of 2 to 3 m (7 to 10 ft) of soil has been added
to most of Area 1 since the 1981 land survey by RMC. This cover has altered
the radiation environment of the site. Measurements by Oak Ridge Associated
Universities (ORAU) personnel in March 1984 (Berger) showed that only a very
small area exceeded the exposure rate of 20 uR/hr at 1 m. By extending the
cp_ver_20 m (66 ft) outward in all directions from the area showing an/unaccept-
able surface exposure rate, the shallow wastes likely to give high rates of
radon emanation will also be covered. The amount of radioactive debris in
Area 1 is relatively minor compared with that present in Area 2. Therefore, a
Jtflil rnupp "f 1.5 m (5 ftl is considered adequate to reduce surface exposure
rates and radon emanation. After the soil cover is in place, a layer of
topsoll-0.3 m (1 ft) thick would be emplaced, seeded, and mulched.

Area 2

Vegetation over Area 2 as well as on the slope of the berm would be cleared and
placed in the demolition portion of the landfill or disposed of as is convenient.
Brush should not be left in place and covered since this may reduce the integrity
of the soil cap. Grass should be mowed, and nay be left in place.

The berm on the northwest portion of the landfill which contains an estimated
7,500 m3 (9,800 yd3) of contaminated soil would be excavated and redeposited in
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layers in a secure portion of the landfill. The actual amount can be determined
by survey during implementation of the work.

All equipment and materials now stored over Area 2 would be removed to other
portions of the site or disposed of as is convenient to the owners. Gravel
piles found on Area 2 should be removed to other portions of the site after
having been surveyed to ensure that contaminants have not been mixed with the
gravel. However, the lower 10 to 15 cm (4 to 6 in.) of rock should be left in
place and covered with the soil cap, since this gravel may have become mixed
with contaminated soil.

Such stabilization would place the contaminated soil well below the surface and
would prevent radioactive materials from eroding as can now occur along sections
of the berm. Stabilization would require emplacement of a soil cover of 48,000 m3

(63,000 yd3) to give a final slope of 3:1 with 1.5 m (5 ft) of soil at the top
of the berm. At least 1.5 m (5 ft) of soil cover would be used, as this much
soil will be required to reduce radon gas exhalation. The final slope of 3:1
on the berm would be shallow enough to prevent failure and, after the cover is
emplaced, it should be further covered with at least 0.3 m (1 ft) of topsoil
and seeded with native grasses to prevent erosion. The slope would be directed
radially outward from the center of the cap. An interceptor ditch would be
provided around the cap to channel runoff and prevent gullies from being cut
into the stabilized cover. The cover soil presently used in the landfilling
operations may be used to stabilize the berm. This soil is a clay silt (loess)
excavated near the West Lake Landfill site.

The portion of Area 2 to be covered by the soil cap includes that portion of
the landfill identified in the RMC survey as having surface exposure rates
greater than 20 uR/hr at 1 m (3.3 ft) above ground level, along with those
areas in which auger holes revealed radium-bearing soil within 1 m of the sur-
face. The shallow contaminants may be sufficiently shielded to produce low
surface exposure rates; however, these shallow deposits will still produce
radon emanations greater than the desired level of 20 pCi/m2s. Therefore, the
soil cover must be extended over these areas of shallow contamination.
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The cover soil used should be capable of compaction to a permeability of less
than 10-7 cra/s in order to keep radon release and soil leaching as low as pos-
sible. This value is based on common practices used for sealing of hazardous
waste landfills. Because accurately measuring permeability of this magnitude
is difficult, the value of 10-7 cm/s should be used only as a target cri-
terion which should, if possible, be bettered. If laboratory testing of the
cover soil presently used at the West Lake Landfill indicates that this perme-
ability can be achieved, this soil would be acceptable for use as the soil cap.
Otherwise, clay soil would have to be imported from off the site to be used in
constructing the soil cap.

The overall estimated cost for the required work under Option B is approximately
$360,000 (Table 5.1) and would require about 2 months to complete. Costs of this
option may be higher if the total quantity of contaminated material to be moved
is higher than the estimated quantity.

5.3 Option C: Extending the Landfill Off Site

Soil eroding on the northwest berm of Area 2 is carrying contaminated soil off
the landfill property onto an adjacent cultivated field. A contributing factor
to the erosion is the steepness of the berm. It would, therefore, toe desirable
to lessen the slope's steepness by extending the berm onto the adjacent field.
This option would require the acquisition of approximately 2 ha (5 acres) of
land not owned by the landfill company.

In this option, Area 1 would be treated the same as in Option B. The contamin-
ated portion of the northwestern berm of Area 2 would not be disturbed. Instead
the existing berm would be extended 13 to 16 m (42 to 52 ft) onto the adjacent
field. This would require an additional solid volume of approximately 20,200 m3

(26,400 yd3) to give a final slope of 3:1 with 1.5 m (5 ft) of soil on top of
the berm. As in Option B, this cover should receive an additional 0.3 m (1 ft)
of topsoil and be seeded with native grasses to prevent erosion.

This option will require the relocation of three transmission poles. All other
necessary work for Option C is as described for Option B.
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The overall estimated cost for required work under Option C is approximately
$470,000 (Table 5.2) and would require about 2 months to complete. The extent
of work required under this option is well defined.

5.4 Option D: Removing Radioactive Soil and Relocating

» *

This option would involve excavating and removing all contaminated soil and
debris from the West Lake Landfill and relocating it to an authorized disposal
facility.

Vegetation over Areas 1 and 2 would be cleared and placed in the demolition
portion of the West Lake Landfill.

All equipment stored on the two contaminated areas would be removed to another
portion of the site. Gravel piles in Area 2 should be removed. The lower 10 to
15 on (4 to 6 in.) of rock should be left in place to be disposed of with other
contaminated materials, since this gravel may have become mixed with contaminated
soil at the surface.

The areas known to contain radioactive contamination at levels above the action
criteria (20 uR/hr at 1 m) would be excavated initially. Next, the excavated
area would be surveyed to determine the extent of contamination remaining. Ex-
cavation would continue until unacceptable levels of contamination have been
removed. Immediately after excavation, the soil would be placed in 208-liter
(55 gal) approved drums (or other approved containers) for transport. Contain-
ment in the drums will prevent the spread of dust and loose soil during
transport.

Some of the nonradiological hazardous material known to be present in the
landfill could present a serious danger to workers should they excavate into
this material. Proper precautions should, therefore, be taken as the work is
being performed.

Estimated costs under Option 0 would be $2,500,000 (Table 5.3). Transporting

the contaminated soil to another site and emplacing the Material there would
significantly add to the cost. This option could be completed in about
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3 months, providing that a suitable disposal facility were available to receive
the contaminated waste.

5.5 Option E: Excavation and Temporary Onsite Storage in a Trench

Under this option, as much radioactive soil would be excavated as in Option D
and would be placed in a specially prepared trench on the West Lake site but
would not be placed in drums. This trench would become a temporary repository
for the radioactive soil. The trench would be surrounded by an impervious clay
liner to minimize leachate production and transport into the groundwater system.
The cap should give acceptable rates of surface exposure and acceptable rates
of radon gas release.

As under Option 0,, surface vegetation, machinery, and piles of crushed rock
would be removed from the surface of areas to be excavated. Design of the
trench is based upon the "secure landfill concept" (Shuster and Wagner, 1980)
with three primary functions: eliminate direct gamma-ray exposure at the ground
surface, reduce radon emanation, and prevent leaching of radionuclides to the
groundwater system.

•

The excavated area would be cut to a maximum elevation of 140 m (460 ft) msl
over the area to be covered by the trench. The base of the trench would cover
an area 120 x 120 m (394 x 394 ft) and would have a negligible slope. Low spots
would be filled with borrow soil* compacted to at least 90% of its standard
Proctor density (SPD). Once the base for the trench has been leveled to a
final elevation of about 140 m (460 ft) msl, a blanket of borrow soil at least
1.5 m (5 ft) thick compacted to at least 90% SPD would be emplaced. Specifica-
tion of compaction of this underlayer is based on the requirement of avoiding
subsidence which could cause the clay liner to crack and fail. A clay liner
would be placed above the underlayer. The liner would be 0.5 m (1.6 ft) thick
and would have a permeability less than 10-* cm/s (4 x 10-9 in./s). An
impermeable plastic liner could also be used.

*Borrow soil refers to a clayey-silt loess (Soil Conservation Service type CL)
excavated southeast of the site for use as daily cover in the landfilling
operation.
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Sides of the trench would be built at a 3:1 slope up to the level of the surround-
ing undisturbed landfill surface, about 143 m (470 ft) msl. The walls would
consist of an under!ayer and liner as described for the base. A layer of
crusher-run limestone 0.5 m (1.6 ft) thick would be placed on top of the liner
to allow leachate buildup in the trench to be monitored and to facilitate pump-
ing should leachate buildup become a problem.

After the base and walls of the trench have been built, the previously exca-
vated debris would be placed in the trench. Then the remaining radioactive
debris would be excavated and placed in the trench. As excavation proceeds, it
will become apparent how much volume the trench must have to contain all the
contaminated soil. At this point, the walls of the trench would be raised to
an appropriate level. Excavation and filling can then proceed until the work
is complete. The final thickness of debris is expected to be from 4 to 6 m
(13 to 20 ft).

A cover, as described below, would be placed over the debris. A 1 m (3 ft)
layer of borrow soil compacted to 90% SPD will be placed over the debris. A
clay liner 0.5 m (1.6 ft) thick of permeability less than 10-8 cm/s (4 x
10-9 in./s) would be placed over the borrow soil blanket. A 0.5-m (l.-6-ft) layer
of crusher-run limestone would be placed over the clay layer to prevent
infiltration water from building up over the liner. A cover soil layer of
average thickness about 2 m (7 ft) would be placed over the rock layer.

The cover soil would be compacted and built with a surface slope of from 2% to
4% to minimize erosion. Three-tenths of a meter (1 ft) of top soil would be
placed over the cover layer and would be seeded and mulched to establish a vege-
tative cover.

Once the trench has been prepared to accept the soil, workers may begin to
excavate contaminated soil. As under Option C, an initial excavation would
remove the area of known contamination, and a cleanup phase would remove all
soil containing radionuclide concentrations above an action level of 15 pCi/g
Ra-226. As soon as the soil has been excavated, it would be hauled to the
trench and emplaced. The contaminated soil should be sufficiently compacted to
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prevent settling, to maintain the integrity of the soil cap. As fill is being
emplaced, the pipe for a monitoring well would be extended upward from the base
of the gravel underdrain. This well should be designed in a manner that would
allow future installation of a pump for drawing off leachate should this become
necessary.

Costs for Option E would be approximately $2,150,000 (Table 5.4). The estimated
costs vary somewhat, since the exact limits of excavation cannot be defined until
work begins. This work would require approximately 4 nonths to complete.

5.6 Option F: Construction of a Slurry Wall to Prevent Offsite Leachate
Migration

Under Option F, radioactive soil would be left in place at the West Lake site.
The wastes would be stabilized by means of a soil cover (as under Option B) and
a downgradient slurry wall would be built around the contaminated soil. The
slurry wall would be intended to keep leachate from migrating off site. This
remedial action would be somewhat more effective than Option B in reducing the
potential for groundwater contamination. However, costs incurred would be
substantially higher than those for Option B or C. Benefits would be'nearly
identical to those derived by the soil cover and berm stabilization alone; the
sole advantage of Option F over Option B or C would be greater protection to »
groundwater in the Missouri River alluvium.

Vegetation, machinery, and piles of crushed rock would have to be removed as
described for Option B. A slurry wall would be constructed by excavating a
trench [approximately 1 m (3.3 ft) wide] to the depth of bedrock. This trench
would be bored out in the presence of a mud weighted with bentonite (clay) to
keep the walls from collapsing and to keep groundwater from intruding into the
trench. The trench would be excavated in sections 6 to 8 m (20 to 26 ft) long.
Once a section of trench has been excavated, concrete would be poured by tremie
into the trench to displace the slurry. The final slurry walls would each
consist of a concrete slab about 1m (3.3 ft) thick extending to bedrock and
parti ally-encircling the bodies of radioactive soil in both Areas 1 and 2. A
total of approximately 1300 linear meters (4,300 ft) of wall would be con-
structed to depths varying from 5 to 15 m (16 to 50 ft).

5-8
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After each of the slurry walls had been emplaced, fill would be added along the
face of the berm to stabilize the slope. Finally, a soil cover would be placed
over the contaminated areas. The bertn would be stabilized and the soil cover
would be placed as outlined for Option B.

Costs of work required for Option F would be approximately'$5,600,000
(Table 5.5). The exact amount of slurry wall cannot be determined until work
is begun; therefore, this cost will be highly variable. Since the walls should
extend to bedrock, the depth of soil and landfill debris will govern the depth
of the required wall. Slight errors in estimating the depth of alluvium could
result in large errors in the cost estimate. It is estimated that it would
take 6 to 8 months to complete this option.

5-9
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Table 5.1 Itemized cost of remedial action, Option B

Item Quantity Unit price Cost Reference

Clearing and grubbing 2.9 ha

Remove Shuman Building

Excavate contaminated
soil and redeposit
it at a secure site

Emplace soil cover

Bury clean rubble

Seed and mulch cover
Subtotal

Contingency @ 10%

.Engineering and legal
fees @ 5%

Estimated total cost

$1850/ha

7500 m3 $10/m3

48,000:m3 $4.64/m3

225 m3 . $12.50/m3

3.3 ha $2165/ha

$ 5,365 *

$ 6,200 **

$ 75,000 t

$222,720

$ 2,812

$ 7.145

$319,242

31,924

15,962

$360,000n

t

t

*

*Dodge Guide to Public Works and Heavy Construction. 1984.
**Ford, Bacon and Davis Utah, Inc., "Engineering Evaluation of the Latty

Avenue Site, Hazelwood, Missouri," NRC Contract No. NRC-02-77-197, 1978.
(This Butler-type building has already been removed.)

tBased on best estimated cost.
ttAdjusted for deletion of building removal.
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Table 5.2 Itemized cost of remedial action, Option C

Item

Clearing and grubbing

Remove Shuman Building

Relocate power
transmission poles

Stablize berm (fill)

Emplace soil cover

Bury clean rubble

Seed and mulch cover
Subtotal

Contingency @ 10%

Engineering and legal
fees @ 5%

Quantity

2.9 ha

--

3

20,200 m3

48,000 m3

225 m3

3.3 ha

Land acquisition 2 ha
Estimated total cost

*Dodge Guide to Public Works and

Unit price

$1850/ha

—
$2060

$6.70/m3

$4.64/m3

$12.50/m3

$2165/ha

$15,500/ha

Cost Reference

$ 5,365 *

$ 6,200 **

$ 6,180 t

$135,340 t

$222,720 t

$ 2,812 T

$ 7,145 *
$385,762

38,576

19,290

31,000
$470,000

Heavy Construction, 1984.

**Ford, Bacon and Davis Utah, Inc., "Engineering Evaluation of the Latty
Avenue Site, Hazelwood, Missouri," NRC Contract No. NRC-02-77-197, 1978.
(This Butler-type building has already been removed.)

tBased on best estimated cost.

5-11
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Table 5.3 Itemized cost of remedial action, Option D

Item Quantity Unit price Cost Reference

Clearing and grubbing

Remove Shuman Building

Bury clean rubble

Excavate contaminated soil

Site decontamination

Packing waste for transportation

Subtotal

Contingency @ 10%

Engineering and legal
fees @ 5%
Estimated total cost

2.9 ha $1850/ha

230 m3 $12.5/m3

70,000 m3 $5.25/m3

27,600 m3 $1.4/m2

70,000 m3 $25/m3

$ 5,365 *

$ 6,200 **

$ 2,875 f

$ 367,500 t.tt

$ 38,640 ***

$1,750,000 t

$2,170,580

217,058

108.529

$2,500,000***

*Dodge Guide to Public Works and Heavy Construction, 1984.•̂M_HM_«̂ B̂«M_̂ >«_a«_«_l_̂ Ĥ«W_̂ _KB̂ _«_̂ M̂ _Ĥ _̂ M̂Ĥ _BdiBB̂ Ĥ_̂ ^̂ B_M̂ _̂̂ HM̂ _ ^

**Ford, Bacon and Davis Utah, Inc., "Engineering Evaluation of the Latty
Avenue Site, Hazelwood, Missouri," NRC Contract No. NRC-02-77-197, 1978.
(This Butler-type building has already been removed.)

***No costs have been included here for moving the waste, for emplacing it and
for disposal facility users fees.

tBased upon best estimate.
ttEstimated quantity of soil having Ra-226 concentrations of 15 pCi/g or more.
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Table 5.4 Itemized cost of remedial action, Option E

Item Quantity Unit price

Prepare secure trench 80,000 m3 $9/m3

Clearing and grubbing 2.9 ha $l,850/ha

Remove Shuman building

Bury clean rubble 230 ra3 $12.5/m3

Excavate contaminated 70,000 m3 $5.25/m3
soil -:

Site decontamination 27,600 m3 $1.40/m3

Emplace contaminated 70,000 m3 $10.3/m3
soil

Monitoring well — —

Seed and mulch cover 0.08 ha $2,165/ha
Subtotal

Contingency @ 10%

Engineering and legal
fees @ 5%

Estimated total cost

* Dodge Guide to Public Works and Heavy Construction,

Cost

$

$

$

$

$

$

$

$

$
$1

$2

720,000

5,365

6,200

2,875

367,500

38,640

722,200

6,000

200
,868,980

186,900

93,450

,150,000

Reference

*

*

ft*

*

*

t

*

*

t

1984.

**Ford, Bacon and Davis Utah, Inc., "Engineering Evaluation of the Latty
Avenue Site, Hazelwood, Missouri," NRC Contract No. NRC-02-77-197, 1978.
(This Butler-type building has already been removed.)

t Based on best estimate.
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Item

Clearing and grubbing

Remove Shuman building

Relocate power
transmission poles

Construct slurry wall

Stabilize berm

Emplace soil cap

Bury clean rubble

Seed and mulch cover
Subtotal

Contingency @ 10%

Engineering and legal
fees @ 5%

Land acquisition
Estimated total cost

Quantity

2.9 ha

7 poles

11,000 m2

20,200 m3

48,000 m3

225 m3

3.3 ha

2 ha

*Dodge Guide to Public Works and Heavy

Unit price

$l,850/ha

$2,060/@

$402/m2

$6.70/m3

$4. 64/m3

$12.5/m3

$2,165/ha

$15,500/ha

Construction,

Cost

$ 5,365

$ 6,200

$ 14,420

$4,422,000

$ 135,340

$ 222,720

$ 2,812

$ 7,145

$4,816,002

481,600

240,800

31,000

$5,600,000

1984.

Reference

*

**

t

*

t

t

t

*

**Ford, Bacon and Davis Utah, Inc., "Engineering Evaluation of the Latty
Avenue Site, Hazelwood, Missouri," NRC Contract No. NRC-02-77-197, 1978.
(This Butler-type building has already been removed.)

tBased on best estimate.
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ABSTRACT

An aerial radiological survey to measure terrestrial gamma radiation was carried out over the Mallinckrodt
Nuclear Maryland Heights Facility during October 1977.

At the same time the following properties were also surveyed: a parcel near 9200 West Latty Avenue, which
included a portion of St. Louis International Airport; and land used by West Lake Landfill, Inc.. which is 8km
northwest of the airport.

Gamma ray data were collected by flying parallel lines 60 m apart. The total area surveyed over the three
sites was 7.4 km2.

Processed data indicated that detected radioisotopes and their associated gamma ray exposure rates were
consistent with those expected from normal background emitters, except at certain locations described in
this report.

Average exposure rates 1 m above the ground, as calculated from aerial data, are presented in the form of
an isopleth map. No ground sample data were taken at the time of the aerial survey.
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1.0 INTRODUCTION

• The United States Department of Energy (DOE)
maintains an aerial surveillance operation called
the Aerial Measuring System (AMS).* AMS is
operated for DOE by EG&G. This continuing
nationwide program, started in 1958, involves
surveys to monitor radiation levels in and around
facilities producing, utilizing, or storing
radioactive materials. The purpose of the survey
is to document, at a given point in time, the
location of all areas containing gamma emitting
radioactivity (visible at the surface), and to aid
local personnel in evaluating the magnitude and
spatial extent of any radioactive contaminants
released into the environment. At the request of
DOE, or other federal and/or state agencies (such
as the United States Nuclear Regulatory
Commission), AMS is deployed for various aerial
survey operations.

AMS was utilized during the period 22-28
October 1977 to radiometrically survey an area

• 1.6 km2 centered on the Mallinckrodt Nuclear
Maryland Heights Facility. Also surveyed was an
area 3.2 km2 surrounding 9200 West Latty
Avenue, which included a portion of the St. Louis
International Airport A third site surveyed was a
2.6 km2 area centered on property operated by
West Lake Landfill, Inc.. 8 km northwest of the
airport.

The St. Louis International Airport was the survey
. base of operation.

2.0 SURVEY AREA HISTORY
AND LOCATION

The Mallinckrodt Nuclear Maryland Heights
Facility is located at 2703 Wagoner Place, St.
Louis, Missouri. This plant receives
radioisotopes from various vendors and converts
them to radio pharmaceutical materials. Radio-
isotopes which they handle include 13II, "'"Tc.
"Mo, 75Se. and 59Fe. Mallinckrodt Nuclear is a
Division of Mallinckrodt, Inc. (formerly,
Mallinckrodt Chemical Works). Mallinckrodt, Inc.
acquired the Maryland Heights facility from
•Nuclear Consultants. Inc. in 1965.

It is reported in an ORNL report2 and a NRC
report3 that during the period 1942 through the
late 1950s Mallinckrodt Chemical Works of St.
Louis processed uranium ore. Some of the ore

residues and processed wastes were stored on
the airport property.

In early 19GC these ore residues and uranium-
bearing processed wastes were moved from the
airport property by the Continental Mining and
Milling Company of Chicago. Illinois to the Latty
Avenue site.

In January. 1967 the Commercial Discount
Corporation of Chicago, Illinois purchased the
residues; much of the material was then dried and
shipped to the Cotter Corporation facilities in
Canon City, Colorado. The source material
remaining at the Latty Avenue site was sold to the
Cotter Corporation in December, 1969. Records
indicate that residues remaining on the site at that
time included 74,000 tons of Belgian Congo
pitchblende raffinate containing about 113 tons
of uranium; 32.500 tons of Colorado raffinate
containing about 48 tons of uranium; and 8,700
tons of leached barium sulfate containing about 7
tons of uranium. During the period August
through November, 1970 Cotter Corporation
dried some of the remaining residues and
shipped them to their mill in Canon City,
Colorado. By December, 1970 an estimated
10.000 tons of Colorado raffinate and 8,700 tons
of leached barium sulfate remained at the Latty
Avenue site.

In April, 1974 a NRC inspector was informed that
the remaining Colorado raff inate had been
shipped in mid-1973 to Canon City without
prying ano that the leached barium sulfate had
been transported to a landfill area in St. Louis
County. A reported 12 to 18 inches of toosoil had
been stripped (rom the Latty Avenue site: this
supposedly had been removed with the leached
barium sulfate. However, analyses of soil
samples taken during a NRC investigation of the
Latty Avenue site in 1976 indicated the presence
of uranium- and thorium-bearing residues.

The West Lake Landfill property is located off St.
Charles Rock Road near Taussig Road,
approximately 8 km northwest of the airport.

3.0 SURVEY METHOD AND
AIRBORNE EQUIPMENT

An enlarged aerial photo of each site was used to
lay out the survey flight lines (Figures 1. 2, and
3). The navigator visually directed the aircraft

'Formerly Aerial Measuring Syslom (ARMS).
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along the programmed flight linos on the
photograph. The survey pattern consisted of
parallel lines at 60m intervals. Flight altitude was
60 m.

A Hughes H-500 helicopter was utilized for the
survey (Figure 4). The H-500 carried a crew of
two: pilot and navigator. The helicopter
employed a lightweight version of the Radiation
and Environmental Data Acquisition and
Recorder system (REDAR). Two pods were
mounted on the sides of the helicopter: each pod
contained ten 12.7 cm diameter by 5.1 cm height
Nal(TI) detectors. Gamma ray signals from thg
20 detectors were summed and routed through
an anaiog-to-digital converter and a piiTso-heig.ht
analyzer. Gamma spectra were accumulated in
3-second intervals and recorded on 1/2 inch
magnetic tape.

The helicopter position was established with two
systems: a Trisponder/202A Microwave hanging
System (MRS), and an AL-101 radio
altimeter. The trisponder master station

mounted in the helicopter interrogated two
remote transceivers mounted on towers outsidi
the survey area. By measuring the round trip
propagation time between the master and remote
stations, the master computed the distance to
each. These distances were recorded on
magnetic tape each second; in subsequent
computer processing these were converted to
position coordinates.

The radio altimeter similarly measured the time
lag for the return of a pulsed signal and converted
this to aircraft altitude. For altitudes up to 150m.
the accuracy was ± 0.6 m or ± 2%, whichever is
greater. These data were also recorded on
magnetic tape so that any variations in gamma
signal strength caused by altitude fluctuation
could be accurately compensated.

The detectors and electronic systems which
accumulate and record the data are described
only briefly here. They are described in
considerable detail in a previous report.1

Flgur* 4. HUGHES H-500 HELICOPTER CONTAINING THE RCUAR SYSTEM
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4.0 DATA PROCESSING

Data processing was done with the Radiation and
Environmental Data Analyzer and Computer
system (REDAC). This is a computer analysis
laboratory mounted in a mobile van (Figure 5).

REDAC consists primarily of two Cipher Data
tape drives, a Data General NOVA 840 computer,
two Calcomp plotters, and a Tektronics CRT
display screen. The computer has a 32 k-word
core memory and an additional 1.2 x 106-word
disc memory. An extensive collection of
software routines is available for data processing.

The gross count data were corrected for system
dead time and altitude deviation. Corrections to
the gross count rates were also made for
contributions from radon, aircraft background,

and cosmic rays. Flights over the Missouri River
were used for this purpose.

The corrected gross count rates were converted
to exposure rates at 1 m altitude, with the factor

^1024 counts per second (cps) per //R/h obtained
from calibration data over a Nevada test range.

5.0 DISCUSSION AND RESULTS

Analysis of the radiological data taken over the
area surrounding each of the sites discussed in
this report indicates that the terrestrial
/adioisotopes and associated gamma ray
exposure rates were consistent with the natural
background normally found within areas having a
similar geological basis. These background
exposure rates were in the 8-11 jyR/h range,
including 3.7/;R/h due to cosmic rays.

Figure 5. AIOe/t£ COMPUTER PROCESSING LABORA TORY
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5.1 Mallinckrodt Nuclear

Figure 6 presents gross count rate isopleths
superimposed on an aerial photograph of the
Mallinckrodt Nuclear Maryland Heights
Facility. The isopleths shown in this figure are
consistent with the existence of point sources in a
storage room which has heavily shielded walls at
the ground level but a lightly shielded roof. Due
to this difference in shielding the aerially
determined isopleths are not representative of
what would be measured on the ground. For this

reason, and because conversion factors apply
only to uniform horizontal distributions at the
ground level, the letter labels in Figure 6 have not
been converted to exposure rates at the 1 m level.

Figure 7 is a background-subtracted energy
spectrum of the radiation from the area of
increased activity. Photopeaks observed are 364
keV and 637 keV from '3'l, 740 keV and 780 keV
from »9Mo. and 1.095 MeV and 1.292 MeV from
59Fe. All three of these isotopes are received by
the Facility for processing.
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Figure 7. BACKGROUND-SUBTRACTED ENERGY SPECTRUM: MALLINCKRODT NUCLEAR SITE
This spectrum characterizes the enhanced activity obsotvod in Figure 6.
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5.2 Latty Avenue and Airport

f-ujurc 8 presents the exposure rate isopleths
superimposed on an aerial photograph of the
site. Figure 9 is a background-subtracted energy
spoctrum ot the radiation characteristics of both
areas of increased activity. Radiation from 2MBi
accounts for all the major photopeaks observed.

This isopleth map (Figure 8) is based on gross
counts (integral counts in the energy region

between .05 MeV and 3 MeV). The factor used to
convert these counts to the exposure rate at the 1
m level was determined from measurements at a
calibration site containing a typical mix of
naturally occurring radionuclides. Since the
spectrum shown in Figure 9 is different from a
typical natural spectrum, the conversion factor
may be in error. The isopleths, which represent
ground level exposure rates for distributed
sources, are consistent with sources whose
lateral dimensions are a few hundred feet.

1.0

I

I

I

I

I

I

I

I

I

I

I

I

.0 1.® 1.5 2.0

ENERGY (MEV>
2.5 3.0

Figure 9. BACKGROUND-SUBTRACTED ENERGY SPECTRUM: LATTY AVENUE
This spectrum ot gamma radiation was characteristic of the areas ot increased activity at Laity Avenue and the airport as
thown in Figure 8.
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ENVIRODYNE
ENGINEERS

REPORT Of=- ftfMOLYSIS —
CLIENT: BUB'G AND McDOWELL

P.O. Box 173
Kansas City, Missouri 6414!
flTTil: Us. Hary Erie
3060-OOJ77

GflOUNGIMTER
SMPLE

=
S-51
S-80
D-83
&-89
D-90

fr-91
D-92
1-59
1-66
D-81

s-62
S-M
B-85
&-87
D-88

&-93
I>-94
fr-95

TOTflL
CYONIDC
(ug/1)

==
{ 5
< 5
( S
( 5
7

< 5
( 5
< 5
< 5
< 5

( S
< 5
( 5
< 5
( S

< 5
< 5
< S

TOTflL
PHENOLS
(«g/l) ,

• "I . »- 1

< 0.002 :
< 0.002
< 0.002
< 0.002
< 0.002 :

i

< 0.002
< 0.002
< 0.002
( 0.002
< 0.002

( 0.002 i
< 0.002
< 0.002

( 0.002
( 0.002

< 0.002
< 0.002
< 0.002

PflGE 17 OF 19
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5.3 West Lake Landfill

Figure 10 presents the exposure rate isopleths
superimposed on an aerial photograph of the
site. Figure 11 is a background-subtracted

energy spectrum of the radiation characteristic c
both areas of increased activity. Radiation fror
2uBi accounts for all the major photopeak
observed.

.0 1.0 1.5 2.0

ENERGY CMEV)
2.S 3.0

Flgur* 11. BACKGROUND-SUBTRACTED ENERGY SPECTRUM: WEST LAKE LANDFILL
Photopoaks shown here characterize both areas ol enhanced activity in Figure 10.
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POTENTIAL HAZARDOUS WASTE SITE
TENTATIVE DISPOSITION

REGION

V T T
SITE NUMBER

File this form in the regional Hazardous Waste Log File and submit a copy to: U.S. Environmental Protection Agency; Site Tracking
System":"Hazardous Waste Enforcement Task Force (EN-3JS); 401 U St.. ST; Washington. DC 20460.

I. SITE IDENTIFICATION
A. SITE NAME

Westlake Landfill
H. STREET

13570 St. Charles Rock Rd.
C- CITY
Bridgeton

D. STATE

[Mo.
E. ZIP CODE

63044
II. T E N T A T I V E DISPOSITION

Indicate the recommended actionf*) and agencyfi'ea) that should be Involved by marking '!' In the appropriate boies.

R E C O M M E N D A T I O N
M A R K * X*

ACTION
1TATC LOCAL » » H I V A T E

A. NO ACTION NEEDED - NO HAZARD

e. I N V E S T I G A T I V E A C T I O N I S I N E E D E D (ii ?•*. cmpi*u section in.)

C. R E M E D I A L ACTION N E E D E D <tt >••«. compel* Socllon tV.)

E N F O R C E M E N T A C T I O N N E E D E D (It y.., *p*ctfr In Pitt £ whoiA.r Ih. c.«« "III
O. of pr lmmrily man^ttd 'by lf» EPA or tht $(•<« mnd wa*t (vpa at •nlorctmmnl mutton

E: RATIONALE FO» DISPOSITION

Dioxin has not been discovered at this site in any of the sampling efforts, nor does then

appear to be a problem with any of the 'standard' hazardous wastes. There is strong

evidence of radioactive components above acceptable limits in the landfill. No of -s i te

migration of these components is apparent. Strategy for this site is uncertain.
F. INDICATE THE ESTIMATED DATE OF FINAL DISPOSITION

(mo.. d*y.t, yr.)
G. IF A CASE DEVELOPMENT PLAN IS NECESSARY. INDICATE THE

ESTIMATED DATE ON WHICH THE PLAN WILL BE DEVELOPED
(mo.. a»y. & yr.)

H. PREPARER INFORMATION

1. NAUC

Steven Kinser
2. TCLCPHONC NUMBER

913-236-2856
J. OA TC (mo.. d*r. t> rr.)

11-06-85

III. I N V E S T I G A T I V E ACTIVITY N E E D E D
A. IDENTIFY ADDITIONAL INFORMATION NEEDED TO ACHIEVE A FINAL DISPOSITION.

See Above.

B. PROPOSED I N V E S T I G A T I V E ACTIVITY (Dnmlltd Inlomfllon)

i. METHOD FOR OBTAINING
NEEDED ADDITIONAL INFO.

2.SCHEDULED
DATE OF
ACTION

(mo.dtr. At yr)

3. TO Bt
PERFORMED BY

(EPA.Con-
Irmelor. Slflm, tie,)

4.
ESTIMATED
MANHOURS

• . T V P C o f > < T E I N S P E C T I O N

in

b. T T P £ Of UONI T O R I N O

(1 1 UCV '9r-
SITE LOC-

C. T T •» e Of * A*-«*»i. it* G

III

'-Ranr
CPA f..~ TJQ70-4 (10 -79 ) Canlinix On R t v i t i *
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MISSOURI DEPARTMENT OF NATURAL RESOuKCL
DIVISION OF ENVIRONMENTAL QUALITY

LABORATORY SERVICES PROGRAM

I REPORT OF SAMPLE ANALYSIS
" _ LANDFILL MONITORING PROJECT

T

• NAME OF FACILITY West Lake

SAMPLES COLLECTED BY wfK. r^^ln

1 * NOTE:

SAMPLE DESCRIPTION

1 BATE COLLECTED
• SAMPLE NUMBER

I pH Units
Specific Cond. (umhos/cra

@ 25° C)

Hi grains per liter

BOD

I COD
HH. as N
H03+N02 as N

gTotal P

• Total Sulfide
.TOC

•

Total Cyanide
Non-Filterable Residue (SS)
Filterable Residue (TDS) '

^Alkalinity as CaC03

•Fluoride ..
^Chloride J.CO V
^tulfate
Hardness as CaC03 (Ca, Mg, Fe,
" Zn, Mn)
Potassium/ Dissolved

ft odium, Dissolved
Kalcium, Dissolved
Magnesium, Dissolved

1
icrograms per liter

Kdmiutn, Dissolved \^
romiun, Dissolved

Copper/ Dissolved
jron, dissolved , a>g/l |?> *^
lead/ Dissolved T°

Manganese, Dissolved ^0 "^
Mercury/ Dissolved
•ickel, Dissolved
Zinc', Dissolved / ng/1
Arsenic / Dissolved — - - -
•liver, Dissolved _.
•*<?uantfty not sufficient •-

Veil §41

10-1-80
80-7418

6.3
4000

^12
19.6
0.31
3.00
0.07

63.1
•£.0.01

226
2744

690
0.17 .

- 250 r-
2100
2450

22.3
268
429
93

7.2

5
2.08

4

670
QNS*
no

9.72 •
<5
0.4^ • ̂

t

Landfill

DATE(S)

Veil §40

10-1-80
80-7419

6.7
2450

•

^22 ' '
2S~.B
0.09

-i.0.05
0.03

-£ 0.1
37.6

-tf. 0.01
262
839

• 500

7.07
177
591

7.6
33.8
266
43

••

0.6

5
2.82

3

2320
QNS*

JL20
3.50

10-1-80

B&hn Farmhouse Well

10-1-80
80-7420

6.7
2000

* .

t-
-54 •

90.9^-
0.25
0.47

- 0.03

^0.1
67.3

^.0.01
300
496

360 .
0.51
"J.O

44
399

6.9
6.2
222
23

0.2

^•2
3.23

2

770
QNS*

0.05

l/\J^ IU-44 " W (y' 1 ^
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MISSOURI DEPARTMENT OF NATURAL RESOURCE
DIVISION OF ENVIRONMENTAL QUALITY

LABORATORY SERVICES PROGRAM

REPORT OF SAMPLE ANALYSIS
LANDFILL MONITORING PROJECT

NAME OF FACILITY Vest Lake Landfill

SAMPLES COLLECTED BY

NOTE:

Kike Lincoln DATE(S) 10-1-80

SAMPLE DESCRIPTION

| DATE COLLECTED
SAMPLE NUMBER

*
H Units
pecific Cond. (umhos/cm

e 250 c)
•Lligrams per liter

BOD
KOD
QtH. as N
N03+N02 as N

(otal P

otal Sulfide
TOC

Kotal Cyanide
on-Filterable Residue (SS)

Filterable Residue (TDS)

Alkalinity as CaC03
Vluoride
Chloride
•ulfate
(ardness as CaC03 (Ca, Mg, Fe,

2n, Mn)
iotassium , Dissolved
lodium/ Dissolved
Calcium, Dissolved .
Hagnesium, Dissolved '

1

Fox Fish Market Well

10-1-80
80-7421

6.6
950

_

.Z. 12
4.3

0.37
«£. 0.05

0.21

<*. 0.1
18.0

11
492

396
0.42
7.0- — "
63

394

3.8
18.4
110
29

Shallow Well 9 Bob's Auto Parts
10-1-80
80-7422

6.6
1900
* ' I

--s. 12
12.1
0.23

«£0.05
6.43

35.7
. ^.0.01

38
•918

580
0.22
112
84'

623

10.3
54.5
187
38

• • .

icrograms per liter

kdmium. Dissolved
romium / Dissolved

Copper, Dissolved

Kon, Dissolvedf mg/1
ad. Dissolved

Manganese , Dissolved1

trcury, Dissolved
ckel , Dissolved

Zinc , Dissolvedf mg/1

§senic , Dissolved
Iver, Dissolved

not sufficient

0.2

—if4
4.18

2

290

0.02
IS
0.2

0.7
^.5

3
18.6

7

*790
QVS*

-C20
1.39
*-5
0.3



'••V'V-^v

ff$^j^^\2&i
*'*&' / s&titmg^



1
1 o 1 ^" 6r1
•

(To be filled out by

Report of Radionuclide Analysis of
Water Sample

Public Water Supply
U.S. Environmental Protection Agency

* t./at/f)
public water supply) £**• ^c*"'**- ///*/'

1 PMS ID* HO?**ftV -7/3.7 Date /^ /-?* I?* - /AJto
PWS Name ^?r»/»/7

1 Address /3*» A» ;
City T+ffA

(To be filled out by

Lab Running Sample
Address and City
Lab ID No,

1

•

Contaminant
Name

I s^Groea Alpha Particle
V Activity (Spc./l ./

1 (Radium - 22^>
Radium • 37a

•

Gross Beta Particle
Activity (50pc./l

Tritium

•
Strontium - 90
Iodine - 131
Cesium • 134

1

A/A-i~e/£/t-L. tfe. staB.e.1^ 5#/*rtc0 (Mo.) (Day) (Year)
^ S3 & f j.
tf* e/"r-* State ^J Zio Code £ 3 / * -i.

laboratory)
Dept. of Community Health & Medical Care
Environ. Health Laboratories
801 S. Brentvood Blvd.. Clavton. Mo. 63105
00260 Analyst Staff

Analysis Analysis Analysis
Eesult Pate ' Method

*) ' S
' ^t^r^'^w^ /JL(*S I?L> jtfirtft^?'

0.t,?/S&£- *'/ %**/)£ * fAf*CQ/¥-73,-l*>te
/ / /

1 /

1 1
1 1
1 1
/ /

•

This form must accompany che radionuclide cubicainer Co che laboratory. The public
water supply will be notified by the Water Supply Field Office, U.S. £PA of the
results of the radionuclide examinations (

1

1

1

*



,,/'1 * ' /
Or\

• (To be filled out by

Report of Radionuclide Analysis of
Water Sample

Public Water Supply
U.S. environmental Protection Agency

public water supply) ^ ^V- - '

7/3 * Date M 1 3 a 1
PWS Name fikpF- faf&t*i tffSd'PCe^ fr«f/~t (Mo.) (Day)

• Address ^ f-_£i
City j£<.F£.£f-

" -

(To be filled out by

• Lab Running Sample
Address and City

I Lab ID Mo.
'

• Contaminant
• Name

| F Gross Alpha Particle
^Activity (5pc . / l^x

1 Cjladium - 226^
• Radium - 228

•
Gross Beta Particle
Activity (50pc./l

1 Tritium
Strontium • 90
Iodine • 131

• C e s i u m » 134

I This form must accomj
water supply will be
results of the radioi

1

1

1

9 X S3 £f
s* * f i f -V State tf0 Zip Code

Dept. of Caamuiity Health & Medical Care
Environ. Health Laboratories
801 S. Brentwood Blvd.
Clayton, Mo. 63105 Analyst

Analysis Analysis , Analysis
Result Pate Method

x

' -z.-r' *>£</^ /« . / • / no sffrfrt&fi
~ /+/ *>• °ay Yr

" ' 1 1

1 I
i i
i /
i /

jr /

>any the radionuclide cubitainer to the laboratory. The
notified by the Water Supply fltld Office, U.S, CPA of
mclide examinationi •

_i

>

(Year)

£
7f^n

public
the
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' j. "^ *4 L/tlSsfmi DEPARTMENT OF NATURAL RESOURC. .
#̂t//ISION OF ENVIRONMENTAL QUALITY

1

1

I

I

1
•

|•

•

1
•

•M/VP » X/LABORATORY SERVICES PROGRAM

L.?̂ ID HAST?
"̂̂ ĉ vr REPORT OF SAMPLE ANALYSIS

fR°GR4H LANDFILL MONITORING PROJECT

NAME OF FACILITY West Lakes Landfill

SAMPLES COLLECTED BY Randy Crawford

NOTE:

SAMPLE DESCRIPTION

DATE COLLECTED
SAMPLE NUMBER

pH Units
Specific Cond. (umhos/cm

6 25° C)

Milligrams per liter

BOD
COD
NH. as N
N03+N02 as N
•Total P
KB AS
Total Sulfide
TOC
Total Cyanide
Non-Filterable Residue (SS)
Filterable Residue (TDS)
Color
Alkalinity as CaCOj
Fluoride
Chloride
Sulfate
Hardness as CaC03 (Ca, Mg, Fe,

Zn, Mn)
Potassium
Sodium
Calcium
Magnesium
Temperature

Micrograras per liter
Barium, Dissolved
Cadniun, Dissolved
Chromium, Dissolved
Copper, Dissolved
Iron, Dissolved
Lead, Dissolved
Seleniun, Dissolved
Manganese, Dissolved
Mercury, Dissolved
Nickel
Zinc, 'Dissolved

-Arsenic, Dissolved
Silver, Dissolved

*No un filtered sample

Soring #1

10-29-80
$0-7125

6.6
500

16
64.4
0.84
0.54
0.21
0.34

25.8

No Result*
No Result*
^ 25

0.42
6.5
79
370

600
0.3
2
3

150
2
2

1000
< 0.1

700
1

£ 0.2

LSP-69/5-5-SO

DATE(S) 10-29-80

Slough on S.tf. edge (grab)

10-29-80
80-7126

7.5
745

4.4
13.8
0.04
0.08
0.07

4. 0.04

4. 1
•

9
366
4.25

0.36
57.6
56
244

9°C

200 Total
0.1 Total
4.1 Total
4.1 Total
240 Total
2 Total

4 5 Total
70 Total

4.0.1 Total

14 Total
45 Total

^ 0.1 Total
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1 - MISSOURI DEPARTMENT OF NATURAL RESOURCE.
DIVISION OF ENVIRONMENTAL QUALITY

_ - LABORATORY SERVICES PROGRAM

1
_ REPORT 0? SAMPLE ANALYSIS
• LANDFILL MONITORING PROJECT

I NAME OF FACILITY Vest Lakes Landfill

SAMPLES COLLECTED BY Randv Crawforfi DATE(S)

NOTE:

1 SAMPLE DESCRIPTION

DATE COLLECTED
• SAMPLE NUMBER
m

pH Units

•

Specific Cond. (umhos/cm
@ 25° C)

1 Milligrams per liter

BOD
COD

I NK- as N
N03+N02 as N
•Total P
KBAS

1 Total Sulfide
TOC
Total Cyanide

_ Ron- Filterable Residue (SS)
1 Filterable Residue (TDS)
• Color

Alkalinity as CaCO^

( Fluoride
Chloride
Sulfate
Hardness as CaC03 (Ca, Mg, Fe,

1 Zn, Mix)
• Potassium

Sodium

I Calciun
Magnesium
Temperature

1 Micrograms per liter
1 Barium

Cadniua
Chromium
Copper
Iron
Lead
Seleniun
Manganese
Mercury
Michel
Zinc

•"Arsenic
Silver

10-30-80

Soring #2 Black Diamond Lake (grab)

10-30-80
80-7127

7.2
1100

€
37.8
0.22
0.98
0.37
0.06

33.0

15452
684

«£ 25

0.25
42.1
159
465

12°C

700 Dissolved
1.0 Dissolved
2 Dissolved
11 Dissolved
400 Dissolved
3 Dissolved
S Dissolved

600 Dissolved
4.0.1 Dissolved

1310 Dissolved
2 Dissolved

£.0.2 Dissolved

10-30-80
80-7128

7.5
4000

>444
845
108

4.0.05
1.0
0.07

302

24
2064
1000

0.54
355
29
718

14°C

300 Total
0.2 Total
12 Total
1 Total

3200 Total
4.1 Total
*S Total
500 Total

4.0.1 Total

238 Total
5 Total

£.0.1 Total

LSP-69/5-5-SO
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MISSOURI DEPARTMENT OF NATURAL RESOURC.
DIVISION OF ENVIRONMENTAL QUALITY

LABORATORY SERVICES PROGRAM

1
REPORT OF SAMPLE ANALYSIS

•

LANDFILL MONITORING PROJECT

NAME OF FACILITY ffest Lake Landfill

• SAMPLES COLLECTED BY Randu Crawford DATE(S)

NOTE:

1 SAMPLE DESCRIPTION

DATE COLLECTED
_ SAMPLE NUMBER

| ̂
• pH Units

Specific Cond. (urohos/cm
• <§ 25° C)

Milligrams per liter

I BOD
COD
NH. as N

|

N03+N02 as N
•Total P
MBAS
Total Sulfide

I TOC
Total Cyanide
Non-Filterable Residue (SS)

•

Filterable Residue (TDS)
Color
Alkalinity as CaC03
Fluoride

•

Chloride
Sulfate
Hardness as CaC03 (Ca, Mg, Fe,

— Zn, Mn)
• Potassium
• Sodium

Calcium

•
Magnesium
Temperature

rcrograms per liter
BariuTn, Dissolved
Cadmiua, Dissolved
Chromium, Dissolved

•

Copper, Dissolved
Iron, Dissolved
Lead, Dissolved
Seleniuc, ZJ.isso.Zved1

• Manganese, Dissolved
| Mercury, Dissolved

Nickel

I Zinc, 'Dissolved
-Arsenic, Dissolved
Silver, Dissolved

Instrument Failure

Boring #3 Boring #4

10-30-80 10-30-80
80-7129 80-7130

7.0 6.7
1100

7 17
35.1 42.2
0.11 0.23
0.22 0.06
0.16 0.06
0.07 0.06

Page 3 of 3

10-30-80

Boring ti 5 (Along St. Charles
Rock Road)

10-31-80
80-7131

6.7
1200

9
16.9
0.02
0.36
0.10
0.15

No Result* No Result* No Result*
.
8496 7310
392 2040
425 4.25

0.32 0.20
16.4 10.2
78 37
585 747

15°C 25°C

500 400
0.8 1.3
5.6 6
11 7

1200 1000
4 2
3 t £

1100 4400
4.0.1 4.0.1

550 198
3 2

£0.2 4.0.2

• LSP-62/5-5-80

896
120

4.25

0.17
14.3
141
577

18<>C

200
0.9
4
4

400

*j
300

40.1

132
45

4 0.2



I LABOKATUKX SERVICES fKUCKArt
Reporc of Sample Analysis ' Sample No

•
Method 624

Volatile Organ! cs

• . . CAS No. COMPOUND NAI-E

•AMPLE DESCRIPTION:

Vestlake Landfill leachate discharge
•to Fish Pot Creek

Iate Collected: 12-14-83

Collected By: Virgil Wiesner

If filiation: SLRO 1 -

Method:

(PA Method No. 624

1

Ciarks:

alyzed 1/5/84. Sample exceeded holding
time by 8 days .

1

•L - The recovery of a spike in the
sample was not within the control
limits.

|A - Not Analyzed

NR - No Result - see Remarks

t - A standard was not run and a
measurable (near KDL) peak was not
found at the expected retention time.

•I - Tentative Identification has been
™ made through a library search. An

authentic standard has ntft^been run.
I T h e esc. conic, is bas£d/on Jresponse

rela<iyei«/an inty£a3/ standard.

f proved: \A/\f*jw ul- * — T7T* **~&\
Jades' H. Long, 'Director \

/Laboratory Services Programs.

Iistribibica-t^ ^v^^ \
ave Bedan, Waste Management Program — /

Bill Price, Public Drinking Water Program

1

107-02-8
107-13-1
71-43-2
74-83-9
75-27-4

75-25-2
56-23-5
1C 8-90-7
75-00-3
110-75-8

67-66-3
74-87-3
124-48-1
75-34-3
107-06-02

75-35-4
540-59-9
78-87-5
10061-01-5
10061-02-6

100-41-4
75-09-2
79-34-5
127-18-4
71-55-6

79-00-5
79-01-6
75-69-4
108-88-3
75-01-4

Page

Acrolein
Acrylonitrile
Benzene
Bromome thane
Bromodichlorome thane

Bromoform
Carbon Tetrachloride
Chlorobenzene *
Chloroe thane
2-Chloroethylvinyl ether

Chloroform
Chlorone thane
Dib r one chloroce th ane
1, 1-Dichloroethane
1, 2-Dichlo roe thane

1, 1-Dichloroethene
trans- 1,2-Dichloroethene
1,2-Dichloropropane
cis- 1 , 3-Dichloropropene
trans- 1,3-Dichloropropene

Ethylbenzene
Hethylene chloride
1, 1,2,2-Tetrachloroethane
Tetrachloroethene
1, 1, 1-Trichloroe thane

1, 1,2-Trichloroethane
Trichloroethene
Trichlorofluorome thane
Toluene
Vinyl chloride

. 83-9803

RESULTS
uc/1

NA
• NA

26
<27
<3.2

<2.8
<3.1
<2.4
•<27
<8.3

<2.9
<24
<2.8

11
<2 . f )

<2.9
5.3

<1.5
NA

<") S

<? fi
15

<2.3
<2.4
<1.7

<VT
<i.q_

NA
130

<1L

-JL°f__L_
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LABORATORY SEKVl'JLi) fKOOKA.n

Report of Sample Analysis San-.ple No.

1 Method 624
Volatile Organics

1
G\S No. COM»OUMD NA1-E

PA>TLE DESCRIPTION:

Fish Pot Creek below Sulphur Spring
• Road Bridge 1000 feet

ftate Collected: 12-14-83

Collected By: Virgil Wiesner

•Affiliation: SLRO

Jfethod:

EPA Method No. 624

Ke narks:

Analyzed 1/5/84. No detectable
1 contamination was found. Sample

exceeded holding time by 8 days.

KL — The recovery of a spike in the
sample was not wi'thin the control

1 limits.

A - Not Analyzed

*R - No Result - see Remarks

D - A standard vas not run and a
measurable (near KDL) peak was not
found at the expected retention time.

fl - Tentative Identification has been
made through a library search. An

1 authentic standard has notstr&en run.
The esi , cone, is ba*@d on response
relate to/an intental standard.

~~**r^*\ 1 /Jl ^̂ T**^ ^^^

•Approved: ^m//J yQ> •*ZT&T~Q^
1 ^ttS&s H. Long, Direcx6o"r V

f Laboratory ServiceX_Program

tistribSation^'
ave Bedan, Waste Management Program

Jill Price, Public Drinking Water Program

107-02-8
107-13-1
71-43-2
74-83-9
75-27-4

75-25-2
56-23-5
1C 8-90-7
75-00-3
110-75-8

67-66-3
74-87-3
124-48-1
75-34-3
107-06-02

75-35-4
540-59-9
78-87-5
10061-01-5
10061-02-6

100-41-4
75-09-2
79-34-5
127-18-4
71-55-6

79-00-5
79-01-6
75-69-4
108-88-3
75-0 1-4

_.-"' "
«•*

^-

Page

Acrolein
Acrylonitrile
Benzene
BroBoce thane
Bromodichlorome thane

Bromoform
Carbon Tetrachloride
Chlorobenzene *
Chloroethane
2-Chloroethylvinyl ether

Chloroform
Chlorone thane
Dib romo chlorome th ane
1, 1-Dichloroe thane
1,2-Di chloroethane

1, 1-Dichloroe thene
trans- 1,2-Di chloroethene
1 , 2-Di chlorop rop ane
cis- 1 , 3-Dichloropropene
trans- 1 , 3-Di chlorop rop ene

Ethylbenzene
Hethylene chloride
1, 1,2,2-Tetrachloroethane
Tetrachloroe thene
1, 1, 1-Tri chloroethane

1.1, 2-Tri chloroethane
Tri chloroethene
Trichlorof luor ome th ane
Toluene
Vinyl chloride

83-9804

RESULT
ua/1

NA
NA

<1.8
<27
<3.2

<2.8
<3.1
<2.4
<27
<8.3

<2.9
<24
<2.8
<2.0.
<2.0

<2.9
<-?.2
<1.S

NA
<•> s

< ? . f <
<S A
< 2 . ^
<?.4
<V?

<1.1
<i n

MA

<fi S
<.")L
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X9 MISSOURI DEPARTMENT OF NATURAL RESOURCES
S DIVISION OF ENVIRONMENTAL QUALITY

/ LABORATORY SERVICES PROGRAM

/ REPORT OF SAMPLE ANALYSIS
LANDFILL MONITORING PROJECT

NAME OF FACILITY Westlakes Landfill

Page 1 of 1

Appendix A

SAMPLES COLLECTED BY Steve Berendzen DATE(S) 6-16-81

NOTE- ^
y*l ""* d̂

SAMPLE DESCRIPTION

DATE COLLECTED
SAMPLE NUMBER

pH Units
Specific Cond. (umhos/cm

e 25° o
Milligrams per liter

CCD
NH3 as N
N03 -f N02 as N
Total Phosphorus
Filterable Residue (TDS)

Fluoride
Chloride
Sulfate
Hardness as CaC03 (Ca,Mg)

Sodium
Calcium
Magnesium

Micrograms per liter

Arsenic
Barium
Boron
Cadmium
Chromium

Cobalt
Copper
Iron
Lead
Manganese

Mercury
Selenium
Silver
Zinc

Well 034

6-16-81
81-7835

/33J7S""
Well 035

6-16-81
81-7836

,/x9£3
Well 038

6-16-81
81-7833

08/0
Well 039

6-17-81
81-7834

7.1

600

56
0.12
0.05

- 0.24
613

0.1
44
90
430

16
99
44"?

<5
100

<100
9

< 20

< 10
<5 ^
28,000

< 5 ~
970

No result
<5
< 1

11,000

7.2

730
.. • - •

95
1.42

<0.05 -
0.41
740

0.5
43

<. 10
630

19
170
50

13
320

<100
8

<20

<10
<5
5,500

<5
2000

No result
<5

4,500

- 6.5

620

No result
0.90
0.09
0.42
602

0.2
7.9
86
480

12
120
44

<5
260
590

< 2
< 20

<10
<5
220

<5
430

No result
<5

<10

6.9

660

45
0.28
0.05
0.27
782

0.2
44
210
530

20
130
50

<5
120

<100
6

<20

<10
•-8 ~--̂
1̂6,000 ,

< 5
670

Log Error
<5
< 1
1,500
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EXHIBIT 14-1 (Interim Report on the Proposed Ground Water Sampling
Program for the Primary Phase of the Hydrogeologic Investigation,
West Lake Landfill, St. Louis County, Missouri, October 1985
prepared by Burns and McDonnell, Kansas City, Missouri) will be
produced at such time as it is located by Respondent.

m-r
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I EXHIBIT 14-J (Hydrogeologic Investigation - West Lake Landfill

Preliminary Phase Report, dated January 1985 prepared by Burns and
McDonnell, Kansas City, Missouri) will be produced at such time as

• It is located by Respondent.
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DUPLICATE

ST. LOUIS COUNTY
DEPARTMENT OF COMMUNITY HEALTH & MEDICAL CARE
DIVISION OF ENVIRONMENTAL HEALTH CARE SERVICES

AIR POLLUTION CONTROL BRANCH

June 1, 1976
Date Number

O P E R A T I N G P E R M I T

This permit to operate the equipment/process(es)
described below is granted to:

West Lake Quarry
Name

13570 St. Charles Rock Road
Location of Equipment

Such operation to be pursuant to the conditions set
out in Operating Permit Application No. ^357

EauiDmer.t/Process(es)

#1 Asphalt Batching Plant

Cyclone Collector

Model: 270 & 370

99.B% Efficiency

Stack/Vent Identification

Director
Air FolluMon Control Branch

(This Pemit to be visibly affixed or placed in .
accordance with Section 612.120 St. Louis County Air
Pollution Control Code.) Ten Dollar ($10.00) fee paid.



I
I

ST. LOUIS COUNTY

•
DEPARTMENT OF COMMUNITY HEALTH & MEDICAL CARE
DIVISION OF ENVIRONMENTAL HEALTH CARE SERVICES

AIR POLLUTION CONTROL BRANCH

* August 7. 1979 04550

I
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I
I
I
I
I
I
I
I
I
I
I

Date Number

O P E R A T I N G P E R M I T

This permit to operate the equipment/process (es)
described below is granted to:

_ Westlake Quarry &
Name

St. Charles Rock Road f, Taiig.cHg RnaH
Location of Equipment

Such operation to be pursuant to the conditions set
out in Operating Permit Application No.: 2691

Equipment/Process(es)

Dust Suppression System

Make; Johnson-March

600 tons/hour

Stack/Vent Identification

N/A

istai/b Director
ion Control Branch

(This Permit to be visibly affjjcecJ or placed in
accordance with Section 612.120 St. Louir: County Air
Pollution Control Code.) Ten Dollar ($10.00) foe paid.

0019

n-8



ST. LOUIS COUNTY
DEPARTMENT OF COMMUNITY HEALTH & MEDICAL CARE
DIVISION OF ENVIRONMENTAL HEALTH CARE SERVICES

AIR POLLUTION CONTROL SECTION

August 10, 1987 GG5563
Date Number

OPERATING PERMIT

This permit to operate the equipment/process(es) described
below Is granted to:

West Lake Quarry
Name

13500 St. CHarles Rock Rd.
Location of Equipment

Such operation to be pursuant to the conditions set out in
Operating Permit Application No. 6887

Equipment/Process(es)_

Mineral Storage Silo

Asphalt Plant #1

Baehouse-400 SCFM

Enforceable Permit Conditions

I

I

Stack/Vent Identification

Blaine J. .I&oades ,''Program Manager
Air Polli/m.on Control Section

(This permit to be visibly affixed or placed in accordance
with Section 612.120 St. Louis County Air Pollution Con-
trol Code.) Fee paid $

H-d
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STATE OF MISSOURI
DEPARTMENT OF NATURAL RESOURCES

MISSOURI CLEAN WATER COMMISSION

AUTHORIZATION TO DISCHARGE
UNDER THE NATIONAL POLLUTANT DISCHARGE

ELIMINATION SYSTEM

In compliance with the Federal Water Pollution Control Act, Public Law 92-500, 92nd Congress, (hereinafter, the
Act) as amended, and the Missouri Clean Water Law, (Chapter 644 R.S. Mo. Cum. Supp. 19S6, hereinafter, the Law),

Permit No. ^0-0108634 Applicant No. MO-0108634

Owner West La^e Quarry and Material Company

Owner's Address- 12976 st- Charles Rock Road, Bridgeton, Missouri 63044

Facility Name: West Lake QuarrY an<3 Material Company

Facility Address: 13570 St. Charles Rock Road, Bridgeton, Missouri 63044

Legal Description: u - s - Survey 131, (NW 1/4, SW 1/4, SE 1/4, Sec. 31 projected), T46N,
R5E, St. Louis County

Receiving Stream & Basin: Unnamed tributary to Missouri River
(10300200-04-00) (Missouri River and Eastern Tributaries Basin)
is authorized to discharge from the facility described herein, in accordance with the effluent l imitations and
monitoring requirements as set forth herein:

FACILITY DESCRIPTION
Outfall #001 - Limestone Quarry

Storm water runoff.
Design flow is 700 gallons per minute/occurrence.

This permit only authorizes wastewater discharges under the National PolkTfcxit Discharge Elimination System: it
does not apply to other regulated areas. This permit may be appealed^ in accordance with Section 644.051.6 of the
Law.

December 30. 1988
Kl'iecmv D:ite Freitej**-k-Bttinner. Ph.D.

DicmorJpe{!unrrierit or 'Natunil ResiTurces
/ // / /.• V I • I

October 31, 1993

!-\pir.ition \ )M\ : Permit Administrator tor Missouri Clean \V:iterjCoir.mission

H-O
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A. EFFLUENT LIMITATIONS AND MONITORING REQUIREMENTS
KAGE NUMBER 2 of 3

PERMIT NUMBER MO-0108634

The permittee is authorized to discharge from outfall(s) with serial number(s) as specified in the application for this permit. The final
effluent limitations shall become effective upon issuance and remain in
effect until expiration of the permit. Such discharges shall be controlled, limited, and monitored by the permittee as specified below:

OUTFALL NUMBER
AND EFFLUENT
PARAMETER(S)

Outfall #001

Flow-m3/Day

Settleable Solids

Non-Filterable Resii
; Total Suspended So

pH - Units

* Monitoring requi

** pH is measured i
of 6.0-9.0.

UNITS

MGD

ml/l/hr

ue mg/1
ids)

SU

-ement onl

i pH units

MONITORING REPORTS SHALL BE SUBMIT

THERE SHALL BE NO DISCHARGE OF FLOA

FINAL EFFLUENT LIMITATIONS

DAILY
MAXIMUM

*

1.0

45

**

y B

and is not

WEEKLY
AVERAGE

to be averac

rpn quarterly

TING SOLIDS OR VISIBLE FOAM IN

MONTHLY
AVERAGE

*

30

•**

led. The pH

; THE FIRST REPC
OTHER THAN TRA

MONITORING REQUIREMENTS

MEASUREMENT SAMPLE
FREQUENCY TYPE

each occurrence estimate
of total

once/each grab
occurrence

once/each grab
occurrence

once/each grab
occurrence

is limited to the range

R-risniiP 4-28-89

CE AMOUNTS.

B. STANDARD CONDITIONS
IN ADDITION TO SPECIFIED

STANDARD CONDITIONS DA

FULLY SET FORTH HEREIN

CONDITIONS STATED HEREIN, THIS PERMIT IS SUBJECT TO THE AT
TED October 1 19_8& Ah

TArxpn Part I

JD HEREBY INCORPORATED AS THOUGH

I
I
I

MO 780-0010 (*-87)
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Page 3 of 3
Permit No. MO-0108634

SPECIAL CONDITIONS

Within one year of the issuance date of this permit, the permittee shall submit a
completed CMC 105 Form C. All required analytical results shall be submitted.

This permit may be modified, or alternatively, revoked and reissued, to comply with
any applicable effluent standard or limitation issued or approved under Sections
301(b)(2) (C), and (D), 304(b)(2) and 307(a)(2) of the Clean Water Act, if the
effluent standard or limitation so issued or approved:

(a) Contains different conditions or is otherwise more stringent than any effluent
limitation in the permit; or

(b) Controls any pollutant not limited in the permit.

The permit as modified or reissued under this paragraph shall also contain any other
requirements of the Act then applicable.

Permittee shall insure that leachate and storm water runoff from the adjacent
Laidlaw, Inc. Landfill shall not be discharged through Outfall ttOOl.
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EXHIBITS 19-A THROUGH 19-WWW

MINUTES OF CORPORATE DIRECTORS' MEETINGS

Produced simultaneous with, and attached separately to, the
104(e) Response of West Lake Quarry and Material Company are copies
of minutes of corporate directors' meetings. Respondent hereby
asserts a confidentiality claim with respect to these minutes,
pursuant to §§104(e)(7)(E) and (F) of CERCLA, 42 U.S.C.
§§9604(e)(7)(E) and (F), Section 3007(b) of RCRA, 42 U.S.C.
§6927(b), and 40 C.F.R. 2.203(b). Following is a listing of all
the minutes, together with the dates covered by each, respectively.

18-A: Minutes of Special Meeting of Directors of West Lake
Quarry and Material Company, August 1, 1966

19-B: Minutes of Special Joint Meeting of The Board of
Directors and Shareholders of West Lake Quarry and
Material Company, June 30, 1971

19-C: Minutes of Special Meeting of Board of Directors of West
Lake Quarry and Material Company, Inc., July 1, 1972

19-D: Minutes of Special Meeting of Board of Directors of West
Lake Quarry and Material Company, Inc., December 28, 1972

19-E: Minutes of Special Meeting of Board of Directors of West
Lake Quarry and Material Company, Inc., May 1, 1974

19-F: Minutes of Special Meeting of Board of Directors of West
Lake Quarry and Material Company, Inc., March 18, 1975

19-G: Minutes of Special Meeting of Board of Directors of West
Lake Quarry and Material Company, Inc., March 16, 1976

19-H: Minutes of Special Meeting of Board of Directors of West
Lake Quarry and Material Company, Inc., March 15, 1977

19-1: Minutes of Special Meeting of Board of Directors of West
Lake Quarry and Material Company, Inc., September 14,
1977

19-J: Minutes, Monthly Meeting of The Board of Directors of
Westlake Quarry and Material Company, January 28, 1986

19-K: Minutes, Monthly Meeting of the Board of Directors of
Westlake Quarry and Material Company, March 25, 1986

19-L: Minutes, Monthly Meeting of the Board of Directors of
Westlake Quarry and Material Company, April 29, 1986

19-M: Minutes, Monthly Meeting of the Board of Directors of
Westlake Quarry and Material Company, June 24, 1986
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19-N: Minutes, Monthly Meeting of the Board of Directors of
Westlake Quarry and Material Company, July 29, 1986

19-O: Minutes, Monthly Meeting of the Board of Directors of
Westlake Quarry and Material Company, August 26, 1986

19-P: Minutes, Monthly Meeting of the Board of Directors of
Westlake Quarry and Material Company, September 23, 1986

19-Q: Minutes, Monthly Meeting of the Board of Directors of
Westlake Quarry and Material Company, October 28, 1986

19-R: Minutes, Monthly Meeting of the Board of Directors of
Westlake Quarry and Material Company, November 25, 1986

19-S: Minutes, Monthly Meeting of the Board of Directors of
Westlake Quarry and Material Company, January 27, 1987

19-T: Minutes, Monthly Meeting of the Board of Directors of
Westlake Quarry and Material Company, February 24, 1987

19-U: Minutes, Monthly Meeting of the Board of Directors of
Westlake Quarry and Material Company, March 26, 1987

19-V: Minutes, Monthly Meeting of the Board of Directors of
Westlake Quarry and Material Company, April 30, 1987

19-W: Minutes, Monthly Meeting of the Board of Directors of
Westlake Quarry and Material Company, June 2, 1987

19-X: Minutes, Monthly Meeting of the Board of Directors of
Westlake Quarry and Material Company, June 30, 1987

19-Y: Minutes, Monthly Meeting of the Board of Directors of
Westlake Quarry and Material Company, August 5, 1987

19-Z: -Minutes, Monthly Meeting of the Board of Directors of
Westlake Quarry and Material Company, September 4, 1987

19-AA: Minutes, Monthly Meeting of the Board of Directors of
Westlake Quarry and Material Company, October 2, 1987

19-BB: Minutes, Monthly Meeting of the Board of Directors of
Westlake Quarry and Material Company, October 2, 1987

19-CC: Minutes, Monthly Meeting of the Board of Directors of
Westlake Quarry and Material Company, November 24, 1987

19-DD: Minutes, Monthly Meeting of the Board of Directors of
Westlake Quarry and Material Company, December 30, 1987

19-EE: Minutes, Monthly Meeting of the Board of Directors of
West Lake Quarry and Material Company, January 28, 1988
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19-FF: Minutes, Monthly Meeting of the Board of Directors of
West Lake Quarry and Material Company, March 4, 1988

19-GG: Unanimous Consent of Directors of West Lake Quarry and
Material Company in Lieu of Annual Meeting of Board of
Directors, March 16, 1988

19-HH: Minutes, Monthly Meeting of the Board of Directors of
West Lake Companies, April 8, 1988

19-11: Minutes, Monthly Meeting of the Board of Directors of The
West Lake Companies, April 28, 1988

19-JJ: Minutes, Monthly Meeting of the Board of Directors of The
West Lake Companies, June 2, 1988

19-KK: Minutes, Monthly Meeting of the Board of Directors of The
West Lake Companies, July 8, 1988

19-LL: Minutes, Monthly Meeting of the Board of Directors of The
West Lake Companies, August 19, 1988

19-MM: Minutes, Monthly Meeting of the Board of Directors of The
West Lake Companies, September 29, 1988

19-NN: Minutes, Monthly Meeting of the Board of Directors of The
West Lake Companies, November 4, 1988

19-OO: Minutes, Monthly Meeting of the Board of Directors of The
West Lake Companies, November 17, 1988

19-PP: Minutes, Monthly Meeting of the Board of Directors of The
West Lake Companies, December 21, 1988

19-QQ: Minutes, Monthly Meeting of the Board of Directors of The
West Lake Companies, February 6, 1989

19-RR: Minutes, Monthly Meeting of the Board of Directors of The
West Lake Companies, February 22, 1989

19-SS: Minutes, Monthly Meeting of the Board of Directors of The
West Lake Companies, March 22, 1989

19-TT: Minutes, Monthly Meeting of the Board of Directors of The
West Lake Companies, April 26, 1989

19-UU: Statement of Unanimous Written Consent of Directors of
West Lake Quarry and Material Company in Lieu of Meeting
of Board of Directors, May 25, 1989

19-W: Minutes, Monthly Meeting of the Board of Directors of The
West Lake Companies, May 30, 1989
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19-ZZ: Minutes, Monthly Meeting of the Board of Directors of The
• West Lake Companies, September 22, 1989

19-AAA: Minutes, Monthly Meeting of the Board of Directors of The
West Lake Companies, October 25, 1989
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19-WW: Minutes, Monthly Meeting of the Board of Directors of The
West Lake Companies, June 23, 1989

19-XX: Minutes, Monthly Meeting of the Board of Directors of The
West Lake Companies, July 26, 1989

19-YY: Minutes, Monthly Meeting of the Board of Directors of The
West Lake Companies, September 8, 1989

19-BBB: Minutes, Monthly Meeting of the Board of Directors of The
West Lake Companies, December 8, 1989

19-CCC: Minutes, Monthly Meeting of the Board of Directors of The
West Lake Companies, January 2, 1990

19-DDD: Minutes, Monthly Meeting of the Board of Directors of The
West Lake Companies, January 25, 1990

19-EEE: Minutes, Monthly Meeting of the Board of Directors of The
West Lake Companies, February 28, 1990

19-FFF: Minutes, Monthly Meeting of the Board of Directors of The
West Lake Companies, March 28, 1990

19-GGG: Minutes, Monthly Meeting of the Board of Directors of The
West Lake Companies, April 20, 1990

19-HHH: Minutes, Monthly Meeting of the Board of Directors of The
West Lake Companies, May 29, 1990

19-111: Minutes, Monthly Meeting of the Board of Directors of The
West Lake Companies, June 29, 1990

19-JJJ: Minutes, Monthly Meeting of the Board of Directors of The
West Lake Companies, August 14, 1990

19-KKK: Minutes, Monthly Meeting of the Board of Directors of The
West Lake Companies, September 24, 1990

19-LLL: Minutes, Special Meeting of the Board of Directors of The
West Lake Companies, October 19, 1990

19-MMM: Minutes, Monthly Meeting of the Board of Directors of The
West Lake Companies, October 31, 1990

19-NNN: Minutes, Monthly Meeting of the Board of Directors of The
West Lake Companies, November 28, 1990
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19-OOO: Minutes, Monthly Meeting of the Board of Directors of The
West Lake Companies, December 20, 1990

19-PPP: Minutes, Monthly Meeting of the Board of Directors of The
West Lake Companies, January 31, 1991

19-QQQ: Certified Copy of Corporate Resolution of West Lake
Quarry and Material Company, February 28, 1991

19-RRR: Minutes, Monthly Meeting of the Board of Directors of The
West Lake Companies, March 6, 1991

19-SSS: Minutes, Monthly Meeting of the Board of Directors of The
West Lake Companies, March 27, 1991

19-TTT: Minutes, Special Meeting of the Board of Directors of The
West Lake Companies, April 22, 1991

19-UUU: -Minutes, Special Meeting of the Board of Directors of The
West Lake Companies, April 23, 1991

19-VW: Certified Copy of Corporate Resolution of West Lake
Quarry and Material Company, April 30, 1991

19-WWW: Minutes, Monthly Meeting of the Board of Directors of The
West Lake Companies, June 5, 1991
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A PROFESSIONAL LIMITED PARTNERSHIP
11701 BORMAN DRIVE, SUITE 340, ST. LOUIS, MISSOURI 63146

(314)993-4599 FAX NO. (3 14) 993-4895

I
• . ,̂ yV*r DAMES &. M.OORE

June 14, 1990

I
Mr. John Basilico
United States Real Estate
Ford Financial Group
13517 TaVr Front Drive
Earth City, MO 63045-1414

RE: Phase JJ Site Investigation
Earth City Property Adjacent to West Lake Landfill

oore Job No.: 19943-002-045

Dear Mr. Basilico:

Enclosed for your information are two (2) copies of the Phase n Site Investigation final
report for the above referenced property.

Should you have any questions or wish to discuss this report in any way, please do not
hesitate to contact Ms. Linda Black or myself.

Very truly yours,

DAMES & MOORE
A Professional Limited Partnership

—
jda, P.E.

ner (Ltd.)
Managing Principal

gfv/ken
Enclosure
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1.0 INTRODUCTION

In April, 1990, Ford Financial Services Group, U.S. Real Estate authorized Dames &
Moore to proceed with a Phase n Site Investigation to further document pre-transaction
conditions at property adjacent to a proposed National Priorities List (NPL) site. This report
presents a summary of the field techniques employed during this investigation and conclusions
based upon analytical results from collected samples.

1.1 Executive Summary

The Phase n Site Investigation involved a more in-depth investigation of organic,
inorganic, and radiological contamination of the Ford Property that is believed to be related to
the adjacent West Lake Landfill. Upon review and evaluation of all information obtained from
this investigation, several concluding remarks can be made which best summarize this effort.

First, the gamma radiation survey conducted on surface soils in areas north and west of
the West Lake Landfill (i.e., areas which receive a large amount of surface runoff from the
landfill) indicated that there is no significant surface radiological contamination present.
Radiological contamination present within the landfill, therefore, does not appear to have
contributed any significant contamination due to surface runoff to the 23 acres surveyed.

Second, in addition to the surface soil survey just described which required the use of
a direct-reading meter, surface soil samples where also collected from 0-12 inches in depth from
property locations adjacent to the landfill and submitted for more in depth chemical and
radiological analysis. Soil samples were collected in locations where contamination was
suspected from the Phase I effort and in locations where contamination might reasonably be
expected. Although very low levels (parts per billion) of organic contamination were provided
in the analytical report for the two soil sample composites, these values were actually below the
analytical limit of detection and are, consequently, not significant. Of all the soil samples
collected (a total of 20), only the samples collected from the two (2) locations where radiological
contamination had been indicated from the Phase I investigation had radiological contamination
(i.e., the biased samples). No further surface radiological contamination beyond these biased
locations is evident based upon this information and the gamma radiation survey.

Third, sediment/soil samples were collected and analyzed from four (4) locations where
chemical or radiological contamination might reasonably be expected to have migrated from the
landfill via surface water. As with the soil samples, only low level organic chemical
contamination was indicated which is likewise believed to be attributed to the sampling technique
and not to actual soil contamination. Radiological contamination is also not evident in these
samples.
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Fourth, subsurface soil conditions were also surveyed radiologically down to groundwater
in several locations to the north and west of the landfill. Gamma radiation and volatile organics
were measured in soil borings down to groundwater using a GM-type survey meter and a
photoionization detector, respectively. Neither radiological contamination nor chemical
contamination of any type was evident.

Fifth, groundwater was sampled and analyzed chemically and radiologically by installing
monitoring wells in the same soil borings that were mentioned previously. Low level (part per
billion) concentrations of some organic chemicals were detected in several of the groundwater
samples. Several of these, however, are believed to be attributable to background contamination
from the laboratory, and as such, do not represent a significant environmental concern. Two
semi-volatile BNAs (chrysene and Bis (2-ethylhexyl)phthalate) were, however, also detected in
very low levels (1-27 ppb) in four (4) of the well samples. Other chemical contaminants tested
for in the groundwater (i.e., metals, cyanide) were not present in sufficient concentration to
represent a significant environmental concern. Although radiologically speaking there were
conflicting results from the two laboratories used, there does not in any case appear to be
significant groundwater contamination. The one parameter that was tested and found to be
somewhat elevated in some of the water samples (gross alpha) is of secondary importance since
the sum of the individual components that typically comprise this parameter failed to confirm
the gross alpha totals.

With the exception of two (2) biased locations adjacent to the West Lake Landfill where
radiological contamination is evident (Bl and B2), it is unlikely that the results provided from
this investigation can be interpreted as evidence that the radioactive material resident in the West
Lake Landfill has migrated to Earth City property.

1.2 Project History Summary

In December, 1989, Ford retained Dames & Moore to prepare an assessment of the
radiologic conditions at their properties in Earth City, Missouri, as part of a pre-divestiture due
diligence effort. The scope of the Phase I effort was primarily to respond to concerns raised by

i the proximity of the West Lake Landfill, located immediately to the east of the property under
|b review (Figure 1). On October 23, 1989, the landfill was proposed for addition to the National
|P Priorities List under CERCLA, due to improper acceptance during the early 1970's of radiologic
I materials primarily from the Department of Energy's Latty Avenue operations.

P" Upon completion of a review of available information, and a limited sampling effort,
L Dames & Moore concluded that the data suggests that significant off-site migration of radioactive

•I contaminants from the landfill via groundwater has not occurred. However, it was
" recommended that surface contamination attributable to landfill runoff be further characterized.
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This Phase n Investigation has been developed to document more extensively field
conditions by means of additional soil and water sampling for an expanded set of parameters,
believed to be more representative of potential landfill contents.

1.3 flrepe of Work Summary

1

The services performed during this Phase II investigation included the following five
elements:

o Overland Gamma Survey - Gamma radiation levels were measured at one
centimeter and one (1) meter above the ground surface to ascertain whether
additional areas of surface radioactive contamination exist;

o Surface Soil Sampling - Discrete and composite soil samples were collected in
the two known "hot spots", in random areas, and in one background location;

o Sediment Sampling - Discrete sediment samples were collected from drainage
areas likely to be influenced by runoff from the landfill;

o Soil Borings/Downhole Gamma Logging - Seven soil borings were advanced to
15-25 feet depths. Cuttings were screened for organic vapors and for radiation
levels. Gamma radiation levels were also measured and recorded inside the
borehole, advancing in six-inch increments to the water table; and

o Groundwater Sampling - Monitoring wells were installed at each of the borings.
Samples were collected for laboratory analysis for organic, inorganic, and
radiologic parameters.

2.0 OVERLAND GAMMA SURVEY

Between April 9 and 13,1990, Dames & Moore personnel conducted an overland gamma
radiation survey of 23 acres adjacent to the landfill which had not previously been surveyed.
These measurements would indicate areas, if any, where radiation levels were elevated above
ambient background.
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2.1 f jjeld Investigation

The overland gamma survey covered the areas shown on Figure 2. The area to the north
of the landfill, and to a lesser extent, along Old St. Charles Rock Road were surveyed to assess
potential migration of radiologic materials via surface routes. Areas adjacent to the recently
excavated drainage ditch/lake were surveyed to assess the levels of radiation in the material
dredged from the ditch, which may have intercepted potentially contaminated groundwater.

The gamma radiation survey was set up using a 10 x 10 meter survey grid to maintain
reproducibility and accuracy. Each section was first marked with stakes, using the S66 48'41"
E line, road coordinates, and chain-link fence which delineates the landfill, as the three primary
reference lines. Section grid lines were established 90 degrees from the reference lines at 10
meter intervals. Three grids were established - the largest encompassed the area north of the
landfill and covered approximately eight (8) acres. The second was established to the west of
Old St. Charles Rock Road in an area of disturbed soils recently excavated from a nearby
drainage ditch/lake. The third was also established west of Old St. Charles Rock Road and
paralleled nearly the entire Ford/West Lake common boundary over an area of soils excavated
from the nearby drainage ditch/lake.

Two calibrated Bicron microrem radiation survey meters were used for radiation level
measurements at each intersection of the grid at one centimeter and one meter above the ground
surface. These instruments use a tissue-equivalent plastic scintillator as the detection medium
to provide accurate dose rate information relative to biologic tissue. An instrument operability
check, which included a battery, background and source check was performed daily prior to use
and several times during use, to assure property instrument operation while performing the
survey. Both survey instruments were calibrated by the manufacturer and certificates of
calibration are attached as Appendix A.

2.2 Investigation Results

Gamma radiation levels measured during the survey of the property are tabulated in Table
1. A map of the grid points is attached as Figure 3. Background radiation measurements were
recorded from several areas off-site and in ambient areas located on-site. The average
background dose rate for the two instruments in these areas ranged from three (3) to six (6)
microrem per hour which corresponds with levels identified by ORNL in a study titled "State
Background Radiation Levels 1975-1979" (report 4TM-7343) which gives levels for the East St.
Louis area of between four (4) and eight(8) microrem per hour. All measurements made on the
property represented actual instrument readings without background data subtraction. Raw data
tabulated in Table 1, represent readings obtained at each survey point one meter and one
centimeter above ground surface. The primary reference point for each grid is indicated on
Table 1 and the site map (Figure 3) as point 0,0. All tables give the survey point locations
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based on their position relative to the reference point within the data matrix.

The U.S. Environmental Protection Agency guidelines for site cleanup and management
of residual uranium and thorium (40 CFR 192, Subparts B & E) require that the exposure rate
measured at a distance of one meter above the ground surface be less than 20 microrems per
hour above background. In the case of the present survey, results did not exceed twice the
measured background rate in any of the areas surveyed.

Contaminants located within the West Lake Landfill did not appear to influence the
surface gamma radiation readings over the 23 acres surveyed. Although some fluctuations were
present in the data, elevated gamma radiation readings within three times the average
background measurement are not considered to be of consequence unless a systematic increase
is noted. Site-wide trends were not readily apparent from the collected data.

I
3.0 SOIL SAMPLING

Surface soil samples were collected at several locations to characterize existing soil
conditions in areas of the site adjacent to the landfill where contamination is suspected, and
where contamination might reasonably be expected.

I
3.1 Field Investigation

Two composite soil samples (COMP-1 and COMP-2) were collected from the areas
indicated on Figure 4 (shown as Cl and C2). It is believed that the soils dredged from the ditch
along Old St. Charles Rock Road has been spread over these areas. These soils were therefore
sampled to indicate whether any contaminants may have settled out from surface waters carried
in the ditch. Each samples was collected from six points in the area shown, and submitted for
analysis for total petroleum hydrocarbons (TPH), semi-volatiles, pesticides, PCBs, herbicides,
metals, and cyanide, as well as radiological parameters.

Six unbiased soil samples (UB1-UB6) were collected at the locations shown on Figure
4. These areas were distributed along the general perimeter of the landfill to provide
information regarding existing soil conditions. Each sample was collected at 0-6 inch depths and
submitted for radiological analysis.

Biased soil samples were collected at two locations (Bl and B2) as shown on figure 4,
which were identified during Phase I as having elevated gamma radiation levels. Samples Bl A,
BIB, B2A, and B2B were collected at 0-6 inch depths. Samples B1C and B2C were collected
at 6-12 inch depths. All six samples were analyzed for several radiological parameters.
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: Samples were collected manually using either a stainless steel trowel or a stainless steel
hand auger. Sampling equipment was decontaminated with Alconox detergent wash and a
distilled water rinse between each sample.

Samples requiring radiological analysis were placed in plastic bags provided by the
laboratory. Organic and inorganic samples were placed in jars provided by the laboratory (Table
2) Organic and inorganic samples were placed in an iced cooler. All samples were shipped
to the respective laboratories via overnight delivery accompanied by Dames & Moore chain-of-
custody records (Appendix B).

3.2 Investigation Results

A summary of organic and inorganic data is presented in Table 3. For nearly all
parameters, there are no indications that samples COMP1 and COMP2 vary significantly from
the background sample BKG.

_j
Exceptions of note are the results of analyses for semi-volatile compounds. No semi-

volatiles are indicated in the background sample, however, two compounds were detected in
COMP1 and six compounds were detected in COMP 2. The semi-volatile compounds detected
in the composite samples have been attributed to the sampling technique, which involved mixing
the composite inside a plastic zip-lock bag. The background sample was collected directly into
sample jars without contact with a bag.

A summary of the radiological data for soil samples is presented in Tables 4A, 4B, 4C,
and 4D. All values are reported in units of picocuries per gram of sample plus or minus the
error associated with the analysis at a 95 percent confidence level (+ 2 sigma). All soil samples
were analyzed for gross alpha and gross beta content and the specific nuclides uranium-234,
235/236, 238; thorium-230,232; potassium-40; cesium-137 and radium-226, 228. Values
reported as less than (<) a specific value, are considered below the analytical instrument's lower
limit of detection. Table 4A shows that the analytical results reported for unbiased samples UB1
through UB6 are indistinguishable from the background sample collected at the same depth as
well as background samples analyzed for the Phase I investigation. Biased samples collected in
the two areas identified as above background in the Phase I investigation, show, as expected,
elevated gross alpha and gross beta.

For area 1 (Table 4B) gross alpha and gross beta for biased samples are elevated by
factors of 55 and 10.6 respectively, while for Area 2 (Table 4C) levels are elevated by factors
of 200 and 31, respectively. Similarly, elevated levels of uranium-234 and 238 are reported at
6.5 and 6 times background (Table 4B) and factors of 13.3 and 8.1, respectively (Table 4C).
Thorium-230 values in sample B1A and BIB average over 400 times background, while B2A
and B2B average over 900 times background. Thorium-232 however averaged only 3 times and
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6 times background for areas 1 and 2, respectively. Ra-226 concentrations in the biased soil
samples analyzed from areas 1 and 2 averaged 31 and 34 times background respectively. The
above results refer only to the data reported for the 0-6" sample depth. The reported
concentrations for the above mentioned nuclides in the 6-12" depth are equally elevated for the
area 1 sample but are somewhat lower for the area 2 sample.

Composite soil sample results reported in Table 4D are indistinguishable from
background.

4.0 SEDIMENT SAMPLING

Sediment samples were collected at four locations at the site to characterize existing
conditions in areas where contamination might reasonably be expected to have migrated via
surface water.

4.1 Field Investigation

Four sediment samples (S1-S4) were collected at the locations shown on Figure 5.
Samples SI and S2 were collected from the bottom of the drainage ditch which runs along Old
St. Charles Rock Road. These samples were analyzed for several radiological parameters.

•
Sample S3 was collected from the bottom of a ponded area near St. Charles Rock Road.

Sample S4 was collected from beneath the outlet of a surface water drain which originates at the
base of the landfill berm, and emerges from the embankment of Old St. Charles Rock Road.

• Both samples were analyzed for organic and inorganic as well as radiological parameters.

Samples were collected using either a stainless steel trowel or a stainless steel hand
I auger. Sampling equipment was decontaminated with Alconox detergent wash and a distilled
™ water rinse between each sample.

I

I

I

I

I

I

I

Radiological samples were placed in plastic bags provided by the laboratory. Organic
and inorganic samples were placed in jars provided by the laboratory (Table 2). Organic and
inorganic samples were placed in an iced cooler. All samples were snipped to the respective
laboratories via overnight delivery accompanied by Dames & Moore chain-of-custody records
(Appendix B).
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4.2 Investigation Results

A summary of organic and inorganic data is presented in Table 5, as a comparison with
background soil sample BKG. For nearly all parameters, there are no indications that samples
S3 and S4 vary significantly from the background sample. Mercury was detected only in sample
S4, at 0.18 ppm only slightly above the reported detection limits.

Semi-volatile analytical results are similar to the soil samples, where several compounds
were detected. Again, this is attributed to the sampling technique which involved mixing of the
composite sample inside of a plastic zip-lock bag. The background sample was collected directly
into sample jars without contact with a bag.

A summary of the radiological data is presented in Table 6. Review of this table shows
that, for the radiological parameters specified, all data is indistinguishable from background
except for the gross alpha value of sample S4 which is reported as 6.6 times background. Upon
reanalysis of this sample by ITC, however, a much lower gross alpha value was obtained. For
reasons explained in Section 7.1.3 of this report, the second analysis, which indicated a gross
alpha level of 19.3 ± 8.6, is considered to be more valid.

5.0 SOIL BORINGS/DOWNHOLE GAMMA LOGGING

Soil borings were advanced at seven (7) locations at the site to observe and assess
subsurface soil conditions to the depth of the groundwater table. Additionally, gamma radiation
was measured inside each borehole to provide vertical profiles of radiation levels.

5.1 Field Investigation

Soil borings were advanced to the groundwater table at seven locations shown on Figure
6, using an ATV-mounted hollow-stem auger drill rig. Samples were retrieved using a 3-inch
diameter continuous sampler. Downhole drilling equipment was decontaminated between borings
by pressure washing with water.

Geological observations made of the retrieved soils were maintained on Soil Boring Logs
presented in Appendix D. Retrieved soils were field screened for VOCs with a photo-ionization
detector, and for radiation levels with a G-M type survey meter.

Gamma radiation levels were measured inside the auger stem using an Eberline ESP-2
ratemeter and shielded SPA-3 scintillation detector. The detector was advanced in six-inch
increments to depths approaching groundwater. Gamma logging measurements are shown in
Tables 7-101 through 7-107, with graphical presentations in Figures 7-101 through 7-107.
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5.2 Investigation Results

Borings depths ranged from 15 to 25 feet depending on the depth to groundwater. Soil
types varied from silty to sandy silt, typically becoming coarser with depth. Some stiff silt or
clay was noted. No volatile compounds were detected at any depth in any boring. Radiation
levels were consistent with background levels.

All gamma logging data was consistent with background levels.

6.0 GROUNDWATER MONITORING

Groundwater monitoring wells were installed in each of the seven (7) soil borings at the
locations shown on Figure 6. Well construction details are described in Section 6.1 and
diagramed in Appendix E. Ten samples were collected for laboratory analysis according to the
techniques discussed in Section 6.2. Analytical results are discussed in Section 6.3.

6.1 Monitoring Well Installation

As described in Section 5.0, soil borings were advanced by hollow stem auger. Upon
completion of each boring, a 10-foot length of 2-inch diameter 0.010 slotted PVC well screen
was placed to the bottom of the boring. PVC riser pipe was extended above the ground surface.
A sand filter-pack was placed about the well screen as the auger flights were gradually removed
from the borehole, typically to 2-feet above the top of the screened interval. A 1.5 - 2 feet thick
bentonite pellet seal was placed above the sand pack. In wells MW101 and MW102, a cement
slurry with a bentonite additive was placed from the top of the seal to a few feet below ground
surface. At all wells, a cement-aggregate mixture was placed to the ground surface to secure
the steel well protector, and to form a small concrete pad to deflect surface water away from
the well. The PVC riser was fitted with a PVC screw cap and a padlock was placed on the steel
protector. Well construction diagrams are shown in Appendix E.

Efforts by drilling contractor Brotcke to develop MW104 on April 12 using a tank of
compressed nitrogen to drive an air-lift system were not successful. On Friday, April 13, 1990,
personnel returned to develop the wells using an air compressor to drive water from the well.
Purging efforts were continued for 30 minutes at each of the four wells (MW101, MW102,
MW103, and MW104). The three remaining wells were not accessible due to wet ground
conditions, and were developed by bailing.
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6.2 Samnle Collection

«-ii

Groundwater sampling was conducted by Dames & Moore personnel on April 17 and 18,
1990. The following procedure was used at each well.

The depth to water from the top of the PVC casing was recorded to the nearest 1/16"
using a chalked steel-tape. Standing water was purged from the well using a disposable
polyethylene bailer (Voss Technologies). After removing one well volume, field measurements
of temperature, pH and specific conductivity were made using a calibrated Hydac meter
(Cambridge Scientific Industries) outfitted with an Orion pH probe. Field measurements were
taken following each subsequent well-volume purged until three successive sets of measurements
fell within the following ranges:

Temperature: +/- 0.5° C
pH: +/-0.1pHunit
Conductivity: +/- micromhos

Typically, four (4) or five (5) well volumes were sufficient to accomplish stabilization.
Field measurements are summarized in Appendix F. Based on contaminant levels during soil
boring activities, purged water was discharged to the ground surface.

Upon stabilization, water samples were collected for laboratory analysis. Table 8 shows
the volumes collected and preservations used to constitute one sample.

Samples were shipped via Federal Express to the appropriate laboratories for analysis
(MW109 was hand delivered to Envirodyne), under Dames & Moore chain-of-custody
procedures (Appendix B). Organic and inorganic samples were shipped in iced coolers. Each
day, all VOA sample vials were placed in the same cooler, and were accompanied during
shipment by trip blanks (TR-1 and TR-2).

6.3 Investigative Results

Data from organic and inorganic analyses are summarized in Table 9. Data packages
from Southwest Laboratories and Envirodyne Engineers are provided in Appendix C. Data from
the radiological analyses are summarized in Table 10. Data packages from ITC and CEP are
provided in Appendix B.

A review of the organic and inorganic data indicated that pesticides, PCBs, herbicides,
and cyanide were not detected. Several VOCs were identified near or below detection levels.
Methylene chloride was detected at low levels (1-26 ppb) in all samples analyzed by Southwest.
Similarly, acetone was detected (3-17 ppb) in most samples. Both compounds were detected in
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the Southwest QA/QC method blank, and are frequent laboratory contaminants. The absence
of these compounds in the Envirodyne analysis of MW109 (duplicate of both MW102 and
MW108), reinforces the interpretation that the methylene chloride and acetone results are not
accurate. Low levels of 1-1 dichloroethane are indicated in well MW102 and MW109 (3 ppb
and 6 ppb, respectively). Toluene, ethyl benzene, and xylene were indicated in well MW103
in low levels also.

Two BNA (binuclear aromatic) compounds, chrysene and bis (2-ethylhexyl) phthalate,
were also indicated in low levels in four (4) of the monitoring wells. Bis (2-ethylhexyl)
phthalate was present in MW102, MW105, MW106, and MW109D while chrysene was present
only in MW102.

Several metals were detected at low levels as well. Copper and zinc were consistently
indicated in samples analyzed by Southwest. Antimony and nickel were also indicated in
approximately half of the samples by Southwest. EEI/TCT reported the presence of arsenic,
mercury, selenium, and silver in the two samples which they had analyzed (MW109 and
MW109D). While there is a wide disparity in the metals results presented by the two
laboratories, none of the actual reported quantities are at significant levels to be of concern.

Results of radiological analyses for groundwater samples collected during the Phase II
investigation are reported in Tables 10A through 10D. Due to the propensity of groundwater
samples collected from wells to contain filterable soil particulates which can skew results, all
samples were analyzed as raw unfiltered water and as filtered water using a 0.45 micron filter
medium. All results are reported as picocuries per liter of sample plus or minus the 2 sigma
associated error. Numbers reported as less than (<) the reported value are below the limit of
detectability for the given nuclide and analytical method. All results reported for filtered
samples are indistinguishable from background data as represented by the off-site well water
results of Table 2 in the Phase I report. Further, the filtered data would easily meet all existing
radiological limits established for drinking water by the EPA (40 CFR 141). Of the unfiltered
results four samples (MW-103U, MW-105U, MW-106U, and MW-107U) would not meet the
EPA gross alpha criteria of 15 pCi/1 for drinking water, but would meet all other established
limits. However, since raw unfiltered groundwater would not be acceptable as drinking water,
this comparison serves no purpose.

7.0 CONCLUSIONS

7.1 Radiological Investigations

7.1.1 Overland Gamma Survey

The results of the overland gamma survey discussed in Section 2 of this report clearly
show that all areas surveyed were indistinguishable from ambient radiation levels associated with
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nearby off-site locations. This conclusion is further supported by the results of the unbiased and
composite soil sample analyses which were also indistinguishable from background radionuclide
concentrations for the Phase H investigation area.

7.1.2 Soil

As discussed above, all unbiased and composite soil samples collected randomly within
the 23 acres area of investigation, were found to have radionuclide concentrations similar to
those measured for samples representing ambient (background) conditions collected for the
present study, and those collected as background samples for the Phase I investigation. With
regard to the two biased samples (Bl and B2) where contamination is evident, refer to Section
7.1.5 for details.

7.1.3 Sediment

Comparison of sediment samples to background soil samples collected for Phase I and
n shows that all sediment results reported are less than or equal to the corresponding background
concentration with the exception of the gross alpha result reported for sample S4. This sample
was subjected to reanalysis of only the gross alpha parameter by ITC and the result reported to
Dames & Moore, shown in Table 11, was 19.3 +. 8.6. The original S4 gross alpha value was
not confirmed by the reanalysis. This makes the initial analytical result a highly suspect data
point, in that, several of the individual nuclides analyzed are alpha emitters, namely U-234,
235/236, 238, thorium-230 and 232 and radium-226. These nuclides are by far the most
abundant alpha emitters in nature and therefore their sum should represent the majority of the
gross alpha activity present. Because the sum of the individual nuclides is only 7.2 pCi/g, and
the analytical techniques used to measure the individual nuclides is more precise than the gross
alpha measurement, especially for a medium such as soil, the gross alpha measurement must be
considered of secondary importance. Further, naturally occurring nuclides which are decay

,; products of the marker nuclides may add to the gross alpha concentration, but are considered
; to be in equilibrium with their parent nuclide and therefore would not add significantly to the

; above calculated alpha contributions of the individual nuclides.

S^: 7.1.4 Groundwater
".-- * ,"•-*
L " Ti' I . •

'*'•]" As discussed in Section 6.3, groundwater samples were analyzed as unfiltered and filtered
: v to provide information on the quantity of filterable, and therefore undissolved particulates,
> resident in the samples. All results reported in Tables 10A through 10D for filtered samples

easily meet EPA drinking water standards for gross alpha (15 pCi/1), gross beta (50 pCi/1) and
radium-226 + 228 of 5 pCi/1. Further, all unfiltered samples meet these criteria except for the
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gross alpha values reported for sample MW103-U, 17.2; MW105-U, 16.9; MW106-U, 101; and
MW107-U, 202 pCi/1. The gross alpha values reported for these unfiltered samples are also of
secondary importance since the sum of the individual nuclide concentrations fail to confirm the
gross alpha values (see Section 7.1.3).

Groundwater sample MW102 was also subjected to quality assurance checks having a
sample duplicate analyzed and a sample split analyzed by an independent laboratory. The results
of both tests confirm the results of the original analysis as reported by IT Corporation. Most
values for all tests were reported as below the limit of detection.

7.1.5 Biased Soil Samples

To provide additional characterization of the two limited hot spot areas identified during
the Phase I study, the survey team was directed to resurvey the original areas, reidentify the
location providing the highest gamma radiation level and remove 2-6" soil samples to a total
depth of 12" to provide preliminary characterization of the nuclides present. These data are
reported in Tables 4B and 4C.

For Area 1 (Tables 4B) the major nuclides identified as significantly above background
are Th-230, Ra-226, U-234, and U-238. These results are confirmed in the sample duplicate
analyzed by ITC and in the sample split analyzed by CEP except for Th-230. The discrepancy
in the results is due to the differences in analytical techniques used by the two laboratories.
Selected analytical results reported for original samples in Table 4B were reanalyzed with results
shown in Table n. The reanalysis confirmed the original test results.

For Area 2 (Table 4C), the analytical parameters and major nuclides identified as present
in concentrations more than 3 times background were gross alpha, gross beta, Th-230, U-234,
U-238, and Ra-226.

Again for sample B2A, as for Bl A, the duplicate of the original sample analyzed by ITC
confirmed the initial results. The split sample with CEP again did not identify Th-230 in similar
quantities, nor were gross alpha and gross beta results reported by CEP similar to the ITC data.
Both laboratory technique and measurement capability differences are responsible for these
discrepancies. Regardless of the CEP results, any regulatory bodies which would govern clean-
up of the area would consider the highest reported results for regulatory purposes and therefore
the CEP data splits would become meaningless. Further, this round of soil sampling would only
serve to establish the highest potential concentration of nuclides in the area based on surface
gamma radiation results. Further area characterization would be required to determine the
vertical and horizontal extent of the contamination before clean-up activities could proceed. Due
to the elevated levels of uranium-234 and 238 as well as radius-226 in these biased samples it
is likely that this material originated from the West Lake Landfill property and found its way
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to the present location via surface water erosion.

7.2 Inorganic and Organic Chemical Investigation

During the course of the Phase n investigation of the Earth City property, several
different classes of both organic and inorganic contaminants were tested for in adjacent surface
soils, groundwater, and drainage ditch bottom sediment. Organic contaminants tested for
included total petroleum hydrocarbons (TPH), semi-volatile organics, pesticides, PCBs,
herbicides, and volatile organics (VOCs). Inorganic contaminants tested for included metals and
cyanide.

7.2.1 TPH

Surface soil composite samples (2) collected from areas adjacent to the West Take
Landfill had TPH levels below background. Sediment samples (2) collected from the bottom
of a ponded area near the St. Charles Rock Road and from beneath the outlet of a landfill
surface water drain, likewise had TPH levels below background.

7.2.2 Semi-volatiles

Low level concentrations (10-50 ppb) of several semi-volatile organic compounds were
detected in both surface composite soil samples. Their presence is attributed to the sampling
technique, which involved mixing the composite inside a plastic zip-lock bag. Plastic bags of
this type often contain residual low level semi-volatiles. The sediment samples likewise
contained low level semi-volatiles (10-19 ppb) which can be attributed to sampling technique.

Two semi-volatile BNAs, chrysene and bis (2-ethylhexyl)phthalate were detected in levels
near or below detection limits in one and three monitoring wells, respectively, and do not
represent a significant environmental concern^

7.2.3 Pesticides, PCBs, Herbicides, Cyanide

There were no detectable levels of any of these contaminants in any of the three sampling
media.
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7.2.4 VOCs

Volatile organics were tested for only in the eleven (11) groundwater samples. Two (2)
VOCs, methylene chloride and acetone, were present in low concentrations in virtually all
groundwater samples tested. These samples were analyzed by Southwest Laboratory and both
of these VOC components, which are frequent laboratory contaminants, were detected in
Southwest's QA/QC method blank. Consequently, this provides further evidence that the results
for these contaminants are due to background contamination from the laboratory environment
and as such, are not valid.

7.2.5 Metals

For both the soil sample composites (2) and the sediment samples (2), all metals detected
do not vary significantly from background levels. Groundwater samples were analyzed by two
separate laboratories: Southwest Laboratory and EEI/TCT. Low concentrations of copper, zinc,
antimony, and nickel were detected by Southwest while EEI/TCT detected very low levels of
arsenic, mercury, selenium, and silver. None of the levels detected represent a significant
environmental concern.
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SUMMARY OF GAMMA RADIATION FIELD MEASUREMENTS

FOR FORD,EARTH CITY RADIOLOGICAL SURVEY
EARTH CITY, MISSOURI

NORTHERN GRID j

SURVEY

LOCATIONS
(READINGS ARE IN MICROREM/HOUR AT 1 METER, AND 1 CM ABOVE GROUND SURFACE)

(E&W) WO W1 WZ W3 W4 W5 W6 U7 W8 W9 W10 W11 W12 W13
********»***-»**«*************************************************»<

W14 W15 W16 W17 W18 W19 ,W20 U21 W22 W23 W24 W25 W26 W27 W28 W29 W30 W31 W!52 W33 W34 U35 W36 W37 W38 W39 W40 W41 W42

(N&S)
NO 5,6
N1 5 S
N2 7,7
N3 5,6
N4 S/B
N5
N6
N7
N8
N9
N10
N11

6,6
7 6
5,5
5,6
5,5
S/B

7,7
7 7
6,7•
7.6
6,6
5,6
6 6
S/B

5,5
•5 6
6,7
5,5
5,5
6,5
•> s
5,5
5,5
5,5
5,5
S/B

5,6
A 6
7,7
6,6
7,7
5,6
S S
5,5
6,5
6,6
6,5
S/B

6,6
7 6
6,6
5,6
6,7
5,5
S S
5,5
5,5
5,5
5,5
S/B

7,7
f> 6
7,7•
6,7
7,6
7,6
<S 6
5,5
5,6
5,5
4,5
S/B

7,7
7,7
8,8*
7,7
6,7
6,7
5,8
5 S
6 7
5,5
5,5
S/B

6,6
8,7
8,8•
7,7
7,6
5,4
6,6•
6 7
•5 5
5,6
5,5
S/B

6,7
7,6
8,8
7,7
5,7
6,5
6,5*
ft 8
S S
6,6
5,5
S/B

5,5
7,7
6,6
7,7
6,6
6,7
7,8*
8 8
S 6
6,6
7,6
S/B

5,6
7,6
8,7
6,6
7,8
8,7
7,7
7 6
(S 7
6,5
7,6
S/B

8,8
6,6
6,7
7,7
7,8
6,6
7,7
6,7
7 7
6,6
6,7
S/B

6,7
6,7
7,7
6,6
6,7
7.7
6,6
6,6•
ft 6
5,6
5,6
S/B

6,6
6,6
8,8
7,7
7,8
7,7
7,8•
6,7
7 7
7,7
5,5
S/B

7,6
6,7
6,7
7,7
7,7
6,6
6,5'
8,7
7 7
8,7
7.6
S/B

7,7
7,6
7,8
6,7
6,6
8,8
5,5
6,6
6 f,
5,6
5,6
S/B

6,7
7,6
7,6
7,7
6,5
6,7
6,5
7,6t
7 1
6,7
6,7
S/B

8,8
6,6
7,8•
8,8
7,7
6,6
5,6
7,7
ft 7
6,7
6,6
S/B

7,7
6,5
6,7•
6,7
6,5
7,7
8,8
5,7f
7 8
7,6
6,6
S/B

6,7
6,6
8,8
6,8
7,7
7,7
7,7
5,6I
S 5
5,6
6,6
S/B

6,6
7,7
6 ft
6,7
7,8
6,6
7,7
7,7f
8,6
5.6
6,6
S/B

7,7
8,8
8 8
7,7
7,7
7,7
7,8
7,8
6,6
7,7
6,7
S/B

5,5
7,7
S S
7,8
5,5
7,7
6,7
7,7
6,7
5,6
5.5
S/B

6,7
7,8
7 7
7,8
7,8
6,7
7,7
7,7
6,5
5,5
6,6
S/B

7,7
7,6
6 ft
7,6
7,8
5,5
7,7
6,7
8,7
6,6
6,7
S/B

6,7
5,7
ft 7
6,7
7,7
7,6
7,6
6,6
7,7
7.7
6,6
S/B

6,7
6,7f
8 7
7,7
8,7
8,8
6,6
7,6
7,6
6,6
7,7
S/B

6,7
7,8
7 7
5,6
7,6
7,7
7,6
7,6
7,7
7,6
5,6
S/B

7,7
7,6
ft 6
7,8
6,7
7,7
6,5
7,7
7,7
6,5
6,7
S/B

6,7
7,6
7 7
6,7
5,5
6,6
6,6
7,7
7,6
6,6
6,7
S/B

6,6
7,7
7 6
6,5
8,7
6,6
7,6
7,7
5,5
6,7
5,5
S/B

6
6
5
6
7
6
7
6
6
6
6
S

7
6
6
5
6
6
7
6
5
.6
6
'B

6,7
5,7
6,5
6,7
7,7
6,5
5,5
7,7
7,7
6,6
6,7
S/B

5,5
7,7
8,7
6,7
7,6
7,6
6,6
5,5
5,6
7,6
6,6
S/B

6,6
6,7
6,6
5,6
7,7
6,6
7,7
8,7
6,5
7,7
5,5
S/B

•. v-

6,7
6,5
6,6
7,6
6,5
5,5
7,6
7,7
6,6
6,6
6.6
S/B

6,7
8,8
6,7
5,6
6,6
6,5
7,7
7.6
6,6
7,6
6,6
S/B

6,6
7,6
8,8
6,6
6,7
7,8
7,7
7.7
6,5
7,6
6,6
S/B

6,5
7,6
6,7
7,7
6,5
7,6
6,7
7.7
6,6
7,7
5,5
S/B

5,7
7,6
5,5
5,6
5,5
6,6
7,7
6.5
6,6
5,6
5,5
S/B

6,7
6,7
6,7
6,5
5,5
5,5
6,7
5.5
6,5
5.5
7,6
S/B

1
7,6
5,5r
7,6
7,7
7,7
5,6
6,5
5,5
5,6
5,5
5,5
S/B

S/B = Survey Boundary

A



Table IB

SUMMARY OF GAMMA RADIATION FIELD MEASUREMENTS
FOR FORD, EARTH CITY RADIOLOGICAL SURVEY

EARTH CITY, MISSOURI

NORTHWEST GRID

MICROREM/HOUR AT 1 METER, AND 1 CM ABOVE GROUND SURFACE

(E&U)

(N&S)
S17
S16
S15
SK
S13
S12
S11
S10

S9
sa
S7
S6
SS
S4
S3
S2
SI
SO
NO
N1
N2
N3
N6
N5
N6
N7
N8
N9
N10
Nil
N12
N13
NU

UO

PHASE 1
ARE

5,6
5.6
5.5
5,6
5.7
6.6
6,5
6,6
6,5
5,5
6.7
7.7
6,7
5.6
6.6
S/B

U12

SURVEY
>

6.7
7,6
7,7
6.7
7,7
6,8
8,6
6,6
7.8
6.6
8,7
7,7
7,7
6.7
8.6
S/B

U25

LAGOON
LAGOON
LAGOON
LAGOON
LAGOON
LAGOON
LAGOON
LAGOON
LAGOON
LAGOON
LAGOON
LAGOON
LAGOON
LAGOON
LAGOON
LAGOON
LAGOON

LAGOON
LAGOON
LAGOON
LAGOON
LAGOON
LAGOON
LAGOON
LAGOON
LAGOON
LAGOON
LAGOON
LAGOON
LAGOON
LAGOON

USD U60 W70 W80 W90
****************************************i

PHASE SURVEY
AREA

7.6
6,6
7,7
5.7
6,6
6.5
7.7
7,7
6,6
7,7
7.7
5,6
5,5
5,5
7,7

6,5
6,5
7.7
6,7
5.5
6,5
5,5
6,6
6,7
7,7
6,5
6,6
7.8
6,7
7,7

6,5
5,5
6,6
6,7
6,6
6.6
5,5
5,5
5,5
6,6
7,6
6,7
7.8
7,6
5,6
6.5
7,6
5,6
8.6
7,6
7.7
7,6
6,6
6,5
7,7
6,8
7,6
6,6
7,7
7,6
5,5
6,6
7,6

6,6
7,7
6,6
5,5
6,5
6,6
7,7
6,6
6,6
6.6
6,6
6,6
7,6
7.7
7,7
7,7
7,6
6.5
6.7
6,6
6,7
7,6
6,7
7,8
5,5
6,6
5,6
6,5
5,6
7,7
7,8
5,5
6,6

S/B S/B S/B S/B

5,5
6.6
5.7
6,6
5,5
5.6
5,5
5,5
6,7
5,6
6,7
6,6
6,6
6,7
5.6
5.5
7.7
6.7
S/B
S/B
S/B
S/B
S/B
S/B
S/B
S/B
S/B
S/B
S/B
S/B
S/B
S/B
S/B

S/B
S/B
S/B
S/B
S/B
S/B
S/B
S/B
S/B
S/B
S/B
S/B
S/B
S/B
S/B
S/B
S/B
S/B
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1
i
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1
1
1
1
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i
i
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Table 1C
SUMMARY OF GAMMA RADIATION FIELD MEASUREMENTS

FOR FORD, EARTH CITY RADIOLOGICAL SURVEY
EARTH CITY, MISSOURI

UESTERN GRID

MICROREM/HOUR AT 1 METER, AND 1 CM ABOVE GROUND SURFACE

(E&U)

(N&S)
NO
N1
N2
N3
N4
NS
N6
N7
N8
N9

N10
N11
N12
N13
NU
N15
N16
N17
N18
N19
N20
N21
N22
N23
N24
N25
N26
N27
N28
N29
N30
N31
N32
N33
N34
N35
N36
N37
N38
N39
N40
N41
N42
N43
N44
N45
N46
N47
N48
N49
N50
NS1
N52
NS3
N54
N55

WO

5.5
5.5
5,5
6,6
6.6
5,5
6,5
5,5
5.6
5,5
5.5
6,6
5,5
4.5
4,4
5.6
6.6
6.5
6,6
6.6
5.6
5.6
5,5
6,5
5,6
5,5
6.5
5.5
4,4
4,5
6,5
5,5
5,6
5.5
5.4
4,4
4,4
5.5
4,4
5,4
6.6
5,6
4.5
4.5
5.5
5.5
4,5
5,5
5.5
6,5
5,5
6,6
6.5
6,5
5.4
5.5
S/B

U15

6,5
6,5
6,6
6,5
6,6
7.6
6,5
5,5
6,5
7,6
6,6
7,6
6,6
6,6
7,7
7,6
6.5
6.6
7.6
8,7
6,5
6,5
6,6
7.7
8.7
5,5
6.6
7.7
6.6
5,5
6.6
6,6
7,6
7,6
6.6
7.7
6,6
7,6
5.5
6.6
7.6
5.5
5.5
5.5
.5
.6
,7
,6
,7
6,6
6.5
5,5
6,5
5,5
7.7
6.6
S/B

U25

LAGOON
LAGOON
LAGOON
LAGOON
LAGOON
LAGOON
LAGOON
LAGOON
LAGOON
LAGOON
LAGOON
LAGOON
LAGOON
LAGOON
LAGOON
LAGOON
LAGOON
LAGOON
LAGOON
LAGOON
LAGOON
LAGOON
LAGOON
LAGOON
LAGOON
LAGOON
LAGOON
LAGOON
LAGOON
LAGOON
LAGOON
LAGOON
LAGOON
LAGOON
LAGOON
LAGOON
LAGOON
LAGOON
LAGOON
LAGOON
LAGOON
LAGOON
LAGOON
LAGOON
LAGOON
LAGOON
LAGOON
LAGOON
LAGOON
LAGOON
LAGOON
LAGOON
LAGOON
LAGOON
LAGOON
LAGOON
S/B

U36

5.5
6.7
5.5
7.6
6,5
5,5
5,5
7,7
7,8
5,6
5,7
6,7
7,7
7,6
5,6
6,6
5.6
5,5
7,6
6,7
7,6
5,6
5,6
5,5
5,5
5,5
5,5
8,7
7,6
6.6
7,6
7,6
6,6
6.6
7.7
6,6
7.7
6,6
6.7
8.6
7,7
6.6
7.6
6,6
7,8
7,6
6,5
6.7
6,5
7,7
6.5
7,7
7,7
7,6
7,7
5.5
S/B

U46

7.6
6,5
6,7
7,7
5,5
7,6
8,7
7,6
7,7
6,7
7,8
6.7
5.5
5.6
5,5
6,5
7,6
6,5
5.5
5,5
5,6
7,8
6,6
6.7
7.6
6,6
7,7
6,6
7,7
7,6
6,7
7.6
7.7
6.7
5.5
7,7
5.5
6,7
5.5
6,7
5.6
6,6
5.5
6,7
5,5
7,6
6,6
6,5
7,7
6,5
6,6
7,6
6,6
7,6
5.5
5,6
S/B

S/B
S/B
S/B
S/B
S/B
S/B
S/8
S/B
S/B
S/B
S/B
S/B
S/B
S/B
S/B
S/B
S/B
S/B
S/B
S/B
S/B
S/B
S/B
S/B
S/B
S/B
S/B
S/B
S/B
S/B
S/B
S/B
S/B
S/B
S/B
S/B
S/8
S/B
S/B
S/B
S/B
S/B
S/B
S/B
S/B
S/B
S/B
S/B
S/B
S/B
S/B
S/B
S/B
S/B
S/B
S/B
S/B
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Table 2
Volumes & Preservatives
Soil 6 Sediment Samples

Parameters

TPH

Semivolatiles
Pesticides
Herbicides

Metals
Cyanide

Radiologic

No.

1

1

1

1

Size

100 ml

500 ml

200 ml

500 gram

Type

glass

glass

polyethylene

plastic bag

Preserv

none

none

none

none



Table 3
Organic & Inorganic Data Summary

Soil Samples

parameter

TPH

TPH - Misc

Semivolatiles

Benzole Acid

2 -Methy Inaphtha lene

Phenanthrene

Di-n-butylphthalate

Fluoranthrene

Pyrene

Butylbenzylphthalate

Bis (2-Ethylhexyl) phthalate

Pesticides/PCBs

Herbicides

Metals

Arsenic

Lead

Mercury

Selenium

Thallium

Antimony

Beryllium

Cadmium

Chromium

Copper

Nickel

_Silver

Zinc

Cyanide

Units

mg/kg

mg/kg

ug/kg

ug/kg

ug/kg

ug/kg

ug/kg

ug/kg

ug/kg

ug/kg

ug/kg

ug/kg

mg/kg

mg/kg

mg/kg

mg/kg

mg/kg

mg/kg

mg/kg

mg/kg

mg/kg

mg/kg

mg/kg

mg/kg

mg/kg

ug/kg

BKG

ND

14.9

ND

ND

ND

ND

ND

ND

ND

ND

ND

ND

5.8

17.4

ND

ND

ND

6.9

ND

1.1

14.5

24.0

18.0

ND

61.6

ND

COMP1

ND

5.1

ND

ND

ND

ND

30

30

ND

ND

ND

ND

5.89

13.6

ND

ND

ND

ND

ND

ND

18.1

22.8

18.3

ND

62.4

ND

COMP2

ND

5.1

30

10

30

50

50

30

ND

ND

ND

ND

7.41

15.9

ND

ND

ND

7.4

ND

ND

15.5

25.0

19.2

ND

57.4

ND



Table «A
Badiologic Data SuMnry
Unbiased Soil Samples

Parameter

Type

Depth

Laboratory

Gross Alpha

Gross Beta

Uranitn-234

UraniiM 235/236

Uraniui 238

Thoriu* 230

ThoriiN-232

Potass iuB-40

Cesiua-137

Radiua-226

Radim-228

Units

pci/g

pci/g

pci/g

pci/g

pci/g

pCi/g

pci/g

pci/g

PCi/g

PCi/g

pci/g

BKG

Background

0-6"

ITC

33.0 */- 11.4

27.9 */- 9.6

1.1 */- 0.3

< 0.6

1.1 +/- 0.3

3.6 */- 0.6

1.5 V 0.3

18.1 */- 2.9

< 0.2

1.1 */- 0.1

1.3 */- 0.2

UB1

investigative

0-6"

ITC

23.6 */- 9.9

23.5 +/- 8.5

1.3 +/- 0.3

<0.6

1.0 +/- 0.2

2.5 */- 0.5

1.0 +/- 0.3

9.9 V 1.4

0.3 +/- 0.05

1.0 */- 0.1

1.1 V- 0.1

UB2

investigative

0-6"

ITC

26.0 +/- 10.1

30.0 +/- 11.1

1.2 */- 0.3

<0.6

1.2 +/- 0.3

1.8 */• 0.4

1.2 +/- 0.3

11.7 +/- 1.6

0.3 +/- 0.06

1.2 +/- 0.1

1.2 */• 0.2

UB3

investigative

0-6"

ITC

25.8 +/- 10.1

31.1 */- 10.9

0.9 */- 0.2

<0.6

0.9 +/- 0.2

2.2 */- 0.5

1.2 +/- 0.3

U.6 +/- 1.9

0.2 */- 0.06

1.2 +/- 0.1

1.2 +/- 0.2

UB4

investigative

0-6"

ITC

20.0 +/- 8.5

29.0 */- 9.9

1.0 +/- 0.2

<0.6

0.7 +/- 0.2

2.1 +/- 0.4

1.1 +/- 0.3

17.7 */- 2.9

<0.2

1.1 +/- 0.1

1.4 +/- 0.2

UBS

investigative

0-6"

ITC

18.3 */- 8.3

25.6 +/- 9.7

1.3 */- 0.3

<0.6

1.0 */- 0.2

3.0 +/- 0.7

1.6+/- 0.4

18.6 V 3.0

<0.2

1.1 */- 0.1

1.6 */- 0.2

UB6

investigative

0-6"

ITC

27.5 */• 9.9

25.1 */- 8.0

1.2 */- 0.3

<0.6

1.2+/- 0.3

2.5 */- 0.5

1.2 */- 0.3

19.7 */- 3.2

0.2 */- 0.05

1.2 */- 0.1

1.5V- 0.2



Table 48
Radiologic Data

Area B1 Biased Soil Samples

Parameter

Type

Depth

Laboratory

Gross Alpha

Gross Beta

Uraniua-234

Uraniua 235/236

UraniuH 238

Thoriua 230

Thoriu»-232

Potass iimr 40

OsiuB-137

Radius 226

Radiw228

Units

pci/g

pcl/g

pCi/g

pci/g

pci/g

pci/g

pci/g

pci/g

pci/g

pci/g

pci/g

BKG

Background

0-6"

ITC

33.0 V 11.4

27.9 */- 9.6

1.1 +/- 0.3

< 0.6

1.1 +/- 0.3

3.6 +/- 0.6

1.5 +/- 0.3

18.1 +/- 2.9

< 0.2

1.1 +/• 0.1

1.3 */- 0.2

B1A

investigative

0-6"

ITC

1650 +/- 340

313 */- 66

7.9 */- 1.0

<0.6

6.9 V- 0.9

1580 V 370

5.1 */- 1.6

12.4 +/- 2.2

<0.2

39.5 V- 3.3

1.0 */- 0.3

B1A

split of B1A

0-6"

CEP

44.6 +/- 1.8

21.2 */- 0.6

4.2 +/- 0.5

0.6 +/- 0.2

1.6 */- 0.3

<0.2

1.0 +/- 0.2

11.1 +/- 1.4

0.1 +/- 0.1

41.4 +/- 0.4

<0.1

BIB

dupl. of B1A

0-6"

ITC

1980 +/- 400

304 +/- 64

6.3 +/- 1.1

<0.6

6.3 +/- 1.1

1390 +/- 270

4.1 +/- 1.1

6.8 +/- 1.5

<0.2

29.6 */- 4.5

1.0 */- 0.3

B1C

investigative

6-12"

ITC

1810 +/- 370

274 */- 58

7.4 */- 1.0

<0.6

7.0 +/- 1.0

1430 +/- 360

6.7 «7- 2.2

11.6 +/- 2.0

0.3 */- 0.1

24.0 */- 3.7

1.3 +/- 0.3



Table «C
Radiologtc Data Suaaary

Area 82 Biased Soil Saaple

Parameter

Type

Depth

Laboratory

Cross Alpha

Gross Beta

Uraniiat-234

Uraniu* 235/236

Uraniua 238

Thoriua 230

Thoriua-232

Potass iun-40

Cesiur-137

Radiut-226

RadiuM-228

units

pCt/g

pCi/g

pcl/g

pCi/8

pc«/g

pc«/s

pc«/g

pci/g

PCi/g

pci/g

pCi/9

BKG

Background

0-6"

ITC

33.0 +/- 11.4

27.9 +/- 9.6

1.1 */- 0.3

< 0.6

1.1 */- 0.3

3.6 +/- 0.6

1.5 +/- 0.3

18.1 +/- 2.9

< 0.2

1.1 */- 0.1

1.3 +/- 0.2

B2A

(nvestigative

0-6"

ITC

7810 +/- 1570

969 +/• 197

18.0 */- 2.4

2.1 */- 0.4

11.4 +/- 1.6

3720 +/- 780

4.5 */- 1.3

9.4 +/- 1.8

<0.2

15.1 */- 1-9

1.3 */' 0.4

B2A

split of B2A

0-6"

CEP

199 */- 2.4

34.5 +/- 0.5

14.4 +/- 0.8

0.2 */- 0.1

2.4 +/- 0.3

<0.2

1.3 +/- 0.5

9.2 +/- 3.3

<0.1

132 +/- 8.0

150 »/- 38

B2B

dupl- of B2A

0-6"

ITC

5560 +/ 1120

776 +/- 159

11.3 */- 1.5

<0.6

6.5 +/- 0.9

2820 */- 580

13.1 +/- 3.0

9.2 +/- 1.7

<0.2

59.3 V 4.7

1.2 */- 0.3

B2C

investigative

6-12"

ITC

1080 */- 220

149 */- 35

2.0 +/- 0.3

0.7 */- 0.2

2.1 +/- 0.4

574 V- 113

1.2 +/- 0.5

9.5 */- 1.6

<0.2

9.9 +/- 1.6

1.0 +/- 0.2



Table 40
fadiologic Data Suaaary
Coapostte Soil Saaples

Parameter

Tw»

Depth

Laboratory

Gross Alpha

Gross Beta

Uraniua-234

Uraniun 235/236

Uraniua 238

Thoriw 230

Thoriua-232

Potass iua-40

Cesiua-137

Radiuar-226

Radiiat-228

Uhits

pCI/g

pC«/g

pCi/fl

pCJ/g

pCI/g

pci/g

pCi/g

pCi/g

F>Ci/g

pc«/g

PCi/g

BTG

Background

0-6"

1TC

33.0 */- 11.4

27.9 */- 9.6

1.1 */- 0.3

< 0.6

1.1 */- 0.3

3.6 +/- 0.6

1.5 +/- 0.3

18.1 +/- 2.9

< 0.2

1.1 +/- 0.1

1.3 */- 0.2

CCMP1

investigative

0-6"

ITC

15.0 */- 7.1

25.5 */- 10.1

1.0 V- 0.3

<0.6

1.0 */- 0.3

2.2 */- 0.5

1.3 +/- 0.3

10.1 */- 1.4

<0.2

1.1 */- 0.1

1.2 +/- 0.2

COHP2

investigative

0-6"

ITC

18.4 +/- 8.2

21.8 V- 9.8

1.0 */- 0.2

<0.6

0.8 »/- 0.2

2.4 V 0.4

1.2 +/- 0.3

18.2 »/- 2.9

<0.2

1.2 +/- 0.1

1.3 +/- 0.2
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Table 5
organic & Inorganic Data Summary

Sediment Samples

Ills*

Parameter

TPH

TPH - Misc

Semivolatiles

Benzole Acid

2 -Me thy Inaphtha 1 ene

Phenanthrene

Di-n-butylphthalate

Fluoranthrene

Pyrene

Butylbenzylphthalate

Bis (2-Ethylhexyl) phthalate

Pesticides/PCBs

Herbicides

Metals

Arsenic

Lead

Mercury

Selenium

Thallium

Antimony

Beryllium

Cadmium

Chromium

Copper

Nickel

^Silver

Zinc

.Cyanide

Units

mg/kg

mg/kg

ug/kg

ug/kg

ug/kg

ug/kg

ug/kg

ug/kg

ug/kg

ug/kg

ug/kg

ug/kg

mg/kg

mg/kg

mg/kg

mg/kg

mg/kg

mg/kg

mg/kg

mg/kg

mg/kg

mg/kg

mg/kg

mg/kg

mg/kg

ug/kg

BKG

ND

14.9

ND

ND

ND

ND

ND

ND

ND

ND

ND

ND

5.8

17.4

ND

ND

ND

6.9

ND

1.1

14.5

24.0

18.0

ND

61.6

ND

83

ND

12.0

35

ND

30

10

40

50

ND

ND

ND

ND

2.12

12.4

ND

ND

ND

ND

ND

ND

5.5

15.2

9.7

ND

32.8

ND

84

ND

6.3

140

ND

40

100

ND

30

50

190

ND

ND

5.6

17.8

0.18

ND

ND

6.7

ND

ND

13.1

23.0

16.3

ND

56.8

ND

"



Table 6
Radfologic Data

Sediaent Sanl

Parameter

Type

Depth

Laboratory

Gross Alpha

Gross Beta

Uranii»-Z3*

Uraniua 235/236

UraniiM 238

Thoriua 230

Thorium 232

Potassiua-*0

CesiiM-137

Radius 226

Radius 228

units

pci/g

pci/g

pci/g

pCi/g

pCi/g

pCi/g

pci/g

pCi/g

PCi/g

pci/g

pci/g

BKG

Background

0-6"

1TC

33.0 V 11.*

27.9 »/- 9.6

1.1 +/- 0.3

< 0.6

•1.1 */• 0.3

3.6 +/- 0.6

1.5 +/- 0.3

18.1 */- 2-9

< 0.2

1.1 +/- 0.1

1.3 +/- 0.2

SI

investigative

0-6"

ITC

32.1 */- 11.8

26.7 +/- 11.0

1.0 +/- 0.3

<0.6

0.9 */- 0.2

1.3 */• 0.3

1.0 +/- 0.3

17.7 +/- 3.0

<0.2

1.2 V- 0.2

1.2 */- 0.3

S2

investigative

0-6"

ITC

17.* +/- 7.7

25.7 +/- 9.1

1.0 V 0.3

<0.6

1.1 */- 0.3

2.3 +/- 0.4

1.2 +/- 0.3

5.1 V 1.0

.07 +/- .03

1.2 V 0.1

1.3 +/- 0.2

S3

investigative

0-6"

ITC

23.2 */- 9.1

17.9 */- 7.6

0.7 +/- 0.2

<0.6

0.8 V 0.2

2.6 +/- 0.*

0.7 +/- 0.2

10.2 */- 1.*

<0.2

0.8 +/- 0.1

0.6 +/- 0.1

S*

investigative

0-18"

ITC

219 */- 50

27.3 */ 9.*

1.1 +/ 0.3

<0.6

0.6 +/- 0.2

2.* */- 0.5

1.1 */- 0.3

10.9 */- 1.5

<0.2

1.2 */- 0.1

1.3 */- 0.2
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TABLE 7

FORD (EARTH CITY). PHASE II PROPERTY EVALUATION
DOUNHOLE GAMtA LOGGING RESULTS

DEPTH
(6" INTERVALS)

6 A
12 B
IB C
24 0
30 E
36 F
42 G
48 H
54 1
60 J
66 K
72 L
78 M
84 N
90 0
96 P
102 0
108 R
114 S
120 T
126 U
132 V
138 U
144 X
150 Y
156 Z
162 AA
168 AB
174 AC

UNITS1

CNTS/M1N
CNTS/HIN
CNTS/HIN
CNTS/NIN
CNTS/HIN
CNTS/HIN
CNTS/HIN
CNTS/HIN
CNTS/HIN
CNTS/HIN
CNTS/HIN
CNTS/HIN
CNTS/HIN
CNTS/HIN
CNTS/HIN
CNTS/HIN
CNTS/HIN
CNTS/HIN
CNTS/HIN
CNTS/HIN
CNTS/HIN
CNTS/MIN
CNTS/HIN

CNTS/HIN
CNTS/HIN
CNTS/HIN
CNTS/HIN
CNTS/HIN
CNTS/HIN

UELL
MU-101

3600
4000
4000
4000
4200
4000
4000
3600
3400
4000
4000
3800
3700
3700
3500
3600
3400
3400
3200
3500
3400
3400
3500
3600
3400
3300

WATER

UELL
NU-102

4000
4200
4200
4200
4300
4200
4200
3900
3700
3800
4000
3700
3700
3700
3800
3700
3700
3700
3600
3300
3200
3000
3000
3000
3000
3000
3100
3100

WATER

UELL
MJ-103

4000
4000
4000
4000
3200
4000
4000
4000
4000
4000
4000
4000
4000
4000
4000-
3100
3400
4000
4000
3600
3700
3400
3600
3600

WATER

UELL
MU-104

3900
4200
4400
4400
4500
4700
4500
4000
3300
4000
4000
4300
4300
4300
4000
4000
4000
4000
3300
3600
3900
3900
3700
3700

WATER

UELL
NU-105

3700
3600
3800
4000
4000
4000
4000
4300
4000
3500
3600
3800
3800
3700
3800
4000
4000
4000
3300
3600
3900
3900
3700
3700

WATER

UELL
MU-106

3800
3800
3800
4400
4400
4000
4000
4000
4000
3200
4200
4400
4400
4400
4200
4000
4200
4000
4000

WATER

UELL
MM 07

3600
4000
3600
3800
3800
3600
3800
3400
3400
3800
3800
4000
4000
4200
4000
4200
4000
WATER

Readings are In gross cants per minute without background subtracted.
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Table 8
Volumes i Preservatives

Water samples

Parameters

VOAs

Semivolatiles

pesticides/PCBs

Herbicides

Metals

Cyanide

Radiologic
(Filtered)

Radiologic
(Unfiltered)

No.

2

1

1

1

1

1

1

1

Size

40 ml

2 liter

1 liter

1 liter

250 ml

500 ml

4 liter

4 liter

Type

glass

amber glass

amber glass

amber glass

polyethylene

polyethylene

plastic

plastic

Preserv

HC1

none

none

none

HNO,

NaOH

HN03

HN03



Table 9
Organic ft Inorganic Data Summty

Mater Samples

•̂ .-̂ i'̂ 'SsfT

PARAMETER

Type

Laboratory

VOCs (selected)

Hethylene Chloride

Acetone

1-1 Dichloroethane

1-1 Dichloroethene

Toluene

Ethyl Benzene

Xylene

Seaivolatlles (selected)

Oi-ethylphthalate

Bis(2-ethy(hexyl)phthalate

Chrysene

Pestlcides/PCBs

Herbicides

Metals (selected)

Antimony

Arsenic

Copper

Mercury

Nickel

Selenium

Silver

Zinc

Cyanide

UNITS

ppb

ppb

ppb

ppb

ppb

ppb

ppb

ppb

ppb

Ppb

ppb

Ppb

Ppb

Ppb

ppb

ppb

ppb

Ppb

ppb

ppb

ppm

MU-101

inv

SU

18 B

5 J

ND

NO

NO

ND

ND

NO

ND

ND

ND

NO

ND

ND

152

ND

NO

ND

ND

102

ND

MM 02

inv

SW

16 B

NO

3 J

ND

NO

ND

ND

ND

2 JB

1 J

ND

ND

ND

ND

326

ND

13. B

ND

ND

52. B

NO

HU-103

inv

SU

26 B

17 B

ND

ND

8

2 J

10

ND

NO

ND

NO

ND

34.5

ND

43

ND

ND

ND

ND

34.1

ND

MU-104

inv

SU

1 JB

5 JB

ND

ND

ND

ND

ND

ND

ND

ND

NO

NO

ND

ND

131

ND

ND

ND

NO

40.7

ND

MU-105

inv

SU

18 8

6 J

ND

ND

ND

ND

ND

NO

2 J

ND

ND

ND

ND

NO

73

ND

ND

ND

ND

489

ND

MU-106

inv

SU

19 B

4 J

ND

ND

ND

ND

ND

ND

27

ND

ND

ND

44.7

ND

80

ND

ND

ND

ND

56.4

ND

MU-107

inv

SU

16 B

3 J

ND

ND

ND

ND

ND

ND

ND

ND

ND

NO

33.1

ND

62

ND

10.9

ND

ND

43

ND

MU-108

102

SU

15 B

ND

NO

3 J

ND

NO

ND

ND

ND

ND

ND

ND

34.5

ND

81

ND

14

ND

ND

44.5

ND

HU-109

102

EEI

ND

ND

6

ND

ND

NO

ND

ND

ND

ND

ND

ND

ND

3.1

ND

0.48

ND

1.3

1.1

ND

ND

KU-109D

102

EEI

ND

ND

ND

ND

NO

ND

ND

NO

14

ND

ND

ND

ND

2.5

ND

ND

ND

ND

ND

ND

ND

MU-110

rinse

SU

16 B

4 JB

ND

ND

ND

ND

NO

8 J

ND

ND

ND

ND

ND

ND

102

ND

ND

NO

ND

40.5

ND



TaM* 10*
Radlologic Data

Water

&$m?ffi@&-
•W&-%S :̂

Parameter

Type

Laboratory

Gross Alpha

Gross Beta

Uraniua- 234

Uraniua 235/Z36

Uranim 238

Thoriua 230

Thorium- 232

Potass iua-40

Cesiua-137

Radiua-226

RadiiM-228

Uhfts

pCi/l

PCi/l

pCI/l

PCi/l

pci/l

pCI/l

PCi/l

PCi/l

PCi/l

pC!/l

pCi/l

HU101-U

Investigative

Unfiltered

ITC

< 10.0

24.1 +/- 8.4

9.1 */• 1.8

1.4 */- 0.6

8.6 */- 1.7

1.0 */- 0.4

< 1.0

<130

< 20

< 1.0

< 3.0

MU101-F

investigative

Filtered

ITC

< 7.7

9.5 V 6.3

1.3 */• 0.3

< 1.0

< 1.0

< 1.0

< 1.0

<160

< 20

< 1.0

< 3.0

NU102-U

investigative

Unfiltered

ITC

< 8.1

7.1 +/- 5.5

1.4 */• 0.4

< 1.0

1.3 +/- 0.4

< 1.0

< 1.0

<140

< 20

< 1.0

< 3.0

MU102-F

Investigative

Filtered

ITC

< 2.3

< 8.4

2.4 */• 0.6

< 1.0

1.6 */- 0.5

< 1.0

< 1.0

<180

< 20

< 1.0

< 3.0

MU103-U

investigative

Unfiltered

ITC

17.2 */- 9.6

23.4 */- 10.1

1.3 +/- 0.2

< 1.0

1.2 +/- 0.2

1.2 +/- 0.5

< 1.0

<150

< 20

< 1.0

< 3.0

MU103-F

investigat1v«

Filtered

ITC

< 7.0

<13.4

5.1 +/- 0.9

< 1.0

3.6 +/• 0.7

1.6 */- 0.5

< 1.0

<180

< 20

< 1.0

< 3.0



Table in
tadlologic Data

Itoter Saapl

Parameter

Type

Laboratory

Gross Alpha

Gross Beta

Uraniua-234

Uraniui 235/236

Uraniiat 238

Thoriui 230

Thoriut-232

Potassiu*-40

Cesii»-137

Radius 226

Radiu»- 228

units

pC«/l

PCI/1

PCI/1

pCi/l

pCi/l

pCi/l

pC«/l

pCi/l

PCi/l

pCi/l

pCi/l

NU1M-U

investigative

Unffltered

ITC

11.4 */- 7.4

18.7 */- 7.4

3.8 +/• 0.7

< 1.0

2.7 */- 0.6

2.0 V- 0.6

1.5 V- 0.6

<140

< 20

< 1.0

< 3.0

NU104-F

investigative

Filtered

ITC

< 2.0

< 8.3

2.0 */- 0.5

< 1.0

1.1 */- 0.4

< 1.0

< 1.0

1M */- 60

< 20

< 1.0

< 3.0

MU105-U

investigative

Unfiltered

ITC

16.9 */- 8.3

14.5 +/- 9.1

< 1.0

< 1.0

< 1.0

< 1.0

< 1.0

145 +/- 74

< 20

< 1.0

< 3.0

HW105-F

investigative

Filtered

ITC

< 10.1

7.32 +/- 5.6

1.3 */- 0.3

< 1.0

< 1.0

< 1.0

< 1.0

<140

<c 20

< 1.0

< 3.0

HU106-U

investigative

Unfiltered

ITC

101 +/- 23

29.5 +/- 12.2

2.2 */- 0.5

< 1.0

1.4 +/- 0.4

4.5 */• 1.2

6.1 +/- 1.5

283 */- 114

< 20

1.4 +/- 0.3

< 3.0

MU106-F

investigative

Filtered

ITC

< 10.2

< 16.0

3.8 +/- 0.6

< 1.0

2.7 */- 0.5

< 1.0

< 1.0

<140

< 20

1.1 */- 0.3

< 3.0



•>.••••.-'-V. .•-.VVV-.->.c~V"i ;-/--. " :*.:•:'V •- ' '.- .•:..••••
"?:-,;:':j''tf"'. ,,y:'.̂ 5'-:'.'.''':/:̂ >1'1-'v'"',.':!j. "•'.'• '. " ' : '•'."" ''

• '" i '•''•••.'"':;?*,•(>'•''.' ;

Table IOC
Radiologic Oat* Suavary

Water Saaples

Parameter

Type

Laboratory

Gross Alpha

Cross Beta

Uraniut-234

Uranfua 235/236

Uraniua 238

Thoritn 230

Thorium 232

Potassiua-40

Cesiua-137

Radii—- 226

Radiua-228

units

pCi/l

pCi/l

pci/l

PCI/1

PCi/l

pCi/t

PCi/l

PCI/1

PCI/1

pCi/l

pCi/l

NU107-U

investigative

Until tered

ITC

202 */- 36

17.7 */- 11.0

< 1.0

< 1.0

< 1.0

< 1.0

< 1.0

<180

< 20

< 1.0

< 3.0

MW107-F

investigative

Filtered

ITC

< 10

< 9.3

1.6 +/- 0.4

< 1.0

1.2 +/- 0.3

< 1.0

< 1.0

<180

< 20

< 1.0

< 3.0

NU108-U

dupl. NU102-U

Unfit tered

ITC

< 7.5

< 10.3

2.2 */- 0.5

< 1.0

1.7+/- 0.4

1.6 +/- 0.6

< 1.0

<190

< 20

< 1.0

< 3.0

NU108-F

dupl. NW102-F

Filtered

ITC

< 10.6

< 8.4

3.6 +/- 0.6

< 1.0

2.9 */• 0.5

< 1.0

< 1.0

<150

< 20

< 1.0

< 3.0

HU109-U

split MU102-U

Unfiltered

CEP

< 2.0

7 +/- 3

< 0.6

< 0.6

< 0.6

< 0.6

< 0.6

< 5

11.0 */- 0.8

1.5 +/- 1.0

< 1

HU109-F

split HU102-F

Filtered

CEP

< 2.0

< 3

< 0.6

< 0.6

< 0.6

< 0.6

< 0.6

< 5

< 2

< 0.6

< 1



Table 100
tadlologic Data S

Water Simple
ary

IParameter

Type

Laboratory

Gross Alpha

Gross Beta

Uraniua-234

Llranfua 235/236

Jranfu* 238

Thoriua 230

Thoriua-232

PotassiiM-40

CesiuB-137

Radiua-226

Radius 228

Units

PCI/1

PCI/1

PCI/1

PCI/1

pCJ/l

pCi/l

pCi/l

PCi/l

pCi/l

pCf/l

pC«/t

NU110-U

rinse

Unffltered

1TC

< 1.0

< 4.0

< 1.0

< 1.0

< 1.0

< 1.0

< 1.0

<100

< 20

< 1.0

< 3.0

MW110-F

rinse

Filtered

ITC

< 1.0

< 4.0

< 1.0

< 1.0

< 1.0

< 1.0

< 1.0

<190

< 20

< 1.0

< 3.0

WAT

soil rinse

ITC

•



m^^yj:-}-.. •
TABLE 11

SAMPLE REANALYSIS DATA

• [sample ID Type Parameter(s) Da
^ T; Reanalyzed

|| S4 Sediment Gross alpha 5/25/S

I BIA Soil Gross alpha 5/25/S
-I : Gross beta 5/25/S
1

.

i
• '?!

• '•*-.&i'.•.;;•i
• i

Thorium-230 6/07/S

B2A Soil Gross alpha 5/25/S
Gross beta 5/25/S
Thorium-230 6/07/S
Radium-226 5/25/S
Radium-228 5/25/S

MW106-U Groundwater Gross alpha 5/25/5

"ffiK&L-:

•^li£;xr~ - : -•xv.;?^;;- ; • • •
; '•xJvffiiftif'ff'-J'-' ' '"•

1-illKi

;::£&j3%gi;,'f£''i'
' '•'•:^ '̂-i'.-'- '̂.'-^--:- .,

[••$???$x$£?-('£--

ite Results ± 2G (units)

>0 19.3 ± 8.6 (pCi/g)

)0 1140±240(pCi/g)
)0 250 ± 53 (pCi/g)
)0 1750 ± 360 (pCi/g)

)0 4100 ± 830 (pCi/g)
)0 627 ± 129 (pCi/g)
)0 3530 ± 970 (pCi/g)
)0 89.5 ± 4.7 (pCi/g)
)0 < 1.16 (pCi/g)

)0 307 ± 133 (pCi/g)

l|

1• -

1

1 ••

•
"' .'v^Mvi^ '

i^fflS;
vJ|SjJ§-.l

: -^; ^^teSV&lv-.'i ' -

^?%fsl^^

D&M Job No. 19943-002-04
June 14, 199
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West Lake Landfill

frTT) FORD PROPERTY

X X WEST LAKE LANDFILL

LANDFILLED RADIOACTIVE^-
MATERIAL

- FIGURE I

SITE LAYOUT MAP

U.S. REAL ESTATE

EARTH CITY, MISSOURI

Job No. 19943-002 Dames & Moore



West Lake Landfill

N/

- FIGURE 2

AREA OF OVERLAND GAMMA SURVEY

U.S. REAL ESTATE

EARTH CITY, MISSOURI

Job No. 19943-002 Dames & Moorn



• U4
(25S.;2w)

800 FT

FIGURE 3

GAMMA SURVEY GRID OVERLAYS

U.S. REAL ESTATE
EARTH CITY, MISSOURI

Job No. 19943-002 Oames & Moore



West Lake Landfill

\

V

FIGURE 4

SOIL SAMPLE LOCATIONS

SOIL SAMPLE LOCATIONS U.S. REAL ESTATE
EARTH CITY, MISSOURI

Job No. 19943-002 Dames & Moore



West Lake Landfill

\

V

• SEDIMENT SAMPLE LOCATIONS

FIGURE 5

SEDIMENT SAMPLE LOCATIONS

U.S. REAL ESTATE
EARTH CITY, MISSOURI

Job No. 19943-002 Dames & Moore



West Lake Landfill

V

FIGURE 6
SOIL BORING/ GROUNDWATER

MONITORING WELL LOCATIONS
U.S. REAL ESTATE

EARTH CITY, MISSOURI

BORING/ MONITORING WELL LOCATIONS Job No. 19943-002 Dames & Moore



FIGURE 7-101

CC'WIHGLS LOG

FIGURE 7-102

•act -i; 3030 -.

L= CU>.MA LOG

40 '00

FIGURE 7-103

DC'*NHCL=

FIGURE 7-104

FIGURE 7

DOWNHOLE GAMMA RADIATION PLOTS

U.S. REAL ESTATE

EARTH CITY, MISSOURI

Job No. 19943-002 Dames & Moor'
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APPENDIX A
Certificates of Calibration



12345 KINSMAN ROAD. NEWBURY. OHIO 44065
(216) 564-2251 telex 980474

CERTIFICATE OF INSTRUMENT CALIBRATION

i
;i
i
t
}•
tt

DAMES & MOORE
CUSTOMER:- Q* i!OCL<0

micro rem A880N
INSTRUMENT MODEL:- SERIAL #

CALIBRATION DATA

i
*
i
i

"

RANGE

i

X1000

X100

X10

XI

XO.l

EXPOSURE RATE

160 mR/h

16 mR/h

1.6 mR/h

160 uR/h

i

16 uR/h

INST. READING

160

16

1.6

160

16

EXPOSURE RATE

40 mR/h

4 mR/h

400 uR/h

40 uR/h

INST. READING

40

4

400

t

t

40

THE Cs-137 1 Ci SOURCE USED FOR THIS CALIBRATION HAS A CERTIFICATE
STATING ITS TRACEABILITY TO N.B.S. (N.I.5.TO STANDARDS.

j|* INSTRUMENT CALIBRATED WITH A CS-137 GAMMA SOURCE USING A CONVERSION
-' FACTOR OF 1 urem/h

1 uR/h

OTHER CALIBRATIONS AVAILABLE UPON REQUEST.
fj\ /•*> f~

CALIBRATED BY: "- MKl̂ N̂̂  L. -A- -DATE:-



.|ICRON CORPORATION

12345 KINSMAN ROAD, NEWBURY, OHIO 44065
(216) 564-2251 telex 980474

CERTIFICATE OF INSTRUMENT CALIBRATION

j
i
i

DAMES & MOORE
CUSTOMER:- Q*

micro rem A882N
INSTRUMENT MODEL:- SERIAL #

CALIBRATION DATA

1
t
f

I
1
1
1

1

I

RANGE

1

. X1000

I
1

X100

X10

XI

XO.l

EXPOSURE RATE

160 mR/h

16 mR/h

1.6 mR/h

160 uR/h

16 uR/h

INST. READING

160

16

1.6

160

16

EXPOSURE RATE

40 mR/h

4 mR/h

400 uR/h

40 uR/h

INST. READING

40

3.9

400

*

40

I THE Cs-137 1 Ci SOURCE USED FOR THIS CALIBRATION HAS A CERTIFICATE
J STATING ITS TRACEABILITY TO N.B.S. (N.I.S.T.) STANDARDS.

* INSTRUMENT CALIBRATED WITH A CS-137 GAMMA SOURCE USING A CONVERSION
FACTOR OF 1 urem/h

9Ji
i

1 uR/h

OTHER CALIBRATIONS AVAILABLE HPON REQUEST.

CI CALIBRATED BY:- -DATE:-
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APPENDIX B
Chain-of-Custody Records



2_ 0

DAMES & MOORE CHAIN-OF-CUSTODY RECORD

Sample Source & Cl lonl 7~-&t?£> CJ^ J?£flC £5~7/*f£
Project Tl l lo &&i£-"7/S' (Z. f ~7~~\

Da le

•

4,

.Time

*^

^
/

Snniplo
I.D. No. •.-

S/
5 3

^3

5/
C (
&T-

oB- /
ug-2
oS-3
U3~H
0^r
uf-^

^/^
—^

Rel Inqul ilied byi Da ta
• ( S i g n a t u r e ) ,

l le l 1 n q u l e l i e d byi Dote
( S i g n a t u r e )

Re 1 1 iv ju l shed byt Date
( S i g n a t u r e )

Tlmo

Tina

Tlno

SAmpIo
T y p o

5*d,'lV^f

Se^/

^*J

<i£>ct

Soi{ -*<,~1>

Sot \ dr-**p

J5d,' |

<0- (

.So, I

A"Oi f
£;„,-[

5<j: (

"^N

v^/

Mo. ol
Conln lnnrs

I

/

, i

/

/

/

1
[

t

1

.. \

1

^ \

' . \ ^
^-^~

Received byi Date
( S i g n a t u r e )

Rece ived iy | Date
. ( S i g n a t u r e )

*

F^cclvcd dy i D a t a
( S l g n n t u r e )

Tine

Tine

Time

Job No. X^^y3 -OO~*

Sampling Silo

-^ C(*_ fc^L £j
5<^> ^^/

•

ov/t8<^
rtl co ^"7

ia^/^505'
yfafiJ /^C CAJ

/ ~)O r^ 1 3(> co

— ^^^"
^^ \ ^x^ •

lie 1 1 n<|iil olied byi
(S igna tu re )

lie 1 1 i i<f i i ( olicd byi
(S igna tu r e )

Hcl I ni| ill olicd byi
(S igna tu r e )

Date

Date

Dale

Field Personnel. (S ignature) •

R e m a r k s

0-£ "
o-C ••• •

O-C

<3-G"
^_^-

o~c . .

*

^^^^^ •

'
Time Received byi Date . Tine

(Signature)

Tine Rece ived byi Date Tine
(Signature)

Tine deceived byt Dote T i m e
(Signature)



...J1

i •
DAMES & MOORIH CIIAIN-OF-CUSTODY RECORD

Sample Source & Client *f̂ c>f>It> (_)S £*.*( £5~h(o

Projocl Tlllo && f̂l~ CV ̂

Data

>

•

/

4-
\
\_

.Time

/
/
/

/

Snmple
I.D. No. \-

tff-fi

KI-B

Bl-C
T52-A

S^-TS
E3-C

&k&
U//VT

^ ^

s \\\\ •'
Hel 1 rvjulalied byl Date Tlmo

(Signature) /

Hel 1 nqul sited byl Date Tlrao
(Signature)

Re 1 1 ivpil alicd |>yi Date Tlmo
(S igna tu re )

Sninplo
Typo

Soi\

*o:\

Jo: I

J0.(

3«.'/

3<x:/

.5 Of 1

« Ĵ<CQA

/

/

/

/

No. ol
Conlnlnors

/

/

/ i

/
/

/

J

f

~~ ^\

• \
\
\
V

deceived liyi Date
(Slgnatura)

Hccclvcd byl Untc
(Slgnnturc)

(v^cclvcd tiy I Unto
(Signature)

Tine

Tlinn

TIroc

Job No. y^f/J —OO 2.

Snmpllno Silo

At^* 1

/

I
Am< 2.

/
I • '

/^ N
/

f •. •

/
^S •

lie 1 1 ii<|iil olied byi
(Slgnatura)

He 1 1 nqul eltcd byl
(Slglinture)

Re 1 I u<|ul nlicJ by I
(Signature)

Data

Date

Date

Field Personnel. (Signature) .-•

Remarks

O-&

G - £ • • •

6-iL
&-£

0~jC '
e~/a • •
<^-LT^ • •

/
/

\ /

\ /

\ /
9

r

Time Received byl Date . Tine
(Signature)

Tine Received byl Dote Tlpe
(Signature)

Time Deceived byl Dote Time
(Signature)



ue i 71

DAMES & MOORE CHAIN-OF-CUSTODY RECORD

'

Snmplo Source & Cllonl •/-&/£-£* (_)S ĵ f-e>C 6^^~^^f~

Projocl Tllle g^Sft. O' £7

Dnlo

V//Z.

/

/

7 -

\
\.

.Tlrno

/

/

—S

Sarnplo
I.D. No. '•

RkG-
5V
j53

Co*^^ ^
c!o^p rr

x^\
/ \

/ 1
/ . 1

\

^•

I Del Inqulilied byl Data Tlma
• (Signature) /

/X«=-Y ' /> / - )
rtel 1 nqulalied fiyl Date Tlrao

(Signature)

Re 1 I i*|iil ahcd liyi Date Tina
( Signature)

Snmplo
Typo

So,' )

Sccf.'/usA/

5^^/A^-f

5cJ.' f

s<j; /

\ X
"" ^

No. ol
Conlnlnnrs

3
3
3 ;

3

•}

^
/

/

/

/

/

riecclved byl Data
(Signature)

Received liyi Onto

(Slgnnturc)

Rece ived l»yl Dntn
(Slgnnture)

Time

Time

Time

Job No./ *?'?'4r3~00-l_

Snnipllug Silo

•

^~X

\

\

\ '

\

X -x-- -^
•

lie 1 1 nt|iii olicd byl
(Signature)

Hei I ii'jul nlicd byl
(Slglintnre)

lie 1 I iii|iil nlicd byl
(Slgnnture)

Data

Date

Date

Mold Personnel. (Signature) .••

Remarks

~~rP// 5w K ̂ .x/</f^.yk»f CK>i < i i >

\,

* •

/

/
/

/

^

f

-

Time Received byl Date . Tine
(Signature)

Tine Deceived byl Date Time
(Signature)

Time deceived byl Date Time
(Signature)



\4 i
-h

3 -

DAMES & MOORE Cl IAIN-OF-CUSTODY RECORD

9

f

Samplo Source & Client "?^<3/2-E> cJ 5 &c?<^ ^ST^MDfc

Pro jec t T M I o £k^7l C,' ̂  - f^c^o* 2T

O n t o

. '

•

.Time

I

\
\
\

Snrnple
I.D. No. v

8/A

fcZ-J*

/
/

\ /\^y •

Kel 1 rv j t i l ilied by 1 Da ta Tlmo
( S i g n a t u r e ) i

H*rnn<i\il8lied l iy j Date T lmo
( S i g n a t u r e )

DC 1 1 \v \ \ t i elicd byi Da t e Tina
( S i g n a t u r e )

Snmplo
Typo

<^>,-/

SO/ I

^x"
/

No. of
Conln lnnrs

/

/

1

— -^^
\
\
\
\

\

R e c e i v e d by l
(S igna tu re )

Rece ived l iyl
( S i g n a t u r e )

*

F v ^ c c l v c i l b y i
( S i g n a t u r e )

Da ta

Date

D a t a

Hue

T Imr

Time

Jot) No. /f-^yU- OOZ.

Snmpllnrj Silo

•

/

X^ ^^ .

.

He 1 1 n<|ii l alied byl
(S lgna tura)

He 1 1 n q u l al icd byl
( S i g n a t u r e )

lie 1 1 ii'|iil n l i cd byl
( R t g n a t u r a )

Data

Date

Date

Field Porsbnne l . (S lgna lu re ) . ••

Remarks

0-G'-
O-G1- • • • • •

^
)

/ . .

•/• •

/
/

/
• •

*
'

Tine Received byl Date . T ime
(Slgnatura)

Tine Rece ived byl Dote Time
(S igna tu re )

Time Rece ived by i D a t e T i m e
(S igna ture )



ut / A
—i i-J.

DAMES & MOORE Cl IAIN-OF-CUSTODY RECORD

Sample Source & Client

Project Tit le

Dale

r

L>

•

.Time

Q-V5

/D-V5

1C 06

f(:OC>

<7-"tf6

.̂-oa

Snmplo
I.D. No.

.Jlt<J IOSU-

/y\aj lozf
/huj }o& U.
/no^/06^
MCJ /o7k
/ntu /o7 F

•

Relinquished byi Date
(Signature^ .

rvf £ fa
Re*lt nqul slied byi Date

(Signature)

Ke 1 1 iv|iil ohcd by: Date
(Signature)

Time

Tina

Tina

Snmplo
Typo

•

CO A (*-,,

1

/
/
/
I

No. of
Containers

/

f

(

(

/

1

Received byi
(Signature)

Received byi
(Signature)

•

•

Fi^ccivcd by:
(Signature)

Data

Date

Data

Tine

TUc

Time

Job No.

f-,'-<-fz?£'i <_».̂ /C~^
( -Sarnpllng-Sllfl —

Cfl2s 1
3

. i

.

•

Relinquished byi
(Signature)

Uel 1 nqul ahed byi
(Signature)

Relinquished by:
(Signature)

Data

Data

Date

Field Personnel. (Signature)

Remarks

A/U Is^f -TZ>' f>£sc*^,.&-J

<"(• sc oss:-^ uj/ • '

L^c^rd IXo^D^

\-5cn~*,** <- Alcx/^e

' feWV^/fo yi/i
' \ .

•

•

Time Received byt Date Time
(Signature)

Time Received byi Date Tine
(Signature)

Tine Received by: Date Tine
(Signature)



J

x-»

DAMES & MOORE Cl IAIN-OF-CUSTODY RECORD

Sample Source & Cllenl ^-^ref

Projocl T l l l e

Dalb

±L

•

\

z_

^z

trVov -ft, <r •'
.Tlmo

*^r Vo^^y

g3 »

/0:oO
1 O-oo

10- "̂ >

fO.' 30
13-30
l$'3o
/V3*

/^3*
/

/

^

Sarnplo
I.D. No.

/tlto/iocc
Altt j / ; OF
Al (AJ / £>a 6?^

/^1 CO T O,ll /-"

/Muj /ov <X
AS\CL ) ICfifF

/^60/^3^

/JKXJ/OSF

^i cu roV ^~
^ \mjfa^F~

/n
/

/ 1
>\00^(p
fWiAj i oc a

n* J I rwj t i l alied byi
• (S igna tu re )

del I n q u t sited
( S i g n a t u r e ]

Re 1 1 i K j u l a h c d
( S i g n a t u r e )

byi

b y t

Date

Date

Date

Tina

Time

Tina

f^SnmpMo
Typo

tO*texi

/

I

I
\1/

^

/

No. of
Conla lnors

(

\ )

~\
^\ /

^^

Received byi Data
(S igna tu re )

Received byt Date
( S i g n a t u r e )

dece ived by i Date
(S igna tu re )

Time

Tine

Time f

Job No.

Sampling Site

^ — \
\ / -

\ /
•

Re l l n c j u l alied byi
(Signature)

tel I n q u l slied byi
( S l f t l i n t t i r e )

le i I n q n l nlicJ byi
( S i g n a t u r e )

Data

Data

Date

Field Personnel. (Signature)

Remarks

p- ' t \ i~c>lO\/£ i*X / V l » ( - s l / V

J- • • /

•^H/uiV/ I^o^^ *

7X-/H R^^fc//^ /W
' . '

• ' '

-

x

\ ^ \
^—^ ^ —

t

Tlmtt deceived byi Date Tine
(Signature)

Tine Received byi Dote Time
(Signature)

Time Received byi Dote T i m e
(Signature)



•

DAMES & MOORE Cl IAIN-OF-CUSTODY RECORD

Sample Source & Cllenl T^V c(

Pro|ecl Title / <?/ <? */ 3~ &C>1

Dale

Y-&*>

1

/

•

/
/
Ix

.Tlmo

P'3o

V.

I,V/*

\ j

/^
/

Sample
1.0. No. •

/v\d>/0 1

\ '

I

A1C^> /Off

V
\
\^_^<^

Rel 1 nqul ahed byl Date
• (Signature) ./

Rel 1 nqul ahed byl Date
(Signature)

Re 1 1 ivjul alicil byl Date
(Signature)

Tine

Tina

Tina

£ îi £;£-*
>

Snmplo
Typo

Lo*h*
j

I-

/^
/

No. ol
Conlnlnors

3. </6><,C'
/ - r7^(7

^ - / ^

/ - e^aij*

f - ,0 S .̂M.*

rQ -y6M,.J?

/ - ^ ^f7

^ - /--f
/ — _^ f^^C. J A\ J^

.• I"' * £^ j^* •/O^'^

\
\

Deceived byl Date
(Signature)

Received byl Date
(Signature)

Rece ived byi Date
(Signature)

Tine

Time

Time r

Joh No.

-S a m p 1 1 rtQ-S I ro-

l\C. I

/Uic<

/lr),(.e

/(MOt-/

/•//CO?

I-/.C' /

A ^AJ*

A /'Xuz-

/\Jx ^V1^

/Y/O£) ?

""-.\ .

•

Re 1 Inqtil alied byl Date
(Signature)

lei 1 nqul olicd byl Date
(Signature)

c 1 1 nqnf atied byi Date
(Signature)

Field Personnel. (Signature) •

Remarks

V/OA
^o.^,V^./«/^r •' -

L *{. /&">+
1 hv , *

-fh&9\jLJr-f r^_ fl^J)

A f̂L-U^^

(J>OA • •

.•5-^ri/, J / j / ' / 'Crs

I-̂ L^YI / -EP '̂

<?ti>
/^V_C?."ra-< .ST

^__,- .--- ....

f

Time Received byl Da te . Tine
(Signature)

Tine Received byl Date Tine
(Signature)

Time Receive*! byl Date Time
(Signature)



DAMES & MOORE Cl IAIN-OF-CUSTODY RECORD

Sample Source & Client

Projecl Title

Date

V-fe-7

|

•

1

vl;
.

/( /

.Time

> !(.-#>

\\
1

J
<froo
<?Sdd

I

1

^-j

/ I

Sample
I.D. No.

/ncnj(d£
)

b
/KC-> /O7

1

|

-TP- (
^

/
/

^
Rel 1 rn]u tilted byi

• (Signature)

Rel tnqulahed byi
(Signature)

Re 1 1 ivjul olicd byt
(Signature)

Date

Date

Date

Tina

Tine

Tine

Sample
Type

L">-6^

1

MJ

^
'I /

No. ol
Containers

1) - Ho*J?

( 2s<?

3 - (£

/ - -2*-\<^

( • 3«»,« '̂

3,. V^;t^7

/ ' ^ #

^' (^

/ ^fro^.t
/ 3 Tz>t<~e
/ • Vt-?v^

'-^~~\^ I

Job No.

Sampling Site

f-le /
/»/i^

xr/:;/d
A>^
/'/A )0 ?
I'tCf

ti?* <
XZ^^t,

A ^, Off
/-//OO?

HCf
<_-_^

^^

^^

Field Personnel. (Signature)

Remarks

( JO/*
^.^^/J.^^ ..

1 / /
lt\.Qf(^ / /A>5-'

<TAj' "

/V\_Q.T>< $

OOA • -

^eA*.\j*(< X 'C^^
/^T^t/ / j&^t

C AJ ' -
A( o -t/s
(. ^oA

_^

V
*

Received byi Date Time Relinquished byi Date Tine Received byt Date Time
(Signature) (Signature) (Signature)

Received byi Date Time Rel tnqut alied byi Data tine Received byi Date Time
(Signature) (Signature) • (Signature) I

kticclvcd byi Date Time Rcl 1 nqui abed byi Date Tina Received byt Dote Time
(Signature) • (Signature) (Signature)



' mmt\ '-—TI
1

DAMES & MOORE Cl IA1N-OF-CUSTODY RECORD

Snmplo Source & CHenl f^r J>

Profecl TMIe

Dale

t//
^

I

•

I

1

V

F7"

.Time

7-'C*3

/&'<*>

/o- 3o
/3-'39

/</. 2x>

/

/

/

/

Sample
I.D. No.

/| to / / £>

/H6O 1 0 iJ.

S\(*J 10$

/K 60 (O 3

,/^^j/O/

T/?- 31

-^
\\ /
vx •

Relinquished byl Data Time

Rel inquished byl Date Tina
(Signature)

Re 1 1 tvjul BhcJ by: Date Tln«
(Signature)

Sample
Type

c<_3'6i

/

/

/

'/
i

/^

/

/

/

No. of
Conlnlnnrs

7
7
~)
}

~)

^

L S

\ /
\ /
\ /vy

Job No. /<p^/J -OO^.

Sampling She

\
\ /
\ /
\ X

^—^

•

Field Personnel. (Signature)

Remarks

O*V Sî .1 p**f L~£ 4.<̂ J'

\ •' •

•
/

' I
( )d(̂  ' •

-
" \

\ 1_^^

\ / \
\~^

9

Received byl Data Tine Rel Inqnlalied byl Date Time Received byt Date Time
(Signature) (Signature) (Signature)

Received byt Date Tine lie 1 1 t«q til sited byt Date Tine Received byl Date Time
(Signature) (Slgitnture) • (Signature)

*

K^cclvctl byt Unto Tine Re 1 litqul olted byl Date Time Received byl Dote Time
(Signature) • (Signature) . (Signature)



' ' ' I . I I I

DAMES & MOORE CHAIN-OF-CUSTODY RECORD

Sample Source & Cllenl

Projocl Title

Dale

HJ2_

1

1

•

|

\

.Time

/t 00

!

i/
/

/

Sample
I.D. No.

ML > /£>?

/A
/ I'

,\
A
\

x^

Re 1 lixjulalied byi Date
^{Signature) /

Relinquished byi Date
(Signature)

Re 1 1 ix|iil elicJ by: Date
(Signature)

Time

Time

Tlo«

Sample
Type

<U_J/€e,

/

/

/

/

/

'

No. Of
Containers

•7

/ \
/ \

/ \
\
\\
\

Received byt
(Signature)

Received byi
(Signature)

Received byt
(Signature)

Date

Da to

Date

Tine

Tine

Tine

Job Noy^^-cJOT..

Sampling Site

_^

/

/

/

/

A
/ ^~~~

/
k /
v^_^x

.

•

Rellnqul olied byt
(Signature)

Rel Inqulalied byi
(Signature)

Rcl Imjiil alied by:
(Signature)

Date

Date

Date

Field Personnel, (Signature)

Remarks

UC£, Sfz^.'c^ - XG>j
/7L-"5/
t

L -̂Q \(~ *

/^X? -r2^5

(^ t\^

.

,

Time Received byi Date Tine
(Signature)

Time Received byt Date Tine
(Signature)

Time Received byt Date Time
(Signature)



DAMES & MOORE Cl IAIN-OF-CUSTODY RECORD

Snmplo Source & Client /-£?K</

Project Tlllo ETc<^T{ £*V 6^

Dald

*V— /*")
t / * -x

«

f

•

/

(̂

.Time

//&&

//.•"*

,

^^

• i •

Snmplo
I.D. No.

/MiU /O^^L

4^]CAj fO^F

—

__,

^^^

Relinquished byl
^-{-Signature)

llel 1 nqutahed byl
(Signature)

Re 1 1 tv| ul elicil byt
(S ignature)

Date

Date

Date

Time

Tina

Tina

Sn'mplo
Typo

*

^>e±l,

M_)<t CTv

~~~^

—

No. ol
Containers

(

1

_____ ' "

^ :

Received byt Data Time
(Signature)

Received byl Date Time
(Signature)

Rece ived by! Dote Tine
(Signature)

Job No. /<^?</3~C5O'2.

Sampling Site

— —

•

•

Re 1 liu|ul olied byl
(Signature)

llel Inqulalied byl
(Signature)

Rcl 1 mjiil olied byt
(Signature)

Data

Data

Date

Flold Personnel. (Signature)

Remarks

-&r ' & VciVd /o . '.'ffjP

A J.L *.:••'

i *

^^^
t ,

„

ff

Time Received byl Date Tine
(Signature)

Tine Received byl Date Tine
(Signature)

Time Received byt Dote Time
(Signature)
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APPENDIX C
Laboratory Analytical Data



I I J I
t_»OMl«l'L»lfc* IOI* I^

| M.J I I' l/v Lll.tLl I « Llill ll.n

-«_II I l l l l t l I t,«JI •—

ii ;w l'/ki.~n .1 I t I / ' OUT OF WTA-I « ' BB • H A X - t>Oti-Stlfc!-ii£!H£i

Dames & Moore
117O1 Borman Drivei Suite 34O
Saint Louis, MO 63146

Attn: Dave Purington

Work ID: Environmental
P O « :

Date Received:
Date Reported:

Work Order:
Category:

O4/18/9O
05/09/90
90-O4-333

Test
Units

HW109U MW109F

DAMES & MOORE

MAY H 1990

ST-IOUIS. MISSOIUU

04/17/90 11:00 04/17/90 11:00
Gross Alpha
Gross Heta

Ce$ium-137

Pota55ium-40

Radium-226

Radium-228

Thnrium-228

Thorinm-230

pCi/liter

pCi/liter

pCi/liter

pCi/liter

pCi/liter

pCi/liter

pCi/liter

pCi/liter

<2

7+/-3

11.0 08

<5

1.5+/-1.0

<1

<0.6

<0.6

<2

<3

C2

<5

(0.6

<1

CO. 6

<0.6
-

..i i ...i... n,. ,„•„,,, .11 (,.,- i.l...-. i,•.,.,. ....i /,,.-,, 11 ,.M. r»- M..IM- it. it- • if ii i. it IN (^ in- in rnimrrMrm wild niti' niiitu* wtlluitil ••.nrn:il i



C«ont:rolt* for
, H.I.I. UUX toLJLl I ¥ fcjiiMtu l-f' 'tjw Mt!.Mi:i • II /! n lit OUT OF STATE *' 1O/S4B-B1 8B • PAX-

Page
Received:

Test

Thnrium-232

lJraniufri-234

Uranium-235

Uranium-238

2
04/18/90

Units

pCi/liter

pCi/liter

pCi/liter

pCi/liter

CEP, Inc. REPORT
05/09/90 16:18:30

MW109U

04/17/90 11:00
CO. 6

CO. 6

CO. 6

CO. 6

Certified By.

MW109F

04/17/90 11:00
CO. 6

CO. 6

CO. 6

CO. 6

~ ,

Work Order 1 90-04-353
Continued From Above

.



1.
•

1
1
1
I
1

Pa§e 1
Rectived: 04/13/90

ITRSL Oak Rldae REPORT
05/18/90 19:17:24

Work Order I SO-04-049

1

}
1
1
i
1
i
1

REPORT DAMES & MOORE
TO 11701 BORHAN DRIVE

SUITE 340
ST. LOUIS, W 63146

ATTEN DAVID PVRINCTON

CLIENT DAMES ST SAMF
COMPANY DAMES it MOORE

FACILITY ST. LOUIS, MO

UORK ID HATER SAMPLE
TAKEN
TRANS

TYPE
P.O. 1

INVOICE under separate cover

SAMPLE IDENTIFICATION
01 UAT

PREPARED IT/RADIOLOCICAL SCIENCES LAB. J
BY 1550 BEAR CREEK ROAD ^^^^ 'f '/

OAK RIDG& TN 37831 î Jes îM^V
X&RTIFIED BY

ATTEN EPS ^
PHONE 615-482-9707 CONTACT JIM DILLARD

•LESJ.

AMENDED TO CORRECT UNITS AND RESULTS. U-ISO AND TH-230 AND
TH-7?? i»-RE <^SO ADDED TO COMPLETE REPORT

TEST CODES and NAMES used on this report
CALPHACROSS ALPHA
CBETA GROSS BETA
CS CAMNA SPEC
RA226 RA-226

TH228 TH-228
T>030 TH-230
TH232 TH-232
U234 U-234
U235 U-235/236
U238 U-238

. nilSSQURl
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Pa§« 2
Riciivtd: 04/13/90

ITRSL Oak Ridje
Ritults bj

REPORT Uork Order I SO-04-049

SMfl£ IDUAT FRACTION 01A TEST CODE «5 WE CAH1A SPEC
15/WDatt I TiiTCollicte* 04/1! Catfforg

UNITS lCi/1
HRTN 03/18/90

6AWA SPEC RESULT 2-SIWW OTfER

VERIFIED BY KDF

RESULT 2-SIGHA

K-40
CS-137

<l.B4£+2 CROSS
GROSS BETA
RA-226
RA-228
U-234
0-235/236
U-238
TH-230
TH-232

2.27E+1
4.92E+0
2.16E+0

0.36E+1
2.17E-K)
0.63E-K)

l.OZ+1
<1.0E+0

6.01E+1
<1.0E+0

l.BOE+0
O.B7E+1



I
J
I
I
J
I
J
J
I
I
i

Paff 1
Rcctivtd: 04/13/90

ITRSL Oil Rllie REPORT
05/18/90 19:17:24

Uork Order • SO-04-049

REPORT 1WB I. HDGRE
TD 11701 BORHAN DRIVE

SUITE 340

PREPARED rr/RADIOLDOICAL SCIENCES LAB.
BY 1550 BEAR CREEK ROAD

OAKRIDCL TN 37831
ST. LOUIS. HP &3146

ATTEN DAVID PURINCTON ATTEN EPS
PHiC 615-482-9707

CLIENT DAHES 5T
COHP ANY DAMES t MOORE
FACILITY ST. LDUI5. HO

SMPLES 1

BY

CONTACT JIH DILLARD

WORK ID HATER SAMPLE
TAKEN
TRANS
TYPE

P.O. t
INVOICE under smratt covtr

SAMPLE IDENTIFICATION
01 UAT

AHtMED TD CORRECT UNITS AND RESULTS. IHSO AM) TH-230 AND
TH-232 UERE ALSO ADDED TO COMPLETE REPORT.

TEST CODES and NAFE5 used on this report
CALPHA CROSS APHA _
CBETA CROSS BETA

CAMA SPEC
RA226 RA-226
RA223 RA-22S
TH22S TH-228
TH230 TH-230
TH232 TH-232
U234
U233

U-234
0-235/236

U238 U-239

1
I
I
iv

I. LUUli.
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Paje2
Riciivcd: 04/13/90

ITRSL Oak Ridfc REPORT
Rtsalts kf

Work Order I SO-04-049

SMPLE ID WAT FRACTION 01A TEST CODE CS HAHE QAMA SPEC
D«tt I TiiTtalltctrt 04/lg7W~ Cattjorg

UNITS lCi/1
WTN 03/18/90

GAWAffEC RESULT 2-SIGNA ODB

VERIFIED BY KDF

RESULT 2-SIGttA

K-40
CS-137

<l.B4E+2
<2.0E+1

GROSS ALPHA ZZ7E+1
GROSS BETA 4.92E+0
RA-22A
RA-22S
U-234
U-235/236
Ih238
TH-230

0.36E+1
2.17E+0

2.16E+0 0.63E+0

0.20E+1

1.BQE-K)
O.B7E+1

<1.0E*0

TH-232
6.01E+1
<1.0E+0



Pa|t 1
Rtciived: 04/18/90

REPORT DAHES t HIKE

ITRSL Oak Ridit REPORT
03718/90 15:27:40

Work Ordir I SO-04-065

TD 11701 BORHAN DRIVE
SUITE 340

PREPARED IT/RADIOLOGICAL SCIENCES LAB.
BY 1550 BEAR CTPFK ROAD

OAK RIDC&TN 37831
ST. LflUIS. tfl 63146

ATTEN DAVID PURINCTON

CLIENT WtS 5T
COMPANY WES I HDORE
FACILITY ST. LOUIS. HO

ATTEN ERS
PHPC 615-482-9707

SAIfLES 12

/CERTIFIED BY

CONTACT JIH DILLARD

AtdffiED TD INCLUDE IMSO, TH-230 AM) TH-232 FOR ALL FRACTIONS

WORK ID HATES SAffLES
TAKEN
TRANS

TYPE
P.O. I

WOKE under setarate cover

SAITLE IDENTIFICATION
01
02 HH110F

04 HM102F
05 HM108U
Q6HU1Q8F

09 HW104U
10HH104F
11
12

TEST CODES and NAfCS utid on this riport
CALPH* CROSS ALPHA
CBETA CROSS BETA

CAHHA SPEC
RA22A RA-226
RA228 RA-228
TH22B TH-22B
TH230 TH-230
TIC32 TH-232
U234 l>-234
IB35 -̂235/236
U238 U-238



Page 2
Rtctivid: 04/18/90

SAJfLE IDHU110U

ITRSL Oak RU|t
Risults if

REPORT Work Order t 50-04-065

FRACTION 01A TEST CODECS HUE OAH1A SPEC
Date & TiiTtollicttrf 04/l77W~ CaTcjorg

UNITS lCi/1
WTN 03/1B/90

VERIFIED BY RDJ

WrtIA SPEC RESULT 2-SIGM CHER RESULT 2-SIWA

R-40
CS-137

<i.oe+2
CZ.OE+1

CROSS ALHPA <1.0E*0.
CROSS BETA <4.0E+0
RA-226
RA-228
U-234
U-235/236
U-238
TH-230
TH-232

a OEM)
a.oe+o
<1.0E*0
aoE+o
<1.0E+0

SWf>L£ ID mil Of FRACTION 02A TEST CODE CS MAC CArttA SPEC
Date I TiE~C«llecti< 04/17790" Catcjort| NA,

UNITS pCi/1
URTN OS/18/90

VERIFIED BY RDJ

CAWA SPEC RESULT 2-SICHA OTIO RESULT 2-SiertA

R-40
CS-137

<l.9E+2 CROSS ALPHA U.OE+O
CROSS BETA <4.0E+0
RA-226
RA-22B
U-234
U-235/236
U-238
TH-230
TH-232

a.oe+o
o.oe+o
CI.OE-H3

<1.0E+0
o.oe+o
<1.0E40



Page 3
Rcctivtd: 04/18/90

SMFLE ID BI102U

ITRSL Oak Ridfe REPORT
Risulti k| Saailt

Work Order t SO-04-065

FRACTION 03A TEST CODE K NA)C JAMA SPEC
Dati t Tiittolltcttd 04/17790^

WITS iCi/1
URTN 03/18/90

VERIFIED BY ROJ

GMtIA SPEC RESULT 2-5IGHA ODER RESULT 2-SICMA

1

1

K-40
CS-137

<1.4E+2
aoe+i

GROSS/LPHA <B.OBE+0
CROSS KTA 7.09E+0 S.46E-H)
RA-226 <1.0E+0
RA-22S a.oe+o
U-234 1.4Z+0 0.39E-K)
U-235/236 <1.0E+<3
U-238 1.30E-K) 0.38E+0
TH-230 <1.0E+0
TH-222 <1.0E+0

SWf»LE ID HJ102F FRACTION 04A TEST CODE K NAfC WHA SPEC
Date I TiiTCollected 04/l77?ir" Catejor; NA_

UNITS oCi/1
URTN 05/18/90

CArttt SPEC RESULT 2-5I6M OT(O

VERIFIED BY RDJ

RESULT 2-SIGtlA

K-40
CS-137

<l.BE+2
<2.oen

GROSS ALPHA <2.2£-H>
GROSS BETA <B.43E^O
RA-22& <1.0E+0
RA-228 a.OE+0
U-234 2.43E«0
U-233/236 <1.0E+0
U-238 1.57E-K)
TH-230 <1.0E+0
TH-222 O.OE+0

0.57E40

0.4SE-H)



Page 4
Rtctived: 04/18/90

ITRSL Oak RU|e REPORT
Rnulti k| Staple

Uork Drdir I SO-04-065

SAMPLE IDHHIOflU FRACTION 05A TEST CODE CS IMHE CAMA SPEC
Dati I Tiwtollictid 04/177W~ Catijori) HS_

UNITS oCi/1
URTN 05/18/90

VERIFIED BY RDJ

GAHHA SPEC RESULT 2-SIGHA OTHER RESULT 2-SI6HA

R-40
CS-137

<1.9E+2 CROSS ALPHA <7.30E+0
GROSS BETA <1.03E-H
RA-226 <1.0E-K)
RA-228 G.OE-K)
0-234 2.20E-K)
U-235/236 <1.0E+0
U-238 1.67E-K)
TH-230 1.57E+0
TH-232 a.OE+0

0.47E+0

0.40E-H)
0.&1E-K)

SAMPLE IDMU108F FRACTION QW TEST CODE CS NAME CAttHA SPEC
Date it TIK Collecttd 04/17/90 Cattaoru HA

1
1
i

^
i
"ii••ii

i
i

UNITS tCi/1
URTN 05/18/90

CAH1A SPEC RESULT 2-SIGHA OTHER

K-40 <1. 5E+2 GROSS ALPHA
CS-137 <2. OEM GROSS BETA

RA-226
RA-228
U-234
U-235/236
U-238
TH-230
TH-232

VERIFIED BY RDJ

RESULT

<1.06EH
<B.36E«0
<1.0E-H}
aoe+o
3.57E+0
<1.0E-K)
2.93E-H)
a.oe+o
a.06-K3

2-SIGHA

0.62E-K)

0.54E+0

i
• /



PagiS
Received: 04/18/90

SAMPLE

ITRSL Oak Ridge
Results If

REPORT Work Order I SO-04-0&5

FRACTION OTA TEST CODE CS NAJC CAHHA SPEC

1
Jl
"I

1
1
"•
1

1
1

Date & TIM Collected 04/l7/"# Cateoora NA

UNITS iCi/1
URTN 05/18/90

CAHNASPEC RESULT 2-SICHA OTHER

K-40 <1.5E+2 CROSS ALPHA
CS-137 C2.0E+1 CROSS BETA

RA-22&
RA-228
U-234
U-235/234
U-238
TH-230
TH-232

VERIFIED BY RDJ

r

RESULT 2-SICHA

1.72E+1 0.96E+1
2.34E+1 1.01E+1

a.oe+o
1.26E+1 0.19E+1

1.23E+1 0.19E+1
1. 22E+0 0. 52E'+0
<1.0E+0

SANPLE ID W103F FRAHION 08A TEST CODE CS KANE CAfflA SPEC
Date t Tin Collected 04/17/90 Cateooru NA

1

1

1

J

1

1

1

1

UNITS DCi/1
URTN OS/ 18/90

CAfflA SPEC RESULT 2-SI6HA OTHER

K-40 <1. 8E+2 CROSS ALPHA
CS-137 C2.0E+1 CROSS BETA

RA-226
RA-22B
0-234
U-235/236
U-23B
TH-230
TH-232

VERIFIED BY RDJ

RESULT 2-SICHA

<7.00E-H)
<1.34£-H
<1.0E-H)
<3. OE+0
S.10E-K) O.B5E+0
<1.0E-K)
3.55E-K) 0.66E40
1.57E+0 0.45E-K)
<1.0E-K)



I
I
I
J
n

I

I
i

I
I

Page 6
Reciivtd: 04/18/90

SAMPLE IDHH04U

ITRSL Oak RUft REPORT
Rtsults k|

FRACTION 09A
Diti k TiiTCollictri

Uort OHer I SO-04-065

SPEC

UNITS oCi/1
URTN 03/18/90

CAWASPEC RESULT 2-5ICHA OTIO

WRIFIED BY RDJ

RESULT 2-SIWW

K-40 <1.4E+2
CS-137 <2.0E+1

CROSS ALPHA
CROSS BETA
RA-226
RA-228
0-234
0-235/236
0-238
TH-230
TH-232

1. 14E+1
1.87E+1
<1.0E+0
<3.0E+fl
3.80E-K)
O.OE+0
2.6BE+0
2.00E-K)
1.47E+0

0.74E+1
0.74E-H

0.73E+0

0.39E-K)
0.65E40
O.SSE-K)

SAWLE ID&U04F FRACTION 10A TEST CODE CS NAJC CAfKA SPEC
Dati tc Ti«~Colltctid 04/1779T" Cattgorq NA

UNITS DCi/1
URTN 05/18/90

VERIFIED BY RDJ

CMtlA SPEC RESULT 2-SICM OT1ER RESULT 2-SICttA

K-40
CS-137

1.04E+2 0.60E+2 CROSS ALPHA
CROSS BETA
RA-22&
RA-228
U-234
U-235/236
0-238
TH-230
TH-232

<1.0E+0
aoe+o
1.98E+0
<1.0E+0
1. lOE+0
<1.0E+0
<1.0E+0

0.48E-K3

0.35E-K3



"i
i
i
i
i

"J

J
J

3
J
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Paje 7 ITRSL Oak Ridji REPORT Work Order 1 SO-04-065
Received: 04/18/90 Risults l| Sa*lc

SAMPLE ID MU101F FRACTION 11A TEST CODE 6S NAME CAMNA SPEC
Dati fc TIM Collected 04/17/90 Utieora fM

UNITS pCi/1
URTN OS/18/90

CAHHA SPEC RESULT 2-SICHA OTHER

K-40 C.6E+2 CROSS ALPHA
CS-137 C2.0E+1 CROSS BETA

RA-224
RA-22S
U-234
U-235/23&
U-238
TH-230
TH-232

VERIFIED BY RDJ

,

RESULT 2-SICHA

C7.7E+0
9.52E+0 6.27E-K)
<1.0E+0
ac€+o
1.26E+0 0.31E-H)
a.OE-K)
<1.0E+0
<1.0E+0
<I.OE+O

SAfPLE ID MU101U FRACTION 12A TEST CODE CS NAME CAMMA SPEC
Date t h« Collictid 04/17/90 dtiaorn NA

J

~~i

^
•
i

..*•

•
^B

~!

i
it

UNITS aCi/1
URTN OS/ 18/90

CAtfIA SPEC RESULT 2-5ICHA OTHER

K-40 <1.3E+2 CROSS ALPHA
CS-137 C2.0E+1 CROSS BETA

RA-226
RA-228
U-234
U-23S/236
U-238
TH-230

VERIFIED BY RDJ

RESULT 2-SIW1A

<l.OE+l
2.41E^1 O.B4E-I-1
<1.0E+0
<3.0E+0
9.06E+0 1.75E+0
1.37E+0 0.58E-K)
6.64E40 1.69E-K)
1.02E-K) 0.36E-H)

TH-232 C.OE+O



Page 1
Received: 04/17/90

ITRSL Oak Rids* REPWT
03/18/90 16:11:46

Work Order • SO-04-064

REPORT DAHES fc HDORE
TO 11701 BORHAN DRIVE

PREPARED IT/RADm "CICAL SCIENCES LAB.
BY 1550 BEAR CREEK ROAD

SUITE 340 OAK RIDGE, TN 37831
ST. LOUIS, NO 43144

ATTEH DAVID PURINCTON ATTEMERS
/̂ ERTIFIB BY

PHDNE 615-W2-W
CLIENT DAHES ST
CPPANY DAHE5 1 HOOSE
FACILITY ST. LOUIS, HO

SWfLESJ,
CONTACT JIH DILLARD

ID HATER 5AHPLE5
TAKEN
TRANS

TYPE
P.O. I

INVOICE undtr separate covtr

SATFLE IDENTIFICATION
01
02 HU105F
03HH106U
(KHMIOAF
05 HM107U
06 HU107F

MPCED TO INCLUDE U-ISO. TH-230 AND TH-232 ON ALL FRACTIONS
AND TO CORRECT CROSS ALPHA AND CROSS BETA RESULTS FOR 05A.

TEST CODES and NAMES used on thii report
CROSS ALPHA

CBETA CROSS BETA
CS CAKM SPEC
RA22A RA-22&
RA228 RA-228

TH-22S
TH33Q TH-230
TH232 TH-232
U234 0-234
U235 U-233/236
U238 U-238



Page 2
Received: 04/17/90

SAIFLE IDHH105U

ITRSL Oak Ridge REPORT
Results bg Saaple

Work Order • SO-04-OM

FRACTION 01A TEST CODE CS WtC CAMA SPEC
Date It TIM Collected W/16/W Cateaora NA

UNITS DCi/1
HRTN 03/18/90

GAWA SPEC RESULT

K-4Q 1.45E+2
CS-137 GLOE-H

2-5ISHA OTHER

0.74E+2 GROSS ALPHA
GROSS BETA
RA-226
RA-22S
U-234
U-233/236
U-238
TH-230
TH-232

VERIFIED BY XDF

f

RESULT 2-SI6MA

1. 69E+1 0. 83E-H
1.45E+1 0.91E+1
<1.0E+0
C3. OE+0
aoE+o
<i.oe+o
<1.0E+0
<1.0E+0
<1.0E-K)

SAffLE ID W105F FRACTION 02A TEST CODE SS NMC CAltIA SPEC
Date 4 TiiTCoIlected 04/lSTW" NA

UNITS DCi/L
WTN 05/18/90

VERIFIED BY KDF

CAWA SPEC RESULT 2-SICHA OTHER RESULT 2-SIGMA

<1.4E+2
CS-137

GROSS ALPHA <1.01E+1
GROSS BETA 7.32E+0 5.ME+0
RA-22& a.OEMJ
RA-228 <1QE+0
U-234 1.33E+0 0.33E-K)
U-23S/23& a.OE+O
U-238 <1.0E+0
TH-230 aOE+0
TH-232 aOE*0



Page 3
Received: 04/17/90

SAIFLE IDMHOMJ

ITRSL Oak Ridge
Results

REPORT
Saiple

Uork Order I 50-04-064

FRACTION 03A TEST CODE K MAIE CAfflA SPEC
Date It TiiTCollected 04/l£79ir~ CateiorB NAI

UNITS PCI/1
WIN OS/18/70

VERIFIED BY KDF

CAWA SPEC RESULT 2-5ICHA OTTO RESULT 2-5ICHA

K-4Q
CS-137

2.B3E+2 1.14E+2 CROSS ALPHA
CROSS BETA
RA-22&
RA-228
U-234
U-233/236
U-238
TH-230
TH-232

1.01E+2
2.95E+1
1.41E+0
a.OE+0
2.18E+0
O.OE+0
1.37E+0
4.45E+0
&.12E-K)

0.23E+2
1.22E+1
0.29E-K)

0.49E-K)

0.38E-K)
1. 16E-K)
1.45E+0

SA»L£ ID HUlOtf FRACTION 04A TEST CODE CS
Hit* i TiiTCollectii1

NAME CAHhA SPEC

UNITS oCi/1
URTN OS/18/98

VERIFIED BY KDF

SPEC RESULT 2-5IGM ODER RESULT 2-SIGM

K-40
CS-137 C2.0E-H

CROSS ALPHA <1.02E+1
CROSS BETA
RA-22A
RA-228
U-234
U-23S/236
U-233
TH-230
TH-232

L05E+0 0.25E-K)

181E+0 0.63E-K)
aoE+o
2.6SEM) 0.49E+0



Page 4
Received: 04/17/90

ITRSL Oak Ridge REPORT
Results M Saiile

Work Order I SH4-OM

SAMPLE ID HH107U FRACTION 05A TEST CODE & _ NAfC CAHHA SPEC
Date I TiiTCollected 04/1S7W aeeora

WITS pCi/1
WTO OS/18/90

VERIFIED BY KDF

CAtfIA SPEC RESULT 2-SIH1A OTtO RESULT 2-SICHA

I

K-4Q <1.8E+2
CS-137 <2.0E+1

CROSS AlPHA 2. 33E+1
GROSS BETA 1. 77E+1
RA-22A <1.0e+0
RA-228 G.OE^O
U-234 a.OE+0
U-233/236 C.OE^O
0-238 a.OE-K)
TH-230 O.OE-K)
TH-Z2 a.OE+0

1. 14E+1
1. 10E+1

I
I
I
I
I
I
I
I
I

SAffLE ID HU107F FRACTION 04A TEST CODE CS _ NAJE CAHHA SPEC
Date I TiiTSollectei 04/l£7?T" Caiigory

UNITS eCi/1
MRTN 05/18/90

CArflASPEC RESULT 2-SIWA OHER

VERIFIED BY RDF

RESULT 2-SISflA

K-40
CS-137

<l.BE+2
C2.0E+1

GROSS ALPHA U.01E+1
GROSS BETA CJ.2AE+0
RA-226
RA-228
U-234
U-233/236

1.24E*0
C.OE-KJ

U-233
TH-230
TH-232

L59E40 0.39E-H)

0.34E-K)

<1.0E+0



Page 1
Received: 04/13/90

OAK RIDCE REPORT
05/31/90 15:57:35

Work Order I 50-05-179
Work Not Complete

REPORT DAEES & MORE
TO 11701 BORflAN DRIVE

SUITE 340
ST. LOUIS. 1C 63146

ATTEN DAVID PURINCTON

PREPARED IT/RADIOLOCICAL SCIENCES LAB.
BY 1550 BEAR CREEK ROAD

OAK RIDCE. TN 37831

CLIENT DAMES ST
COTANY DAHES fc HOORE
FACILITY ST. LOUIS. HO

SAffLES 3

ATTEN ERS
^CERTIFIED BY

PHONE 615-482-9707 CONTACT JIH DILLARD

t SABLES Bl-A AND B2-A HILL BE REPORTED AT A LATER DATE.

UGRK ID SOIL SAHPLES
TAKEN
TRANS
TYPE

P.O. t
INVOICE under separate cover

SWPLE IDENTIFICATION
01 B5-*
02 54
03 Bl-A

TEST CODES and NATES used on this report
CROSS ALPHA

CBETA CROSS BETA
RA22A RA-226
RA228 RA-22B
SPEC SPECIAL FORH FOR REPQRTIN8
TH22B TH-228
TH230 TH-230
TH232 TH-232

i
I
1
I
I

DAMES & MOORE

JUN (H 1990

ST. LOUIS. MiSSOURl



JI
Pa?* 2
Rtctived: 04/13/90

SArFLE ID B2-A

ITDRL OAK RIDGE REPORT
Rtwlti kij SM*It

Work Order I SO-05-179

FRACTION OJA
Datt t TiiTCo

TEST CODE SPEC MA* SPECIAL FORM FOR REPORTINC
tattjori

!

i.«
i
i
i

PARAfETER

CROSS ALPHA
CROSS BETA
RA-226
RA-228
TH-ISO

RESULT 2-SICNA ERROR UNITS

4.10E+3
6.27E+2
8.93E+1
G. 16E-K3

*

0.83E+3
1.2SE+2
0.47E+1

pCi/j

pCi/g

SArPLE IDSL RACT1DN 02A TEST CODE
Datt t TiiTColltcttd 04/1

WE SPECIAL FORM FOR REPORTINC
Catijor?

PARArETER RESULT 2-5ICHA ERROR UNITS

CROSS ALPHA 1.7X+1 O.B6E+1 iCi/g



Pa|i 3
Rtciivftf: 04/13/90

ITDRL OAK RIDGE
Rfiulti k|

REPORT (fork Ordir I SO-05-179

J

1

IDB1-A FRACTION 03A TEST CODE
Date I TiiTtolltctrt 04/1

SPECIAL FPRM FOR REPORTING
UtMOTI HA

PARAMETER

CROSS ALPHA
GROSS BETA
TH-ISO

RESULT 2-SIOtA ERROR UNITS

1.14E+3
2.50E+2
t

0.24E+3
0.33E+2 pCi/g



Page 1
Received: 04/17/90

ITORL OAK RIDGE REPORT
03/31/90 19:36:12

Uork Order I SO-05-1BO

REPORT IWS t WORE
TO 11701 BORHAN DRIVE

PREPARED pVRADIOLOCICAL SCIENCES LAB
BY 1530 BEAR CREEK ROAD

sum 340
ST. LOUIS, ft) &3146

ATTEK DAVTD PUR INC TON

CLIENT DABS 5T
COTPANY DAfEli HOORE
FACILITY ST. LOUIS. HO

SAJffLES J.

OAK RIDC& TN 37831

ATTENERS
PHJE 615-482-9707 CtMTACT JIH DILLARD

WORK ID MATER SAffLE
TAJO
TRANS

TYPE
P.O. I

DMICE undtr ifoaratt cover

SArTLE IDENTIFICAHON
01 PM 1QMJ

TEST CODES and NAfES used on this report
CALPHA CROSS ALPHA
SPEC SPECIAL FORH FOR REPORTING

I
m

• a

*̂-«



I
Page 2 ITDRL OAK RIME REPORT Work Ordtr I SO-OJ-190

~. Rtceived: 04/17/90 Rtsulti k|

SAflPLE ID m IWJ FRACTION 01A TEST CODE SPEJ
Dati t TiiTCoilictH 0 4 / l S T W U t i | o r )

1

SPECIAL FOffl FOR REPCRTINC

PARAfCTER RESULT 2-SICHA ERROR WITS

CROSS ALPHA 107E+2 1.33E+2 pCi/1



TCT - St. Louis formerly Envtrodyne Engineers. Inc.

J
J
]
J
J
I

i

i

i
Li
.1

Consulting Engineers. Scientists and Analytical Services

1908 Innerbelt Business Center Drive
SL Louis, Missouri 63114-5700

(314) 426-0880
Fax (314) 426-4212

REPORT 07 ANALYSIS

CT.TBNT; Mr. Dave Purington
Danea I Moore
119(0 Weatline Znd. Drive
Suite 155
St. Louia,

PROJ. 1: 3500-00385

PARAMETER

ANTIMONY

ARSENIC

BERYLLIUM

CADMIUM

CHROMIUM

COPPER

LEAD

MERCURY

HICXEL

SILVER

SELENIUM

THALLIUM

ZINC

HO 63146

UNITS

(UG/L)

(UG/L)

(UG/L)

(UG/L)

(UG/L)

(UG/L)

(UG/L)

(UG/L)

(UG/L)

(UG/L)

(UG/L)

(UG/L)

(UG/L)

MW109

< 24

3.1
< 3
< 3
< 10
< 14
< 73
0.48

< 15

1.1

1.3

<1.0
< 16

..\

REPORT DATE: May 10, 1990

SAMPLE ANALYZED i One water Maple analyzed
tor the parameters
listed below.

DAZE RECEIVED j April 18, 1990
P.O. It

MH109

DUPLICATE

< 24

2.5

< 3
< 3
< 10
< 14
< 73 •

-
< 15
<1.0
<1.0

<1.0
< 16

UNITS

(UG/L)

KW109

< 5

ROTS! Sea reverse aide for 'STANDARD CLAUSES.1

APPROVED:

disk 87/bbq Lisa A. "Xeehy, Program Coordinator

Twin City Testing Corporation

DAMES & MOORE

MAY M 1920

ST. LOUIS. MISSOURI



J
I
J
1
1
I
I
I
j
I

Paga 2 REPORT Or ANALYSIS

CLIENT: Mr. Dave Purington

Dana* I Moore

PROJ. It 3500-00385

PARAMETER

LZHDAME

HEPTACHLOR .

HEPTACHLOR EPOXIDE

UTOOSDLPAN I

DEELDRIN

EHDOSOUAN II

4,4'-DDT

ZNDRIH ALDEHYDE

METHOXYCHXOR

alpha-BBC

beta-BBC

dolta-BHC

gamma-CHLORDANE

alpha-CRLORDANE

4,4 ' -DDE

ENDRIN

4,4 '-ODD

ENDOSDLFAN SOLPATE

ENDRIH KBTONB

AROCLOR-1016

AROCLOR-1260

AROCLOR-1221

AROCLOn-1232

AROCZOR-1242

AROCLOR-1254

AftOC^OR-1243

ALDRIN

TOXAPHBNB

REPORT DAXX:

DATE RECEIVEDI

P.O. ft

May 10, 1990

April 18, 1990

PARAMETER

2,4-D

SZLVEZ

DETECTION

UHITS LIMITS BLANT

MW109

MK109 ODPLICAZE

(DG/L)

(OG/L)

(OG/L)

(DG/L)

(OG/L)

(DG/L)

(DG/L)

(OG/L)

(OG/L)

(OG/L)

(OG/L)

(DG/L)

(OG/L)

(DG/L)

(DG/L)

(DG/L)

(DG/L)

(DG/L)

(DG/L)

(OG/L)

(OG/L)

(DG/L)

(DC/L)
(DG/L)

(OG/L)

(DC/L)

(OG/L)

(OG/L)

DETECTION

UNITS LIMITS

(OG/L) 0.745

(DG/L) 0.197

0.002

P. 003

0.004

0.005

0.006

0.010

0.015

0.024

0.063

0.002

0.005

0.001

0.003

0.003

0.006

0.016

0.011

0.022

0.019

0.047

0.187

0.107

0.083
0.044

0.054

O.C94

0.003

0.205

BLANK

<0.74S

<0.197

<0.002

<0.003

<0.004

<O.OOS

<0.006

<0.010

<0.01S

•C0.024

<0.063

<0.002

<0.005

<0.001

<0.003

<0.003

<0.006

<0.016

<0.011

<0.022

<0.019

<0.047

<0.187

<0.107

<0.083
<0.044

<O.OS4

<O.C94

<0.003

<0.205

MW109

<0.745

<0.197

<0.002

<0.003

<0.004

<0.005

<0.006

<0.010

<0.015

<0.024

<0.063

<0.002

<0.005

<0.001

<0,003

<0.003

<0.006

<0.016

<0.011

<0.022

<0.019

<0.047

<0.187

<0.107

<0.083
<0.044

<0.054

<0.094

<0.003

<0.205

MW109

COFLICATB

<0.745

<0.197

<0.002

<0.003

<0.004

<O.OOS

<0.006

<0.010

<0.015

<0.024

<0.0(3

<0.002

<0.005

<0.001

<0.003

<0.003

<0.006

<0.016

<0.011

<0.022

<0.019

<0.047

<0.187

<0.107

<0.083
<0.044

<0.054

<0.094

<0.003

<0.205



Page 3 REPORT OF ANALYSIS

CLIENT: Mr. Dave Purington
Dames t Moore

PROJ. It 3500-00385

REPORT OATHI

DATE RECEIVED:

P.O. »:

Hay 10, 1990

April 18, 1990

1

I
I
I

VOLATILE COMPOUNDS

ACROLSIH

ACRYLONITRILH

BENZENE

BROMODICHLOROMETHANB

BROMOFORM

BROMOMETHANE

CARBON TETRACHLORIDB

CHLOROBENZENE

CHLOROBTHANE

2-CHLOROETHYL VINYL ETHER

CHLOROFORM

CHLOROMETHANB

DIBROMOCHLOROMETHAKE

1,1-DICHLORETHANE

1, 2-DICHLOROETHANE

1,1-DICHLOROETHENE

TOTAL 1,2-DICHLOROETHENE

1,2-DICHLOROPROPANE

CIS-1,3-DICHLOROPROPENE

ETHYL BENZENE

METHYLENE CHLORIDE

1,1,2,2-TETRACHLOROETRAN2

TETRACHLOROBTHYLENE

TOLUENE

1,1,1-TRICHLOROETHANE

1,1,2-TRICHLOROBTHANE

TRICHLOROETHENE

VINYL CHLORIDE

DETECTION

LIMIT

(DG/L)

100

100
5
5
S

10

5

S

10

5

S
10

5

5

5

10

ND

ND

HD

ND

ND

HD

ND

ND

ND

ND

ND

HD

HD

HD

ND

ND

ND

ND

ND

HD

ND

ND

ND

ND

ND

ND

ND

ND

ND

ND

ND

ND

ND

ND

ND

ND

ND

ND

ND

ND

ND

6

ND

ND

ND

ND

ND

ND

ND

ND

ND

ND

HD

ND

ND

HD

i

SURROGATE COMPOUNDS

1,2-DICHLOROETHAKE-D4

TOLUEKE-D8

p-BFB



J
1

I1
I
I
J
I
I

Page 4 REPORT OF AHALTSXS

CLXXHTi Mr. Dave Purington
Dames fi Moore

PROJ. «i 3SOO-0038S

REPORT DATS:

DATE RBCSrVBDl

P.O. It

May 10, 1990
April 18, 1990

I
I

i •__

I

I
.«—

I
L- —

I
* fc—

I

I

I
L ̂

I

ACID COMPOUNDS

2-CHLOROPKENOL

2,4-DICHLOROPEENOL

2,4-DIMBTHYLPHBNOL

2 , 4-DXNXTROPHZNOL

2-HZTROPHEHOL

4-HZTROPHEHOL

PENTACHLOROPHENOL

PHENOL

2,4,6-THICHLOROFHBNOL

2-MBTHYL-4,6-DINZTROPHENOL

4-CHLORO-3-METHYLPHENOL

SURROGATE COMPOUNDS

2-7LDOROPHENOL

PHENOL-d6

2,4,6-TRIBROMOPHENOL

'Below QC limits

BASE NEUTRAL

COMPOUNDS

ACEHAFBTHENS

ACENAPBTETLENE

ANTBRACENB '

BEBZZDIHE

BEHZ(A)ANTHRACENE

BENZO(B,X)FLUORAHTHENE

BEHZO(GHZ)FERTLENB

BEHZO(A)PTRENB

BIS(2—CHLOROETHOZT)HSTBAHE

BIS(2-CHZOROETHYL)ETHER

BIS(2-CHZOROZSOPROPTL)ETHBR

BIS (2-BTHTLHEIYI,) PHTHAIATS

DETECTION MW109

LIMIT BLANK MW109 DUP

(UG/L) (UG/L) (UG/L) (UG/L)

HD

HD

HD

HD

RD

HD

HD

HD

HD

HD

HD

RCVRY

2«

10

10

10
so
10
so
so
10

10

50

10

DETECTION

LIMIT

(UG/L)

10

10

10

SO

10

10

10

10
10
10

10

10

ND

RD

HD

HD

ND

HD

HD

HD

ND

RD

HD

RCVRY

48

34

68

BLANK

(UG/L)

RD

RD

ND

m>
RD

HD

HD

RD

HD

HD

HD

< DL

HD

HD

HD'

HD

HD

HD

HD

HD

HD

ND

ND

RCVRY

4»

2«

"

MW109

(UG/L)

RD

HD

HD

HD

HD

HD

HD

HD

HD

HD

HD

HD

HD
RD

HD

HD
RD

HD

HD

HD

RD

HD

RD

14



Page 5 REPORT 07 ANALYSIS

CLZXHTs Mr. Dave Purington

Damam « Hoora

PROJ. ft 3500-00385

REPORT DATE t May 10, 1990

DATE RECBTVBDi April 18, 1990

P.O. »l

DETECTION

BASE NEUTRAL COMPOUNDS

COHTD.

4-BROHOPHENYL PHEHYL ETHER

BUTYL BEIIZYL PHTHALATE

2-CHLOROHAPHTHALENE

4-CHLOROPKEHYL PHEHYL ETHER

CHR7SEH2

DIBEHZO(A,B)AHTHRACENE

DI-N-BUTYL PHTHALATB

1 , 2-DICHLOROBENZZNE

1 , 3-DICHLOROBENZZNE

1 , 4-DICHLOROBENZEHB

3 , 3 • -DICHLOROBBHZIDIHE

DIZTRTL PBTKALATS

DIMETHYL PHTHALATB

2 , 4-DIHITROTOLUENB

2 , 6-DIHITROTOLUENE

DI-N-OCTYL PHTHALATB

1 , 2-DIPHENYLHYDRAZINE

DI-H-PROPYLNITROSAMINE

rLUORANTHENE

PLUORZHB

HEZACHLOROBENZENB

BEZACHLOROBUTADIEHE

HEZACHLOROC7CLOPENTADIENB

HEZACHLOROBTBANE
IHDEHO (1,2, 3-CD ) PYRENB

ISOPHORONE

HAPHTBALENE

HITROBENZEHH

H-HIIROSODIMETHYLAMINB

H-HITROSODIPHEHYLAMIHB

PHEHABTHRERE

PYREHB

1,2, 4-TRICHLOROBENZENB

SURROGATE COMPOUNDS

HITROBEHZEHB-d5

2-7LDOROB IPHENYL

TBRPHEHYL-dl4

LIMIT

(UG/L)

10

10

10

10

10

10
10

10

10
10

20
10

10

10

10

10

10

10

10

10
10

10
10

10
10

10

10

10

10

10

10
10

10

BLANK

(UG/L)

RD
HD

HD

HD

HD

HD

ND

ND

ND

HD

HD

HD

HD

HD

HD

HD

HD

HD

HD

HD

HD

BD

HD

RD

ND

HD

HD

HD

HD

HD

HD

HD

HB

RCVRY

79

62

79

KW109

(UG/L)

HD

HD

ND

ND .

HD

HD

HD

HD

HD

HD

HD

HD.

HD

HD

ND

HD

HD

HD

HD

HD

HD

HD

HD

ND

HD

HD

HD

HD

RD

HD

HD

RD

HD

RC7RY

57

48

63

KW109 ,

DUP

(UG/L)

HD

HD
HD

HD

HD

HD

HD

HD

ND

HD

HD

HD

HD

HD

ND

HD

HD

HD

HD

HD

HD

HD

HD

ND

HD

HD

RD

HD

HD

HD

HD

HD

ND

RC7RY

81

71

84



j. P.O. tJCJX tD3t> I o Suntij l-"u. Mew Mi !*H :i i k j /\.»\ i. * OUT OF BTATt

2'. hoars
M V'Ol Uorman Drive, Suite 340
Saint Louis, HO 63l4ii

Attn: Dave Pur ing ton

I)-a te IVeper Led :
Uorh Order:

Category:

UOT Ic ID:
P 0 U : 1994 3 -GO2

Certi <;i fed

04/16/90
05/16/9O
9O--Oq-263

OAMES &

2 o j990

r» I* i it 111 M )• .(••. it"ci iiur '.H|II;II i (i'i' or in 1:1 inniirliun wii fi mtr ir'itf if wil lutttt '^n-i:i:it i n n inc.'.tun n> 'it it n t > \

I
rSi rmt i i



. P.O. bHJX ij^td I <* Suni.u Kt), Now Mt.'xiru \.\/ '. >i i..-.' OUT OF STATE BOO/ J5*»ti-fc!1 ttti • FAX -

Pa^e 2 CEP, Inc. REPORT Work Order It 90-0*1-;
Received: 04/16/90 Results by Sample

SAIfll ID BJA FRACTION 01A 1EST CODE AB_S__ NAME GrossJliha/Bita
Date & Tune Collected 04_/i2??0 Category SOIL

Type Q\f Analysis Detection RESULT
L i m i t p CJ i / g

Gross Alpha 03 44. At/-!.Q

Gross Hcta O. 1 31..5t/'.-O. 6

All results repor ted in:

UN ITS BC_L/ 0.1 jam

AMPLE ID B1A FRACTION 01A TEST CODE CS1375 NAME Cesium-137
Date ?/ Tune Collected 04/12/90 Category SOIL

Type of Analysis Detection Limit RESULT
pCi/gram

Cesium-137 O. 1 O. 14 + /-Q. Ob

All resu l ts r e p o r t e d in.

UNITS pC

i i



H.LJ. LJU/^ UjvJLJ I «• iDUl lUiU I LJ. I - JLJV

Page 3
Received: 04/16/90

SAMPLE ID B1A

CEP, Inc. REPORT
Results by Sample

Work Order tt 70-04-263

FRACTION 01A TEST CODE ISOUJ NAME Isotopic Uranium
Date & lime Collected 04/12/90 Category SOIL.

SAMPLE ID

Type of Analysis

Urani um-234
Uraniuni-235
Uranium-238

DC tec tion
Limit pCi/<j

O. OS
O. O5
O. 05

All results report in:

UNITS pCi/qvam

RESULT

4. 2H-/-0. 5
Q. 6-*-/-O; g
1. 6+/-O. 3

FRACTION 01A TEST CODE K_40_5 NAME Potas5ium-4Q
Date & Tune Collected 04/12/90 Category SOIL

Type of Analysis RESULT

Potass i um-4O 11. 1 •+/-!

All results reported in:

UNITS

ii ' I ' l i i i ihi i i i i i l l i : i l i l i i -y iii-iMinl III In'i 'C|ii 'iiiliui;il wlinlly nrinii.il I I'"' :nl»i!i'liMin| i i i i i l / i i i ' i i l l i i : r | i i i i |M>M:Mi\/ i! i- i i i i r Mi|ii.ilnri> I H ' I I I i:iliini:r.liini wi l l i ln i i n.iini: wii lui i i l '.|iri:i.il |M: I I I I I ' ; - . I I I I I I im'
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Page 4
Received: 04/16/90

SAMPLE ID B1A

CEP, Inc. REPORT
Results by Sample

Work Order ft 90-04-263

FRACTION 01A TEST CODE R262BS NAME Radiu/r226/228
Date & Time Collected 04/12/90 Category SOIL

Type of Analysis

Radium-226

Radium-228

SAMPLE ID B1A

Detec t ion
L i m i t pC i / i ]

RESULT

O. L

O. 1

All results report in:

41. 4 + /-Q.

<Q. 1

UNITS nC i/gram

FRACTION 01A TEST CODE JH2305 NAME Thoriuiii-23Q
Date !< Time Collected 04/12/90 Category SOIL

Type of Analysis

Thorium-23Q

D e t e c t i o n L i m i t
pC i / g r a < n

O. 05

RESULT

<0. 2

All results reported in:

UNITS nCj/qrani

i i i—i i i 'iii'iiir.iiiiiii'i:liuii willniiii iiiililî  wilhiiiil •iiicr



H.O. tJLJX taLJtj I * tiui il.u |-u. Mew Mi;~i. :i i LI.-': .1 li.! OUT OF BTATC UOO/ti4fc>-21 tlfcl • FAX

Page 5
Received: 04/16/90

SAMPLE ID 61A

CEP, Inc. REPORT
Results by Sample

Work Order tt 90-04-263

FRACTION OlA TEST CODE IH2325 NAME ThQnu(r232
Date & Time Collected 04/12/90 Category SOIL

Tgpe of Analysis

Thorium-232

Detection Limit
pC i/gram

O. Ob

RESULT

O. 96<-/-Q. 18

All results reported in:

UNITS pCi/qram

SAMPLE ID B2A FRACTION Q2A TEST CODE ABJ
Date !< Time "Collected 04/12/90

NAME Gross Alpha/Beta
Category SOIL

Type of Analysis Detec Lion
Limit pCi/q

Gross Alpha

Gross Beta

O. 3

O. 1

All results reported in:

UNITS pCi/qram

RESULT

199. . 4

. 5+/-Q. 5

I I I



' '. % t-» Ut < t b I «_..— .
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Page 6 CEP, Inc. REPORT Work Order ft 90-04-263
Received: 04/16/90 Results by Sample

SAMPLE ID B2A FRACTION 02A TESI CODE CS1375 NAME Cesium-137
Date ?/. Time Collected 04/12/90 Category SOIL

Type of Analysis Detection Limit RESULT
pCi/gram

Cesium-137 O. J <Q. 1

All results reported in:

UN i TS a£_tZ.ar.3H»

SAMPLE ID B2A FRACTION 02A TEST CODE ISQU_S NAME Isotopic Uranium
Date & Time Collected 04/12/90 Category SOIL

Type of Analysis Detection RESULT
L i tit i t (i C i / Q

Uranium-234 O O5 14: ̂>/-O. 8
Uranium-235 O. OS O 2+/-Q._ 1
Uraniurn-238 O O5

All results report in:

UNITS pC



I P.IJ. I.ILJX iaLdta'l w tiui iLLi ht;. Nuvw i'/i«.:/-u .•• I.I/: ii i.-? OUT OF t»TATt tioux

Page 7
Received: 04/16/90

SAMPLE ID B2A

CEP, Inc. REPORT
Results by Sample

Work Order tt 90-04-263

FRACTION 02A_ TEST CODE KJOj NAME Potass iyiHQ
Date & Time Collected 04/12/90 Category SOIL.

Type of Analysis RESULT

Potass i uin-4O

All results reported in:

UNITS nCi/qram

SAMPLE ID B2A FRACTION Q2A TEST CODE R2628S NAME HadiUffl-226/228
Date */ Tune Collected 04/12/90 Category SOIL

Type of Analysis

Radium-226

Radium-228

Detect!on
Limit pCi/q

O 6

O. 1

All results report in:

UNITS pCi /gram

RESULT

132+/-B

150+/-38

I ' l l
MII '.M|ii;il in if nr in runner I if in wil li out n;ninr will unit •.inrri.il |M-i tiir.-.n ••> il ii.'i
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Page 8 CEP, Inc. REPORT Work Order It 90-04-263
Received: 04/16/90 Results by Sample

SAMPLE ID B2A FRACTION 02A TEST CODE TH2305 NAME Thorium-230
Date & Time Collected 04/12/90 Category SOIL

Type of Analysis Detection Limit RESULT
pCi/gram

Thorium-23O 0. 05 <0.

All results reported in:

UN I TS _ pC

CAMPLE ID B2A _ FRACTION 02A TEST CODE TH2325 NAME Thorium-232
Date ?/. Time Collected 04/12/90 Category SOIL

Type of Analysis Detection Limit RESULT
pCi/gram

Thorium-232 O. OS 1. 3+/-O. 5

All results reported in:

UNITS pCl/qram



Page 1
Received: 04/13/90

ITRSL Oil Ritfge REPORT
05/15/90 15:53:05

«ork Order t SO-04-048

•

j
j

REPORT DAMES t MOORE
TO 11701 BORHAN DRIVE

PREPARED IT/RADIOLDCICAL SCIENCES LAP.
BY 1550 BEAR CREEK ROAD

SUITE 340 OAK RIME. TN 37821
ST. LOUIS. HO

ATTEN DAVID PURINCTDN ATTEN ERS
^CERTIFIED BY

PHOC 615-482-9707 CCNTACT JIM PILLARD
CLIENT DAHE3 ST
COT ANY

SAffLS 19

FACILITY ST. LOUIS. HO

ID SOIL SABLES
TAKEN
TRANS

TYPE
P. 0. t

I'WOICE UTijer spsarst? cover

SAWLE IDENT!F!CATIC,V
01 SI
2 S3

2SLSL
Oa C2

0° UB-3
-.0 l'3-t
11 UB-5
12 UB-6
13 Bi-A
14 31-9
HlhL
16 B2-A
«7 B2-3
19 B5-C
19 BK5

TEST CCCE3 and NAMES used on this report
CROSS ALPHA
CROSS 3ETA

SPEC

U-225/S26
U-22B

i



•533 1 I73SL C3k Ridge SErCST Wort Qrier * SO-34-C48
::ecaived: 04/13/90 .Results by SaJioie

I
j
1

1
I

1

1 — ! .

I

I

I

I

••WPLE ID 31 _ FRACTION 01A TEBT CGDE 5S NAf£ yKKA =FECFRACTION 01A TEBT CGDE 5S
Date i Tise Csilscted 0^/1.2/-0

UNITS ;Ci/a VERIFIED 3Y ESS
!3TN 05/15/90

3AWA SPEC RESULT 2-IB1A OPrH SESILT Z-SI5I1A

K-40 1. TTE-rl 0.2CE+1 CROSS ALPHA 2.21E-4 I. lEE-r-
CS-127 <2. CE-l WCS3 HETA 2.67E-rl 1.10E-!
RA-226 1. ISE :̂ 0. IcE-n) 'J-2;4 1.01E-0 0.25EH3

U-2:3 3.34E-i 2.2CE-!
TH-i;0 1. ZSErO 0. :2E-"J

L«i73 sCi/e l^?.IFIED 2Y SHS
T?J 05/15/90

«WA SPEC SE5LU 2-9IGWA

X--W 5. iZS-0 0.95E-KI MCS3 ALPHA 1.74£*l 0.77E->1
RA-22o 1.1EE-"] 0. !S*0 MOSS 2ETA 2.57E+1 0.91E*1
RA-223 1.29E-H) 0. lit-HJ U-224 9.51E-1 2.A9E-1
CS-127 6.95E-2 124E-2 y-225/C6 C6.3E-1

•J-S3 1.07E-HD 0.29E--3
717-220 2.25ET-:- 0. 40EH)
Tri-2:2 1.17EH3 0.2:£rO

-.aieacru



Page 2
Received: 04/13/90

SAffLE IDS

ITHSL bk Ridge REPORT
Results by Saaple

Work Order * 50-04-448

FRACTION 03A TEST CODE CS HAS CAMA SPEC
Date & Tiae Collected 04/12/90 " C a t e g o r y

UNITS pCi/g
WRTN 05/15/90

VERIFIED BY RDJ

GAH1A SPEC RESULT 2-SIK1A OTHER RESULT 2-SICMA

R-40
CS-137
RA-226
RA-228

1. 02E+1
<ZOE-1
7.B2E-1
5.B6E-1

0. 14E+1

O.S4E-1
1.Q2E-1

GROSS ALPHA
GROSS BETA
U-234
U-235/236
U-228
TH-230
TH-232

2.32E+1
1.79E+1
7. 48E-!
<h. OE-1
7. S2E-1
2.55E-M3
7. 05E-1

0. 91E+1
0. 76E+1
1.91E-1

1. 96E-1
0. 44E-K)
1.81E-1

SAtfLE ID S4 FRACTION 044 TEST CODE S3 NAtiE CAH1A SPEC
Date i Tiae Csllectafl 04/12/90

UNITS pCi / i
WRTN 05/15/90

VERIFIED BY ERS

CAWIA SPEC RESULT 2-SICftA OTHER RESULT 2-SIGHA

R-40
CS-137
RA-226
RA-228

1.09E+1
<0.2
1.18E-K)
1.26E+0

0. IS+l

0.11E»0
0.16E-K)

CROSS ALPHA
GROSS BETA
U-234
U-235/236
U-238
TH-230
TH-232

2.19E+2
Z73E+1
1.06E-0
<6.0E-1
6.38E-1

1.08E+0

0. 50E+2
0.94E+1
0.28E-K)

2.10E-1
0.49E-H)
0.29E+0



Page 3
Received: 04/13/90

ITRSL Dai Ridge REPORT
Results bq Saaple

Work Order I SO-04-048

SAMPLE ID Cl
Date 1 Tiae Collected 04/12/90 Cateaoru

"P UNITS DCi/o
._ WJTN 05/15/90

1
•fa GAfflA SPEC RESULT

K-40 1. 01E+1
--̂  CS-137 <2. OE-1
• RA-226 1. 06E-H)

-• RA-223 1. 22E+0

i
}
i

P EAIfLE ID C2

!

UNITS pCi/g
WRTN 05/15/90

6A.1HA SPEC RESULT
r •

i — - K-40 1.S2E+1
CS-137 <ZOE-1

r * RA-226 1. 15E-K)
[ RA-223 1.29E-K)

! *

i
i .

r
!

L.

r '

i. —

L —

I

2-SICHA OTHER

0. 14E+1 CROSS ALPHA
CROSS BETA

0. 11E-H) U-234
0. ItE-K) U-235/236

U-238
TH-220
TH-222

VERIFIED BY RDJ

r

RESULT 2-SIGMA

1.50E+1 0.71E-H
2. 55E+1 1. OlE-H
9. 51E-1 2. 80E-1
<6. OE-1
9. 51E-1 2. 80E-1
2. 22E-rO 0. 4SE+0
1. 32E^O 0. 32E+0

FRACTION OW TEST CODE GS NAKE 6AWA SPEC
Date & Tiae Collect

2-SICMA OTKEH

0.29E+1 CROSS ALPHA
CflOSSBETA

0. 12E+0 U-234
0. 18E-K) U-235/236

U-238
TH-230
TH-222

BO 04/12/90 Ci«Qoru

VERIFIED BY RDJ

RESULT 2-SI61A

1. 34E+1 0. B2E+1
Z1BE+1 0.98E+1
1. 02E-K) 0. 24E-K)
<4.0E-1
7. 65E-1 2. 01E-1
2. 37E-K) 0. 43E+0
1. 22E-H) 0. 27E-H)



Page 4
Received: 04/13/90

SAffLE IDUB-1

URSL Oak Ridge REPORT
Results btj Saaple

Work Order I SO-04-048

FRACTICN OTA TEST CODE 8S WTE CAHHA SPEC
Date & Tiae Collected 04/12/90~ ~ Category

UNITS
tWTN 05/15/90

VERIFIED BY RDJ

GAW1A SPEC RESULT 2-SIK1A OTHER RESULT 2-SIGMA

K-40
CS-137
RA-226
RA-223

9. 91E+0
2.97E-1
1.02E-K)
1. 11E-K)

1.3iE-H)
0. 55E-1
0.10E-K)
0. 14E+0

GROSS ALPHA
GROSS SETA
U-224
U-235/236
U-Z2
TH-S20
TH-23

2.36E-H
2. 35E-H
1.27E-H)
C6. OE-i
1. 04E-K)
2.53E+0
9. 85E-1

0. 99E-H
0. 85E+1
0. 25E+0

0.22E^O
0. 50E-K)
2. 68E-1

SArtPLE ID U3-2 FRACTICN CSA
Date i Tioe Coilsctzd

TEST CODE GS NAME CAWA SPEC
Category

UNITS pCi/q
URTN 05/15/90

VERIFIED BY RDJ

CAWA SPEC RESULT 2-SIftlA OTffi? RESULT 2-SI6HA

K-40
CS-137
RA-226
RA-223

1. 17E+1
3. 05E-1
1. 15E+0
1.22E+0

0. 16E+1
0. 59E-1
0. 11EHK)
0.15E-H3

GROSS ALPHA
GROSS BETA
U-234
U-235/236
U-238
TK-Z30
TH-232

2.60E+1
100E+1
1.22E+0
<6.0E-1
1.22E+0
1.83E+0
1. 16E+0

1. OlE+i
1.11E+1
0.25E+0

0.25E-K)
0. 43E+0
0.33E+0



I
I
I

Page 5
Received: 04/13/90

SAMPLE IDUB-3

ITRSL Oak Ridge REPORT
Results by Saaple

Uork Order t 50-04-048

UNITS pCi/o
NRTN 05/15/90

FRACTION 09A TEST CODE CS NAME CAHHA SPEC
Date It Tine Collected 04/12/90 Categorg

VERIFIED BY RDJ

CAHHA SPEC RESULT 2-SICJW OTfO RESULT 2-SISMA

K-40
CS-137
RA-226
RA-228

1. 46E+1
2.42E-1
1.16E+0
1.22E-K)

o. 19E+1
0.5SE-1
0. HE-rO

0. ItE-H)

CROSS ALPHA
CROSS BETA
U-234
U-235/226
U-239
TH-220
TH-232

2.58E+1
3. 11E+1
9. 10E-1
<4. CE-1
9. 24E-1
2.23E+0
1. 18E-K)

1. 01E+1
1. 09E+1
1.9BE-1

2.00E-1
0.46E-K)
0. 30E+0

— SAJ1PLE ID U3-4 NAKE CAW«A SPEC
Data & Tibe Collected 04/12/T? Category

UNITS pCi/g VERIFIED BY RW
WTN 05/15/90

CAfWASPEC

R-40
CS-137
RA-226
RA-22B

RESULT

1.77E+1
<2.0E-1
1.07E+0
1.35E+0

2-SI5fW OTHES

0.29E+1 GROSS ALPHA
CROSS BETA

0. 12E+0 U-234
0.2QE+0 U-235/236

U-238
TH-230
TH-232

RESULT

2.0QE+1
2.90E+1
9. 52E-1
<6.0E-1
7.38E-1
2.11E-H)
1.07E+0

2-SIGHA

0.85E41
0.99E+1
2. 11E-1

1.82E-1
0.42E-HJ
0.27E-H3



J|

1 £i;
J| •*

i
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"1

1
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6 ITREL Oak Ridge R
ived: 04/13/90 Results by 5a0p

LE ID UB-5 FRACTION 11A TES

UNITS oCi/o
WTN 05/15/90

CAWtA SPEC RESULT

K-4Q 1.86E+1
CS-137 <2. OE-1
RA-226 1. 14E+0
RA-223 1. 55E+0

Date it TiaTCollect

PORT
le

T CODECS
ed 04/157^

Uork Order 1 50-04-048

NAME CAfflA SPEC
?0~~ Cateooru

VERIFIED BY RDJ

2-SIGHA OTffi?

0.30E-H CROSS ALPHA
CROSS BETA

0. 13E+0 U-Z34
0. 22E+0 U-235/236

U-238
TH-230
TH-232

RESULT

1.83E+1
2. 56E+1
1.27E+0
C6.0E-1
9.71E-1
3. 06E-K)
l.ME+0

r

2-SISJ1A

0.83E+1
0. 97E+1
0. 26E-K)

2. 17E-1
0. i5E+0
0.42E-H)

SAMPLE ID UB-6 FRACTION ISA TEST COEE OS MAKE OAHHA SPEC
Diti k TisTCallected C4/lS7?7~ wiegory

UNITS pCi/q
URTN 05/15/90

VERIFIED BY RDJ

CAWA SPEC RESULT 2-SI6MA OTHER RESULT 2-SIGMA

K-4Q
CS-137
RA-266
RA-228

1.97E+1
2.13E-1
1.23E+0
1.52E-KJ

0.32E+1
0.54E-1
0.14E-H)
0.21E-KJ

CROSS ALPHA
CROSS BETA
U-234
U-235/236
U-238
TH-230
TH-232

2.75E+1
2. 51E+1
1.19E+0
<4.0E-1
1.16E+0
2.52E+0
1.23E+0

0.99E41
0. BOE+l
0.27E-K)

0.26E-K)
0.52E-KJ
0.32E-K)



1
1

11-1
11
1
1
1
1
1
1
1
1
1

rage 7 ITRSL Oak Ridge REPORT
Received: 04/13/90 Results by Saaple

SAMPLE ID Bl-A

UNITS oCi/a
URN 05/15/90

GAiflA SPEC RESULT

MO 1. 24E+1
CS-137 <2. OE-1
RA-22a 3.95E+1
RA-228 9. 59E-1

SAMPLE ID B 1-9

UNITS pCi/g
WRTN 05/15/90

CAWA SPEC RESULT

K-40 6. 78E+0
CS-137 <2.0E-i
RA-226 2.96E+1
RA-228 9. 55E-1

FRACTION 13A TEST CODE 6S
Date fc

Work Order i 50-04-048

NA)C GAIK1A SPEC
Ti«e Collected 04/12/^0 Catenoru

VERIFIED BY RDJ

2-SIK1A

0.22E+1

0.32E+1
3.40E-1

OTHER

GROSS ALPHA
GROSS BETA
U-234
U-235/23i
U-238

TH-232

RESULT

1. 65E+3
3. 13E+2
7. 91E-K)
Cfi.OE-1
6. 90E-K)

5. 05E+0

FRACTION W TEST CODE G3
Cats i Tiae uallsc:ed 04/1Z7S

r

2-SIGMA

0.34E+3
0. 66E+2
1.03E+0

0.92E-K)
0.37E+3
1. 59E-K)

•

NAME CAttKA SPEC
j i,ate(|or\(

VERIFIED BY RDJ

2-SICHA

1.45E-K)

0. 4SE+1
2.97E-1

OTHER

GROSS ALPHA
GROSS BETA
U-234
U-235/236
U-228
TH-220
TH-232

RESULT

1.98E+3
3.04E+2
6.33E-K)
<i. OE-1
6.33E-fO
1. 39E+3
4. 11E+0

2-SIGHA

0. 4CE+3
0.64E^2
1.06E-K)

1.06E-HJ
0.27E+3
1.12E+0



1
1
1
1
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1

1
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1
1
1
1
11

»

rage 8 ITRSL Oak Ric
Received: 04/13/90 Ri

SAMPLE ID Bl-C FRACT]

UNITS pCi/o
WRTN 05/15/90

CA.T1A SPEC RESULT

K-40 1. 16E+1
CS-137 3. 21E-1
RA-226 2. 40E+1
RA-22B 1. 29E+C

SAWLE ID B2-A

UNITS oCi/a
URTN 05/15/90

CAMHA SPEC RESULT

K-40 9. 40E+0
CS-137 CL OE+1
RA-22i 1. 51E+1
RA-228 1.25E-K)

Date !

ge REPORT
>sults by Sanple

ON ISA TEST CODE CS
i Tiae Collected 04/127

Uork Order 1 SO-04-04B

NAME CAMMA SPEC
W Cateaora

VERIFIED BY RDJ

2-SI6.1A

0.20E+1
0.90E-1
0.37E+1
0.2SE+0

FP.ACT1
Date !

OTKEH

GROSS ALPHA
GROSS BETA
U-234
U-235/236
U-223
TH-230
TK-232

RESULT

1. 81E+3
2.74E+2
7.44E-K)
<6. OE-i
7.QCE+0

6. 69E+0

CN 14A TEST CCEE GS
t TiaTCollected 04/127

r

2-SICMA

0.37E+3
0. 5SE+2

1.04E+0

0. 99E-K)
0. 3tE+3

IISE'+O

NAME CAMflA SPEC
;^3 Category

VEHIFIED BY RDJ

2-SIB1A

1.B3E-K)

0. 19E-H
0.36E-K)

OT>£R

GROSS ALPHA
GROSS BETA
U-234
U-235/236
U-228
TH-230
TH-222

RESULT

7.81E+3
9.69E+2
1. 80E+1
2.13E-K)
1. ME+l
3.72E+3
4. 53E-K)

2-SIGJ1A

1.57E+3
1.97E+2
0.24Efl
0.44E-KJ
0. 14E+1
0. 7EE+3
1. 31E-K)



m

I

I

I

I

1

1

I

rage 8 ITRSL Oak Ridge REPORT Uork Order I SO-04-048
Received: 04/13/90 Results by Sanple

SAKPLE ID Bl-C FRACTION ISA TEST CODE CS NAME GAHHA SPEC
Date & Tiae Collected 04/12/90 ' Category

UNITS pCi/o VERIFIED BY RDJ
WRTN 05/15/90

CAW1A SPEC RESULT 2-SIR1A OTKES RESULT 2-SIGMA

K-40
CS-137
RA-226
RA-229

1. 16E+1
3. 21E-1
2.40E+1
1. 29E+C

0.20E+1
0.90E-1
0.37E+1
0.2iE-K)

CfiOSS ALPHA
CROSS BETA
U-234
U-235/236
U-223
TH-2GO
TH-232

1. B1E+3
2.74E+2
7.44E-H3
<6. OE-i
7. OCE+0
1. 43Ê 2
6. 69E+C

0.37E+3
0. 5EE+2
1.04E+0

0. 99E+0
0. 3iE-̂ 3
IISE^O

SAMPLE 12 B2-A FRACTION !6A TEST CODE GS HAKE CAIW SPEC
Date d TiaTCollecied 04/1?

UNITS oCi/o VERIFIED BY RDJ
WRTN 05/15/90

GAWW SPEC RESULT 2-SI6HA OTffiR RESULT 2-SICMA

K-40
CS-137
RA-226
RA-228

9.40E+0
<2.0E+1
1. 51E+1
1.25E-H)

1.B3E-K5

0. 19E+1
0.36E-H)

GROSS ALPHA
CROSS BETA
U-234
U-235/236
U-229
TH-230
TH-222

7. B1E+3
9. 69E+2
1. BOE+1
113E+0
1. 14E+1
3.72E+3
4. 53E+0

1.57E+3
1.97E+2
0.24E+1
0.44E+0
0. 16E+1
0. 7EE+3
1.31E-H)



]'
I

I

Page 9
Received: 04/13/90

SAWLE ID B2-3

ITRSL Oak Ridge REPORT
Results by Saaple

Work Order I SO-04-048

FRACTION 17A TEST CODE CS NMC SAfflA SPEC
Date & Tiae Collected 0 4 / 1 2 / 9 0 C a t e g o r y

UNITS pCi/q
VHTN 05/15/90

VERIFIED BY RDJ

GAHMA SPEC RESULT 2-SISHA OTHER RESULT 2-SIW1A

^-— 1

|
-••

i

1

1

1

K-4Q 9.1SE-H) 1.72E-K) CROSS ALPHA
CS-137 <2. OE-1 GROSS BETA
RA-226 5.93ET1 0.47E+1 U-S34
RA-22S 1.1BE+0 0.31E-KJ U-235/236

U-238
TH-220
TH-232

5. 5iE+3
7.7iE^2
1. 13E+1
<6. OE-i
6. 53E-K3
2.82E+3
1. 31E+!

J SAMPLE !S 32-C FRACTION ISA TEST CODE 53
Dsts I Tiae Collected 04/1277

J

I

|
IBM

:i
i
i
i

i

:i
i
i

UNITS pCi/q
WTN 05/15/90

CAWW SPEC RESULT 2-5IWA OTHER

K-40 9. 53E+0 1. 61E+0 CROSS ALPHA
CS-137 <2. OE-1 CROSS BETA
RA-2Z6 9.B8E-K) 1.59E+0 U-234
RA-228 9.90E-1 1.72E-1 U-235/226

U-238
TH-230
TH-222

1. 12E+3
1. 59E*2
0. ISE+l

0.92ErO
0. 5EE+3
0. 30E+1

NAME SAWIA SPEC
3~ iatecoru

VOIFIED BY RDJ

RESULT

l.OBE+3
1. 49E+2
1.98E+0
6. 61E-1
2.14E-K)
5. 74E-̂ 2
1.16E+0

2-SISMA

0.22E+3
0. 35E+2
0.32E+0
1.62E-1
0.35E+0
1. 13E+2
0. 49E+0



Page 10 ITRSL Oak Ridge REPORT Uork Order t SQ-04-048
Received: 04/13/90 Results by Saaple

SAMPLE ID m FRACTION 19A TEST CODE SS NAME CAHHA SPEC
Date & Tiae Collected 04/12/90 " t a t i g o r y

!

I ^

I
r-i

I

I

I

I

I

I

I

I

I

1

I

I

i
i

UNITS oCi/a VERIFIED BY RDJ
WHTN 05/15/90

CAffitt SPEC RESULT 2-3ICJ1A OTE? RESULT 2-SIGMA

K-40 1.81E+1 0.29E+1 GROSS ALPHA 3.3QE+1 1.14E+1
CS-137 <10E-1 CROSS SETA 2.79E+1 0.96E+1
RA-226 1.09E-K5 0.1SE-K) U-234 1.12-H) 0.31E-H)
RA-223 1.32E*0 0. IcE-rO V-225/236 <6.CE-1

U-238 l.HE+0 0.31E+0
TH-220 3.5S-K) 0.61E-K)
TH-222 1.54E^O 0.32E-H)



SOUTHWEST LABORATORY
OF OKLAHOMA, INC.

May 7, 1990

David Purington
DAMES & MOORE
11701 Borman Drive, Suite 340
St. Louis, Missouri 63146

Project: 19943 - 002; Ford Earth City

Dear Mr. Purington:

Enclosed are the analytical results for your samples received
in our laboratory on April 17, 1990, for the above captioned
project.

All the samples were originally extracted on April 17, 1990.
The acid surrogates were outside QC limits for sample MW105,
MW106 and MW107. These samples were re-extracted on April 26,
1990 and re-analyzed on May 1, 1990. The acid surrogates also
did not meet the recovery criteria for sample MW105 and MW106.
This indicated a matrix effect. We have reported the data from
the reanalyses for these three sampls.

Per your request we have preformed a matrix spike and duplicate
for the following samples;

MW101 (cyanide), MW105 (metals)

Additional Matrix Spike/Matrix Spike Duplicates will follow
with the completion of the remaining portion of this project.

If, in your review, you should have any questions or require
additional information, please call.

Sincerely,

DAMES & MOORS

M A Y 0 8 1 9 S O

Randy Staggs
Project Manager

RS/j 1

Enclosures

1700 WEST ALBANY. SUITE C • BROKEN ARROW. OK 74012
(918)251-2858 • FAX(918) 251-2599



XJtl V
J700 W. Albany . Suite "C" . 5/oArwi Oklahoma 74012 . 91&-251-2858

[ENT: DAMES & MOORE
11701 BORMAN DRIVE, SUITE 340
ST. LOUIS, MO 63146
ATTN: DAVID PURINGTON

REPORT: 2383.01M

DATE: 05-07-90

SAMPLE MATRIX: WATER
SWLO # 2338.01
DATE SUBMITTED: 04-17-90
PROJECT: 19943 - 002; FORD EARTH CITY
SAMPLE ID: MW101

JRAMETER

1«TAL CYANIDE

OTAL METALS

3SEN 1C
AD

JRCURY
LEiMIUM
ALLIUM

iNTIMQNY

fRYLLIUM
DMIUM

CHROMIUM

1PFER
CKEL
LVER

IINC

DET.
LIMIT

0 . 02

10.0
3 . 0
0.2
5.0
10.0
30 . 0
5.0
5.0
5.0
10.0
10.0
10.0
10.0

UNIT

mg/L

uq/L
ug/L
ug/L
ug/L
ug/L
uq/L
ug/L
uq/L
ug/L
ug/L
ug/L
ug/L
ug/L

DATE
RESULTS ANALYZED

ND

ND
ND
ND
N.D
ND
ND
ND
ND
ND
152
ND
ND
102

04-27-90

05-02-90
05-01-90
04-25-90
05-02-90
05-01-90
04-25-90
04-25-90
04-25-90
04-25-90
04-25-90
04-25-90
04-25-90
04-25-90

METHOD
REFERENCE

SM 412D

EPA 206.2
EPA 239.2
EPA 245.1
EPA 270.2
EPA 279.2
EPA 200.7
EPA 200.7
EPA 200.7
EPA 200.7
EPA 200.7
EPA 200.7
EPA 200.7
EPA 200.7

• •«»

""1

1
1PA = *EPA600/4-79-020, MARCH 1985

= NOT DETECTED ABOVE DUANTITATION LIMIT
-3M = STANDARD METHOD, 16TH EDITION

I

I



1700 W. Albany . Suite "C" . Broken Arrow, Oklahoma 74012 . 918-251-2858

[ENT: DAMES & MOORE REPORT: 23B8.01H
11701 BORMAN DRIVE, SUITE 340
ST. LOUIS, MO 63146 DATE: 05-07-90
ATTN: DAVID PURINGTON

SAMPLE MATRIX: WATER
SWLO # 2388.01
DATE SUBMITTED: 04-17-90
DATE EXTRACTED: 04-27-90
DATE ANALYZED: 05-02-90
METHOD REFERENCE: SW846-8150, EPA METHODOLOGY
PROJECT: 19943 - 002; FORD EARTH CITY
SAMPLE ID: MW101

RESULTS REPORTED IN ug/L OR Parts Per Billion

DET.
HERBICIDES LIMIT RESULTS

2,4-D 1.0 ND
2,4,5-TP (SILVEX) 0.2 ND

QA/QC SURROGATE RECOVERY

2,4,5-T (10-98) 857.

= NOT DETECTED ABOVE QUANTITATION LIMIT
= ESTIMATED VALUE: CONCENTRATION BELOW LIMIT OF OUANTITATION
= ANALYTE DETECTED IN BLANK AS WELL AS SAMPLE
= SURROGATE RECOVERY OUTSIDE OF QC LIMITS



I
2700 W. Albany . Suite "C" . Broken Arrow, Oklahoma 74012 . 918-251-2858

;LKNT: DAMES 4 MOORE REPORT: 2388.01P
• 11701 BORMAN DRIVE, SUITE 340

1 ST. LOUIS, MO 63146 DATE: 05-07-90
ATTN: DAVID PURINGTON

I

I

SAMPLE MATRIX: WATER
SULO tt 2388.01
DATE SUBMITTED: 04-17-90
DATE EXTRACTED: 04-17-90
DATE ANALYZED : 05-01-90
METHOD REFERENCE: SW846-8080, EPA METHODOLOGY
SAMPLE ID: MW101

RESULTS REPORTED IN ug/L OR Parts Per Billion (PPB)

PESTICIDES/PCS'S DETECTION! LIHIT RESULTS

ALPHA-BHC 0.05 ND
BETA-BHC 0.05 ND
DELTA-BHC 0.05 ND
GAMMA-BHC(LINDANE) 0.05 ND
HEPTACHLQR 0.05 ND
ALDRISI 0.05 ND
HEPTACHLOR EPOXIDE 0.05 ' ND
ENDOSULFAN I 0.05 ND
DIELDRIN 0.1 ND
4,4-DDE 0.1 ND
ENDRIN 0.1 ND
ENDOSULFAN H 0.1 ND
4,4-DDD 0.1 ND
ENDOSULFAN SULFATE 0.1 ND
4,4-DDT 0.1 ND
METHOXYCHLOR 0.5 ND
ENDRIN KETONE 0.1 ND
ALPHA-CHLORDANE 0.5 ND
GAMMA-CHLORDANE 0.5 ND
TOXAPHENE 1.0 ND
AROCHLOR-1016 0.5 ND
AROCHLOR-1221 0.5 ND
AROCHLOR-1232 0.5 ND
AROCHLOR-1242 0.5 ND
AROCHLOR-1248 0.5 ND
AROCHLOR-1254 1.0 ND
AROCHLOR-1260 1.0 ND

QA/5C SURROGATE RECOVERIES

DIBUTYLCHLORENDATE (24-154) 94*

ND = NOT DETECTED ABOVE QUANTITATION LIMIT
J = ESTIMATED VALUE: CONCENTRATION BELOW LIMIT OF QUANTITATION
B = ANALYTE DETECTED IN BLANK AS WELL AS SAMPLE
* = SURROGATE RECOVERY OUTSIDE OF G1C LIMITS



SOUTHWEST LABOKAJLUKi ur
1700 W. Albany . Suite "C . Broken Arrow, Oklahoma 74012 918-251-2858

DAMES & MOORE
11701 BORMAN DRIVE, SUITE 340
ST. LOUIS, MO 63146
ATTN: DAVID PURINGTON

SAMPLE MATRIX: WATER
SULO ft 2388.01
DATE SUBMITTED: 04-17-90
DATE ANALYZED : 04-18-90
METHOD REFERENCE: SU846-8240, EPA METHODOLOGY
PROJECT: 19943 - 002; FORD EARTH CITY
SAMPLE ID: MW101

RESULTS REPORTED IN uq/L OR Parts Per Billion (PPB)

REPORT: 2388.01V

DATE: 05-07-90

•j.'•dJTiATILE5

"sBORQMETHANE

DET.
LIMIT RESULTS

'NYL CHLORIDE
LOROETHANE
fHYLENE CHLORIDE

-^ACETONE
j:BON DISULFIDE
-DICHLOROETHENE

i-DICHLOROETHANE
^iNS-l,2-DICHLOROETHENE

.J.OROFORM
ilH-DICHLOROETHANE
ia-BUTANONE

M., l-TRICHLOROETHANE
'CpBON TETRACHLORIDE
!^INYL ACETATE

""j)MODICHLOROMETHANE

10
10
10
10
5
10
5
5
5
5
5
5
10
5
5
10
5

ND
ND
ND
ND

13 B
5 J

ND
ND
ND

ND
ND
ND
ND
ND
ND
ND

VOLATILES

1,1,2,2-TET.RACHLOROETHANE
1,2-DICHLOROPROPANE
TRAN5-1,3-DICHLOROPROPENE
TRICHLORCETHENE
DIEJROMOCHLOROMETHANE
1,1,2-TRICHLOROETHANE
BENZENE
CIS-1,3-DICHLOROPROPENE
2-CHLOROETHYLVINYLETHER
BROMOFORM
2-HEXANONE
4-METHYL-2-PENTANONE
TETRACHLOROETHENE
TOLUENE
CHLORQBENZENE
ETHYLBENZENE
STYRENE
TOTAL XYLENES

DET.
LIHIT RESULTS

5
5
5
5
5
5
5
5
10
5
10
10
5
5
5
5
5
5

ND
MD
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND

• QA/QC SURROGATE RECOVERIES

.inLUENE-d8(88-110) 97': BROMOFLUORQBENZENE(86-115) 93* 1,2-DICHLOROETHANE-d4(76-114) 97?

I
:iD = NOT DETECTED ABOVE QUANTITATION LIMIT
"^ = ESTIMATED VALUE: CONCENTRATION BELOU LIMIT OF QUANTITATION
M = ANALYTE DETECTED IN BLANK AS WELL AS SAMPLE
• = SURROGATE RECOVERY OUTSIDE OF QC LIMITS

I

I



I 2700 W. Albany . Suite "C" . Broken Arrow, Oklahoma 74012 . 918-251-2858

:S 4 MOORE
TtM BORMAN DRIVE. SUITE 340
JpUIS, MO 63146
|l: DAVID PURINGTON

1* MATRIX: WATER
-O» 2388.01
_IOD REF.: SU846-8270, EPA METHODOLOGY

: 19943 - 002: FORD EARTH CITY
ID:

REPORT: 2388.01B

DATE: 05-07-90

DATE SUBMITTED: 04-17-90
DATE EXTRACTED: 04-17-90
DATE ANALYZED : 04-26-90

LATILE5
DET. RESULTS
LIMIT (uo/L) SEMIVOLATILES

3JJ-CHLOROETHYL)ETHER
afloROPHENOL

rDICHLOROBENZENEalCHLOROBENZENE
L ALCOHOL

-DICHLOROBENZENE
fijHYLPHENOL
3I-CHLORO i SOPROP YL)ETHER
"TTHYLPHENOL

JRQSO-DI-n-PROPYLAHINE
XflHLOROETHANE
IffiBENZENE

pHORONE
ITJ|ROPHENOL
aBlMETHYLPHENOL
"~:OIC ACID
_k-CHLOROETHOXY)METHANE
ijJlCHLOROPHENOL

S
-TRICHLOROBENZENE
HALENE
OROANILINE

_ HLOROBUTADIENE
HLORO-3-hETHYLPHENOL

-•HYLNAPHTHALENE
<BHLOROCYCLOPENTADIENE
-,6-TRICHLOROPHENOL
j*-TRICHLOROPHENOL
CmORONAPHTHALENE
b^F

^•HYLPHTHALATE
rftpHTHYLENE
NWROANILINE

10
10
10
10
10
10
10
10
10
10
10
10
10
10
10
10
50
10
10
10
10
10
10
10
10
10
10
50
10
50
10
10
50

ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND

ACENAPHTHENE
2,4-DINITROPHENOL
4-NITROPHENOL
DIBENZOFURAN
2,4-DINITROTOLUENE
2,6-DINITROTOLUENE
DIETHYLPHTHALATE
4-CHLOROPHENYL-PHENYLETHER
FLUORENE
4-NITROANILINE
4,6-DINITRO 2-METHYLPHENOL
N-NITROSODIPHENYLAMINE(l)
4-3ROMOPHENYL-PHENYLETHER
HEXACIiLOROBENZENE
PENTACHLOROPHENOL
PHENANTHRENE
ANTHRACENE
DI-N-BUTYLPHTHALATE
FLUORANTHENE
PYRENE
BUTYLBENZYLPHTHALATE
3,3-DICHLOROBENZIDINE
BENZO(A)ANTHRACENE
BIS(2-ETHYLHEXYL)PHTHALATE
CHRYSENE
DI-N-OCTYL PHTHALATE
BENZO(B)FLUORANTHENE
BENZO(K)FLUORANTHENE
BENZO(A)PYRENE
INDENOd, 2,3-CD) PYRENE
DIBENZ(A,H)ANTHRACENE
BENZO(G,H,I)PERYLENE

DET. RESULTS
LIMIT (uo/L)

10
50
50
10
10
10
10
10
10
50
50
10
10
10
10
10
10
10
10
10
10
20
10
10
10
10
10
10
10
10
10
10

ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND

BENZENE-d5(35-114)
L-d5 (10-94)

QA/QC SURROGATE RECOVERIES

55:: 2-FLUOROBIPHENYL(43-116) 51S TERPHENYL-dl4 (33-141) 63:
63:: 2-FLUOROPHENOL (21-100) 43?: 2,4,6-TRIBROMOPHENOL( 10-123) 60:

M NOT DETECTED ABOVE QUANTITATION LIMIT
• ESTIMATED VALUE: CONCENTRATION BELOW LIMIT OF QUANTITATION
— ANALYTE DETECTED IN BLANK A3 WELL AS SAMPLE

TE RECOVlIRY OUTSIDE OF QC LIMITS



I

I

SOUTHWEST LABORATORY OF OKLAHOMA, LL^.
1700 W. Albany . Suite "C . Broken Arrow, Oklahoma 74012 . 918-251-2858

l'_IENT:

I

I

I

DAMES «c MOORE
11701 BORMAN DRIVE, SUITE 340
ST. LOUIS, MO 63146
ATTN: DAVID PURINGTON

SAMPLE MATRIX: WATER
SWLO * 2388.02
DATE SUBMITTED: 04-17-90
PROJECT: 19943 - 002; FORD EARTH CITY
SAMPLE ID: MW105

REPORT: 2388.02M

DATE: 05-07-90

'ARAMETER
DET.
LIMIT UNIT RESULTS

DATE
ANALYZED

METHOD
REFERENCE

CYANIDE

AL METALS

•LENIUM
•"JHALLIUM

jBTIMQNY
"SBRYLLIUM
-CADMIUM

WROMIUM
.irBPPER
!NICKEL
"1ILVER
..•NC

0.02

10.0
3.0

5.0
10.0
30 .0
5.0
5.0
5.0
10.0
10.0
10.0
10.0

mg/L

ug/L
ug/L
ug/L
ug/L
ug/L
ug/L
ug/L
ug/L
ug/L
ug/L
ug/L
ug/L
ug/L

ND

ND
ND
ND
ND
ND
ND
ND
ND
ND
73
ND
ND
489

04-27-90 SM 412D

05-02-90
05-01-90
04-25-90
05-02-90
05-01-90
04-25-90
04-25-90
04-25-90
04-25-90
04-25-90
04-25-90
04-25-90
04-25-90

EPA
EPA
EPA
EPA
EPA
EPA
EPA
EPA
EPA
EPA
EPA
EPA
EPA

206.2
TTQ ̂
— •-'T . *_

245.1
270.2
279.2
200.7

,7
,7

200,
200
200.7
200.7
200.7
200.7
200.7

= 8EPA600/4-79-020, MARCH 1985
= NOT DETECTED ABOVE QUANTITATION LIMIT
= STANDARD METHOD, 16TH EDITION



I
I

SOUTHWEST LABORATORY u*
2700 W. Albany . Suite "C" • Broken Arrow, Oklahoma 74012 . 918-251-2858

I

I

I

I

I

:NT: DAMES & MOORE REPORT: 23S8.02H
11701 BORMAN DRIVE, SUITE 340
ST, LOUIS, MO 63146 DATE: 05-07-90
ATTN: DAVID PURINGTON

SAMPLE MATRIX: WATER
SWLO tt 2388.02
DATE SUBMITTED: 04-17-90
DATE EXTRACTED: 04-27-90
DATE ANALYZED: 05-02-90
METHOD REFERENCE: SW846-81SO, EPA METHODOLOGY
PROJECT: 19943 - 002; FORD EARTH CITY
SAMPLE ID: MW105

RESULTS REPORTED IN ug/L OR Parts Per Billion

DET.
HERBICIDES LIMIT RESULTS

2,4-D 1.0 ND
2,4,5-TP (SILVEX) 0.2 ND

•i

I

QA/QC SURROGATE RECOVERY

2,4,5-T (10-98)- 91.27.

= NOT DETECTED ABOVE QUANTITATION LIMIT
.-J = ESTIMATED VALUE: CONCENTRATION BELOW LIMIT OF QUANTITATION

1 = ANALYTE DETECTED IN BLANK AS WELL AS SAMPLE
= SURROGATE RECOVERY OUTSIDE OF QC LIMITS



i

I

I

SOUTHWEST JLABORATORY OF OKLAHOMA,
7700 W. Albany . Suite "C" . Broken Arrow, Oklahoma 74012 . 918-251-2858

DAMES & MOORE REPORT: 2388.02P
11701 BORMAN DRIVE, SUITE 340
ST. LOUIS, PIO 63146 DATE: 05-07-90
ATTN: DAVID PURINGTON

SAMPLE MATRIX: WATER
SULO H 2389.02
DATE SUBMITTED: 04-17-90
DATE EXTRACTED: 04-17-90
DATE ANALYZED : 05-01-90
METHOD REFERENCE: SW846-8080, EPA METHODOLOGY
SAMPLE ID: MW105

RESULTS REPORTED IN ug/L OR Parts Per Billion (PPB)

PESTICIDES/PCB'5 DETECTION LIMIT

ALPHA-BHC 0.05 ND
BETA-BHC 0.05 ND
DELTA-BHC . 0.05 ND
GAMMA-BHC(LINDANE) 0.05 ND
HEPTACHLOR 0.05 ND
ALDRIN 0.05 ' ND
HEPTACHLOR EPOXIDE 0.05 ND
ENDOSULFAN I 0.05 ND
DIELDRIN 0.1 ND
4,4-DDE 0.1 ND
ENDRIN 0.1 ND
ENDOSULFAN II 0.1 ND
4,4-DDD 0.1 ND
ENDOSULFAN SULFATE 0.1 ND
4,4-DDT 0.1 ND
METHOXYCHLOR 0.5 ND
ENDRIN KETONE 0.1 ND
ALPHA-CHLORDANE 0.5 ND
GAHMA-CHLORDANE 0.5 ND
TOXAPHENE 1.0 ND
AROCHLOR-1016 0.5 ND
AROCHLOR-1221 ' 0.5 ND
AROCHLOR-1232 0.5 ND
AROCHLOR-1242 0.5 ND
AROCHLOR-1248 0.5 ND
AROCHLOR-1254 1.0 ND
AROCHLOR-1260 1.0 ND

QA/QC SURROGATE RECOVERIES

DIBUTYLCHLORENDATE (24-154) 65::

ND = NOT DETECTED ABOVE QUANTITATION LIMIT
J = ESTIMATED VALUE: CONCENTRATION BELOW LIMIT OF QUANTITATION
B = ANALYTE DETECTED IN BLANK AS WELL AS SAMPLE
* - SURROGATE RECOVERY OUTSIDE OF QC LIMITS



I
;•
T

J. JLJL TT J_Jk_7 J. JL-LnLJUF V>f J-Vn. X W JLV A WJL'

7700 JK /1/fcan/ . 5u/re "C" . Broken Arrow, Oklahoma 74012 . 918-251-2858

DAMES 4 flOQRE
11701 BORMAN DRIVE, SUITE 340
ST. LOUIS, 110 63146
ATTN: DAVID PURINGTON

REPORT: 2388.02V

DATE: 05-07-90

SAMPLE MATRIX:
SWLO » 2388.02
DATE SUBMITTED
DATE ANALYZED

WATER

04-17-90
04-18-90

METHOD REFERENCE: SW846-B240, EPA METHODOLOGY
PROJECT: 19943 - 002; FORD EARTH CITY
SAMPLE ID: MU105

RESULTS REPORTED IN ug/L OR Parts Per Billion (PPB)

DMTILES
~i
JrfROMETHANE
K«OI1ETHANE

™L CHLORIDE
3ROETHANE
IYLENE CHLORIDE
IONE

jRBON DISULFIDE
^•DICHLOROETHENE
,1-DICHLOROETHANE

S
^At'S-l,2-DICHLOROETHENE

ROFORM
DICHLOROETHANE
TANONE

*

1-TRICHLOROETHANE
ON TETRACHLORIDE
L ACETATE

IDMODICHLOROMETHANE

DET.
LiniT RESULJS

1
rPj

10
10
10
10
5
10
5
5
5
5
5
5
10
5
5
10
5

ND
ND
ND
ND

13
6

ND
ND
NO
ND
ND
ND
ND
ND
ND
ND
ND

B
J

VOLATILES

1,1.2,2-TETRACHLOROETHANE
1,2-DICHLORO'PROPANE
TRANS-1,3-DICHLOROPRQPENE
TRICHLOROETHEWE
DIBROMOCHLOROMETHANE
1,1,2-TRICHLOROETHANE
BENZENE
CIS-1,3-DICHLOROPROPENE
2-CHLOROETHYLVINYLETHER
BROMOFORM
2-HEXANONE
4-METHYL-2-PENTANONE
TETRACHLOROETHENE
TOLUENE
CHLOROBENZENE
ETHYLBENZENE
STYRENE
TOTAL XYLENES

DET.
LIMIT RESULTS

5
5
5
5
5
5
5
5
10
5
10
10
5
5
5
5
5
5

ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND

OA/QC SURROGATE RECOVERIES

ENE-d8(38-110) 103* BROMOFLUOROBENZENEC86-115) 90'; l,2-DICHLOROETHANE-d4(76-114) 1032

1

NOT DETECTED ABOVE G1UANTITATION LIMIT
ESTIMATED VALUE: CONCENTRATION BELOW LIMIT OF G1UANTITATION
ANALYTE DETECTED IN BLANK AS WELL AS SAMPLE
SURROGATE RECOVERY OUTSIDE OF C1C LIMITS



I
I

SOUTHWEST LABORATORY OF OKLAHOMA, INC.
1700 W. Albany . Suite "C" . Broken Arrow, Oklahoma 74012 . 918-251-2858

IE3 & MOORE
OBBORMAN DRIVE. SUITE 340
I'PUIS, no 63146

'N: DAVID PURINGTON

MATRIX: WATER
2388.02
REF.: SU344-8270, EPA (1ETHODOLOGY
: 19943 - 002: FORD EARTH CITY
ID: MW105

LATILES
DET. RESULTS
LIMIT (gq/L)

S •-CHLOROETHYL)ETHER
£HCORCPHENQL
J-DICHLOROBENZENE

^HICHLOROBENZENE
:NWL ALCOHOL
VDICHLORQBENZENE
JMHYLPHENOL
:sB-CHLOROISOPROPYL)ETHER
••1ETHYLPHENOL

f ROSC-DI-n-PROPYLAMINE
HLOROETHANE
BENZENE

"JPHORONE
ROFHENOL
IMETHYLPHENOL

ACID
JBE-CHLOROETHOXY) METHANE
,-jDICHLOROPHENOL
*2,4-TRICHLOROBENZENE

•^THALENE
OROANILINE

c^CHLOROBUTADIENE
~:HLORO-3-METHYLPHENOL
JjTHYLNAPHTHALENE
iE»CHLQROCYCLOPENTADIENE
-4,6-TRICHLOROPHENOL

t5-TRICHLOROPHENOL
LORONAPHTHALENE
1

THYLPHTHALATE
WHTHYLENE
[TROANILINE

10
10
10
10
10
10
10
10
10
10
10
10
10
10
10
10
50
10
10
10
10
10
10
10
10
10
10
50
10
50
10
10
50

ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND

REPORT: 2388.02B

DATE: 05-07-90

DATE SUBMITTED: 04-17-90
DATE EXTRACTED: 04-26-90
DATE ANALYZED : 05-01-90

5EMIVOLATILES

ACENAPHTHENE
2,4-DINITROFHEHOL
4-NITROPHENOL
DIBENZOFURAN
2,4-DINITROTOLUENE
2,6-DINITROTOLUENE
DIETHYLPHTHALATE
4-CHLOROPHENYL-PHENYLETHER
FLUOREME
4-NITROANILINE
4 ,6 -DINITRO 2-METHYLFHEKIOL
N-MITROSODIPHENYLAMINE( 1)
4-BROMOPHENYL-PHENYLETHER
HEXACHLORO&ENZENE
PENTACHLOROPHENQL
PHENANTHRENE
ANTHRACENE
DI-N-BUTYLPHTHALATE
FLUORANTHENE
PYRENE
BUTYLBENZYLPHTHALATE
3,3-DICHLOROBENZIDINE
BENZO(A)ANTHRACENE
BIS(2-ETHYLHEXYL)PHTHALATE
CHRYSENE
DI-N-OCTYL PHTHALATE
BENZO(B)FLUORANTHENE
BENZO(K)FLUORANTHENE
BENZO(A)PYRENE
INDENOd, 2,3-CD) PYRENE
DIBENZ(A,H)ANTHRACENE
BENZO(G,H,I)PERYLENE

DET. RESULTS
LIMIT (ua/L)

10
50
50
10
10
10
10
10
10
50
50
10
10
10
10
10
10
10
10
10
10
20
10
10
10
10
10
10
10
10
10
10

ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND

2
ND
ND
ND
ND
ND
ND
ND
ND

\OBENZENE-d5(35-114)
JOL-d5 (10-94)

QA/8C SURROGATE RECOVERIES

2-FLUOROBIPHENYL(43-116)
2-FLUOROPHENOL (21-100)

4:.' TERPHENYL-dl4 (33-141) 85:
5:;* 2,4,6-TRIBROHOPHENOL( 10-123) 10?

I- NOT DETECTED ABOVE QUANTITATION LIMIT
- rsTT-.-iATrn 'JAM IF- nnwnEMTRAT I ON I'ELOU LIMIT OF QUANTTTATICH



1700 W. Albany . Suite "C1 . Broken Arrow, Oklahoma 74012 . 918-251-28581
\

flENT: DAMES «< MOORE
11701 BORMAN DRIVE, SUITE 340
ST. LOUIS, MO 63146

• ATTN: DAVID PURINGTON

i

1' SAMPLE MATRIX: WATER
SWLO # 2388.03
DATE SUBMITTED: 04-17-90
PROJECT: 19943 - 002; FORD EARTH

'• SAMPLE ID: MW106

»RAMETER

_HDTAL CYANIDE

-TOTAL METALS

KSENIC
AD

"MERCURY
-pLENIUM
GALLIUM
"ANTIMONY
iERYLLIUM
~»DMIUM
JHROMIUM
COPPER
-•ICKEL
PlLVER
"ZINC

1

1

1

1
'Pft = #EPA600/ 4-79-020,
•D = NOT DETECTED ABOVE

DET.
LIMIT

0.01

10.0
3.0
0.2
5.0
1 0 . 0
30 . 0
5.0
5.0
5 . 0
10.0
10.0
10.0
10.0

MARCH 1985
OUANTITATION

UNIT

mg/L

ug/L
ug/L
ug/L
ug/L
ug/L
ug/L
ug/L
ug/L
ug/L
ug/L
ug/L
ug/L
ug/L

LIMIT

CITY

RESULTS

ND

ND
ND
ND
ND
ND
44.7
ND
ND
ND
80
ND
ND
56.4

REPORT: 2388.0

DATE: 05-07-90

r

DATE
ANALYZED

04-27-90

05-02-90
05-01-90
04-25-90
05-02-90
05-01-90
04-25-90
04-25-90
04-25-90
04-25-90
04-25-90
04-25-90
04-25-90
04-25-90

3M

METHOD
REFERENCE

SM

EPA
EPA
EPA
EPA
EPA
EPA
EPA
EPA
EPA
EPA
EPA
EPA
EPA

412D

206
239
245
270
279
200
200
200
200
200
200
200
200

.̂ ̂
. rf^a

.1

*->

.7

.7

.7

.7

.7

.7

.7

.7

-M = STANDARD METHOD, 16TH EDITION

i
i
i *>



1700 W. Albany . Suite "C" . Broken Arrow, Oklahoma 74012 . 918-251-2858

C ENT: DAMES & MOORE REPORT: 2388.03H
11701 BORMAN DRIVE, SUITE 340
ST. LOUIS, MO 63146 DATE: 05-07-90
ATTN: DAVID PURINGTON

SAMPLE MATRIX: WATER
SWLO # 2388.03
DATE SUBMITTED: 04-17-90
DATE EXTRACTED: 04-27-90
DATE ANALYZED: 05-02-90
METHOD REFERENCE: SW346-B150, EPA METHODOLOGY
PROJECT: 19943 - 002: FORD EARTH CITY
SAMPLE ID: MW106

RESULTS REPORTED IN ug/L OR Parts Per Billion

DET.
HERBICIDES LIMIT RESULTS

2,4-D 1.0 ND
2,4,5-TP (SILVEX) 0.2 ND

QA/QC SURROGATE RECOVERY

2,4,5-T (10-98) 91.77.

= NOT DETECTED ABOVE QUANTITATIQN LIMIT
= ESTIMATED VALUE: CONCENTRATION BELOW LIMIT OF OUANTITATION
= ANALYTE DETECTED IN BLANK AS WELL AS SAMPLE
= SURROGATE RECOVERY OUTSIDE OF QC LIMITS



I

I

1700 W. Albany . Suite "C . Broken Arrow, Oklahoma 74012 . 918-251-2858

DAMES & MOORE REPORT: 2388.03P
11701 BORMAN DRIVE, SUITE 340
ST. LOUIS, MO 63146 DATE: 05-07-90
ATTN: DAVID PURINGTON

SAMPLE MATRIX: WATER
SWLO * 2388.03
DATE SUBMITTED: 04-17-90
DATE EXTRACTED: 04-17-90
DATE ANALYZED : 05-01-90
METHOD REFERENCE: SW846-8080, EPA METHODOLOGY
SAMPLE ID: MW106

RESULTS REPORTED IN ug/L OR Parts Per Billion (PPB)

PESTICIDES/PCS'S DETECTION LIMIT RESULTS

ALPHA-BHC 0.05 ND
BETA-BHC 0.05 ND
DELTA-BHC 0.05 ND
GAMMA-BHC(LINDANE) 0.05 ND
HEPTACHLOR 0.05 ND
ALDRIN 0.05 • ND
HEPTACHLOR EPOXIDE 0.05 ND
ENDOSULFAN I 0.05 ND
DIELDRIN 0.1 ND
4,4-DDE 0.1 ND
ENDRIN 0.1 ND
ENDOSULFAN II 0.1 ND
4,4-DDD 0.1 ND
ENDOSULFAN SULFATE 0.1 ND
4,4-DDT 0.1 ND
METHOXYCHLOR 0.5 ND
ENDRIN KETONE 0.1 ND
ALPHA-CHLORDANE 0.5 ND
GAMMA-CHLORDANE 0.5 ND
TOXAPHENE 1.0 ND
AROCHLOR-1016 0.5 ND
AROCHLOR-1221 " 0.5 ND
AROCHLOR-1232 0.5 ND
AROCHLOR-1242 0.5 ND
AROCHLOR-1248 0.5 ND
AROCHLOR-1254 1.0 ND
AROCHLOR-1260 1.0 ND

OA/OC SURROGATE RECOVERIES

DIBUTYLCHLORENDATE (24-154) 70*

ND = NOT DETECTED ABOVE QUANTITATION LIMIT
J = ESTIMATED VALUE: CONCENTRATION BELOW LIMIT OF QUANTITATION
B = AMALYTE DETECTED IN BLANK A3 WELL A3 SAMPLE
* = SURROGATE RECOVERY OUTSIDE OF £1C LIMITS



I

4
*
J
J
J
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1

1700 W. Albany . Suite "C" . Broken Arrow, Oklahoma 74012 . 918-251-2858

DAMES & MOORE
11701 BORMAN DRIVE, SUITE 340
ST. LOUIS, MO 63146
ATTN: DAVID PURINGTON

SAMPLE MATRIX: WATER
SWLO » 2338.03
DATE SUBMITTED: 04-17-90
DATE ANALYZED : 04-18-90
METHOD REFERENCE: SU846-S240, EPA METHODOLOGY
PROJECT: 19943 - 002; FORD EARTH CITY
SAMPLE ID: MW106

RESULTS REPORTED IN uq/L OR Parts Per Billion (PPB)

REPORT: 2388.03V

DATE: 05-07-90

ATILES

3B.OROI1ETHANE
JMMOMETHANE

:NYL CHLORIDE

tORCETHANE
HYLENE CHLORIDE
TONE«BON DISULFIDE
-DICHLOROETHENE
-DICHLOROETHANE

JANS-1,2-DICHLOROETHENE
TJLOROFORM
j|2-DICHLOROETHANE
,-BUTANONE«• ,1-TRICHLOROETHANE
BON TETRACHLORIDE
IYL ACETATE

JOMODICHLOROMETHANE

DET.
LIMIT RESULTS

10
10
10
10
5
10
5
5
5
5
5
5
10
5
5
10
5

ND
ND
ND
ND

19
4

ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND

B
J

VOLATILE5

1,1,2.2-TETRACHLOROETHANE
1,2-DICHLOROPROPANE
TRANS-1,3-DICHLOROPROPENE
TRICHLOROETHENE
DIBROMOCHLOROMETHAME
1,1,2-TRICHLOROETHAME
BENZENE
CIS-i:,3-DICHLOROPROPENE
2-CHLOROETHYLVINYLETHER
BROMOFORM
2-HEXANONE
4-METHYL-2-PENTANONE
TETRACHLOROETHENE
TOLUENE
CHLOROBENZENE
ETHYLBENZENE
STYRENE
TOTAL XYLENES

OA/QC SURROGATE RECOVERIES

DET.
LIHIT RESULTS

5 ND
5 ND
5 ND
5 ND
5 ND
5 ND
5 ND
5 ND
10 ND
5 ND
10 ND
10 ND
5 ND
5 ND
5 ND
5 ND
5 ND
5 ND

™DLUENE-d8(38-110) 97:: BROMOFLUOROBENZENE(36-115) ,2-DICHLQRQETHANE-d4(76-114)

= NOT DETECTED ABOVE QUANTITATION LIMIT
= ESTIMATED VALUE: CONCENTRATION BELOW LIMIT OF QUANTITATION
= ANALYTE DETECTED IN BLANK AS WELL AS SAMPLE
= SURROGATE RECOVERY OUTSIDE OF QC LIMITS

I
I



SOUTHWEST LABORATORY OF OKLAHOMA, JLINCJ.
1700 W. Albany . Suite "C . Broken Arrow, Oklahoma 74012 . 918-251-2858

MOORE
BORMAN DRIVE, SUITE 340
DUIS, MO 63146
DAVID PURINGTON

MATRIX: WATER
H 2388.03
REF.: SU846-8270, EPA METHODOLOGY

IT: 19943 - 002; FORD EARTH CITY
iLE ID: MW106

REPORT: 2338.03D

DATE: 05-07-90

?OLATILES

-CHLOROETHYL) ETHER
ILCROPHENOL

ICHLOROBENZENE
4ICHLOROBENZENE

YL ALCOHOL
ICHLOROBENZENE
HYLPHENOL

1-CHLOROI20PROPYDETHER
THYLPHENOL
'ROSO-DI-n-PROPYLAMINE
HLOROETHANE

OBENZENE
'DRONE
ROPHEMOL
IMETHYLPHENOL

JjpIC ACID
sft-CHLOROETHOXY ) METHANE
4^>ICHLOROPHENOL
"J4-TRICHLOROBENZENE
-•THALENE
•JLOROANILINE
^CHLOROBUTADIENE

ORO-3-METHYLPHENOL
'HYLNAPHTHALENE

rX^tHLOROCYCLOPENTADIENE

:
-TRICHLOROPHENOL
-TRICHLOROPHENOL
ORONAPHTHALENE

L*":TROANILINE«HYLPHTHALATE
PHTHYLENE

raUTROANILINE

iur«C

I-
_ ^

•olLc

10
10
10
10
10
10
10
10
10
10
10
10
10
10
10
10
50
10.
10
10
10
10
10
10
10
10
10
50
10
50
10
10
50

ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND

DATE SUBMITTED:
DATE EXTRACTED:
DATE ANALYZED :

04-17-90
04-26-90
05-01-90

RESULTS
SEHIVOLATILE5 LIHIT (ua/L)

ACENAPHTHENE 10 ND
2,4-DINITROPHENCL 50 ND
4-NITROPHENOL 50 ND
DIBENZOFURAN 10 ND
2,4-DINITROTOLUENE 10 ND
2,6-DINITROTOLUENE 10 ND
DIETHYLPHTHALATE 10 ND
4-CHLOROPHENYL-PHENYLETHER 10 ND
FLUORENE 10 ND
4-NITROANILINE 50 ND
4,6-DINITRO 2-I1ETHYLPHENOL 50 ND
N-NITROSODIPHENYLAMINE(l) 10 ND
4-BROMOPHENYL-PHENYLETHER 10 ND
HEXACHL'JROBENZENE 10 ND
PENTACHLOROPHENOL 10 ND
PHENANTHRENE 10 ND
ANTHRACENE 10 ND
DI-N-BUTYLPHTHALATE 10 ND
FLUORANTHENE 10 ND
PYRENE 10 ND
BUTYLBENZYLPHTHALATE 10 ND
3,3-DICHLOROBENZIDINE 20 ND
BENZO(A)ANTHRACENE 10 ND
BIS(2-ETHYLHEXYL)PHTHALATE 10 27
CHRYSENE 10 ND
DI-N-OCTYL PHTHALATE 10 ND
BENZO(B)FLUORANTHENE 10 ND
BENZO(K)FLUORANTHENE 10 ND
BENZO(A)PYRENE 10 ND
INDENOd, 2,3-CD) PYRENE 10 ND
DIBENZ(A,H)ANTHRACENE 10 ND
BENZO(G,H,I)PERYLENE 10 ND

I

I

I

!OBEMZENE-d5(33-114)
10L-a5 (10-94)

OA/QC SURROGATE RECOVERIES

87': 2-FLUOROBIPHENYL(43-il6) 73:; TERPHENYL-014 (33-141)
2̂ ': 2-FLUOROPHENOL (21-100) '8::* 2,4,6-TRIBROMOFHENOL(10-123)

76:
15-'

NOT DETECTED ABOVE QUANTITATION LIMIT
ISTI11ATED VALUE: CONCENTRATION rELQW LIMIT OF QUANTITATION
ANALYTE DETECTED IN BLAHK A3 WELL A3 3AI1PLZ
•tuRRnn^r- xecnvF.Ry OUTS IDF. OF nc LIMITS



1
1

LIENT:

1
m

1
•

1

SOUTHWEST LABORATORY OF OKLAHOMA, 1INU.
1700 W. Albany . Suite "C . Broken Arrow, Oklahoma 74012 . 918-251-2858

\

DAMES ?< MOORE
11701 BORMAN D R I V E , SUITE 340
ST. LOUIS, MO 63146
ATTN: DAVID PURINGTON

SAMPLE M A T R I X : WATER
SWLO * 2388.04
DATE SUBMITTED: 04-17-90
PROJECT: 19943 - 002; FORD EARTH CITY
SAMPLE ID: MW107

• DET.
"ARAMETER LIMIT UNIT RESULTS

REPORT : 2388 . 04M

DATE: 05-07-90

ti

DATE METHOD
ANALYZED REFERENCE

AL CYANIDE

AL METALS

E.RSENIC

SK.ENIUM
HALLIUM

lMONY
YLLIUtt

£ADMIUM
QM I DM
PER

NICKEL

t
AD

F
IC

"£L
J|N

0.01 mg/L ND 04-27-90 SM 412D

10 . 0
3 . 0
0.2
5 . 0
10.0
30 . 0
5.0
5.0
5 . 0
10.0
10.0
10.0
10.0

ug/L
ug/L
ug/L
ug/L
ug/L
ua/L
ug/L
ug/L
ug/L
ug/L
ug/L
ug/L
ug/L

ND
ND
ND
ND
ND
33.1
ND
ND
ND
62
10.9
ND
43 . 0

05-02-90
05-01-90
04-25-90
05-02-90
05-01-90
04-25-90
04-25-90
04-25-90
04-25-90
04-25-90
04-25-90
04-25-90
04-25-90

EPA
EPA
EPA
EPA
EPA
EPA
EPA
EPA
EPA
EPA
EPA
EPA
EPA

206.2
"̂7*o *">

245.1
270 . 2
279.2
200 . 7
200 . 7
200 . 7
200 . 7
200 . 7
200 . 7
200 . 7
200 . 7

A = #EPA600/4-79-020, MARCH 1985
ND = NOT DETECTED ABOVE QUANTITATION LIMIT

- STANDARD METHOD, 16TH EDITION

4
ND

T

1

1



•

SOUTHWEST LABORATORY OF OKLAHOMA, INC.
1700 W. Albany . Suite "C" . Broken Arrow, Oklahoma 74012 . 918-251-2858

lENT: DAMES & MOORE REPORT: 23B8.04H
11701 BORMAN DRIVE, SUITE 340
ST. LOUIS, MO 63146 DATE: 05-07-90
ATTN: DAVID PURINGTON

SAMPLE MATRIX: WATER
SWLO * 23SB.04
DATE SUBMITTED: 04-17-90
DATE EXTRACTED: 04-27-90
DATE ANALYZED: 05-02-90
METHOD REFERENCE: SW846-B150, EPA METHODOLOGY
PROJECT: 19943 - 002; FORD EARTH CITY
SAMPLE ID: MW107

RESULTS REPORTED IN uq/L OR Parts Per Billion

DET.
HERBICIDES UUULT RESULTS

2,4-D 1.0 ND
2,4,5-TP (SILVEX) 0.2 ND

QA/OC SURROGATE RECOVERY

2,4,3-T (10-98) 89V.

ND = NOT DETECTED ABOVE QUANTITATION LIMIT« = ESTIMATED VALUE: CONCENTRATION BELOW LIMIT OF QUANTITATION
= ANALYTE DETECTED IN BLANK AS WELL AS SAMPLE
= SURROGATE RECOVERY OUTSIDE OF QC LIMITS



SOUTHWEST LABORATORY O* UKJ^AUUMA, li><~.
1700 W. Albany". Suite "C . Broken Arrow, Oklahoma 74012 . 918-251-2858

DAMES 4 MOORE REPORT: 2388.04P
11701 BORMAN DRIVE, SUITE 340
ST. LOUIS, MO 63146 DATE: 05-07-90
ATTN: DAVID PURINGTON

SAMPLE MATRIX: WATER
SULO ft 2388.04
DATE SUBMITTED: 04-17-90
DATE EXTRACTED: 04-17-90
DATE ANALYZED : 05-02-90
METHOD REFERENCE: SU846-8030, EPA METHODOLOGY
SAMPLE ID: MW107

RESULTS REPORTED IN ug/L OR Parts Per Billion (PPB)

PESTICIDES/PCB'S DETECTION LIHIT RESULTS

ALPHA-BHC 0.05 ND
BETA-BHC 0.05 ND
DELTA-BHC 0.05 ND
GAMMA-BHC(LINDANE) 0.05 ND
HEPTACHLOR 0.05 ND
ALDRIN 0.05 ' ND
HEPTACHLOR EPOXIDE 0.05 ND
ENDOSULFAN I 0.05 ND
DIELDRIN 0.1 ND
4,4-DDE 0.1 ND
ENDRIN 0.1 ND
ENDOSULFAN II 0.1 ND
4,4-DDD 0.1 ND
ENDOSULFAN SULFATE 0.1 ND
4,4-DDT 0.1 ND
METHOXYCHLOR 0.5 ND
ENDRIN KETONE 0.1 ND
ALPHA-CHLORDANE 0.5 ND
GAMMA-CHLORDANE 0.5 ND
TOXAPHENE 1.0 ND
AROCHLOR-1016 0.5 ND
AROCHLOR-1221 0.5 ND
AROCHLOR-1232 0.5 ND
AROCHLOR-1242 0.5 ND
AROCHLOR-1248 0.5 ND
AROCHLOR-1254 1.0 ND
AROCHLOR-1260 1.0 ND

QA/QC SURROGATE RECOVERIES

DIBUTYLCHLORENDATE (24-154) 68:-:

ND = NOT DETECTED ABOVE G1UANTITATION LIMIT
J = ESTIMATED VALUE: CONCENTRATION BELObJ LIMIT OF QUANTITATION
B = ANALYTE DETECTED IN BLANK AS WELL AS SAMPLE
* = SURROGATE RECOVERY OUTSIDE OF QC LIMITS



SOUTHWEST LABORATORY OF OKLAHOMA, INC
7700 W. Albany . Suite "C" . Broken Arrow, Oklahoma 74012 . 918-251-2858

DAtlES & MOORE
11701 BORtlAN DRIVE, SUITE 340
ST. LOUIS, HO 63146
ATTN: DAVID PURINGTON

SAMPLE HATRIX: WATER
SULO tt 2388.04
DATE SUBMITTED: 04-17-90
DATE ANALYZED : 04-18-90
METHOD REFERENCE: SW846-8240, EPA
PROJECT: 19943 - 002; FORD EARTH
SAMPLE ID: MW107

REPORT: 2388.04V

DATE: 05-07-90

METHODOLOGY
CITY

RESULTS REPORTED IN uq/L OR Parts Per Billion (PPB)

—U.ATILE5

'CMOROPIETHANE
.iSOMQMETHAME

falYL CHLORIDE
•r^OROETHANE
1ETHYLENE CHLORIDE
"JETONE
MBON DISULFIDE

.lB-DICHLOROETHENE
• 2-,1-DICHLOROETHANE

•iNS-1,2-DICHLOROETHENE
fdoROFORM
ilJ2-DICHLOROETHANE
"•fUTANONE
. J.,1-TRICHLOROETHANE
CSRBON TETRACHLORIDE

f YL ACETATE
MODICHLOROMETHANE

DET.
LIMIT RESULTS VQLATILES

10 ND 1,1,2,2-TETRACHLOROETHANE
10 ND 1,2-DICHLOROPROPANE
10 ND TRANS-1,3-OICHLOROPROPENE
10 ND TRICHLOROETHENE
5 16 B DIBROI10CHLOROI1ETHANE
10 3 J 1,1,2-TRICHLOROETHANE
5 ND BENZENE
5 UD CIS-1,3-DICHLOROPROPENE
5 ND 2-CHLOROETHYLVINYLETHER
5 ND BROMOFORM
5 ND 2-HEXANONE
5 ND 4-METHYL-2-PENTANONE
10 ND TETRACHLOROETHENE
5 ND TOLUENE
5 ND CHLOROBENZENE
10 ND ETHYLBENZENE
5 ND STYRENE

TOTAL XYLENE3

DET.
LIMIT RESULTS

5
5
5
5
5
5
5
5
10
5
10
10
5
5
5
5
5
5

ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND

QA/QC SURROGATE RECOVERIES

I

1

I

I

UENE-d8(38-110) 96:: BROMOFLLJOROBENZENE(86-115) 92:: -DICHLOROETHANE-d4(76-114)

NOT DETECTED ABOVE QUANTITATION LIMIT
ESTIMATED VALUE: CONCENTRATION BELOW LIMIT OF QUANTITATION
ANALYTE DETECTED IN BLANK AS WELL AS SAMPLE
SURROGATE RECOVERY OUTSIDE OF QC LIMITS



SOUTHWEST LABORATORY OF OKLAHOMA,
1700 W. Albany . Suite "C" . Broken Arrow, Oklahoma 74012 . 918-251-2858

ft MOORE
BORMAN DRIVE, SUITE 340

.OUIS, MO 63146
: DAVID FURINGTON

.E MATRIX: WATER
.0 tt 2338.04

3D REF.: SW846-8270, EPA METHODOLOGY
RflECT: 19943 - 002; FORD EARTH CITY
1PLE ID: MW107

REPORT: 2388.04B

DATE: 05-07-90

VOLATILE5

-CHLOROETHYL)ETHER
"tHLOROFHENOL

^TB-DICHLOROBENZENE
JZYL ALCOHOL

•DICHLOROBENZENE
[THYLPHENOL

.... .J-CHLOROI30PROPYL) ETHER
IMETHYLFHENOL

J|TROSO-DI-n-PROFYLAMINE
•:»CHLOROETHANE

SlODENZENE
'HORONE
TROPHENOL

.4-DII1ETHYLPHENOL
:oic A C I D

J(2-CHLOROETHOXY)I1ETHANE
I^-DICHLOROFHENOL

J,4-TRICHLOROBENZENE
HTHALENE
HLOROANILINE

JACHLOROBUTADIENE
HLORO-3-METHYLPHENOL
ETHYLNAPHTHALENE
ACHLOROCYCLOPENTADIENE

""]5,6-TRICHLOROPHENOL
-•,5-TRICHL'OROPHENOL

ilTROANILINE
ETHYLPHTHALATE
NAPHTHYLENE

irNITROANILINEI
1
i
i

DET. RESULTS
LIHIT (uq/L)

10
10
10
10
10
10
10
10
10
10
10
10
10
10
10
10
50
10
10
10
10
10
10
10
10
10
10
50
10
50
10
10
50

ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND

DATE SUBMITTED:
DATE EXTRACTED:
DATE ANALYZED :

04-17-90
04-26-90
05-01-90

SEMIVOLATILES

ACENAPHTHENE
2,4-DINITROPHENOL
4-NITROPHENOL
DIBENZOFURAN
2.4-DINITROTOLUENE
2,6-DINITROTOLUENE
DIETHYLPHTHALATE
4-CHLOROPHENYL-PHENYLETHER
FLUORENE
4-NITROANILINE
4,6-DINITRO 2-METHYLFHENOL
N-NITROSODIPHENYLAMINE (1)
4-BROWOPHENYL-PHENYLETHER
HEXACHLOROBENZENE
PENTACHLOROPHENOL
PHEKIANTHRENE
ANTHRACENE
DI-N-BUTYLPHTHALATE
FLUORANTHENE
PYRENE
BUTYLBENZYLFHTHALATE
3,3-DICHLQROBENZIDINE
BENZO(A)ANTHRACENE
BIS(2-ETHYLHEXYL)PHTHALATE
CHRYSENE
DI-N-OCTYL PHTHALATE
BENZO(B)FLUORANTHENE
BENZO(K)FLUORANTHENE
BENZO(A)PYRENE
INDENO(1,2,3-CD)PYRENE
DIBENZ(A,H)ANTHRACENE
BENZO(G,H,I)PERYLENE

gA/QC_SURROGATE_RECOVE.RIE5

DET. RESULTS
LiniT (uq/L)

10
50
50
10
10
10
10
10
10
50
50
10
10
10
10
10
10
10
10
10
10
20
10
10
10
10
10
10
10
10
10
10

ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND

TROBENZENE-d5(35-114) 82':
NOL-d5 (10-94) 59:;

FLUOROBIPHENYL(43-116)
FLUOROPHENOL (21-100) 29:;

TERPHENYL-dl4 (
2.4,6-TRI3ROMOFHENOL(

33-141) 89:
10-123) 51'

NOT DETECTED ABOVE QUANTITATION LIMIT
ESTIMATED VALUE: CONCENTRATION BELOW LIMIT OF QUANTITATION
AMftl.YTE DETECTED IN BLANK A3 WELL AS oAMPLE

;HrE RECOVERY OUTSIDE OF tic LIMITS



I
I

MJUlJtlWJldJL
1700 W. Albany Suite "C . Broken Arrow, Oklahoma 74012 . 918-251-2858

I

I

I

DAMES & MOORE
11701 BORMAN DRIVE, SUITE 340
ST. LOUIS, HO 63146
ATTN: DAVID PURINGTON

REPORT: 2388.05V

DATE: 05-07-90

SAMPLE MATRIX: WATER
SWLO tt 2388.05
DATE SUBMITTED: 04-17-90
DATE ANALYZED : 04-18-90
METHOD REFERENCE: SW846-8240, EPA METHODOLOGY
PROJECT: 19943 - 002; FORD EARTH CITY
SAMPLE ID: TR-1

RESULTS REPORTED IN ug/L OR Parts Per Billion (PPB)

J
PriimiLES

SOMETHANE
METHANE

"kfL CHLORIDE
IgROETHANE
••|YLENE CHLORIDE
-TONE

I
DISULFIDE

DICHLOROETHENE
DICHLOROETHANE

SS-1,2-DICHLOROETHENE
ROFORM
DICHLOROETHANE

•VUTANONE
1-TRICHLOROETHANE

TETRACHLORIDE
L5T?L ACETATE
JjODICHLOROMETHANE

DET.
LIMIT RESULTS VOLATILES

-T
b
.•
.P

S
-LfU
W

•̂LNY

10
10
10
10
5
10
5
5
5
5
5
5
10
5
5
10
5

ND
ND
ND
ND

2 J
ND
ND
ND
ND
ND

6 B
ND
ND
ND
ND
ND
ND

QA/QC

1,1,2, 2-TETRACHLOROETHANE
1,2-DICHLORQPROPANE
TRANS-1,3-DICHLCROPROPENE
TRICHLOROETHENE
DIBROMOCHLOROMETHANE
1,1,2-TRICHLOROETHANE
BENZENE
CI3-1 ,3-DICHLOROPROPENE
2-CHLOROETHYLVINYLETHER
BROMOFORM
2-HEXANONE
4-METHYL-2-PENTANONE
TETRACHLOROETHENE
TOLUENE
CHLOROBENZENE
ETHYLBENZENE
STYRENE
TOTAL XYLENES

SURROGATE RECOVERIES

RESULTS

5
5
5
5
5
5
5
5
10
5
10
10
5
5
5
5
5
5

ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND

~.UENE-dS(83-110) 97* BROMOFLUOROBENZENE(86-115) 93* l,2-DICHLOROETHANE-d4(76-114) 102*

i
1

T» NOT DETECTED ABOVE QUANTITATION LIMIT
= ESTIMATED VALUE: CONCENTRATION BELOW LIMIT OF QUANTITATION
|= ANALYTE DETECTED IN BLANK AS WELL AS SAMPLE

SURROGATE RECOVERY OUTSIDE OF QC LIMITS



SOUTHWEST LABORATORY OF OKLAHOMA, INC.
1700 W. Albany . Suite "C" • Broken Arrow, Oklahoma 74012 . 918-251-2858

DAMES & MOORE
11701 Borman Drive
St. Louis. Missouri 63149

ANALYTICAL REPORT

REPORT: G2705

REPORT DATE: 05/03/90

SWLO IDENTIFICATION

(SAMPLE NO.: 2388.01 - 2388.05
DATE RECEIVED: 04/17/90

1 DESCRIPTION
"•METHOD BLANK
-i METHOD BLANK
JMETHOD BLANK
"•METHOD BLANK
_ METHOD BLANK
^METHOD BLANK
-•METHOD BLANK
•METHOD BLANK

1
BLANK SPIKE
BLANK SPIKE
BLANK SPIKE
BLANK SPIKE
BLANK SPIKE
BLANK SPIKE
,BLANK SPIKE
LANK SPIKE

--MATRIX SPIKE
•MARTIX SPIKE
-»ATRIX SPIKE
MATRIX SPIKE

" IX SPIKE
TRIX SPIKE
IX SPIKE

-MATRIX SPIKEIDUPLICATE
«DUPLICATE

JUPLICATE
UPLICATE

DUPLICATE
-•^DUPLICATE

DUPLICATE
•DUPLCATE

04/25/90
04/25/90
04/25/90
04/25/90
04/25/90
04/25/90
04/25/90
04/25/90

04/25/90
04/25/90
04/25/90
04/25/90
04/25/90
04/25/90
04/25/90
04/25/90

MW105
MW105
MW105
MW105
MW105
MW105
MW105
MW105

MW101
MW101
MW101
MW101
MW101
MW101
MW101
MW101

QA/QC

PARAMETER

ANTIMONY
BERYLLIUM
CADMIUM
CHROMIUM
COPPER
NICKEL
SILVER
ZINC

ANTIMONY
BERYLLIUM
CADMIUM
CHROMIUM
COPPER
NICKEL
SILVER
ZINC

ANTIMONY
BERYLLIUM
CADMIUM
CHROMIUM
COPPER
NICKEL
SILVER
ZINC

ANTIMONY
BERYLLIUM
CADMIUM
CHROMIUM
COPPER
NICKEL
SILVER
ZINC

RESULTS

30
5
5
5
10
10
10
10

102%
100%
115%
98%
104%
99%
86%
110%

102%
100%
115%
98%
107%
99%
86%
110%

0%
0%
0%
0%
17%
0%
0%
24%

ug/L
ug/L
ug/L
ug/L
ug/L
ug/L
ug/L
ug/L

RECOVERY
RECOVERY
RECOVERY
RECOVERY
RECOVERY
RECOVERY
RECOVERY
RECOVERY

RECOVERY
RECOVERY
RECOVERY
RECOVERY
RECOVERY
RECOVERY
RECOVERY
RECOVERY

RPD
RPD
RPD
RPD
RPD
RPD
RPD
RPD



SOUTHWEST LABORATORY OF OKLAHOMA, 1JN1J.
1700 W. Albany . Suite "C" . Broken Arrow, Oklahoma 74012 . 918-251-2858

\ DAMES & MOORE
-tallTOl Borman Drive
J5t. Louis. Missouri 63149

ANALYTICAL REPORT

REPORT: G2705.2

REPORT DATE: 05/03/90

JsWLO IDENTIFICATION

SAMPLE N O . :
)ATE RECEIVED:

2388.01 - 2388.05
04/17/90

DESCRIPTION

!THOD
METHOD

-•METHOD
IMETHOD

"I METHOD

1BLANK
_ BLANK

i BLANK

1BLANK
BLANK

~] BLANK
^BLANK
JBLANK

BLANK
BLANK
BLANK
BLANK
BLANK

SPIKE
SPIKE
SPIKE
SPIKE
SPIKE
SPIKE
SPIKE
SPIKE

'MATRIX SPIKE
-•MARTIX SPIKE
.•MATRIX SPIKE

MATRIX SPIKE
.-BMATRIX SPIKE
;-j DUPLICATE
1 DUPLICATE
'"•DUPLICATE
._ DUPLICATE
_DUPLICATE

04/30/90
05/01/90
05/02/90
05/01/90
04/27/90

04/30/90
04/30/90
05/01/90
05/01/90
05/02/90
05/02/90
05/01/90
05/01/90

MW101
MW107
MW107
MW107
MW101

MW101
MW106
MW101
MW106
MW101

QA/.QC

PARAMETER

ARSENIC
LEAD
SELENIUM
THALLIUM
TOTAL CYANIDE

ARSENIC
ARSENIC
LEAD
LEAD
SELENIUM
SELENIUM
THALLIUM
THALLIUM

ARSENIC
LEAD
SELENIUM
THALLIUM
TOTAL CYANIDE

ARSENIC
LEAD
SELENIUM
THALLIUM
TOTAL CYANIDE

RESULTS

10
3
5
10
.01

101%
81%
99%
98%
98%
88%
98%
95%

96%
64%
70%
110%
104%

0%
0%
0%
0%
0%

ug/L
ug/L
ug/L
ug/L
mg/L

RECOVERY
RECOVERY
RECOVERY
RECOVERY
RECOVERY
RECOVERY
RECOVERY
RECOVERY

RECOVERY
RECOVERY
RECOVERY
RECOVERY
RECOVERY

RPD
RPD
RPD
RPD
RPD

I
I
I



SOUTHWEST LABORATORY OF OKLAHOMA, INC.
1700 W. Albany . Suite "C" . Broken Arrow, Oklahoma 74012 . 918-251-2858

.IENT: DAMES & MOORE REPORT: B2705.3
11701 BORMAN DRIVE, SUITE 340
ST. LOUIS, MO 63146 DATE: 05-07-90
ATTIM: DAVID PURINGTON

SAMPLE MATRIX: WATER
SWLO # METHOD BLANK.
DATE EXTRACTED: 04-27-90
DATE ANALYZED: 05-02-90
METHOD REFERENCE: SW846-8150, EPA METHODOLOGY
PROJECT: 19943 - 002; FORD EARTH CITY
SAMPLE ID: METHOD BLANK

RESULTS REPORTED IN ug/L OR Parts Per Billion

DET.
LIMIT RESULTS

!,4-D 1.0 ND
1,4,5-TP (SILVEX) 0.2 ND

QA/QC SURROGATE RECOVERY

2,4,5-T (10-98) 81.7V.

[ID = NOT DETECTED ABOVE QUANTITATION LIMIT
= ESTIMATED VALUE: CONCENTRATION BELOW LIMIT OF QUANTITATION
= ANALYTE DETECTED IN BLANK AS WELL AS SAMPLE
= SURROGATE RECOVERY OUTSIDE OF C1C LIMITS



I
I
I
I
I

SOUTHWEST LABORATORY OF OKLAHOMA, INC.
7700 W. Albany . Suite "C1 . Broken Arrow, Oklahoma 74012 . 918-251-2858

.IENT: DAMES & MOORE REPORT: G2705.4
11701 BORMAN DRIVE, SUITE 340
ST. LOUIS, 110 63146 DATE: 05-07-90
ATTN: DAVID PURINGTON

SAHPLE MATRIX: WATER
SWLO tt METHOD BLANK
DATE EXTRACTED: 04-17-90
DATE ANALYZED : 05-01-90
METHOD REFERENCE: SU846-8080, EPA METHODOLOGY
SAMPLE ID: METHOD BLANK

RESULTS REPORTED IN ug/L OR Parts Per Billion (PPB)

PESTICIDES/PCB'S DETECTION LIMIT RESULTS

ALF'HA-BHC 0.05 ND
BETA-BHC 0.05 ND
DELTA-BHC 0.05 ND
GAMtlA-BHC(LINDANE) 0.05 ND
HEPTACHLOR 0.05 ND
ALDRIN 0.05 ' ND
HEPTACHLOR EPOXIDE 0.05 ND
ENDOSULFAN I 0.05 ND
DIELDRIN 0.1 ND
4,4-DDE 0.1 ND
ENDRIN 0.1 ND
ENDOSULFAN II 0.1 ND
4,4-DDD 0.1 ND
ENDOSULFAN SULFATE 0.1 ND
4,4-DDT 0.1 ND
METHOXYCHLOR 0.5 ND
ENDRIN KETONE 0.1 ND
ALPHA-CHLORDANE 0.5 ND
GAI1MA-CHLORDANE 0.5 ND
TOXAPHENE 1.0 ND
AROCHLOR-1016 0.5 ND
AROCHLOR-1221 0.5 ND
AROCHLOR-1232 0.5 ' ND
AROCHLOR-1242 0.5 ND
AROCHLOR-1248 0.5 ND
AROCHLOR-1254 1.0 ND
AROCHLOR-1260 1.0 ND

QA/QC SURROGATE RECOVERIES

DIBUTYLCHLORENDATE (24-154) 135::

ND = MOT DETECTED ABOVE G1UANTITATION LIMIT
J = ESTIMATED VALUE: CONCENTRATION BELOW LIMIT OF QUANTITATION
B = AMALYTE DETECTED IN BLANK AS WELL AS SAMPLE
* = SURROGATE RECOVERY OUTSIDE OF G1C LIMITS



SOUTHWEST LABORATORY OF OKLAHOMA, INC
1700 W. Albany . Suite "C" . Broken Arrow, Oklahoma 74012 . 918-251-2858

•IENT: DAMES & MOORE
11701 BORMAN DRIVE, SUITE 340
ST. LOUIS, no 63146
ATTN: DAVID PURINGTON

SAMPLE MATRIX: WATER
SWLO tt METHOD BLANK
DATE ANALYZED : 04-18-90
METHOD REFERENCE: SW846-8240, EPA METHODOLOGY
PROJECT: 19943 - 002; FORD EARTH CITY
SAMPLE ID: METHOD BLANK

RESULTS REPORTED IN uq/L OR Parts Per Billion (PPB)

DET.
3LATILES LiniT RESULTS

REPORT: G2705.5

DATE: 05-07-90

'HLOROMETHANE
"•\OMOMETHANE
JRNYL CHLORIDE

JHLOROETHANE
•THYLENE CHLORIDE
BIETONE
"IARBON DISULFIDE

l-DICHLOROETHENE
1-DICHLOROETHANE
ANS-1,2-DICHLOROETHENE

•iLOROFORM
,2-DICHLOROETHANE
-BUTANONE
,1,1-TRICHLOROETHANE

BON TETRACHLORIDE
[NYL ACETATE
^OMODICHLOROMETHANE

10
10
10
10
5
10
5
5
5
5
5
5
10
5
5
10
5

10

ND
ND
ND
ND

ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND

1,1,2,2-TETRACHLOROETHANE
1,2-DICHLOROFROPANE
TRAN3-1,3-DICHLOROPROPENE
TRICHuOROETHENE
DIBROnuCHLOROMETHANE
1,1,2-TRICHLOROETHANE
BENZENE
CIS-1,3-DICHLOROPROPENE
2-CHLOROETHYLVINYLETHER
BROMOFORM
2-HEXANONE
4-METHYL-2-PENTANONE
TETRACHLOROETHENE
TOLUENE
CHLOROBENZENE
ETHYLBENZENE
STYRENE
TOTAL XYLENES

DET.
LiniT RESULTS

5
5
5
5
5
5
5
5
10
5
10
10
5
5
5
5
5
5

ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND

1
OLUENE-d8(88-110)

QA/QC SURROGATE_^ECgVERIE5

BROMOFLUOROBENZENE(86-115) 86-': 1,2-DICHLOROETHANE-d4(76-114)

tI
i

I
I

NOT DETECTED ABOVE G1UANTITATION LIMIT
ESTIMATED VALUE: CONCENTRATION BELOW LII1IT OF G1UANTITATION
ANALYTE DETECTED IN BLANK A3 WELL AS SAMPLE
SURROGATE RECOVERY OUTSIDE OF QC LIMITS



I
SOUTHWEST LABORATORY OF OKLAHOMA, INC.

1700 W. Albany . Suite "C* . Broken Arrow, Oklahoma 74012 . 918-251-2858

_j|ES 4 MOORE
;.Boi BORMAN DRIVE, SUITE 340
^. LOUIS, MO 63146
TN: DAVID PURINGTON

REPORT: G2705.6

DATE: 05-07-90

MATRIX: WATER
ILO It METHOD BLANK
HOD REF.: SW846-8270, EPA METHODOLOGY

: 19943 - 002; FORD EARTH CITY
-iflPLE ID: METHOD BLANK

DATE EXTRACTED:
DATE ANALYZED :

IIVOLATILES
DET. RESULTS
LIHIT (UQ/L)

-•NOL
jB(2-CHLOROETHYL)ETHER
•— CHLOROPHENOL

I-DICHLOROBENZENE
-DICHLOROBENZENE

2£NZYL ALCOHOL
^-DICHLOROBENZENE

iBlETHYLPHENOL
:-;R(2-CHLCROISOPROPYL)ETHER
'-•llETHYLPHENOL
•jI7ROSO-DI-n-FROFYLA!1INE

:"iB;ACHLQROETHANE
-.'TROBEMZENE

)̂JjITROPHENOL
:T^-DIMETHYLPHENOL
"^IZOIC A C I D
_K ( 2-CHLOROETHOXY ) I1ETHAWE
ZW-DICHLOROPHENOL
— 2,4-TRICHLOROBENZENE
B'HTHALENE
4»HLOROANILINE
•HEXACHLOROBUTADIENE

HLORO-3-nETHYLPHENOL
ETHYLNAPHTHALENE
ACHLOROCYCLOPENTADIENE

'-4,6-TRICHLOROPHENOL
_»,5-TRICHLOROPHENOL
«HLORONAPHTHALENE
i:NITROANILINE

f ETHYLPHTHALATE
NAPHTHYLENE

3-NITROANILINE

nu. Ar

J
'~ «•

E
t

I
rROBENZENE-d5(35-114)
iNOL-d5 (10-94)

SEHIVOLATILE5

ACENAPHTHENE
2,4-DINITROPHENOL
4-NITROFHENOL
DIBENZOFURAN
2,4-DINITROTOLUENE
2,6-DINITROTOLUENE
DIETHYLPHTHALATE
4-CHLOROPHENYL-PHENYLETHER
FLUOREME
4-NITROANILINE
4,6-DINITRO 2-METHYLPHENOL
N-NITROSQDIFHENYLAMINE(l)
4-BROI10PHIZNYL-PHENYLETHER
HEXACHLOROBENZENE
PENTACHLORCFHENQL
FHENANTHRENE
ANTHRACENE .
DI-N-BUTYLPHTHALATE
FLUORANTHENE
PYRENE
BUTYLBENZYLPHTHALATE
3,3-DICHLOROBENZIDINE
BENZO(A)ANTHRACENE
BIS(2-ETHYLHEXYL)PHTHALATE
CHRYSENE
DI-N-OCTYL PHTHALATE
BENZO(B)FLUORANTHENE
BENZO(K)FLUORANTHENE
BENZO(A)PYRENE
INDENO(1,2,3-CD)PYRENE
DIBENZ(A,H)ANTHRACENE
BENZO(G,H,I)PERYLENE

QA/OC SURROGATEJRECOyERI_E5.

2-FLUOROBIPHENYL(43-116) 55* TERPHENYL-dl4 (33-141) 77:
2-FLUOROPHENOL (21-100) 59?-: 2,4,6-TRIBROMOPHENOL(10-123) 65:

10
10
10
10
10
10
10
10
10
10
10
10
10
10
10
10
50
10
10
10
10
10
10
10
10
10
10
50
10
50
10
10
50

ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND

04-17-90
04-26-90

r

DET.
LIMIT

10
50
50
10
10
10
10
10
10
50
50
10
10
10
10
10
10
10
10
10
10
20
10
10
10
10
10
10
10
10
10
10

RESULTS
(ug/L)

ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND

= NOT DETECTED ABOVE QUANTITATION LIMIT
= ESTIMATED VALUE: CONCENTRATION BELOU LIMIT OF QUANTITATION

- = ANALYTE DETECTED IN BLANK AS WELL AS SAMPLE
• = SURROGATE RECOVERY OUTSIDE OF QC LIMITS



I
1700 W. Albany . Suite "C" . Broken Arrow, Oklahoma 74012 . 91&-251-2858

,MES & MOORE«01 BORMAN DRIVE, SUITE 340
LOUIS, MO 63146
N: DAVID PURINGTON

tPLE MATRIX: WATER
0 tt METHOD BLANK

_:THOD REF.: SU846-8270, EPA METHODOLOGY
: 19943 - 002; FORD EARTH CITY
ID: METHOD BLANK

,ATILESJlIVOLATII

-,!ENOL
*(2-CHLOROETHYL)ETHER
•^HLOROPHENOL

!3-DICHLOROBENZENE»-DICHLOROBENZENE
ZYL ALCOHOL

IA-DICHLOROBENZENE
H-METHYLPHENOL

3(2-CHLOROISOPROPYL)ETHER
1ETHYLPHENOL
NITROSO-DI-n-PROPYLAMINE
<ACHLOROETHAN£
TROBENZENE
DPHORONE
vlITROPHENOL
J-DIMETHYLPHENOL

IC ACID
3(2-CHLOROETHOXY)METHANE
-DICHLOROFHENOL
,4-TRICHLOROBENZENE

PHTHALENE
HLOROANILINE
ACHLOROSUTADIENE

CHLORO-3-METHYLPHENOL
ETHYLNAPHTHALENE
ACHLOROCYCLOPENTADIENE

j-r,6-TRICHLOROPHENOL
[4,5-TRICHLOROPHENOL
EHLORONAPHTHALENE
IJITROANILINE
,METHYLPHTHALATE
jENAPHTHYLENE
IJITROANILINE

DET.
LIMIT

10
10
10
10
10
10
10
10
10
10
10
10
10
10
10
10
50
10
10
10
10
10
10
10
10
10
10
50
10
50
10
10
50

RESULTS
(uq/L)

ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND

REPORT: G2705.7

DATE: 05-07-90

DATE EXTRACTED:
DATE ANALYZED :

04-17-90
04-26-90

SEHIVOLATILE5

ACENAPHTHENE
2.4-DINITROPHENOL
4-NITROPHEN10L
DIBENZOFURAN
2,4-DINITROTOLUENE
2,6-DINITROTOLUENE
DIETHYLPHTHALATE
4-CHLOROPHENYL-PHENYLETHER
FLUOREME
4-NITROANILINE
4,6-DINITRO 2-METHYLPHENOL
N-NITROSODIPHENYLAI1INE( 1)
4-BROnOPHENYL-PHENYLETHER
HEXACHLOROBENZENE
PENTACHLOROPHENOL
PHENANTHRENE
ANTHRACENE
DI-N-BUTYLPHTHALATE
FLUORANTHENE
PYRENE
BUTYLBENZYLPHTHALATE
3,3-DICHLOROBENZIDINE
BENZO(A)ANTHRACENE
BIS(2-ETHYLHEXYL)PHTHALATE
CHRYSENE
DI-N-OCTYL PHTHALATE
BENZO(B)FLUORANTHENE
BENZO(K)FLUORANTHENE
BENZO(A)PYRENE
INDENO(1,2,3-CD)PYRENE
DIBENZCA,H)ANTHRACENE
BENZO(G,H,I)PERYLENE

DET. RESULTS
LIMIT (uo/L)

10
50
50
10
10
10
10
10
10
50
50
10
10
10
10
10
10
10
10
10
10
20
10
10
10
10
10
10
10
10
10
10

ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND

TROBENZENE-d5(35-114) 78?
ENOL-d5 (10-94) 70*

B^/g.C-SURRDGATE.JtECOVER_IIS

2-FLUOROBIPHENYL(43-116)
2-FLUOROPHENOL (21-100)

69:: TERPHENYL-dl4 (33-141) 89'
2,4,6-TRIBROMCPHENOL( 10-123) 77'.

= NOT DETECTED ABOVE QUANTITATION LIMIT
= ESTIMATED VALUE: CONCENTRATION BELOW LIMIT OF QUANTITATION
~ ANALYTE DETECTED IN BLANK AS WELL AS SAMPLE
= SURROGATE RECOVERY OUTSIDE OF QC LIMITS



SOUTHWEST LABORATORY
OF , INC.

May 8, 1990

i
1
i

David Purington
DAMES & MOORE
11701 Borman Drive, Suite 340
St. Louis, Missouri 63146

Project: 19943 - 002;

Dear Mr. Purington:

Ford Earth City

Enclosed are the analytical results for your samples received
in our laboratory on April 18, 1990, for. the above captioned
project.

Sample MW110 was originally extracted on April 19, 1990. The
QC/MS analysis indicated that the surrogates did not meet the
QC criteria. Hence, this sample was re-extracted on April 24,
1990, and later re-analysed. The data was reported for the re-
analysed sample.

Per your request we have preformed a matrix spike and duplicate
for the following samples; MW102 (semi-volatile), MW108
(Herbicides), MW110 (Pesticides), MW104 (Volatile)

If, in your review, you should have any questions or require
additional information, please call.

,1
*

Sincerely,

Randy Staggs
Project Manager flMfltS &

RS/jl

Enclosures

09 1990

S1. LOUIS-

1700 WEST ALBANY, SUITE C • BROKEN ARROW, OK 74012
(918)251-2858 • FAX (918) 251-2599
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SOUTHWEST LABORATORY OF OKLAHOMA, INC.
1700 W. Albany . Suite "C" . Broken Arrow, Oklahoma 74012 . 918-251-2858

-CLIENT! DAMES & MOORE
i 11701 BORMAN DRIVE, SUITE 340

1 ST. LOUIS, MO 63146
ATTNJ DAVID PURINBTON

REPORTi 2397.01M

DATE: 05-07-90

SAMPLE MATRIX: WATER
SWLO tt 2397.01
DATE SUBMITTED: 04-18-90
PROJECT: 19943 - 002; FORD EARTH CITY
SAMPLE ID: MW110

J

1

1

PARAMETEROTAL CYANIDE

TOTAL METALS

IARSENIC
[LEAD
-WERCURY
KELENIUM

_

-•

.•

—

THALLIUM
ANTIMONY
3ERYLLIUM
:ADMIUM
:HROMIUM
:OPPER
4ICKEL
SILVER
:INC

DET.
LIMIT

0.01

10.0
3.0
0.2
5.0
10.0
30 . 0
5.0
5.0
5.0
10.0
10.0
10.0
10.0

UNIT

mg/L

ug/L
ug/L
ug/L
ug/L
ug/L
ug/L
ug/L
ug/L
ug/L
ug/L
ug/L
ug/L
ug/L

RESULTS

ND

ND
ND
ND
ND
ND
ND
ND
ND
ND
102
ND
ND
40.5

DATE
ANALYZED

04-27-90

05-02-90
05-01-90
05-01-90
05-02-90
05-01-90
04-25-90
04-25-90
04-25-90
04-25-90
04-25-90
04-25-90
04-25-90
04-25-90

METHOD
REFERENCE

SM 412D

EPA 206.2
EPA 239.2
EPA 245.1
EPA 270.2
EPA 279.2
EPA 200.7
EPA 200.7
EPA 200.7
EPA 200.7
EPA 200.7
EPA 200.7
EPA 200.7
EPA 200.7

I

I
11

PA = #EPA600/4-79-020, MARCH 1985
D = NOT DETECTED ABOVE QUANTITATION LIMIT
M = STANDARD METHOD, 16TH EDITION



SOUTHWEST LABORATORY OF OKLAHOMA, INC.
1700 W. Albany . Suite "C1 . Broken Arrow, Oklahoma 74012 . 918-251-2858

CLIENTi DAMES & MOORE REPORTi 2397.01H
11701 BORMAN DRIVE, SUITE 340
ST. LOUIS, MO 63146 DATE: 05-08-90
ATTN: DAVID PURINGTON

SAMPLE MATRIX I WATER
SWLO # 2397.01
DATE SUBMITTED: 04-18-90
DATE EXTRACTED: 04-27-90
DATE ANALYZED: 05-02-90
METHOD REFERENCE: SWS46-8150, EPA METHODOLOGY
PROJECTS 19943 - 002; FORD EARTH CITY
SAMPLE ID: MW110

RESULTS REPORTED IN ug/L OR Parts Per Billion

DET.
HERBICIDES LIMIT RESULTS

2,4-D 1.0 ND
2,4,5-TP (SILVEX) 0.2 ND

1
I
I
1

QA/QC SURROGATE RECOVERY

2,4,5-T (10-98) 89.47.

ND = NOT DETECTED ABOVE QUANTITATION LIMIT
J = ESTIMATED VALUE: CONCENTRATION BELOW LIMIT OF QUANTITATION
B = ANALYTE DETECTED IN BLANK AS WELL AS SAMPLE
* = SURROGATE RECOVERY OUTSIDE OF QC LIMITS



SOUTHWEST LABORATORY OF OKLAHOMA, INC.
1700 W. Albany . Suite "C" . Broken Arrow, Oklahoma 74012 . 918-251-2858

:LIENT: DANES & HOORE REPORT: 2397.01P
11701 BORMAN DRIVE, SUITE 340
ST. LOUIS, HO .63146 DATE: 05-08-90
ATTN: DAVID PURINGTON

SAMPLE MATRIX: WATER
SWLO « 2397.01
DATE SUBMITTED: 04-18-90
DATE EXTRACTED: 04-19-90
DATE ANALYZED : 05-02-90
METHOD REFERENCE: SU846-8080, EPA METHODOLOGY
SAMPLE ID: MW110

RESULTS REPORTED IN ug/L OR Parts Per Billion (PPB)

PESTICIDES/PCB'S DETECTION LIHIT RESULTS

ALPHA-BHC 0.05 ND
BETA-BHC 0.05 ND
DELTA-BHC 0.05 ND
GAMMA-BHC(LINDANE) 0.05 ND
HEPTACHLOR 0.05 ND
ALDRIN 0.05 . ND
HEPTACHLOR EPOXIDE 0.05 ND
ENDOSULFAN I 0.05 ND
DIELDRIN 0.1 ND
4,4-DDE 0.1 ND
ENDRIN 0.1 ND
ENDQSULFAN II 0.1 ND
4,4-DDD 0.1 ND
ENDOSULFAN SULFATE 0.1 ND
4,4-DDT 0.1 ND
METHOXYCHLOR 0.5 ND
ENDRIN KETONE 0.1 ND
ALPHA-CHLORDANE 0.5 ND
GAMMA-CHLORDANE 0.5 ND
TOXAPHENE 1.1 ND
AROCHLOR-1016 0.5 ND
AROCHLOR-1221 0.5 ND
AROCHLOR-1232 0.5 ND
AROCHLOR-1242 0.5 ND
AROCHLOR-1248 0.5 ND
AROCHLOR-1254 1.1 ND
AROCHLOR-1260 1.1 ND

OA/OC SURROGATE RECOVERIES

DIBUTYLCHLORENDATE (24-154) 100*

ND = NOT DETECTED ABOVE QUANTITATION LIMIT
J = ESTIMATED VALUE: CONCENTRATION BELOW LIMIT OF QUANTITATION
B = ANALYTE DETECTED IN BLANK AS WELL AS SAMPLE
* = SURROGATE RECOVERY OUTSIDE OF QC LIMITS



SOUTHWEST LABORATORY OF OKLAHOMA, INC.
1700 W. Albany . Suite "C . Broken Arrow, Oklahoma 74012 . 918-251-2858

:LIENT» DAMES & MOORE
11701 BORMAN DRIVE, SUITE 340
ST. LOUIS, MO 63146
ATTN: DAVID PURINGTON

SAMPLE MATRIX: WATER
SWLO N 2397.01
DATE SUBMITTED: 04-18-90
DATE ANALYZED : 04-18-90
METHOD REFERENCE: SW846-8240, EPA METHODOLOGY
PROJECT: 19943 - 002; FORD EARTH CITY
SAMPLE ID: MW110

REPORTl 2397.01V

DATE: 05-08-90

RESULTS REPORTED IN uq/L OR Parts Per Billion (PPB)

10LATILES

HLOROMETHANE
•^BROMOMETHANE
J;iNYL CHLORIDE
"KHLOROETHANE
^ETHYLENE CHLORIDE
JACETONE

AARBON DISULFIDE
•1,1-DICHLOROETHENE

S
-'' , 1-DICHLOROETHANE

RANS-1,2-DICHLOROETHENE
HLOROFORM

^.-1,2-DICHLOROETHANE
J2-BUTANONE
fll, 1,1-TRICHLOROETHANE
•CARBON TETRACHLORIDE

SINYL ACETATE
ROMODICHLOROJ1ETHANE

DET.
LIMIT

10
10
10
10
5
10
5
5
5
5
5
5
10
5
5
10
5

RESULTS VOLATILE5

ND 1,1,2,2-TETRACHLOROETHANE
ND 1,2-DICHLOROPROPANE
ND TRANS-1,3-DICHLOROPROPENE
ND TRICHLOROETHENE

16 B DIBROnOCHLOROMETHANE
4 JB 1,1,2-TRICHLOROETHANE

ND BENZENE
ND CIS-1,3-DICHLOROPROPENE
ND 2-CHLOROETHYLVINYLETHER
ND BROMOFORM
ND 2-HEXANONE
ND 4-METHYL-2-PENTANONE
ND TETRACHLOROETHENE
ND TOLUENE
ND CHLOROBENZENE
ND ETHYLBENZENE
ND STYRENE

TOTAL XYLENES

DET.
LIMIT

5
5
5
5
5
5
5
5
10
5
10
10
5
5
5
5
5
5

RESULTS

ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND

TOLUENE-d8(88-110)

OA/QC SURROGATE RECOVERIES

BROnOFLUOROBENZENE(86-115) l,2-DICHLOROETHANE-d4(76-114) 100*

NOT DETECTED ABOVE QUANTITATION LIMIT
ESTIMATED VALUE: CONCENTRATION BELOW LIMIT OF QUANTITATION
ANALYTE DETECTED IN BLANK AS WELL AS SAMPLE
SURROGATE RECOVERY OUTSIDE OF QC LIMITS



J SOUTHWEST JABORATORY OF OKLAHOMA, INC.
1700 W. Albany . Suite "C . Broken Arrow, Oklahoma 74012 . 918-251-2858

S & MOORE
,1 BORMAN DRIVE, SUITE 340
LOUIS, MO 63146
J: DAVID PURINGTON

.E MATRIX: WATER
H 2397.01

fOD REF.: SW846-8270, EPA METHODOLOGY
ECT: 19943 - 002; FORD EARTH CITY
LE ID: MW110

TilVOLATILES

t2-CHLOROETHYL)ETHER
|;HLOROPHENOL
pDICHLOROBENZENE
pDICHLOROBENZENE

[JZYL ALCOHOL
-DICHLOROBENZENE
:THYLPHENOL
J-CHLOROISOPROPYL)ETHER

JlETHYLPHENOL
ITROSO-DI-n-PROPYLAMINE
ttHLOROETHANE

•ROBENZENE
'HORONE
[TROPHENOL

1-DIMETHYLPHENOL
IOIC ACID

|(2-CHLOROETHOXY)METHANE
-DICHLOROPHENOL

£,4-TRICHLOROBENZENE
THALENE
HLOROANILINE

fCACHLOROBUTADIENE
HLORO-3-METHYLPHENOL
[THYLNAPHTHALENE

7ACHLOROCYCLOPENTADIENE
L.6-TRICHLOROPHENOL
1,5-TRICHLOROPHENOL
^ORONAPHTHALENE

HITROANILINE
IETHYLPHTHALATE
INAPHTHYLENE

i'^ITROANILINE

DET. RESULTS
LIHIT (uq/L)

20
20
20
20
20
20
20
20
20
20
20
20
20
20
20
20
100
20
20
20
20
20
20
20
20
20
20
100
20
100
20
20
100

ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND

REPORT: 2397.01B

DATE: 05-08-90

DATE SUBMITTED:
DATE EXTRACTED:
DATE ANALYZED :

04-18-90
04-24-90
04-25-90

SEHIVOLATILE5

ACENAPHTHENE
2,4-DINITROPHENOL
4-NITROPHENOL
DIBENZOFURAN
2,4-DINITROTOLUENE
2,6-DINITROTOLUENE
DIETHYLPHTHALATE
4-CHLOROPHENYL-PHENYLETHER
FLUORENE
4-NITROANILINE
4,6-DINITRO .2-HETHYLPHENOL
N-NITROSODIPHENYLAP1INE (1)
4-BROHOPHENYL-PHENYLETHER
HEXACHLOROBENZENE
PENTACHLOROPHENOL
PHENANTHRENE
ANTHRACENE
DI-N-BUTYLPHTHALATE
FLUORANTHENE
PYRENE
BUTYLBENZYLPHTHALATE
3,3-DICHLOROBENZIDINE
BENZO(A)ANTHRACENE
BIS(2-ETHYLHEXYL JPHTHALATE
CHRYSENE
DI-N-OCTYL PHTHALATE
BENZO(B)FLUORANTHENE
BENZO(K)FLUORANTHENE
BENZO(A)PYRENE
INDENOd, 2,3-CD) PYRENE
DIBENZ(A,H)ANTHRACENE
BENZO(G,H,I)PERYLENE

QA/QC SURROGATE RECOVERIES

DET. RESULTS
LIHIT (ua/Ll

20
100
100
20
20
20
20
20
20
100
100
20
20
20
20
20
20
20
20
20
20
40
20
20
20
20
20
20
20
20
20
20

ND
ND
ND
ND
ND
ND

e a
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND

*ROBENZENE-d5(35-114)
'•NOL-dS (10-94)

65* 2-FLUOROBIPHENYL(43-116)
36?: 2-FLUOROPHENOL (21-100)

62* TERPHENYL-dl4 (33-141)
18** 2,4,6-TRIBROHOPHENOL(10-123)

83*
21*

= NOT DETECTED ABOVE QUANTITATION LIMIT
-T = ESTIMATED VALUE: CONCENTRATION BELOW LIMIT OF QUANTITATION

1
= ANALYTE DETECTED IN BLANK AS WELL AS SAMPLE
= SURROGATE RECOVERY OUTSIDE OF QC LIMITS



SOUTJtiWESl JLAbUKATUKY U* UKJLAHUMA, 1IN<~.
1700 W. Albany . Suite "C" . Broken Arrow, Oklahoma 74012 . 918-251-2858

c

1

1

C

ILIENT: DAMES & MOORE
11701 BORMAN DRIVE, SUITE 340
ST. LOUIS, MO 63146
ATTN: DAVID PURINBTON

SAMPLE MATRIX: WATER
SWLO tt 2397.02
DATE SUBMITTED: 04-18-90
PROJECT: 19943 - 002; FORD EARTH
SAMPLE ID: MW102

>ARAMETER
.J

50TAL CYANIDE

OTAL METALS

ARSENIC
(LEAD

-JtlERCURY
BELENIUM
THALLIUM
JANTIMONY
"BERYLLIUM
AADMIUM
(CHROMIUM
-JCOPPER
•NICKEL
^SILVER
JZINC

DET.
LIMIT

0.01

10.0
3.0
0.2
5.0
10.0
30 . 0
5.0
5.0
5.0
10.0
10.0
10.0
10.0

UNIT

mg/L

ug/L
ug/L
ug/L
ug/L
ug/L
ug/L
ug/L
ug/L
ug/L
ug/L
ug/L
Lig/L
ug/L

CITY

RESULTS

ND

ND
ND
ND
ND
ND
ND
ND
ND
ND
326
13.8
ND
52.8

REPORT: 2397. 02M

DATE: 05-07-90

r

DATE
ANALYZED

04-27-90

05-02-90
05-01-90
04-25-90
05-02-90
05-01-90
04-25-90
04-25-90
04-25-90
04-25-90
04-25-90
04-25-90
04-25-90
04-25-90

METHOD
REFERENCE

SM

EPA
EPA
EPA
EPA
EPA
EPA
EPA
EPA
EPA
EPA
EPA
EPA
EPA

412D

206.2
239 . 2
245.1
270 . 2
279.2
200 . 7
200 . 7
200 . 7
200 . 7
200 . 7
200.7
200 . 7
200 . 7

JD
3M

= #EPA600/4-79-020, MARCH 1985
= NOT DETECTED ABOVE QUANTITATION LIMIT
= STANDARD METHOD, 16TH EDITION
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SOUTHWEST LABORATORY OF OKLAHOMA, INC.
7700 W. Albany . Suite "C . Broken Arrow, Oklahoma 74012 . 918-251-2858

I

1
i

L1ENT: DAMES & MOORE REPORT: 2397.02H
11701 BORMAN DRIVE, SUITE 340
ST. LOUIS, MO 63146 DATE: 05-08-90
ATTN: DAVID PURINGTON

SAMPLE MATRIX: WATER
SWLO tt 2397.02
DATE SUBMITTED: 04-18-90
DATE EXTRACTED: 04-27-90
DATE ANALYZED: 05-02-90
METHOD REFERENCE: SWB46-B150, EPA METHODOLOGY
PROJECT: 19943 - 002; FORD EARTH CITY
SAMPLE ID: MW102

RESULTS REPORTED IN ug/L OR Parts Per Billion

DET.
HERBICIDES LIMIT RESULTS

2,4-D 1.0 ND
2,4,5-TP (SILVEX) 0.2 ND

QA/QC SURROGATE RECOVERY

2,4,5-T (10-98) 93.7V.

ND = NOT DETECTED ABOVE OUANTITATION LIMIT
J = ESTIMATED VALUE: CONCENTRATION BELOW LIMIT OF QUANTITATION
B = ANALYTE DETECTED IN BLANK AS WELL AS SAMPLE
* = SURROGATE RECOVERY OUTSIDE OF QC LIMITS



1
SOUTHWEST LABORATORY OF OKLAHOMA, INC.

1700 W. Albany . Suite "C" . Broken Arrow, Oklahoma 74012 . 918-251-2858

ii
'4
i
i
i
i
i
i
1
i
i
i
i

IENT: DAMES & MOORE REPORT: 2397.02P
11701 BORMAN DRIVE, SUITE 340
ST. LOUIS, HO 43146 DATE: 03-08-90
ATTN: DAVID PURINGTON

SAMPLE MATRIXl WATER
SULO « 2397.02
DATE SUBMITTED: 04-18-90
DATE EXTRACTED: 04-19-90
DATE ANALYZED : 05-02-90
METHOD REFERENCE: SU846-B080, EPA METHODOLOGY
SAMPLE ID: MW102

RESULTS REPORTED IN uq/L OR Parts Per Billion <PPB)

PESTICIDES/PCS'S DETECTION LIMIT RESULTS

ALPHA-BHC 0.05 ND
BETA-BHC 0.05 ND
DELTA-BHC 0.05 ND
GAMMA-BHC(LINDANE) 0.05 ND
HEPTACHLOR 0.05 ND
ALDRIN 0.05 . ND
HEPTACHLOR EPOXIDE 0.05 ND
ENDOSULFAN I 0.05 ND
DIELDRIN 0.1 ND
4,4-DDE 0.1 ND
ENDRIN 0.1 ND
ENDOSULFAN II 0.1 ND
4,4-DDD 0.1 ND
ENDOSULFAN SULFATE 0.1 ND
4,4-DDT 0.1 ND
METHOXYCHLOR 0.5 ND
ENDRIN KETONE 0.1 ND
ALPHA-CHLORDANE 0.5 ND
GAMMA-CHLORDANE 0.5 ND
TOXAPHENE 1.0 ND
AROCHLOR-1016 0.5 ND
AROCHLOR-1221 0.5 ND
AROCHLOR-1232 0.5 ND
AROCHLOR-1242 0.5 ND
AROCHLOR-1248 0.5 ND
AROCHLOR-1254 1.0 ND
AROCHLOR-1260 1.0 ND

QA/QC SURROGATE RECOVERIES

DIBUTYLCHLORENDATE (24-154) 83*

ND = NOT DETECTED ABOVE QUANTITATION LIMIT
J = ESTIMATED VALUE: CONCENTRATION BELOW LIMIT OF QUANTITATION
B = ANALYTE DETECTED IN BLANK AS WELL AS SAMPLE
* = SURROGATE RECOVERY OUTSIDE OF QC LIMITS



SOUTHWEST JLABORATORY OF OKLAHOMA, IJNC.
1700 W. Albany . Suite *C . Broken Arrow, Oklahoma 74012 . 918-251-2858

IENT: DAMES & MOORE
11701 BORMAN DRIVE, SUITE 340
ST. LOUIS, HO A3146
ATTN: DAVID PURINGTON

SAMPLE MATRIX: WATER
SWLO « 2397.02
DATE SUBMITTED: 04-18-90
DATE ANALYZED : 04-18-90
METHOD REFERENCE: SU846-8240, EPA METHODOLOGY
PROJECT: 19943 - 002; FORD EARTH CITY
SAMPLE ID: MU102

RESULTS REPORTED IN ug/L OR Parts Per Billion (PPB)

REPORT: 2397.02V

DATE: 05-08-90

70LATILE5

OROMETHANE
*OMOMETHANE
CNYL CHLORIDE
•ILOROETHANE
ITHYLENE CHLORIDE

"ACETONE
..BARBON DISULFIDE
1,1-DICHLOROETHENE

•M.l-DICHLOROETHANE«' ANS-1,2-DICHLOROETHENE
LOROFORM

._ ,2-DICHLOROETHANE
J2-BUTANONE
-•, 1,1-TRICHLOROETHANE
•JARBON TETRACHLORIDE
'-VINYL ACETATE
JlROMODICHLOROMETHANE

DET.
LIHIT RESULTS

10
10
10
10
5
10
5
5
5
5
5
5
10
5
5
10
5

16

ND
ND
ND
ND

ND
ND
ND

'ND
ND
ND
ND
ND
ND
ND
ND

VOLATILE5

1,1,2,2-TETRACHLOROETHANE
1,2-DICHLOROPROPANE
TRANS-1,3-DICHLOROPROPENE
TRICHLOROETHENE
DIBROMQCHLOROMETHANE
1,1,2-TRICHLOROETHANE
BENZENE
CIS-1,3-DICHLOROPROPENE
2-CHLOROETHYLVINYLETHER
BROMOFORM
2-HEXANONE
4-METHYL-2-PENTANONE
TETRftCHLOROETHENE
TOLUENE
CHLOROBENZENE
ETHYLBENZENE
STYRENE
TOTAL XYLENES

DET.
LIHIT RESULTS

5
5
5
5
5
5
5
5
10
5
10
10
5
5
5
5
5
5

ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND

i
-Ji
1
1
1

QA/QC SURROGATE RECOVERIES

OLUENE-d8(88-110) 98* BROMOFLUOROBENZENE(86-115) 94* l,2-DICHLOROETHANE-d4(76-114) 100*

ID = NOT DETECTED ABOVE QUANTITATION LIMIT
J = ESTIMATED VALUE: CONCENTRATION BELOW LIMIT OF QUANTITATION

ANALYTE DETECTED IN BLANK AS WELL AS SAMPLE
SURROGATE RECOVERY OUTSIDE OF QC LIMITS



1

1

SOUTHWEST,LABORATORY OF OKLAHOMA, IINU.
7700 W. Albany . Suite "C . Broken Arrow, Oklahoma 74012 . 918-251-2858

S 4 MOORE
1 BORMAN DRIVE, SUITE
LOUIS, HO 63146

340

DAVID PURINGTON

WATER1*LE MATRIX:
'« •» 2397.02
HOD REF.: SU846-8270, EPA METHODOLOGY
ITECTI 19943 - 002-, FORD EARTH CITY

1PLE ID: MU102
I
*E

iVOLATILE5

•JOLI9( 2-CHLOROETHYL)ETHER
;HLOROPHENOL

fDICHLOROBENZENE
DICHLOROBENZENE

""4ZYL ALCOHOL

«' DICHLOROBENZENETHYLPHENOL
2-CHLOROISOPROPYDETHER

1ETHYLPHENOL

IlTROSO-DI-n-PROPYLAMINE
ACHLOROETHANE

"fROBENZENE

IPHORONE
ITROPHENOL

-4-DIMETHYLPHENOL«'ZOIC ACID(2-CHLOROETHOXY)METHANE
.̂ -DICHLOROPHENOL
2,4-TRICHLOROBENZENE

VHTHALENE
•:HLOROANILINE

JACHLOROBUTADIENE
HLORO-3-METHYLPHENOL
ETHYLNAPHTHALENE.

OACHLOROCYCLOPENTADIENE
JA,6-TRICHLOROPHENOL
»,5-TRICHLOROPHENOL
^HLORONAPHTHALENE
HNITROANILINE
•METHYLPHTHALATE
•ENAPHTHYLENE
NITROANILINEI
I
j
>

j

DET.
LIHIT

10
10
10
10
10
10
10
10
10
10
10
10
10
10
10
10
50
10
10
10
10
10
10
10
10
10
10
50
10
50
10
10
50

RESULTS
(UQ/L)

ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND

REPORT: 2397.02B

DATE: 05-08-90

DATE SUBMITTED:
DATE EXTRACTED:
DATE ANALYZED :

SEHIVOLATILE5

ACENAPHTHENE
2,4-DINITROPHENOL
4-NITROPHENOL
DIBENZOFURAN
2,4-DINITROTOLUENE
2,6-DINITROTOLUENE
DIETHYLPHTHALATE
4-CHLOROPHENYL-PHENYLETHER
FLUORENE
4-NITROANILINE
4,6-DINITRO. 2-METHYLPHENOL
N-NITROSODIPHENYLAMINE( 1 )
4-BROMOPHENYL-PHENYLETHER
HEXACHLOROBENZENE
PENTACHLOROPHENOL
PHENANTHRENE
ANTHRACENE
DI-N-BUTYLPHTHALATE
FLUORANTHENE
PYRENE
BUTYLBENZYLPHTHALATE
3 , 3-DICHLOROBENZIDINE
BENZO( A) ANTHRACENE
BIS ( 2-ETHYLHEXYL ) PHTHALATE
CHRYSENE
DI-N-OCTYL PHTHALATE
BENZO ( B ) FLUORANTHENE
BENZCK K ) FLUOR ANTHENE
BENZO(A)PYRENE
INDENOd, 2, 3-CD) PYRENE
D I BENZ( A, H) ANTHRACENE
BENZO(G,H,I)PERYLENE

04-18-90
04-19-90
04-24-90

r

DET.
LIHIT

10
50
50
10
10
10
10
10
10
50
50
10
10
10
10
10
10
10
10
10
10
20
10
10
10
10
10
10
10
10
10
10

RESULTS
(UQ/L)

ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND

2 JB
1 J
ND
ND
ND
ND
ND
ND
ND

TROBENZENE-d5(35-114)
ENOL-d5 (10-94) 49V.

QA/QC SURROGATE RECOVERIES

2-FLUOROBIPHENYL(43-116) 68%
2-FLUOROPHENOL (21-100) 35Ti

TERPHENYL-dl4 (33-141)
2,4,6-TRIBROMOPHENOL(10-123)

60:;
34?:

= NOT DETECTED ABOVE QUANTITATION LIMIT
= ESTIMATED VALUE: CONCENTRATION BELOW LIMIT OF QUANTITATION
= ANALYTE DETECTED IN BLANK AS WELL AS SAMPLE
= SURROGATE RECOVERY OUTSIDE OF QC LIMITS



II
I
I

SOUTHWEST JABORATORY OF OKLAHOMA, INC.
1700 W. Albany . Suite "C" . Broken Arrow, Oklahoma 74012 . 918-251-2858

DAMES & MOORE
11701 BORMAN DRIVE, SUITE 340
ST. LOUIS, MO 63146
ATTN: DAVID PURINGTON

SAMPLE MATRIX: WATER
SWLO tt 2397.03
DATE SUBMITTED: 04-1S-90
PROJECT: 19943 - 002; FORD EARTH CITY
SAMPLE ID: MW108

REPORT: 2397.03M

DATE: 05-07-90

IRAMETER
DET.
LIMIT UNIT RESULTS

DATE
ANALYZED

METHOD
REFERENCE

TAL CYANIDE

TAL METALS

1SEN 1C
AD
RCURY

SELENIUM

1ALLIUM
TIMONY
RYLLIUM

-̂W
W

ROMIUM
PPER

iCKEL
LVER
NC

0.01 mg/L ND

10.0
3.0
0.2
5.0
10.0
30 . 0
5.0
5.0
5.0
10.0
1O.O
10.0
10.0

ug/L
ug/L
ug/L
ug/L
ug/L
ug/L
ug/L
ug/L
ug/L
ug/L
ug/L
ug/L
ug/L

ND
ND
ND
ND
ND
34
ND
ND
ND
SI
14
ND
44

.5

.0

.5

04-27-90 SM 412D

05-02-90
05-01-90
04-25-90
05-02-90
05-01-90
04-25-90
04-25-90
04-25-90
04-25-90
04-25-90
04-25-90
04-25-90
04-25-90

EPA
EPA
EPA
EPA
EPA
EPA
EPA
EPA
EPA
EPA
EPA
EPA
EPA

206.2
239.2
245.1
270.2
279.2
200.7
200.7
200.7
200
200
200
200
200.7

*EPA600/4-79-020, MARCH 1985
NOT DETECTED ABOVE QUANTITATION LIMIT
STANDARD METHOD, 16TH EDITION

1
1
I



SOUTHWEST LABORATORY OF OKLAJtlUMA,
1700 W. Albany . Suite "C . Broken Arrow, Oklahoma 74012 . 918-251-2858

tLIENT: DAMES & MOORE REPORT: 2397.03H
11701 BORMAN DRIVE, SUITE 340
ST. LOUIS, MO 63146 DATE: 05-08-90
ATTN: DAVID PURINGTON

SAMPLE MATRIX: WATER
SWLO * 2397.03
DATE SUBMITTED: 04-13-90
DATE EXTRACTED: 04-27-90
DATE ANALYZED: 05-02-90
METHOD REFERENCE: SWS46-B150, EPA METHODOLOGY
PROJECT: 19943 - 002; FORD EARTH CITY
SAMPLE ID: MW108

RESULTS REPORTED IN ug/L OR Parts Per Bil.ion

DET.
HERBICIDES LIMIT RESULTS

2,4-D 1.0 ND
2,4,5-TP (SILVEX) 0.2 ND

QA/QC SURROGATE RECOVERY

2,4,5-T (10-98) 87.97.

= NOT DETECTED ABOVE QUANTITATION LIMIT
= ESTIMATED VALUE: CONCENTRATION BELOW LIMIT OF QUANTITATION
= ANALYTE DETECTED IN BLANK AS WELL AS SAMPLE

* = SURROGATE RECOVERY OUTSIDE OF QC LIMITS



i

~i

i

SOUTHWEST LABORATORY OF OKLAHOMA, INC.
2700 W. Albany . Suite "C" . Broken Arrow, Oklahoma 74012 . 918-251-2858

LIENT: DANES & MOORE REPORT: 2397.03P
11701 BORMAN DRIVE, SUITE 340
ST. LOUIS, MO 63146 DATE: 05-08-90
ATTN: DAVID PURINGTON

SAMPLE MATRIX: WATER
SWLO » 2397.03
DATE SUBMITTED: 04-18-90
DATE EXTRACTED: 04-19-90
DATE ANALYZED : 05-02-90
METHOD REFERENCE: SU846-8080, EPA METHODOLOGY
SAMPLE ID: MU108

RESULTS REPORTED IN ug/L OR Parts Per Billion (PPB)

PESTICIDES/PCS'S DETECTION LIHIT RESULTS

ALPHA-BHC 0.05 ND
BETA-BHC 0.05 ND
DELTA-BHC 0.05 ND
GAMMA-BHC(LINDANE) 0.05 ND
HEPTACHLOR 0.05 ND
ALDRIN 0.05 . ND
HEPTACHLOR EPOXIDE 0.05 ND
ENDOSULFAN I 0.05 ND
DIELDRIN 0.1 ND
4,4-DDE 0.1 ND
ENDRIN 0.1 ND
ENDOSULFAN II 0.1 ND
4,4-DDD 0.1 ND
ENDOSULFAN SULFATE 0.1 ND
4,4-DDT 0.1 ND
METHOXYCHLOR 0.5 ND
ENDRIN KETONE 0.1 ND
ALPHA-CHLORDANE 0.5 ND
GAMMA-CHLORDANE 0.5 ND
TOXAPHENE 1.0 ND
AROCHLOR-1016 0.5 ND
AROCHLOR-1221 0.5 ND
AROCHLOR-1232 0.5 ND
AROCHLOR-1242 0.5 ND
AROCHLOR-1248 0.5 ND
AROCHLOR-1254 1.0 ND
AROCHLOR-1260 1.0 ND

QA/QC SURROGATE RECOVERIES

DIBUTYLCHLORENDATE (24-154) 82*

ND = NOT DETECTED ABOVE QUANTITATION LIMIT
J = ESTIMATED VALUE: CONCENTRATION BELOW LIMIT OF QUANTITATION
B = ANALYTE DETECTED IN BLANK AS WELL AS SAMPLE
* = SURROGATE RECOVERY OUTSIDE OF QC LIMITS



SOUTHWEST IABORATORY OF OKLAHOMA,
7700 W. Albany . Suite "C . Broken Arrow, Oklahoma 74012 . 918-251-2858

IENT: DAMES & MOORE
11701 BORMAN DRIVE, SUITE 340
ST. LOUIS, MO 63146
ATTN: DAVID PURINGTON

SAMPLE MATRIX: WATER
SULO tt 2397.03
DATE SUBMITTED: 04-18-90
DATE ANALYZED : 04-18-90
METHOD REFERENCE: SU846-8240, EPA
PROJECT: 19943 - 002; FORD EARTH
SAMPLE ID: MW108

REPORT: 2397.03V

DATE: 05-08-90

METHODOLOGY
CITY

RESULTS REPORTED IN ug/L OR Parts Per Billion (PPB)

K3LATILE5
i

1HLOROMETHANE
ROMOMETHANE

VINYL CHLORIDE
WHLOROETHANE
.•ETHYLENE CHLORIDE

ACETONE

IARBON DISULFIDE
,1-DICHLOROETHENE

~1,1-DICHLOROETHANE
JRANS-1,2-DICHLORQETHENE
•HLOROFORM
M,2-DICHLOROETHANE

k-BUTANONE
m.,1,1-TRICHLOROETHANE
KARBON TETRACHLORIDE
~^INYL ACETATE

BROMODICHLOROMETHANE

RESULTS

10
10
10
10
5
10
5
5
5
5
5
5
10
5
5
10
5

ND
ND
ND
ND

15
ND
ND

3
ND
ND
ND
ND
ND
ND
ND
ND
ND

B

J

VOLATILE5

1,1,2,2-TETRACHLOROETHANE
1,2-DICHLOROPROPANE
TRANS-1,3-DICHLOROPROPENE
TRICHLOROETHENE
DIBROMOCHLOROMETHANE
1,1,2-TRICHLOROETHANE
BENZENE
CIS-1,3-DICHLOROPROPENE
2-CHLOROETHYLVINYLETHER
BROMOFORM
2-HEXANONE
4-METHYL-2-PENTANONE
TETRACHLOROETHENE
TOLUENE
CHLOROBENZENE
ETHYLBENZENE
STYRENE
TOTAL XYLENES

DET.
LIMIT RESULTS

5
5
5
5
5
5
5
5
10
5
10
10
5
5
5
5
5
5

ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND

QA/QC SURROGATE RECOVERIES

TOLUENE-d8(88-110) 100* BROMOFLUOROBENZENE(86-115) 95* l,2-DICHLOROETHANE-d4(76-114) 103*

—J =

I

I

I

I

NOT DETECTED ABOVE QUANTITATION LIMIT
ESTIMATED VALUE: CONCENTRATION BELOW LIMIT OF QUANTITATION
ANALYTE DETECTED IN BLANK AS WELL AS SAMPLE
SURROGATE RECOVERY OUTSIDE OF QC LIMITS



SOUTHWEST LABORATORY OF OKLAHOMA, INC.
1700 W. Albany . Suite "C" . Broken Arrow, Oklahoma 74012 . 918-251-2858

J| 4 MOORE
7§l BORMAN DRIVE, SUITE 340
-; LOUIS, MO 63146
• DAVID PURINGTON

J2PLE MATRIX: WATER
* 2397.03
D REF.: SU846-8270, EPA METHODOLOGY
CT: 19943 - 002; FORD EARTH CITY

-£LE ID: MU108

S(2-CHLOROETHYL)ETHER
"^.OROPHENOL
.BlCHLOROBENZENE
TlCHLOROBENZENE
^ZYL ALCOHOL

t lCHLOROBENZENE
HYLPHENOL

S(2-CHLOROISOPROPYL)ETHER

f HYLPHENOL
ROSO-DI-n-PROPYLAMINE

XACHLOROETHANE
~iO BENZENE
•HORONE
OTTROPHENOL
fl-DIMETHYLPHENOL

IQIC ACID
2-CHLOROETHOXY)METHANE

4-DICHLOROPHENOL

I" 4-TRICHLOROBENZENE
THALENE

CHLOROANILINE

ICHLOROBUTADIENE
LORO-3-nETHYLPHENOL
THYLNAPHTHALENE

XACHLOROCYCLOPENTADIENE

16-TRICHLOROPHENOL
5-TRICHLOROPHENOL

CHLORONAPHTHALENE
|ITROANILINE
KTHYLPHTHALATE
ENAPHTHYLENE

TROANILINE

^

DET.
LIHIT

10
10
10
10
10
10
10
10
10
10
10
10
10
10
10
10
50
10
10
10
10
10
10
10
10
10
10
50
10
50
10
10
50

RESULTS
(UQ/L)

ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND

REPORT: 2397.03B

DATE: 05-08-90

DATE SUBMITTED:
DATE EXTRACTED:
DATE ANALYZED :

SEHIVOLATILE5

ACENAPHTHENE
2,4-DINITROPHENOL
4-NITROPHENOL
DIBENZOFURAN
2,4-DINITROTOLUENE
2,6-DINITROTOLUENE
DIETHYLPHTHALATE
4-CHLOROPHENYL-PHENYLETHER
FLUORENE
4-NITROANILINE
4,6-DINITRO 2-METHYLPHENOL
N-NITROSODIPHENYLAt1INE( 1)
4-BROMOPHENYL-PHENYLETHER
HEXACHLOROBENZENE
PENTACHLOROPHENOL
PHENANTHRENE
ANTHRACENE
DI-N-BUTYLPHTHALATE
FLUORANTHENE
PYRENE
BUTYLBENZYLPHTHALATE
3,3-DICHLOROBENZIDINE
BENZO(A)ANTHRACENE
BIS(2-ETHYLHEXYL)PHTHALATE
CHRYSENE
DI-N-OCTYL PHTHALATE
BENZO(B)FLUORANTHENE
BENZO(K)FLUORANTHENE
BENZQ(A)PYRENE
INDENOd, 2,3-CD) PYRENE
DIBENZ(A,H)ANTHRACENE
BENZO(G,H,I)PERYLENE

04-18-90
04-19-90
04-24-90

r

DET.
LIHIT

10
50
50
10
10
10
10
10
10
50
50
10
10
10
10
10
10
10
10
10
10
20
10
10
10
10
10
10
10
10
10
10

RESULTS
(UQ/L)

ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND

£NOL-d5 (10-94) 42?:

OA/QC SURROGATE RECOVERIES

2-FLUOROBIPHENYL(43-116)
2-FLUOROPHENOL (21-100) 9?:

TERPHENYL-dl4 (33-141) 65S
2,4,6-TRIBROflOPHENOL(10-123) 23S

I
NOT DETECTED ABOVE QUANTITATION LIMIT
ESTIMATED VALUE: CONCENTRATION BELOW LIMIT OF QUANTITATION
ANALYTE DETECTED IN BLANK AS WELL AS SAMPLE
SURROGATE RECOVERY OUTSIDE OF G1C LIMITS



SOUTHWESTJLABORATORY OF OKLAHOMA, INC.
1700 W. Albany . Suite "C" . Broken Arrow, Oklahoma 74012 . 918-251-2858

[ENT: DAMES & MOORE
11701 BORMAN DRIVE, SUITE 340
ST. LOUIS, MO 63146
ATTN: DAVID PURINBTON

REPORT: 2397.04M

DATE: 05-07-90

SAMPLE MATRIX: WATER
SWLO # 2397.04
DATE SUBMITTED: 04-18-90
PROJECT: 19943 - 002; FORD EARTH CITY
SAMPLE ID: MW103

?AMETER
DET.
LIMIT UNIT RESULTS

DATE
ANALYZED

METHOD
REFERENCE

3TAL CYANIDE

•AL METALS

<SENIC
IAD

<CURY

JLENIUM
ALLIUM
TIMONY

BERYLLIUM

1
1
1

ROMIUM
PPER

LVER
NC

1
NDr
i
i
i

0.01 mg/L ND

ttEPA600/4-79-020, MARCH 1935
NOT DETECTED ABOVE QUANTITATION LIMIT
STANDARD METHOD, 16TH EDITION

04-27-90 SM 412D

10.0
3.0
0.2
5.0
10.0
30 . 0
5.0
5.0
5.0
10.0
10.0
10.0
10.0

ug/L
ug/L
ug/L
ug/L
ug/L
ug/L
ug/L
ug/L
ug/L
ug/L
ug/L
ug/L
ug/L

ND
ND
ND
ND
ND
34.5
ND
ND
ND
43
ND
ND
34.1

05-02-90
05-01-90
04-25-90
05-02-90
05-01-90
04-25-90
04-25-90
04-25-90
04-25-90
04-25-90
04-25-90
04-25-90
04-25-90

EPA
EPA
EPA
EPA
EPA
EPA
EPA
EPA
EPA
EPA
EPA
EPA
EPA

206 . 2
239.2
245.1
270 . 2
279.2
200.7
200 . 7
200.7
200 . 7
200 . 7
200 . 7
200.7
200.7



SOUTHWEST LABORATORY OF OKLAHOMA, INC.
1700 W. Albany . Suite "C" . Broken Arrow, Oklahoma 74012 . 918-251-2858

I

'M.IENT: DAMES & MOORE REPORT: 2397.04H
11701 BORMAN DRIVE, SUITE 340

1 ST. LOUIS, MO 63146 DATE: 05-08-90
ATTN: DAVID PURINGTON

I
I

m

I

»

•

SAMPLE MATRIX: WATER
SWLO # 2397.04
DATE SUBMITTED: 04-18-90
DATE EXTRACTED: 04-27-90
DATE ANALYZED: 05-03-90
METHOD REFERENCE: SW846-8150, EPA METHODOLOGY
PROJECT: 19943 - 002; FORD EARTH CITY
SAMPLE ID: MW103

RESULTS REPORTED IN ug/L OR Parts Per Billion

DET.
HERBICIDES LIMIT RESULTS

2,4-D 1.0 ND
2,4,5-TP (SILVEX) 0.2 ND

QA/QC SURROGATE RECOVERY

2,4,5-T (10-98) 84.57.

•ID = NOT DETECTED ABOVE QUANTITATION LIMIT
= ESTIMATED VALUE: CONCENTRATION BELOW LIMIT OF QUANTITATION

IB = ANALYTE DETECTED IN BLANK AS WELL AS SAMPLE
* = SURROGATE RECOVERY OUTSIDE OF QC LIMITS



SOUTHWEST JLABORATORY OF OKLAHOMA, INC.
1700 W. Albany . Suite "C" . Broken Arrow, Oklahoma 74012 . 918-251-2858

i
Ĥ

1

1
1
1
1
1
I

1
i
1
i
i
1

IENT: DAMES & MOORE REPORT: 2397.04P
11701 BORMAN DRIVE, SUITE 340
ST. LOUIS, MO 63146 DATE: 05-08-90
ATTN: DAVID PURINGTON

SAMPLE MATRIX: WATER
SULO H 2397.04
DATE SUBMITTED: 04-18-90
DATE EXTRACTED: 04-19-90
DATE ANALYZED : 05-02-90
METHOD REFERENCE: SW846-8080, EPA METHODOLOGY
SAMPLE ID: MU103

RESULTS REPORTED IN ug/L OR Parts Per Billion (PPB)

PESTICIDES/PCB'S DETECTION LIMIT RESULTS

ALPHA-BHC 0.05 ND
BETA-BHC 0.05 ND
DELTA-BHC 0.05 ND
GAMMA-BHC(LINDANE) 0.05 ND
HEPTACHLOR 0.05 ND
ALDRIN 0.05 ND
HEPTACHLOR EPOXIDE 0.05 ' ND
ENDOSULFAN I 0.05 ND
DIELDRIN 0.1 ND
4,4-DDE 0.1 ND
ENDRIN 0.1 ND
ENDOSULFAN II 0.1 ND
4,4-DDD 0.1 ND
ENDOSULFAN SULFATE 0.1 ND
4,4-DDT 0.1 ND
METHOXYCHLOR 0.5 ND
ENDRIN KETONE 0.1 ND
ALPHA-CHLORDANE 0.5 ND
GAMMA-CHLORDANE 0.5 ND
TOXAPHENE 1.1 ND
AROCHLOR-1016 0.5 ND
AROCHLOR-1221 0.5 ND
AROCHLOR-1232 0.5 ND
AROCHLOR-1242 0.5 ND
AROCHLOR-1248 0.5 ND
AROCHLOR-1254 1.1 ND
AROCHLOR-1260 1.1 ND

QA/BC SURROGATE RECOVERIES

DIBUTYLCHLORENDATE (24-154) 61V.

ND = NOT DETECTED ABOVE QUANTITATION LIMIT
J = ESTIMATED VALUE: CONCENTRATION BELOW LIMIT OF QUANTITATION
B = ANALYTE DETECTED IN BLANK AS WELL AS SAMPLE
* = SURROGATE RECOVERY OUTSIDE OF QC LIMITS



SOUTHWESTJLABORATOKY U* UiSJLAJtiuiviA,
1700 W. Albany . Suite "C" . Broken Arrow, Oklahoma 74012 . 918-251-2858

tNT: DAMES 4 MOORE
11701 BORMAN DRIVE, SUITE 340

I ST. LOUIS, MO 63146
ATTNi DAVID PURINGTON

SAMPLE MATRIX: WATER
SWLO « 2397.04
DATE SUBMITTED: 04-18-90
DATE ANALYZED : 04-20-90
METHOD REFERENCE: SW846-8240, EPA METHODOLOGY
PROJECT: 19943 - 002; FORD EARTH CITY
SAMPLE ID: MW103

REPORT: 2397.04V

DATE: 05-08-90

RESULTS REPORTED IN ug/L OR Parts Per Billion (PPB)

UOLATILE5

JJOROMETHANE
BfflMOMETHANE
"1NYL CHLORIDE

•ORQETHANE
flPHYLENE CHLORIDE
ftCETONE
•BON DISULFIDE

IP-DICHLOROETHENE
1,1-DICHLOROETHANE

""JANS-l,2-DICHLOROETHENE
.•.OROFORM
1^-DICHLOROETHANE

pBUTANONE
,,1-TRICHLOROETHANE
*BON TETRACHLORIDE

IIYL ACETATE
MODICHLOROMETHANE

10
10
10
10
5
10
5
5
5
5
5
5
10
5
5
10
5

RESULTS

ND
ND
ND
ND

26
17

B
B

ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND

VOLATILE5

1,1,2,2-TETRACHLOROETHANE
1,2-DICHLOROPROPANE
TRANS-1,3-DICHLOROPROPENE
TRICHLOROETHENE
DIBROMOCHLOROMETHANE
1,1,2-TRICHLOROETHANE
BENZENE
CIS-1,3-DICHLOROPROPENE
2-CHLOROETHYLVINYLETHER
BROMOFORM
2-HEXANONE
4-METHYL-2-PENTANONE
TETRACHLQROETHENE
TOLUENE
CHLOROBENZENE
ETHYLBENZENE
STYRENE
TOTAL XYLENES

DET.
LIHIT RESULTS

5
5
5
5
5
5
5
5
10
5
10
10
5
3
5
5
5
5

ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND

ND

ND
10

I
1
J

I
I
1

QA/QC SURROGATE RECOVERIES

UENE-d8(88-110) BROMOFLUOROBENZENE(86-115) 943 l,2-DICHLOROETHANE-d4(76-114) 93*

= NOT DETECTED ABOVE QUANTITATION LIMIT
= ESTIMATED VALUE: CONCENTRATION BELOW LIMIT OF QUANTITATION
= ANALYTE DETECTED IN BLANK AS WELL AS SAMPLE
= SURROGATE RECOVERY OUTSIDE OF QC LIMITS



SOUTHWEST JABORATORY <J*
1700 W. Albany . Suite "C" . Broken Arrow, Oklahoma 74012 . 918-251-2858

v\m & MOORE
7« BORMAN DRIVE, SUITE 340

.DUIS, MO 63146
DAVID PURINGTON

IE MATRIX: WATER
tt 2397.04

REF.: SU846-8270, EPA METHODOLOGY
[CT: 19943 - 002; FORD EARTH CITY

>LE ID: MW103

REPORT: 2397.04B

DATE: 05-08-90

• W
T-i:*
i1im

JOLATILE5

fe-CHLOROETHYL)ETHER
1LOROPHENOL
HCHLOROBENZENE
HCHLOROBENZENE

1ZYL ALCOHOL
iDICHLOROBENZENE
THYLPHENOL
'2-CHLOROISOPROPYDETHER
IETHYLPHENOL
nTROSO-DI-n-PROPYLAfllNE

ICHLOROETHANE

iOBENZENE
HORONE
TROPHENOL

hDIMETHYLPHENOL
:oic ACID
2-CHLOROETHOXY)METHANE

•DICHLOROPHENOL
,4-TRICHLOROBENZENE

"iTHALENE
1LOROANILINE
:ACHLOROBUTADIENE

n.ORO-3-nETHYLPHENOL
;THYLNAPHTHALENE

TACHLOROCYCLOPENTADIENE
j,6-TRICHLOROPHENOL
1,5-TRICHLOROPHENOL
WLORONAPHTHALENE
<ITROANILINE

JETHYLPHTHALATE
^NAPHTHYLENE

nNITROANILINE

DET. RESULTS
LIHIT (uq/L)

:-w

11
:

10
10
10
10
10
10
10
10
10
10
10
10
10
10
10
10
50
10
10
10
10
10
10
10
10
10
10
50
10
50
10
10
50

KiD
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND

DATE SUBMITTED:
DATE EXTRACTED:
DATE ANALYZED :

04-18-90
04-19-90
04-24-90

SEHIVOLATILE5

ACENAPHTHENE
2,4-DINITROPHENOL
4-NITROPHENOL
DIBENZOFURAN
2,4-DINITROTOLUENE
2,6-DINITROTOLUENE
DIETHYLPHTHALATE
4-CHLOROPHENYL-PHENYLETHER
FLUORENE
4-NITROANILINE
4,6-DINITRO 2-P1ETHYLPHENOL
N-NITROSODIP'HENYLAMINE( 1)
4-BROHOPHENYL-PHENYLETHER
HEXACHLOROBENZENE
PENTACHLOROPHENOL
PHENANTHRENE
ANTHRACENE
DI-N-BUTYLPHTHALATE
FLUORANTHENE
PYRENE
BUTYLBENZYLPHTHALATE
3,3-DICHLOROBENZIDINE
BENZOCA)ANTHRACENE
BIS(2-ETHYLHEXYL)PHTHALATE
CHRYSENE
DI-N-OCTYL PHTHALATE
BENZOCB)FLUORANTHENE
BENZO(K)FLUORANTHENE
BENZO(A)PYRENE
INDENOU, 2,3-CD) PYRENE
DIBENZ(A,H)ANTHRACENE
BENZO(G,H,I)PERYLENE

DET. RESULTS
LIHIT (ua/L)

10
50
50
10
10
10
10
10
10
50
50
10
10
10
10
10
10
10
10
10
10
20
10
10
10
10
10
10
10
10
10
10

ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND

•ROBENZENE-d5(35-114)
:NOL-d5 (10-94) 52::

BA/QC SURROGATE RECOVERIES

2-FLUOROBIPHENYL(43-116) 75':
2-FLUOROPHENOL (21-100) 34T:

TERPHENYL-dl4 (33-141) Bi:
2,4,6-TRIBROMOPHENOL(10-123) 30;

= NOT DETECTED ABOVE QUANTITATION LIMIT
= ESTIMATED VALUE: CONCENTRATION BELOW LIMIT OF QUANTITATION
= ANALYTE DETECTED IN BLANK AS WELL AS SAMPLE
* SURROGATE RECOVERY OUTSIDE OF C1C LIMITS
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SOUTHWESTJABORATORY OF OKLAHOMA, 1INC.
1700 W. Albany . Suite "C . Broken Arrow, Oklahoma 74012 . 918-251-2858

DAMES & MOORE
11701 BQRMAN DRIVE, SUITE 340
ST. LOUIS, MO 63146
ATTN: DAVID PURINGTON

REPORT: 2397.05M

DATE: 05-07-90

SAMPLE MATRIX: WATER
SWLO * 2397.05
DATE SUBMITTED: 04-18-90
PROJECT: 19943 - 002; FORD EARTH CITY
SAMPLE ID: MW104

•PARAMETER
DET.
LIMIT UNIT RESULTS

DATE
ANALY1ED

METHOD
REFERENCE

CADMIUM
"CHROMIUM
JDPPER
WtCKEL

LVER
NC

0.01 mg/L ND 04-27-90 SM 412D

10.0
3.0
0.2
5.0
10.0
30 . 0
5.0
5.0
5.0
10.0
10.0
10.0
10.0

ug/L
ug/L
ug/L
ug/L
ug/L
ug/L
ug/L
ug/L
ug/L
ug/L
ug/L
ug/L
ug/L

ND
ND
ND
ND
ND
ND
ND
ND
ND
131
ND
ND
40.7

05-02-90
05-01-90
04-25-90
05-02-90
05-01-90
04-25-90
04-25-90
04-25-90
04-25-90
04-25-90
04-25-90
04-25-90
04-25-90

EPA
EPA
EPA
EPA
EPA
EPA
EPA
EPA
EPA
EPA
EPA
EPA
EPA

206 . 2
239.2
245.1
270.2
279.2
200 . 7
200 . 7
200 . 7
200 . 7
200 . 7
200.7
200.7
200.7

#EPA600/4-79-020, MARCH 1985
NOT DETECTED ABOVE QUANTITATION LIMIT
STANDARD METHOD, 16TH EDITION



SOUTHWEST LABORATORY OF OKJLAJtiUMA,
1700 W. Albany . Suite "C* . Broken Arrow, Oklahoma 74012 . 918-251-2858

I
I
i
i
1
1
I
1
1
1

•IENT: DAMES & MOORE REPORT: 2397.05H
11701 BORMAN DRIVE, SUITE 340
ST. LOUIS, MO 63146 . DATE: 05-08-90
ATTN: DAVID PURINGTON

SAMPLE MATRIX: WATER
SWLO * 2397.05
DATE SUBMITTED: 04-13-90
DATE EXTRACTED: 04-27-90
DATE ANALYZED: 05-03-90
METHOD REFERENCE: SWS46-B150, EPA METHODOLOGY
PROJECT: 19943 - 002; FORD EARTH CITY
SAMPLE ID: MW104

RESULTS REPORTED IN ug/L OR Parts Per Billion

DET.
HERBICIDES LIMIT RESULTS

2,4-D 1.0 ND
2,4,5-TP (SILVEX) 0.2 ND

QA/QC SURROGATE RECOVERY

2,4,5-T (10-99) 79.6V.

|ND = NOT DETECTED ABOVE QUANTITATION LIMIT
= ESTIMATED VALUE: CONCENTRATION BELOW LIMIT OF QUANTITATION

,B = ANALYTE DETECTED IN BLANK AS WELL AS SAMPLE
= SURROGATE RECOVERY OUTSIDE OF QC LIMITS

I
1



SOUTHWEST JLABORATORY OF OKLAHOMA, INC.
7700 W. Albany . Suite "C" . Broken Arrow, Oklahoma 74012 . 918-251-2858

ILIENT: DAMES & MOORE REPORT: 2397.05P
11701 BORMAN DRIVE, SUITE 340
ST. LOUIS, HO 63146 DATE: 05-08-90

I ATTN: DAVID PURINGTON

SAMPLE MATRIX: WATER
, SULO » 2397.05

DATE SUBMITTED: 04-19-90
1 DATE EXTRACTED: 04-19-90

DATE ANALYZED : 05-02-90

I METHOD REFERENCE: SW846-8080, EPA METHODOLOGY
SAMPLE ID: MW104

I

I

I

— KB

I

I

I

I

I

I

I

1

RESULTS REPORTED IN ug/L OR Parts Per Billion (PPB)

PESTICIDES/PCS'S DETECTION LIMIT RESULTS

ALPHA-BHC 0.05 ND
BETA-BHC 0.05 ND
DELTA-BHC 0.05 ND
GAMMA-BHC(LINDANE) 0.05 ND
HEPTACHLOR 0.05 ND
ALDRIN 0.05 ND
HEPTACHLOR EPOXIDE 0.05 ' ND
ENDOSULFAN I 0.05 ND
DIELDRIN 0.1 ND
4,4-DDE 0.1 ND
ENDRIN 0.1 ND
ENDOSULFAN II 0.1 ND
4,4-DDD 0.1 ND
ENDOSULFAN SULFATE 0.1 ND
4,4-DDT 0.1 ND
METHOXYCHLOR 0.5 ND
ENDRIN KETONE 0.1 ND
ALPHA-CHLORDANE 0.5 ND
GAMMA-CHLORDANE 0.5 ND
TOXAPHENE 1.0 ND
AROCHLOR-1016 0.5 ND
AROCHLOR-1221 0.5 ND
AROCHLOR-1232 0.5 ND
AROCHLOR-1242 0.5 ND
AROCHLOR-1248 0.5 ND
AROCHLOR-1254 1.0 ND
AROCHLOR-1260 1.0 ND

QA/QC SURROGATE RECOVERIES

DIBUTYLCHLORENDATE (24-154) 54*

ND = NOT DETECTED ABOVE QUANTITATION LIMIT
J = ESTIMATED VALUE: CONCENTRATION BELOW LIMIT OF QUANTITATION
B = ANALYTE DETECTED IN BLANK AS WELL AS SAMPLE
* = SURROGATE RECOVERY OUTSIDE OF QC LIMITS



SOUTHWEST LABORATORY OF OKLAHOMA, INC.
1700 W. Albany . Suite "C" . Broken Arrow, Oklahoma 74012 . 918-251-2858

iNT: DAMES & MOORE
11701 BORMAN DRIVE, SUITE 340
ST. LOUIS, HO 63146
ATTN: DAVID PURINGTON

I SAMPLE MATRIX: WATER
SWLO » 2397.05

I DATE SUBMITTED: 04-18-90
DATE ANALYZED : 04-18-90
METHOD REFERENCE: SU846-8240, EPA METHODOLOGY
PROJECT: 19943 - 002; FORD EARTH CITY
SAMPLE ID: MW104

REPORT: 2397.05V

DATE: 05-08-90

RESULTS REPORTED IN ug/L OR Parts Per Billion (PPB)

DET.
VTILES LIMIT RESULTS VOLATILES

CHLOROMETHANE
"tDMOMETHANE

•YL CHLORIDE
CWOROETHANE
i?£THYLENE CHLORIDE

JTONE
BON DISULFIDE

1,1-DICHLQROETHENE
"^i-DICHLOROETHANE

^NS-1,2-DICHLOROETHENE
CHLOROFORM

X
J "-DICHLOROETHANE

UTANONE
,1-TRICHLOROETHANE

CARBON TETRACHLORIDE
T^YL ACETATE
JfcMODICHLQROMETHANE

10
10
10
10
5
10
5
5
5
5
5
5
10
5
5
10
5

ND
ND
ND
ND

1 JB
5 JB

ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND

1
I
ND

I

I

I

I

1,1,2,2-TETRACHLOROETHANE
1,2-DICHLOROPROPANE
TRANS-1,3-DICHLOROPROPENE
TRICHLOROETHENE
DIBROMOCHLOROMETHANE
1,1,2-TRICHLOROETHANE
BENZENE
CIS-1,3-DICHLOROPROPENE
2-CHLOROETHYLVINYLETHER
BROMOFORM
2-HEXANONE
4-METHYL-2-PENTANONE
TETRACHLOROETHENE
TOLUENE
CHLOROBENZENE
ETHYLBENZENE
STYRENE
TOTAL XYLENES

DET.
LIMIT

5
5
5
5
5
5
5
5
10
5
10
10
5
5
5
5
5
5

RESULTS

ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND

QA/QC SURROGATE RECOVERIES

ILUENE-d8(88-110) 103V. BROMOFLUOROBENZENE(86-115) 95* l,2-DICHLOROETHANE-d4(76-114)

NOT DETECTED ABOVE QUANTITATION LIMIT
ESTIMATED VALUE: CONCENTRATION BELOW LIMIT OF QUANTITATION
ANALYTE DETECTED IN BLANK AS WELL AS SAMPLE
SURROGATE RECOVERY OUTSIDE OF QC LIMITS



I
SOUTHWEST LABORATORY OF OKLAHOMA, INC.

1700 W. Albany . Suite "C" . Broken Arrow, Oklahoma 74012 . 918-251-2858

c| & MOORE
(• BORMAN DRIVE, SUITE 340
.OUIS, MO 63146

DAVID PURINGTON

MATRIX: WATER
ft 2397.05

REF.: SW846-8270, EPA METHODOLOGY
19943 - 002; FORD EARTH CITY

'.£ IDs MW104

'•-̂ OLATILES

-CHLOROETHYL ) ETHER
.OROPHENOL

JICHLOROBENZENE
ICHLOROBENZENE

~~YL ALCOHOL
ICHLOROBENZENE
HYLPHENOL

H£-CHLOROISOPROPYL)ETHER 10
I
*S£

J

10
10
10
10
10
10
10
10

E
HYLPHENOL
ROSO-DI-n-PROPYLAMINE
HLOROETHANE

J'~ BENZENE
ORONE
ROPHENOL

-^-DIMETHYLPHENOL«' 1C ACID
-CHLOROETHOXY)METHANE
ICHLOROPHENOL

JA-TRICHLOROBENZENE
.mHALENE
Om.OROANILINE
^jCHLOROBUTADIENE
J|.ORO-3-(1ETHYLPHENOL
ffirHYLNAPHTHALENE
_XaCHLOROCYCLOPENTADIENE

i-TRICHLOROPHENOL
>-TRICHLOROPHENOL
.ORONAPHTHALENE

•"ITRO ANILINE
•THYLPHTHALATE

•-WAPHTHYLENE
•U;TROANILINE

10
10
10
10
10
10
10
50
10
10
10
10
10
10
10
10
10
10
50
10
50
10
10
50

RESULTS
(uo/Ll

ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND

REPORT: 2397.05B

DATE: 05-08-90

DATE SUBMITTED:
DATE EXTRACTED:
DATE ANALYZED :

04-18-90
04-19-90
04-24-90

SEHIVOLATILE5

ACENAPHTHENE
2,4-DINITROPHENOL
4-NITROPHENOL
DIBENZOFURAN
2,4-DINITROTOLUENE
2,6-DlNlTROTOLUENE
DIETHYLPHTHALATE
4-CHLOROPHENYL-PHENYLETHER
FLUORENE
4-NITROANILINE
4,6-DINITRO 2-METHYLPHENOL
N-NITROSODIPHENYLAMINE(l)
4-BROMOPHENYL-PHENYLETHER
HEXACHLOROBENZENE
PENTACHLOROPHENOL
PHENANTHRENE
ANTHRACENE
DI-N-BUTYLPHTHALATE
FLUORANTHENE
PYRENE
BUTYLBENZYLPHTHALATE
3,3-DICHLOROBENZIDINE
BENZO(A)ANTHRACENE
BIS(2-ETHYLHEXYL)PHTHALATE
CHRYSENE
DI-N-OCTYL PHTHALATE
BENZO(B)FLUORANTHENE
BENZO(K)FLUORANTHENE
BENZO(A)PYRENE
INDENOd, 2,3-CD) PYRENE
DIBENZ(A,H)ANTHRACENE
BENZO(G,H,I)PERYLENE

la
QA/QC SURROGATE RECOVERIES

DET. RESULTS
LIMIT (uo/L)

10
50
50
10
10
10
10
10
10
50
50
10
10
10
10
10
10
10
10
10
10
20
10
10
10
10
10
10
10
10
10
10

ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND

OBENZENE-d5(35-114)
15 (10-94)

80V. 2-FLUOROBIPHENYLC43-116) 75*
48:'. 2-FLUOROPHENOL (21-100) 32::

TERPHENYL-dl4 (
2,4,6-TRIBROMOPHENOL(

33-141)
10-123)

75:-:
40:-:

)• NOT DETECTED ABOVE QUANTITATION LIMIT
~= ESTIMATED VALUE: CONCENTRATION BELOW LIMIT OF QUANTITATION

(ANALYTE DETECTED IN BLANK AS WELL AS SAMPLE
SURROGATE RECOVERY OUTSIDE OF QC LIMITS



SOUTHWEST LABORATORY OF OKLAHOMA, INC.
1700 W. Albany . Suite "C" • Broken Arrow, Oklahoma 74012 . 918-251-2858

'j.CLIENT: DAMES & MOORE
11701 BORMAN DRIVE, SUITE 340
ST. LOUIS, HO 63146
ATTN: DAVID PURINGTON

SAMPLE MATRIX: WATER
SWLO tt 2397.06
DATE SUBMITTED: 04-18-90
DATE ANALYZED : 04-18-90
METHOD REFERENCE: SW846-8240, EPA METHODOLOGY
PROJECT: 19943 - 002; FORD EARTH CITY
SAMPLE ID: TR-2

REPORT: 2397.06V

DATE: 05-08-90

RESULTS REPORTED IN uq/L OR Parts Per Billion (PPB)

VOLATILE5^OLATILES

"^HLOROMETHANE

tROHOMETHANE
INYL CHLORIDE
HLOROETHANE

^.METHYLENE CHLORIDE

tCETONE
ARBON DISULFIDE

1,1-DICHLOROETHENE
-•1,1-DICHLOROETHANE

•lRANS-l,2-DICHLOROETHENE
^CHLOROFORM

.1,2-DICHLOROETHANE
k-BUTANONE

.,1,1-TRICHLOROETHANE
CARBON TETRACHLORIDE

t lNYL ACETATE
ROMODICHLOROMETHANE

DET.
LIMIT RESULTS

I

10
10
10
10
5
10
5
5
5
5
5
5
10
5
5
10
5

ND
ND
ND
ND

18
2

ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND

B
JB

1,1,2,2-TETRACHLOROETHANE
1,2-DICHLOROPROPANE
TRANS-1,3-DICHLOROPROPENE
TRICHLOROETHENE
DIBROMOCHLOROMETHANE
1,1,2-TRICHLOROETHANE
BENZENE
CIS-1,3-DICHLOROPROPENE
2-CHLOROETHYLVINYLETHER
BROMOFORM
2-HEXANONE
4-METHYL-2-PENTANONE
TETRACHLOROETHENE
TOLUENE
CHLOROBENZENE
ETHYLBENZENE
STYRENE
TOTAL XYLENES

DET.
LH1IT RESULTS

5
5
5
5
5
5
5
5
10
5
10
10
5
5
5
5
5
5

ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND

OA/QC SURROGATE RECOVERIES

_teTOLUENE-d8(88-110)I
I
I
I
I

BROMOFLUOROBENZENE(86-115) l,2-DICHLOROETHANE~d4<76-114) 106V.

ND = NOT DETECTED ABOVE QUANTITATION LIMIT
J = ESTIMATED VALUE: CONCENTRATION BELOW LIMIT OF QUANTITATION
B s ANALYTE DETECTED IN BLANK AS WELL AS SAMPLE
* = SURROGATE RECOVERY OUTSIDE OF QC LIMITS



SOUTHWEST LABORATORY OF OKLAHOMA, INC
1700 W. Albany . Suite "C" . Broken Arrow, Oklahoma 74012 . 918-251-2858

ANALYTICAL REPORT

n
I.
*

& MOORE
701 Borman Drive
Louis. Missouri 63149

jQ IDENTIFICATION

iMPLE NO. :
TE RECEIVED:

2397.01 - 2397.06
04/18/90

REPORT: G2704

REPORT DATE: 05/03/90

I
DESCRIPTION

JTHOD BLANK 05/01/90
CTHOD BLANK 05/01/90

4ANK SPIKE
ANK SPIKE

BLANK SPIKE
"•LANK SPIKE

05/01/90
05/01/90
05/01/90
05/01/90

9AAQC.

PARAMETER

LEAD
THALLIUM

LEAD
LEAD
THALLIUM
THALLIUM

RESULTS

<3

99%
98%
98%
95%

ug/L
ug/L

RECOVERY
RECOVERY
RECOVERY
RECOVERY

1

1

1

1

I

I

I



J
SOUTHWEST LABORATORY OF OKLAHOMA, INC.

1700 W. Albany . Suite "C" . Broken Arrow, Oklahoma 74012 . 918-251-2858

tLIENT: DAMES It MOORE
11701 BORMAN DRIVE, SUITE 340
ST. LOUIS, MO 63146
ATTN: DAVID PURINGTON

REPORTS G2704.2

DATE: 05-08-90

i
I

1

SAMPLE MATRIX: WATER
SWLO * 2397.03 (MS/MSD)
SAMPLE ID: MW108 (MS/MSD)

HERBICIDE MATRIX SPIKE/MATRIX SPIKE DUPLICATE RESULTS

SPIKE ADDED
(ug/L)

AMT. FOUND
SMP. (ug/L)

AMT. FOUND
MS (ug/L)

PERCENT
RECOVERY

1
i

,4-D 166.7
,4,5-TP (SILVEX) 16.7

0
0

129.5
14.8

77.7
88.6

i AMT. FOUND
i M S D (ug/L)

n2,4-D 124.8
12,4,5-TP (SILVEX) 14.3

MSD
PERCENT
RECOVERY

74.9
85.6

RECOVERY PERCENT
DIFFERENCE

3.7
3.4

1
I
I
I
1



i
1

SOUTHWEST LABORATORY OF OKLAHOMA, 1JNC.
1700 W. Albany . Suite "C . Broken Arrow, Oklahoma 74012 . 918-251-2858

ILIENT: DAMES & MOORE ' REPORT: G2704.3
11701 BORMAN DRIVE, SUITE 340
ST. LOUIS, PtO 63146 DATE: 03-08-90
ATTN: DAVID PURINGTON

SAMPLE MATRIX: WATER
SULO tt METHOD BLANK
DATE SUBMITTED: 04-18-90
DATE EXTRACTED: 04-19-90
DATE ANALYZED : 05-02-90
METHOD REFERENCE: SW846-B080, EPA METHODOLOGY
SAMPLE ID: BLANK

RESULTS REPORTED IN ug/L OR Parts Per Billion (PPB)

PESTICIDES/PCS-5 DETECTION LIMIT RESULTS

ALPHA-BHC 0.05 ND
BETA-BHC 0.05 ND
DELTA-BHC 0.05 ND
GAMMA-BHC(LINDANE) 0.05 ND
HEPTACHLOR 0.05 ND
ALDRIN 0.05 ND
HEPTACHLOR EPOXIDE 0.05 ' ND
ENDOSULFAN I 0.05 ND
DIELDRIN 0.1 ND
4,4-DDE 0.1 ND
ENDRIN 0.1 ND
ENDOSULFAN II 0.1 ND
4,4-DDD 0.1 ND
ENDOSULFAN SULFATE 0.1 ND
4,4-DDT 0.1 ND
METHOXYCHLOR 0.5 ND
ENDRIN KETONE 0.1 ND
ALPHA-CHLORDANE 0.5 ND
GAMIIA-CHLORDANE 0.5 ND
TOXAPHENE 1.0 ND
AROCHLOR-1016 0.5 ND
AROCHLOR-1221 0.5 ND
AROCHLOR-1232 0.5 ND
ARQCHLOR-1242 0.5 ND
ARQCHLOR-1248 0.5 ND
AROCHLOR-1254 1.0 ND
AROCHLOR-1260 1.0 ND

Qft/QC SURROGATE RECOVERIES

DIBUTYLCHLORENDATE (24-154) 95V.

ND = NOT DETECTED ABOVE QUANTITATION LIMIT
J = ESTIMATED VALUE: CONCENTRATION BELOW LIMIT OF QUANTITATION
B = ANALYTE DETECTED IN BLANK AS WELL AS SAMPLE
* = SURROGATE RECOVERY OUTSIDE OF G1C LIMITS



-J

J
1700 W. Albany . Suite "C . Broken Arrow, Oklahoma 74012 . 918-251-2858

,IENT: DAMES & MOORE
11701 BORMAN DRIVE, SUITE 340
ST. LOUIS, MO 63146
ATTN: DAVE PURINGTON

REPORT: 62704.4

DATE: 05-08-90

SAMPLE MATRIX: WATER
SWLO # 2397.01 (MS/MSD)
DATE SUBMITTED: 04-18-90
PROJECT: 19943 - 002; FORD EARTH CITY
SAMPLE ID: MW110 (MS/MSD)

PESTICIDE MATRIX SPIKE/MATRIX SPIKE DUPLICATE RESULTS

SPIKE ADDED
(ug/L)

AMT. FOUND (SAMPLE)
(ug/L)

AMT. FOUND (MS)
(ug/L)

MS
PERCENT
RECOVERY

WMA-BHC
JEPTACHLOR

.DRIN
IIELDRIN

J D R I N
'-DDT

0.40
0.40
0. 40
1.00
1.00
1.00

0
0
0
0
0
0

0.45
0.44
0.43
1.20
1.30
1.30

112.5V.
110.0V.
107. 57.
120.0V.
130.0V.
130. 0V.

1
AMMA-BHC
(EPTACHLDR
iLDRIN
)IELDRIN
iNDRIN

AMT. FOUND (MSD)
(ug/L)

0.40
0.41
0.38
1.10
1.10
1.20

MSD
PERCENT
RECOVERY

100.0V.
102.5V.
95.0V.
110.0V.
110.0V.
120.0V.

RELATIVE
PERCENT
DIFFERENCE

11.8V.
7.1V.V.
12.3V.
8 . 77.
16.7V.
8 . 0V.

I



SOUTHWEST LABORATORY OF OKLAHOMA,
1700 W. Albany . Suite "C . Broken Arrow, Oklahoma 74012 . 918-251-2858

T.IENT: DAMES & MOORE
11701 BORMAN DRIVE, SUITE 340
ST. LOUIS, MO 63146
ATTN: DAVID PURINGTON

SAMPLE MATRIX: WATER
SWLO tt METHOD BLANK
DATE ANALYZED : 04-18-90
METHOD REFERENCE: SW846-8240, EPA METHODOLOGY
PROJECT: 19943 - 002; FORD EARTH CITY
SAMPLE ID: METHOD BLANK

REPORT: G2704.5

DATE: 05-08-90

RESULTS REPORTED IN ug/L OR Parts Per Billion (PPB)

•LATILES

"loROMETHANE
-•OMOMETHANE
VINYL CHLORIDE

"JHLOROETHANE
-pTHYLENE CHLORIDE

TCETONE

i
'ftRBON DISULFIDE

,1-DICHLOROETHENE
,1-DICHLOROETHANE

TRANS-1,2-DICHLOROETHENE
CHLOROFORM
-•,2-DICHLOROETHANE
"-BUTANONE

i,l,l-TRICHLOROETHANE
ARBON TETRACHLORIDE
INYL ACETATE

^ROnODICHLOROIIETHANE

DET.
LIMIT RESULTS

10
10
10
10
5
10
5
5
5
5
5
5
10
5
5
10
5

ND
ND
ND
ND

10
3 J

ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND

VOLATILE5

1,1,2,2-TETRACHLOROETHANE
1,2-DICHLOROPROPANE
TRANS-1,3-DICHLOROPROPENE
TRICHLOROETHENE
DIBROMOCHLOROMETHANE
1,1,2-TRICHLOROETHANE
BENZENE
CIS-1,3-DICHLOROPROPENE
2-CHLOROETHYLVINYLETHER
BROMOFORM
2-HEXANONE
4-METHYL-2-PENTANONE
TETRACHLOROETHENE
TOLUENE
CHLOROBENZENE
ETHYLBENZENE
STYRENE
TOTAL XYLENES

DET.
LIMIT RESULTS

5
5
5
5
5
5
5
5
10
5
10
10
5
5
5
5
5
5

ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND

1

i
QA/QC SURROGATE RECOVERIES

OLUENE-d8(88-110) 100* BROMOFLUOROBENZENE(86-115) 86* l,2-DICHLOROETHANE-d4(76-114) 95*

NOT DETECTED ABOVE 5UANTITATION LIMIT
ESTIMATED VALUE: CONCENTRATION BELOW LIMIT OF QUANTITATION
ANALYTE DETECTED IN BLANK AS WELL AS SAMPLE
SURROGATE RECOVERY OUTSIDE OF QC LIMITS

1
i
i



1700 W. Albany . Suite "C" Arrow, Oklahoma 74012 . 918-251-2858

i

IENT: DAMES 4 MOORE
11701 BORMAN DRIVE, SUITE 340
ST. LOUIS, MO 63146
ATTN: DAVID PURINGTON

SAMPLE MATRIX: WATER
SULO tt METHOD BLANK
DATE ANALYZED : 04-20-90
METHOD REFERENCE: SW846-8240, EPA METHODOLOGY
PROJECT: 19943 - 002; FORD EARTH CITY
SAMPLE ID: METHOD BLANK

RESULTS REPORTED IN ug/L OR Parts Per Billion (PPB)

REPORT: G2704.6

DATE: 05-08-90

hLATILES

~CHLOROMETHANE
-ROMOMETHANE

•TNYL CHLORIDE
"•CHLOROETHANE
•ETHYLENE CHLORIDE
•CETONE

O.CARBON DISULFIDE»,1-DICHLOROETHENE
,1-DICHLOROETHANE
RANS-1,2-DICHLOROETHENE

'•CHLOROFORM

1,2-DICHLOROETHANE
-BUTANONE

na1,1,1-TRICHLOROETHANE
HARBON TETRACHLORIDE

-JlNYL ACETATE
_BROMODICHLOROMETHANE

DET.
LIMIT RESULTS

10
10
10
10
5
10
5
5
5
5
5
5
10
5
5
10
5

ND
ND
ND
ND

4 J
4 J

ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND

I
1
IF
K
I
1
i

VOLATILES

1,1,2,2-TETRACHLOROETHANE
1,2-DICHLOROPROPANE
TRANS-1,3-DICHLOROPROPENE
TRICHLOROETHENE
DIBROMOCHLOROMETHANE
1,1,2-TRlCHLOROETHANE
BENZENE
CIS-1,3-DICHLOROPROPENE
2-CHLOROETHYLVINYLETHER
BROMOFORM
2-HEXANONE
4-METHYL-2-PENTANONE
TETRACHLOROETHENE
TOLUENE
CHLOROBENZENE
ETHYLBENZENE
STYRENE
TOTAL XYLENES

DET.
LIMIT RESULTS

5
5
5
5
5
5
5
5
10
5
10
10
5
5
5
5
5
5

ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND

QA/QC SURROGATE RECOVERIES

OLUENE-d8(88-110) 99* BROMOFLUOROBENZENEC86-115) 94'i 1,2-DICHLOROETHANE-d4(76-114) 97*

NOT DETECTED ABOVE QUANTITATION LIMIT
ESTIMATED VALUE: CONCENTRATION BELOW LIMIT OF QUANTITATION
ANALYTE DETECTED IN BLANK AS WELL AS SAMPLE
SURROGATE RECOVERY OUTSIDE OF QC LIMITS



luAJBUKAlUKX ur
1700 W. Albany . Suite "C" . Broken Arrow, Oklahoma 74012 . 918-251-2858

DAMES & MOORE REPORT: G2704.7
11701 BORMAN DRIVE, SUITE 340
ST. LOUIS, MO 63146 DATE: 05-08-90
ATTN: DAVE PURINGTQN

SAMPLE MATRIX: WATER
SWLO tt 2397.05 (MS/MSD)
DATE SUBMITTED: 04-18-90
SAMPLE ID: MU104 (MS/MSD)

MATER VOLATILE MATRIX SPIKE/MATRIX SPIKE DUPLICATE RECOVERY

JpOUND

SPIKE
ADDED
(uo/L)

SAMPLE
CONCENTRATION

(ua/Li

MS
CONCENTRATION

(ua/L)

MS
PERCENT
RECOVERY

QC
LIMITS
RECOVERY

W-DICHLOROETHENE
•CHLOROETHENE

WIZENS
TOLUENE
""lORQBENZENE

1
COMPOUND

50 0 58
50 0 54
50 0 '60
50 0 57
50 0 54

SPIKE MSD HSD
ADDED CONCENTRATION PERCENT
(ua/L) Cua/L) RECOVERY

116
108
120
114
108

61
71
76
76
75

145
120
127
125
130

PERCENT
RPD

QC LIMITS
RPD REC.

J-DICHLOROETHENE
CHLOROETHENE
IENE

LUENE
LOROBENZENE

50
50
50
50
50

56
54
57
56
54

102
108
114
112
108

4
0
?
2
0

14 61
14 71
11 76
13 76
13 75

145
120
127
125
130

U.UES OUTSIDE OF QC LIMITS



SOUTHWEST LABORATORY OF OKLAHOMA, INC.
1700 W. Albany . Suite "C . Broken Arrow, OklaJtoma 74012 . 918-251-2858

4 MOORE
BORMAN DRIVE, SUITE 340

]LOUIS» MO 63146
DAVID PURINGTON

!E MATRIX: WATER
tf METHOD BLANK
ID REF.: SU846-B270, EPA METHODOLOGY

OJICT: 19943 - 002; FORD EARTH CITY
~"lLE ID: METHOD BLANK

Ai £.'

Ixlti-I
NBT

«JVDLATILES

S R-CHLOROETHYL ) ETHER
~LOROPHENOL

JICHLOROBENZENE
ICHLOROBENZENE

~YL ALCOHOL
JICHLOROBENZENE

M»HYLPHENOL
SJZ-CHLOROISOPROPYDETHER

XYLPHENOL
'ROSO-DI-n-PROPYLAMINE

:X«HLOROETHANE
'"BENZENE
ORONE
ROPHENOL

-4-DIMETHYLPHENOL
JCIC A C I D

:SK-CHLOROETHOXY ) METHANE
,4™ICHLOROPHENOL
"L4-TRICHLOROBENZENE
..JTHALENE
-OT.OROANILINE
ru2pHLOROBUTADIENE
jtoRO-j-METHYLPHENOL

-IWHYLNAPHTHALENE
iXACHLOROCYCLOPENTADIENE

I^-TRICHLOROPHENOL
,-.«-TRICHLOROPHENOL
-CHLORONAPHTHALENE

2ROANILINE
HYLPHTHALATE
PHTHYLENE

-^.J.TROANILINE

I

DET.
LIMIT

10
10
10
10
10
10
10
10
10
10
10
10
10
10
10
10
50
10
10
10
10
10
10
10
10
10
10
50
10
50
10
10
50

RESULTS
(UQ/L)

ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND

REPORT: G2704.8

DATE: 05-08-90

DATE EXTRACTED:
DATE ANALYZED :

04-19-90
04-23-90

SEHIVOLATILES

ACENAPHTHENE
2,4-DINITROPHENOL
4-NITROPHENOL
DIBENZDFURAN
2,4-DINITROTOLUENE
2,6-DINITROTOLUENE
DIETHYLPHTHALATE
4-CHLOROPHENYL-PHENYLETHER
FLUORENE
4-NITROANILINE
4,6-DINITRO 2-METHYLPHENOL
N-NITROSODIPHENYLAMINE(1)
4-BROMOPHENYL-PHENYLETHER
HEXACHLOROBENZENE
PENTACHLOROPHENOL
PHENANTHRENE
ANTHRACENE
DI-N-BUTYLPHTHALATE
FLUORANTHENE
PYRENE
BUTYLBENZYLPHTHALATE
3,3-DICHLOROBENZIDINE
BENZCK A)ANTHRACENE
BIS(2-ETHYLHEXYL)PHTHALATE
CHRYSENE
DI-N-OCTYL PHTHALATE
BENZO(B)FLUORANTHENE
BENZO(K)FLUORANTHENE
BENZO(A)PYRENE
INDENOC1,2,3-CD)PYRENE
DIBENZ(A,H)ANTHRACENE
BENZO(G,H,I)PERYLENE

DET. RESULTS
LIHIT (UQ/L)

10
50
50
10
10
10
10
10
10
50
50
10
10
10
10
10
10
10
10
10
10
20
10
10
10
10
10
10
10
10
10
10

ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
^

ND
ND
ND
ND
ND
ND
ND
ND

QA/QC SURROGATE RECOVERIES

|OBENZENE-d5(35-114) 78?: 2-FLUOROBIPHENYL( 43-116) 695! TERPHENYL-dl4 (33-141) 94T;
.-d5 (10-94) 88:: 2-FLUOROPHENOL (21-100) 69:-: 2,4,6-TRIBROMOPHENOL(10-123) 81*

NOT DETECTED ABOVE QUANTITATION LIMIT
ESTIMATED VALUE: CONCENTRATION BELOW LIMIT OF G1UANTITATION
ANALYTE DETECTED IN BLANK AS WELL AS SAMPLE
SURROGATE RECOVERY OUTSIDE OF CIC LIMITS



SOUTHWEST LABORATORY OF OKLAHOMA,
1700 W. Albany . Suite "C* . Broken Arrow, Oklahoma 74012 . 918-251-2858

& MOORE
BORMAN DRIVE, SUITE 340

LOUIS, MO 63146
DAVID PURINGTQN

»LE MATRIX: WATER
|0 H HETHOD BLANK
lOD REF.: SW846-8270, EPA METHODOLOGY

19943 - 002; FORD EARTH CITY

RESULTS
(ug/L)

REPORT: G2704.9

DATE: 05-08-90

IPLE ID: METHOD BLANK

tVQLATILES

2-CHLOROETHYL) ETHER
HLOROPHENOL
DICHLOROBENZENE
I-DICHLOROBENZENE
IZYL ALCOHOL '
DICHLOROBENZENE
THYLPHENOL

'(2-CHLOROISOPROPYL) ETHER
THYLPHENOL

llTROSO-DI-n-PROPYLAMINE
CHLOROETHANE
ROBENZENE
IPHORONE
ITROPHENOL
-DIMETHYLPHENOL
ZOIC ACID
(2-CHLOROETHOXY) METHANE
-DICHLOROPHENQL
,4-TRICHLOROBENZENE
HTHALENE
HLOROANILINE
ACHLOROBUTADIENE
HLORO-3-METHYLPHENOL
iETHYLNAPHTHALENE
ACHLOROCYCLOPENTADIENE
,6-TRICHLOROPHENOL
,5-TRICHLOROPHENOL
HLORONAPHTHALENE
UITROANILINE
1ETHYLPHTHALATE
INAPHTHYLENE
NITROANILINE

10
10
10
10
10
10
10
10
10
10
10
10
10
10
10
10
50
10
10
10
10
10
10
10
10
10
10
50
10
50
10
10
50

ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND

DATE EXTRACTED:
DATE ANALYZED :

04-24-90
04-25-90

SEHIVOLATILE5

ACENAPHTHENE
2,4-DINITROPHENOL
4-NITROPHENOL
DIBENZOFURAN
2,4-DINITROTOLUENE
2,6-DINITROTOLUENE
DIETHYLPHTHALATE
4-CHLOROPHENYL-PHENYLETHER
FLUORENE
4-NITROANILINE
4,6-DINITRO.2-METHYLPHENOL
N-NITROSODIPHENYLAMINE(1)
4-BROMOPHENYL-PHENYLETHER
HEXACHLOROBENZENE
PENTACHLOROPHENOL
PHENANTHRENE
ANTHRACENE
DI-N-BUTYLPHTHALATE
FLUORANTHENE
PYRENE
BUTYLBENZYLPHTHALATE
3,3-DICHLOROBENZIDINE
BENZO(A)ANTHRACENE
BIS(2-ETHYLHEXYL)PHTHALATE
CHRYSENE
DI-N-OCTYL PHTHALATE
BENZO(B)FLUORANTHENE
BENZO(K)FLUORANTHENE
BENZO(A)PYRENE
INDENOd, 2,3-CD) PYRENE
DIBENZ(A,H)ANTHRACENE
BENZO(G,H,I)PERYLENE

i
flA/QC SURROGATE RECOVERIES

TROBENZENE-d5(35-114) 60V. 2-FLUOROBIPHENYL(43-116) 58!!
ENOL-d5 (10-94) 37:; 2-FLUOROPHENOL (21-100) 4i:;

DET. RESULTS
LIMIT (UQ/L1

10
50
50
10
10
10
10
10
10
50
50
10
10
10
10
10
10
10
10
10
10
20
10
10
10
10
10
10
10
10
10
10

ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND

TERPHENYL-dl4 (33-141)
, 4,6-TRIBROMOPHENOL(10-123)

BOSS
65S

NOT DETECTED ABOVE QUANTISATION LIMIT
ESTIMATED VALUE: CONCENTRATION BELOW LIMIT OF QUANTITATION
ANALYTE DETECTED IN BLANK AS WELL AS SAMPLE
SURROGATE RECOVERY OUTSIDE OF C1C LIMITS

fflfc



LAJBUKAIUKY U* UKJLAJtlUMA, 1IN1J.
7700 W. Albany . Suite "C" . Broken Arrow, Oklahoma 74012 . 918-251-2858

[ENT: DAMES & MOORE
11701 BORMAN DRIVE, SUITE 340
ST. LOUIS, MO 63146
ATTN: DAVID PURINGTON

REPORT: G2704.10

DATE: 05-08-90

WATER
(MS/MSD)

: 04-18-90
04-19-90
04-24-90

METHOD REFERENCE: SU846-8270, EPA METHODOLOGY
PROJECT: 19943 - 002; FORD EARTH CITY
SAMPLE ID: HW102 (MS/MSD)

SAMPLE MATRIX:
SWLO tt 2397.02
DATE SUBMITTED:
DATE EXTRACTED:
DATE ANALYZED :

SOIL 5EHIVOLATILE MATRIX SPIKE/MATRIX SPIKE DUPLICATE RECOVERY

•
SPIKE
ADDED

J POUND (ua/L^

NOL
'-fHLOROPHENOL
Jp-DICHLOROBENZENE
•lITROSC-<Ji-n-PROPYLAMINE
.77,4-TRICHLOROBENZENE
"jjHLORO-3-nETHYLPHENOL
MNAPHTHENE
WITROPHENOL

i-DINITROTOLUENE
TACHLOROPHENOL
ENE

1̂H

JPOUND

NOL
isfHLOROPHENOL
Jp-DICHLOROBENZENE
WlITROSO-di-n-PROPYLAMINE
17^,4-TRICHLOROBENZENE

2HLORQ-3-METHYLPHENOL
NAPHTHENE
ITROPHENOL

•''-f-DINITROTOLUENE
»TACHLOROPHENOL
~̂ Êi C V IfptcNE

200
200
100
100
100
200
100
200
100
200
100

SPIKE
ADDED
(ua/Xa)

200
200
100
100
100
200
100
200
100
200
100

SAMPLE
CONCENTRATION

(ua/L)

0
0
0
0
0
0
0
0
0
0
0

USD
CONCENTRATION

(ua/Ka)

123
116
76
50
70
119
77
188
86
117
79

MS MS
CONCENTRATION PERCENT

(ua/L) RECOVERY

115
120
67
56
68
122
78
179
90
104
78

MSD
PERCENT
RECOVERY

62
58
76
50
70
60
77
94*
86
58
79

58
60
67
56
68
61
78
90*
90
52
78

PERCENT
RPD

7
3
12
11
3
2
1
4
4
11
1

QC
RPD

35
50
27
38
23
33
19
50
47
47
36

QC
LIMITS
RECOVERY

26
25
28
41
38
26
31
11
28
17
35

- 90
- 102
- 104
- 126
- 107
- 103
- 137
- 114
- 89
- 109
- 142

LIMITS
RECOVERY

26
25
28
41
38
26
31
11
28
17
35

- 90
- 102
- 104
- 126
- 107
- 103
- 137
- 114
- 89
- 109
- 142

f
j

LUES OUTSIDE OF QC LIMITS



SOUTHWEST LABORATORY
OF OKLAHOMA, INC.

I

May 3, 1990

Dave Purington
DAMES & MDQRE
11701 Herman Drive
St. Louis, MO 63146

Project: Earth City

Dear Mr. Purington:

Enclosed are the analytical results for your samples
rscsived in cur laboratory en April 13, 1990, fcr the above—
captioned project.

If, in your review, you should have any questions or require
additional information, please call.

Sincerely,

B:andy Staggs
Project Manager

RS/lk

Enclosures

I
I

& W

M A Y 0 4 1 S 9 0

ST. LOUIS, MISSOURI

1700 WEST ALBANY. SUITE C • BROKEN ARROW. OK 74012
(918)251-2858 • FAX (918) 251-2599



DAMES & MOORE Cl IAIN-OF-CUSTODY RECORD

Sample Source & Cllenl /£-£/,2/> (j£ 1&n̂  &^~T2~L^

Project T i t l e ^cTR C>' t~)

Data

y/yz.

/

/

/

\
\

.Tlmo

/

/

/

Snmplo
I.D. No. '.'•

KkG-
3V

33
C*0«Hf? ^

C!o^p (r

/^/ \// . \\
•

R e l i n q u i s h e d byi
• (S igna tu re )

f-^-^i 1 />/"\
fel l ixjut al ted byi

( S i g n a t u r e )

( e l l ivjul alicd byi
( S i g n a t u r e )

Data

Date

Data

Tlma

Tlno

Tine

Snmplo
Typo

S<3i' I

S-GcH* *^/V«

5*&(.-̂ i
S& (

fed.- /

\ /^ **"

No. ol
Conlnlnors

3
3
3 :

3

^>

/
/

/
/

/ : ' -
/

Deceived byi

yQv\JL'LfrL4>^\
Dece ived by t
(S igna tu re )

m

Kccc lvc t l by t
(S igna tu re )

Data
Hi

Data

Da ta

Tl»e

Tltnc

Time

Job No./ •^•?^3-'OO7_

Sampling Silo

•

X

A
\
\ -
\
\ -
^ — ̂

.

Field Personnel . (Signature) . •

Remarks

~7 P// ^iH' K &d //c*£ fa / £~AJ/ ' / / i

^ . •

• •

/ '

/
/'

/
/

9

'

llel 1 niul elied byi Data TJna Deceived byi D a t e . Tine
(Signature) (Signature)

•

He 1 ln<]>i lo t ted byi Date Tine Deceived byi Date Time
(Signature) • . . (S igna ture)

Rel I n q u l olicd byt Dote Tlma Deceived byt Date Time
( S i g n a t u r e ) (Signature)



SOUTHWEST JLABORATORY OF OKLAHOMA, INC.
1700 W. Albany . Suite "C" • Broken Arrow, Oklahoma 74012 . 918-251-2858

ICLIENT: DAMES & MOORE, INC.
11701 BORMAN DRIVE
ST. LOUIS, MO 63149
ATTN: DAVID PURINGTON

SAMPLE MATRIX: SOIL
SWLO # 2371.01
DATE SUBMITTED: 04-13-90
PROJECT: EARTH CITY
SAMPLE ID: BKG

REPORT: 2371.01T

DATE: 05-03-90

PARAMETER
DET.
LIMIT UNIT RESULTS

DATE
EXTRACTED

DATE
ANALYZED

METHOD
REFERENCE

-TOTAL EXTRACTABLE HYDROCARBONS

• GASOLINE
uDIESEL
_ KEROSENE
•uP-4
^NAPTHA
IUNKER c/#6 FUEL OIL

MISCELLANEOUS (1)

1.0
1.0
1 . 0
1.0
1.0
1.0
1 . 0

mg/Kg
mg/Kg
mg/Kg
mg/Kg
mg/Kg
mg/Kg
mg/Kg

ND
ND
ND
ND
ND
ND
14.9

04-19-90
04-19-90
04-19-90
04-19-90
04-19-90
04-19-90
04-19-90

04-20-90
04-20-90
04-20-90
04-20-90
04-20-90
04-20-90
04-20-90

GC/FID
GC/FID
GC/FID
GC/FID
GC/FID
GC/FID
GC/FID

QA/QC SURROGATE RECOVERY

NAPHTHALENE 1027.

ANALYSIS SHOWS MISCELLANEOUS PEAKS WHICH CANNOT BE IDENTIFIED AS
ANY SPECIFIC PATTERN. THE RESPONSE FACTOR FOR DIESEL WAS USED.
NOT DETECTED ABOVE QUANTITATION LIMIT
COMPOUND FOUND IN BLANK AS WELL AS SAMPLE
ESTIMATED VALUE: CONCENTRATION BELOW LIMIT OF QUANTITATION
UNABLE TO QUANTITATE DUE TO MATRIX INTERFERENCE



1 SOUTHWEST,LABORATORY OF OKLAHOMA, INC.
1700 W. Albany . Suite "C" . Broken Arrow, Oklahoma 74012 . 918-251-2858

1

CLIENT: DAMES & MOORE, INC. REPORT: 2371.OiH

1 11701 BORMAN DRIVE
ST. LOUIS, MO 63149 DATE: 05-03-90
ATTNs DAVID PURINGTON

I

J

I

I

SAMPLE MATRIX: SOIL
SWLO * 2371.01
DATE SUBMITTED: 04-13-90
DATE EXTRACTED: 04-27-90
DATE ANALYZED: 05-02-90
PROJECT: EARTH CITY
METHOD REFERENCE: SWS46-B150, EPA METHODOLOGY
SAMPLE ID: BKG

RESULTS REPORTED IN ug/Kg OR Parts Per Billion

DET.
ER3ICIDES LIMIT UNIT • RESULTS

§~,4-D 80.0 ug/Kg ND
,4,5-TP (SILVEX) 10.0 ug/Kg ND

1

J

I •QA/QC SURROGATE RECOVERY

2,4,5-T (10-98) 94.27.

r
i
t
c

ND = NOT DETECTED ABOVE C1UANTITATION LIMIT
= ESTIMATED VALUE: CONCENTRATION BELOW LIMIT OF OUANTITATION
= ANALYTE DETECTED IN BLANK AS WELL AS SAMPLE
= SURROGATE RECOVERY OUTSIDE OF CIC LIMITS



SOUTHWEST LABORATORY OF OKLAHOMA, INC.
1700 W. Albany . Suite "C" . Broken Arrow, Oklahoma 74012 . 918-251-2858

"uIENT: DAMES ft M O O R E , INC. REPORT: 2371.01P
11701 BORMAN D R I V E
ST. LOUIS, MO 63149 > DATE: 05-03-90
ATTN: DAVID PURINGTON

SAMPLE MATRIX: SOIL
SULO tt 2371.01
DATE SUBMITTED: 04-13-90
DATE EXTRACTED: 04-17-90
DATE ANALYZED : 05-02-90
METHOD REFERENCE: SU846-8080,, EPA METHODOLOGY
PROJECT: EARTH CITY
SAMPLE ID: BKG

RESULTS REPORTED IN ug/Kg OR Parts Per Billion (PPB)

PESTICIDES/PCB'S DETECTION LIMIT RESULTS

ALPHA-BHC 17.2 ND
BETA-BHC 17.2 ND
GAMMA-BHC(LINDANE) 17.2 ND
DELTA-BHC 17.2 ND
HEPTACHLOR 17.2 ND
ALDRIN 17.2 ND
HEPTACHLOR EPOXIDE 17.2 ND
ENDOSULFAN I 17.2 ND
4,4-DDE 17.2 ND
DIELDRIN 34.5 ND
ENDRIN 34.5 ND
ENDOSULFAN II 34.5 ND
4,4-DDD 34.5 ND
ENDOSULFAN SULFATE 34.5 ND
4,4-DDT 34.5 ND
ENDRIN KETONE 34.5 ND
METHOXYCHLOR 172.4 ND .
ALPHA-CHLORDANE 172.4 ND
GAMMA-CHLORDANE 172.4 ND
TOXAPHENE 344.8 ND
AROCHLOR-1221 172.4 ND
AROCHLOR-1232 172.4 ND
AROCHLOR-1242 172.4 ND
AROCHLOR-1016 . 172.4 ND
AROCHLOR-1248 172.4 ND
AROCHLOR-1254 344.8 ND
AROCHLOR-1260 344.8 ND

I
¥
IP
I

QA/QC SURROGATE RECOVERIES

DIBUTYLCHLORENDATE (24-150) 89':

ND = MOT DETECTED ABOVE QUANTITATION LIMIT
J = ESTIMATED VALUE: CONCENTRATION BELOW LIMIT OF QUANTITATION
B = ANALYTE DETECTED IN BLANK AS WELL AS SAMPLE
* = SURROGATE RECOVERY OUTSIDE OF QC LIMITS '



SOUTHWEST JABORATORY OF OKLAHOMA, INC.
1700 W. Albany . Suite "C* . Broken Arrow, Oklahoma 74012 . 918-251-2858

ES 4 MOORE, INC.
)1 BORMAN DRIVE
|LOUIS, HO 63149

DAVID PURINGTON

PLE MATRIX: SOIL
tt 2371.01

40D REF.: SU846-8270, EPA METHODOLOGY
jECT: EARTH CITY

ID: BKG

DET. RESULTS
LIMIT (up/Kg)

REPORT: 2371.01B

DATE: 05-03-90

NOL
(2-CHLOROETHYDETHER
LOROPHENOL
DICHLOROBENZENE

-DICHLOROBENZENE
ZYL ALCOHOL
I-DICHLOROBENZENE
ETHYLPHENOL
(2-CHLOROISOPROPYL)ETHER
ETHYLPHENOL
ITRQSQ-DI-n-PROPYLAMINE

_ ACHLOROETHANE
"JROBENZENE

•JpHORQNE
•vilTROPHENOL
^-DIMETHYLPHENOL

)ZOIC ACID
(2-CHLOROETHOXY)METHANE
-DICHLOROPHENOL
,4-TRICHLOROBENZENE
HTHALENE
HLOROANILINE

iACHLOROBUTADIENE
—pHLORO-3-METHYLPHENOL
•METHYLNAPHTHALENE

JijCACHLOROCYCLOPENTADIENE
fc,6-TRICHLOROPHENOL

•*»,5-TRICHLOROPHENOL
_BCHLORONAPHTHALENE
"MlTROANILINE
/ETHYLPHTHALATE
:ENAPHTHYLENE
IITROANILINE

660
660
660
660
660
660
660
660
660
660
660
660
660
660
660
660
3200
660
660
660
660
660
660
660
660
660
660
3200
660
3200
660
660
3200

ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND

DATE SUBMITTED:
DATE EXTRACTED:
DATE ANALYZED :

04-13-90
04-17-90
04-26-90

DET. RESULTS
SEHIVOLATILES LIHIT (ua/Kq)

ACENAPHTHENE 660 ND
2,4-DINITROPHENOL 3200 ND
4-NITROPHENOL 3200 ND
DIBENZOFURAN 660 ND
2,4-DINITROTOLUENE 660 ND
2,6-DINITROTOLUENE 660 ND
DIETHYLPHTHALATE 660 ND
4-CHLOROPHENYL-PHENYLETHER 660 ND
FLUORENE 660 ND
4-NITROANILINE 3200 ND
4,6-DINITRO -2-METHYLPHENOL 3200 ND
N-NITROSODIPHENYLAMINE(l) 660 ND
4-BROMOPHENYL-PHENYLETHER 660 ND
HEXACHLOROBENZENE 660 ND
PENTACHLOROPHENOL 660 ND
PHENANTHRENE 660 ND
ANTHRACENE 660 ND
DI-N-BUTYLPHTHALATE 660 ND
FLUORANTHENE 660 ND
PYRENE 660 ND
BUTYLBENZYLPHTHALATE 660 ND
3.3-DICHLOROBENZIDINE 1320 ND
BENZO(A)ANTHRACENE 660 ND
BIS(2-ETHYLHEXYL)PHTHALATE 660 ND
CHRYSENE 660 ND
DI-N-OCTYL PHTHALATE 660 ND
BENZO(B)FLUORANTHENE 660 ND
BENZO(K)FLUORANTHENE 660 ND
BENZO(A)PYRENE 660 ND
INDENO(1,2,3-CD)PYRENE 660 ND
DIBENZ(A,H)ANTHRACENE 660 ND
BENZO(G,H,I)PERYLENE 660 ND

tTRODENZENE-d 5 (23-120) 73?:
HENOL-dS (24-113) 85::

6A/QC SURROGATE RECOVERIES

-FLUOROBIPHENYL(30-115) 79::
-FLUOROPHENOL (25-121) 69::

TERPHENYL-dl4 (13-137) 83:
2, 4,6-TRIBROHOPHENOL( 19-122) 33:

r = MOT DETECTED ABOVE C1UANTITATION LiniT
._ = ESTIMATED VALUE: CONCENTRATION BELOW LIMIT OF QUANTITATION

, "= ANALYTE DETECTED IN BLANK AS WELL A3 SAP1FLE
•" = olJRRIDRATE "vECOVERY OUTSIDE OF GC LIMITS



I
1

SOUTHWEST LABORATORY OF OKLAHOMA, INC.
1700 W. Albany . Suite "C . Broken Arrow, Oklahoma 74012 . 918-251-2858

I CLIENT: DAMES & MOORE
11701 BORMAN DRIVE
ST. LOUIS, MISSOURI 63149
ATTN: DAVE PURINGTON

SAMPLE MATRIX: SOIL
SWLO # 2371.02
DATE SUBMITTED: 04-13-90
PROJECT: EARTH CITY
SAMPLE ID: S4

DET.

REPORT: 2371.02MT

DATE: 05-03-90

PARAMETER LIMIT UNIT RESULTS
DATE
ANALYZED

METHOD
REFERENCE

TOTAL CYANIDES

TOTAL METALS

ARSENIC
LEAD
MERCURY
SELENIUM
THALLIUM
ANTIMONY
BERYLLIUM
CADMIUM
CHROMIUM
COPPER
NICKEL
SILVER
ZINC

1.0 ug/Kg

2.0
0.6
0.1
0.4
0.4
6.0
1.0
1.0
1.0
2.0
2.0
2.0
2.0

mg/kg
mg/kg
mg/kg
mg/kg
mg/kg
mg/kg
mg/kg
mg/kg
mg/kg
mg/kg
mg/kg
mg/kg
mg/kg

ND

5.60
17.S
0.18
ND
ND
6.7
ND
ND
13.1
23.0
16.3
ND
56. S

04-27-90 SM 412D

04-25-90
04-19-90
04-18-90
04-24-90
04-19-90
04-19-90
04-19-90
04-19-90
04-19-90
04-19-90
04-19-90
04-19-90
04-19-90

SW 7060
SW 7421
SW 7471
SW 7740
SW 7841
SW 6010
SW 6010
SW 6010
SW 6010
SW 6010
SW 6010
SW 6010
SW 6010

ND =
SW =

SM =

NOT DETECTED ABOVE OUANTITATION LIMIT
TEST METHODS FOR EVALUATING SOLID WASTE, EPA PUBLICATION #SW846,
THIRD EDITION, NOVEMBER 1986
STANDARD METHODS FOR THE EXAMINATION OF WATER AND WASTEWATER,
16TH EDITION, 1985

I



SOUTHWEST IABORATORY OF OKLAHOIMA, INC.
7700 W. Albany . Suite "C" . Broken Arrow, Oklahoma 74012 . 918-251-2858

tLlENT: DAMES *e MOORE, INC.
11701 BORMAN DRIVE
ST. LOUIS, MO 63149
ATTN: DAVID PURINGTON

SAMPLE MATRIX: SOIL
SWLO # 2371.02
DATE SUBMITTED: 04-13-90
PROJECT: EARTH CITY
SAMPLE ID: S4

REPORT: 2371.02T

DATE: 05-03-90

^ARAMETER
DET.
LIMIT UNIT RESULTS

DATE DATE METHOD
E XTRACTED ANALYZED REFERENCE

DTAL EXTRACTABLE HYDROCARBONS

KASOLINE
-3IE3EL

:EROSENE
-Rp-4
^vl

i;
I
I
I
I
I

(1 )

,0
, 0
, 0
,0
, 0

JUNKER C/*6 FUEL OIL 1.0
1.0

mg/Kg
mg/Kg
mg/Kg
mg/Kg
mg/Kg
mg/Kg
mg/Kg

ND
ND
ND
ND
ND
ND
6 .

04-19-90
04-19-90
04-19-90
04-19-90
04-19-90
04-19-90
04-19-90

04-20-90
04-20-90
04-20-90
04—20—90
04-20-90
04—20—90
04-20-90

GC/FID
GC/FID
GC/FID
GC/FID
GC/FID
GC/FID
GC/FID

QA/QC SURROGATE RECOVERY

NAPHTHALENE 100V.

(1) = ANALYSIS SHOWS MISCELLANEOUS PEAKS WHICH CANNOT BE IDENTIFIED AS
ANY SPECIFIC PATTERN. THE RESPONSE FACTOR FOR DIESEL WAS USED.

= NOT DETECTED ABOVE DUANTITATION LIMIT
= COMPOUND FOUND IN BLANK AS WELL AS SAMPLE
= ESTIMATED VALUE: CONCENTRATION BELOW LIMIT OF OUANTITATION
= UNABLE TO OUANTITATE DUE TO MATRIX INTERFERENCE



T| SOUTHWEST LABORATORY OF OKLAHOMA, INC.
• 1700 W. Albany . Suite "C" . Broken Arrow, Oklahoma 74012 . 918-251-2858

CLIENT: DAMES & MOORE, INC. REPORT: 2371.02H
•=U 11701 BORMAN DRIVE
• ST. LOUIS, MO 63149 DATE: 05-03-90
"• ATTN: DAVID PURINGTON

I
*-*

SAMPLE MATRIX: SOIL
SWLQ # 2371.02
DATE SUBMITTED: 04-13-90
DATE EXTRACTED: 04-27-90
DATE ANALYZED: 05-02-90
PROJECT: EARTH CITY
METHOD REFERENCE: SWS46-B150, EPA METHODOLOGY
SAMPLE ID: S4

RESULTS REPORTED IN ug/Kg OR Parts Per Billion

I
-i*

i

DET.
:RBICIDES LIMIT UNIT . RESULTS

,4-D 80.0 ug/Kg ND
,4,5-TP (SILVEX) 10.0 ug/Kg ND

QA/QC SURROGATE RECOVERY
•

2,4,5-T (10-98) 92.37.

t

F
1

I

I

D = NOT DETECTED ABOVE QUANTITATION LIMIT
= ESTIMATED VALUE: CONCENTRATION BELOW LIMIT OF QUANTITATION
= ANALYTE DETECTED IN BLANK AS WELL AS SAMPLE
= SURROGATE RECOVERY OUTSIDE OF OC LIMITS



4
4
«

I

I

1

i
. •••

t
i
i
i
i
1
i

SOUTHWEST,LABORATORY OF OKLAHOMA, INC.
7700 W. Albany . Suite "C . Broken Arrow, Oklahoma 74012 . 918-251-2858

llENT: DAMES 4 MOORE, INC. REPORT: 2371.02P
11701 BORMAN DRIVE
ST. LOUIS, MO 63149 DATE: 05-03-90
ATTN: DAVID PURINGTON

SAMPLE MATRIX: SOIL
SULO tt 2371.02
DATE SUBMITTED: 04-13-90
DATE EXTRACTED: 04-17-90
DATE ANALYZED : 05-02-90
METHOD REFERENCE: SW846-8080, EPA METHODOLOGY
PROJECT: EARTH CITY
SAMPLE ID: S4

RESULTS REPORTED IN ug/Kg OR Parts Per Billion (PPB)

PESTICIDES/PCS'5 DETECTION LIMIT RESULTS

ALPHA-BHC 23.6 ND
BETA-BHC 23.6 ND
GAMHA-BHC(LINDANE) 23.6 ND
DELTA-BHC 23.6 ND
HEPTACHLOR 23.6 • ND
ALDRIN 23.6 ND
HEPTACHLOR EPOXIDE 23.6 ND
ENDOSULFAN I 23.6 ND
4,4-DDE 23.6 ND
DIELDRIN 47.2 ND
ENDftIN 47.2 ND
ENDOSULFAN II 47.2 ND
4,4-DDD 47.2 ND
ENDOSULFAN SULFATE 47.2 ND
4,4-DDT 47.2 ND
ENDRIN KETONE 47.2 ND
METHOXYCHLOR 236.0 ND
ALPHA-CHLORDANE 236.0 ND
GAMMA-CHLORDANE 236.0 ND
TOXAPHENE 472.0 ND
AROCHLOR-1221 236.0 ND
AROCHLOR-1232 236.0 ND
AROCHLOR-1242 236.0 ND
AROCHLOR-1016 236.0 ND
AROCHLOR-1248 236.0 ND
AROCHLOR-1254 472.0 ND
AROCHLOR-1260 472.0 ND

BA/QC SURROGATE RECOVERIES

DIBUTYLCHLORENDATE (24-150) 88:;

ND = NOT DETECTED ABOVE QUANTITATION LIMIT
J = ESTIMATED VALUE: CONCENTRATION BELOW LIMIT OF QUANTITATION
B = ANALYTE DETECTED IN BLANK AS WELL AS SAMPLE
* = SURROGATE RECOVERY OUTSIDE OF QC LIMITS



SOUTHWEST JLABORATORY OF OKLAHOMA, INC.
1700 W. Albany . Suite "C* . Broken Arrow, Oklahoma 74012 . 918-251-2858

»3 & MOORE, INC.
1 BORMAN DRIVE

•^LOUIS, MO 63149
11: DAVID PURINGTON

1PLE MATRIX: SOIL« * 2371.02
OD REF.: SU846-B270, EPA METHODOLOGY
ECT: EARTH CITY

ID: 54

I
gIVOLATILES

~B\IOL
S(2-CHLOROETHYL)ETHER

(HLOROPHENOL
-DICHLOROBENZENE
-DICHLOROBENZENE

IZYL ALCOHOL
-DICHLOROBENZEME
ETHYLPHENOL

i|(2-CHLOROISOPROPYL)ETHER
•ETHYLPHENOL

-(jITROSO-DI-n-PROPYLAMINE
-:XACHLOROETHANE

(ROBENZENE
PHOROME
ITROPHENOL

_^-DIMETHYLFHEMOL
pZOIC ACID
R(2-CHLOROETHOXY)METHANE
,4-DICHLOROPHENOL

J,4-TRICHLOROBENZENE
HTHALENE

-uHLOROANILINE
^^ACHLOROBUTADIENE

•CHLORO-J-METHYLPHENOL
•METHYLNAPHTHALENE

_EXACHLOROCYCLOPENTADIENE
W,,6-TRICHLOROPHENOL
W,5-TRICHLOROPHENOL
--CHLORONAPHTHALENE

-±jjNITROANILINE
•flETHYLPHTHALATE
^ENAPHTHYLENE
iNITROANILINE

I
1
1

DET.
LIMIT

660
660
660
660
660
660
660
660
660
660
660
660
660
660
660
660
3200
660
660
660
660
660
660
660
660
660
660
3200
660
3200
660
660
3200

RESULTS
(ug/Kg)

ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND

140 . J
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND

REPORT: 2371.02B

DATE: 05-03-90

DATE SUBMITTED:
DATE EXTRACTED:
DATE ANALYZED :

04-13-90
04-17-90
04-26-90

DET. RESULTS
SEHIVQLATILE5 LIHIT (ug/Kg)

ACENAPHTHENE 660 ND
2,4-DINITROPHENOL 3200 ND
4-NITROPHENOL 3200 ND
DIBENZOFURAN 660 ND
2,4-DINITRQTOLUEME 660 ND
2,6-DINITROTOLUENE 660 ND
DIETHYLPHTHALATE 660 65 J
4-CHLOROPHENYL-PHENYLETHER 660 ND
FLUORENE 660 ND
4-NITROANILINE 3200 ND
4,6-DINITRO-2-METHYLPHENOL 3200 ND
N-NITROSODIPHENYLAMINE(l) 660 ND
4-BROMOFHENYL-PHENYLETHER 660 ND
HEXACHLOROBENZEME 660 ND
PENTACHLOROFHENCL 660 ND
PHENANTHRENE 660 40 J
ANTHRACENE 660 ND
DI-N-BUTYLPHTHALATE 660 100 J
FLUORANTHENE 660 ND
PYRENE 660 30 J
BUTYLBENZYLPHTHALATE 660 50 J
3,3-DICHLOROBENZIDINE 1320 ND
BENZO(A)ANTHRACENE 660 ND
BIS(2-ETHYLHEXYL)PHTHALATE 660 190 J
CHRYSENE 660 ND
DI-N-OCTYL PHTHALATE 660 ND
BENZO(B)FLUORANTHENE 660 ND
BENZO(K)FLUORANTHENE 660 ND
BENZO(A)PYRENE 660 ND
INDENOU, 2,3-CD) PYRENE 660 ND
DIBENZ(A,H)ANTHRACENE 660 ND
BENZO(G,H,I)PERYLENE 660 ND

-SURROGATE RECOVERIES

"ROBENZEHE-d 5 (23-120) 83::
ENOL-d5 (24-113) 96:;

2-FLUOROBIPHENYL(30-115)
2-FL'JOROPHENOL (25-121)

89:: TERPHENYL-dl4 (13-137) 36:
2,4,6-TRIBROMOPHENOL(19-122) 103:,

= MOT DETECTED ABOVE 3UANTITATION LIMIT
= ESTIMATED VALUE: CONCENTRATION BELOW LlillT OF QUANTITATION
= ANALYTE DETECTED !M 5I.AMK AS WELL AS SAMPLE
= SURROGATE RECOVER f OUTSIDE OF G1C LIMITS



SOUTHWEST JLABORATORY OF OKLAHOMA, INC.
2700 W. Albany . Suite "C" . Broken Arrow, Oklahoma 74012 . 918-251-2858

I CLIENT: DAMES & MOORE
11701 BORMAN DRIVE
ST. LOUIS, MISSOURI 63149
ATTN: DAVE PURINGTON

SAMPLE MATRIX: SOIL
SWLO ft 2371.03
DATE SUBMITTED: 04-13-90
PROJECT: EARTH CITY
SAMPLE ID: S3

DET.
PARAMETER LIMIT UNIT

REPORT: 2371.03MT

DATE: 05-03-90

RESULTS
DATE
ANALYZED

METHOD
REFERENCE

TOTAL CYANIDES

[TOTAL METALS

ARSENIC

I LEADMERCURY
SELENIUM

I THALLIUM
ANTIMONY
'BERYLLIUM
CADMIUM
(CHROMIUM
I COPPER
NICKEL
(SILVER
ZINC

1.0 ug/Kg ND 04-27-90 SM 412D

2.0
0.6
0.1
0.4
0.4
6.0
1.0
1.0
1.0
2.0
2.0
2.0
2.0

mg/kg
mg/kg
mg/kg
mg/kg
mg/kg
mq/kg
mg/kg
mg/kg
mg/kg
mg/kg
mg/kg
mg/kg
mg/kg

2.12
12.4

- ND
ND
ND
ND
ND
ND
5.5
15.2
9.7
ND
32.8

04-25-90
04-19-90
04-18-90
04-24-90
04-19-90
04-19-90
04-19-90
04-19-90
04-19-90
04-19-90
04-19-90
04-19-90
04-19-90

SW
SW
SW
SW
SW
SW
SW
SW
SW
SW
SW
SW
SW

7060
7421
7471
7740
7841
6010
6010
6010
6010
6010
6010
6010
6010

ND
SW

SM

= NOT DETECTED ABOVE OUANTITATION LIMIT
= TEST METHODS FOR EVALUATING SOLID WASTE, EPA PUBLICATION #SW846,

THIRD EDITION, NOVEMBER 1986
= STANDARD METHODS FOR THE EXAMINATION OF WATER AND WASTEWATER,

16TH EDITION, 1985



SOUTHWESTJLABORATORY OF OKLAHOMA, INC.
1700 W. Albany . Suite "C" . Broken Arrow, Oklahoma 74012 . 918-251-2858

[CLIENT: DAMES & MOORE, INC.
11701 BORMAN DRIVE
ST. LOUIS, MO 63149
ATTN: DAVID PURINGTON

SAMPLE MATRIX: SOIL
SWLO * 2371.03
DATE SUBMITTED: 04-13-90
PROJECT: EARTH CITY
SAMPLE ID: S3

REPORT: 2371.03T

DATE: 05-03-90

•

.PARAMETER
DET.
LIMIT UNIT RESULTS

DATE
EXTRACTED

DATE
ANALYZED

METHOD
REFERENCE

iTDTAL EXTRACTABLE HYDROCARBONS

GASOLINE
DIESEL

{KEROSENE
•JP-4
NAPTHA

1BUNKER C/#& FUEL OIL
MISCELLANEOUS (1)

1.0
1.0
1.0
1.0
1.0
1.0
1.0

mg/Kg
mg/Kg
mg/Kg
mg/Kg
mg/Kg
mg/Kg
mg/Kg

ND
ND
ND
ND
ND
ND
12.0

04-19-90
04-19-90
04-19-90
04-19-90
04-19-90
04-19-90
04-19-90

04-21-90
04-21-90
04-21-90
04-21-90
04-21-90
04-21-90
04-21-90

GC/FID
GC/FID
GC/FID
GC/FID
GC/FID
GC/FID
GC/FID

QA/QC SURROGATE RECOVERY

NAPHTHALENE 1007.

(1) = ANALYSIS SHOWS MISCELLANEOUS PEAKS WHICH CANNOT BE IDENTIFIED AS
ANY SPECIFIC PATTERN. THE RESPONSE FACTOR FOR DIESEL WAS USED,

|ND = NOT DETECTED ABOVE OUANTITATION LIMIT
= COMPOUND FOUND IN BLANK AS WELL AS SAMPLE
= ESTIMATED VALUE: CONCENTRATION BELOW LIMIT OF QUANTITATIOIM
= UNABLE TO QUANTITATE DUE TO MATRIX INTERFERENCE



\
SOUTHWEST JLABORATORY OF OKLAHOMA, INC.

1700 W. Albany . Suite "C" . Broken Arrow, Oklahoma 74012 . 918-251-2858

CLIENT: DAMES & MOORE, INC. REPORT: 2371.03H

i 11701 BORMAN DRIVE
ST. LOUIS, MO 63149 DATE: 05-03-90
ATTN: DAVID PURINGTON

I

i
l

SAMPLE MATRIX: SOIL
SWLO # 2371.03
DATE SUBMITTED: 04-13-90
DATE EXTRACTED: 04-27-90
DATE ANALYZED: 05-02-90
PROJECT: EARTH CITY
METHOD REFERENCE: SWB46-B150, EPA METHODOLOGY
SAMPLE ID: S3

RESULTS REPORTED IN ug/Kg OR Parts Per Billion

DET.
RBICIDES LIMIT UNIT RESULTS

-«2,4-D 80.0 ug/Kg ND
,4,5-TP (SILVEX) 10.0 ug/Kg ND
1

1

i
1
¥

QA/QC SURROGATE RECOVERY.

2,4,5-T (10-98) 91.97.

= NOT DETECTED ABOVE QUANTITATION LIMIT
= ESTIMATED VALUE: CONCENTRATION BELOW LIMIT OF QUANTITATION
= ANALYTE DETECTED IN BLANK AS WELL AS SAMPLE

* = SURROGATE RECOVERY OUTSIDE OF QC LIMITS

SL



1
1GHENT:

SOUTHWEST LABORATORY OF OKLAHOMA, INC.
1700 W. Albany . Suite "C" . Broken Arrow, Oklahoma 74012 . 918-251-2858

DAMES & MOORE, INC.
11701 BORMAN DRIVE
ST. LOUIS, MO 63149
ATTN: DAVID PURINGTON

SAMPLE MATRIX: SOIL
SWLO ft 2371.03

REPORT: 2371.03P

DATE: 05-03-90

DATE SUBMITTED:
DATE EXTRACTED:
DATE ANALYZED :
METHOD REFERENCE:

04-13-90
04-17-90
05-02-90
SU846-8080, EPA METHODOLOGY

PROJECT: EARTH CITY
SAMPLE ID: S3

RESULTS REPORTED IN ug/Kg OR Parts Per Billion (PFB)

PESTICIDES/PCS'5 DETECTION LIMIT

ALPHA-BHC
BETA-BUG
GAMMA-BHC(LINDANE)
DELTA-BHC
HEPTACHLOR
ALDRIN
HEPTACHLOR EPOXIDE
ENDOSULFAN I
4,4-DDE
DIELDRIN
ENDRIN
ENDOSULFAN II
4,4-DDD
ENDOSULFAN SULFATE
4,4-DDT
ENDRIN KETONE
METHOXYCHLOR
ALPHA-CHLORDANE
GAMMA-CHLORDANE
TOXAPHENE
AROCHLOR-1221
AROCHLOR-1232
AROCHLOR-1242
AROCHLOR-1016
AROCHLOR-1248
AROCHLOR-1254
AROCHLOR-1260

19.0
19.0
19.0
19.0
19.0
19.0
19.0
19,0
19.0
38.0
38.0
33.0
38.0
38.0
38.0
38.0
190.2
190.2
190.2
380.5
190..2
190.2
190.2
190.2
190.2
380.5
380.5

RESULTS

ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND

QA/QC SURROGATE RECOVERIES

DIBUTYLCHLORENDATE (24-150) 81*

ND = NOT DETECTED ABOVE QUANTITATION LIMIT
J = ESTIMATED VALUE: CONCENTRATION BELOW LIMIT OF QUANTITATION
B = ANALYTE DETECTED IN BLANK AS WELL AS SAMPLE
* = SURROGATE RECOVERY OUTSIDE OF QC LIMITS



1700 W. Albany . Suite "C" . Broken Arrow, Oklahoma 74012 . 918-251-2858

ES & MOORE, IMC.
701 BORMAN DRIVE
LOUIS, MO 63149

IN: DAVID PURINGTON

IPLE MATRIX: SOIL
10 » 2371.03
JHOD REF.: SW846-3270, EPA METHODOLOGY
OJECT: EARTH CITY

ID: S3

DET. RESULTS
LIMIT (uo/Ka)hlVOLATILES

INOL
|S(2-CHLOROETHYL)ETHER
kHLOROPHENOL

G-DICHLOROBENZENE
5-DICHLOROBENZENE

INZYL ALCOHOL
^-DICHLOROBENZENE
1ETHYLPHENOL

|S(2-CHLOROISOPROPYL)ETHER
flETHYLPHENOL
vlITROSO-DI-n-PROPYLAHINE

F<ACHLOROETHANE
FROBENZENE
PPHORONE
UTROPHENOL

|4-DIMETHYLPHENQL
MZOIC ACID

(2-CHLOROETHOXY)METHANE
[4-DICHLOROPHENOL
VM-TRICHLOROBENZENE

"HTHALENE
FtHLOROANILINE
EXACHLOROBUTADIENE

:HLORO-3-METHYLPHEMOL
InETHYLNAPHTHALENE
fXACHLOROCYCLOPENTADIENE
»,6-TRICHLOROPHENOL
»,5-TRICHLOROPHENOL

FCHLORONAPHTHALENE
LNITROANILINE
rETHYLPHTHALATE
"cNAPHTHYLENE

660
660
660
660
660
660
660
660
660
660
660
660
660
660
660
660
3200
660
660
660
660
660
660
660
660
660
660
3200
660
3200
660
660
3200

33

ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND

ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND

REPORT: 2371.03B

DATE: 05-03-90

DATE SUBMITTED: 04-13-90
DATE EXTRACTED: 04-17-90
DATE ANALYZED : 04-26-90

SEHIVOLATILE5

ACENAPHTHENE
2,4-DINITROPHENOL
4-NITROPHENOL
DIBENZOFURAN
2,4-DINITROTOLUENE
2,6-DINITROTOLUENE
DIETHYLPHTHALATE
4-CHLOROPHENYL-PHENYLETHER
FLUOREWE
4-NITROANILINE
4,6-DINITRO 2-METHYLPHENOL
N-NITROSODIPHENYLAMINE( 1)
4-BROMOPHENYL-PHENYLETHER
HEXACHLQROBENZENE
PENTACHLOROPHENOL
PHENANTHRENE
ANTHRACENE
DI-N-BUTYLPHTHALATE
FLUORANTHENE
PYRENE
BUTYLBENZYLPHTHALATE
3,3-DICHLOROBENZIDINE
BENZO(A)ANTHRACENE
BIS(2-ETHYLHEXYL)PHTHALATE
CHRYSENE
DI-N-OCTYL PHTHALATE
BENZO(B)FLUORANTHENE
BENZO(K)FLUORANTHENE
BENZO(A)PYRENE
INDENO(1,2,3-CD)PYRENE
DIBENZ(A,H)ANTHRACENE
BENZO(G,H,I)PERYLENE

DET. RESULTS
LIMIT (aa/Ka)

660
3200
3200
660
660
660
660
660
660
3200
3200
660
660
660
660
660
660
660
660
660
660
1320
660
660
660
660
660
660
660
660
660
660

30
\

10
40
50

ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
)
ND

J
J
J

ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND

TROBENZENE-d5(23-120)
<ENOL-d5 (24-113)

SA/QC SURROGATE RECOVERIES

2-FLUOROBIPHENYL(30-115) 71
2-FLUOROPHENOL (25-121) 67:

TERPHENYL-dl4 (18-137) 90?:
2,4,6-TRIBROnOPHENOL( 19-122) 79:;

- NOT DETECTED ABOVE QUANTITATION LIMIT
VALUE: CONCENTRATION BELOW LIMIT OF QUANTITATION

DETECTED IN BLANK AS WELL AS SAMPLE
RECOVERY OUTSIDE OF QC LIMITS



] SOUTHWEST ̂ LABORATORY OF OKLAHOMA, INC.
' m 1700 W. Albany . Suite "C1 . Broken Arrow, Oklahoma 74012 . 918-251-2858

\
CLIENT:

1
•

•
PARAMETER

DAMES & MOORE
11701 BORMAN DRIVE
ST. LOUIS, MISSOURI 63149
ATTN: DAVE PURINGTON

SAMPLE MATRIX: SOIL
SWLO ft 2371.04
DATE SUBMITTED: 04-13-90
PROJECT: EARTH CITY
SAMPLE ID: COMP. 2

DET.
LIMIT

TOTAL CYANIDES 1.0

•

UNIT

ug/Kg

RESULTS

ND

REPORT

DATE:

DATE
ANALYZED

04-27-90

: 2371.04MT

05-03-90

i

METHOD
REFERENCE

SM 412D

| TOTAL PETALS

m ARSENIC

I LEAD

~m MERCURY
SELENIUM

•
THALLIUM
ANTIMONY
BERYLLIUM

1CADMIUM
CHROMIUM
COPPER
NICKEL

H SILVER
-•1 ZINC

2.0
0.6
0.1
0.4
0.4
6.0
1.0
1.0
1.0
2.0
2.0
2.0
2.0

mg / k g
mg/kg
mg/kg
mg/kg
mg/kg
mg/kg
mg/kg
mg/kg
mg/kg
mg/kg
mg/kg
mg/kg
mg/kg

7.41
• 15.9

ND
ND
ND
7.4
ND
ND
15.5
25.0
19.2
ND
57.4

04-25-90
04-19-90
04-18-90
04-24-90
04-19-90
04-19-90
04-19-90
04-19-90
04-19-90
04-19-90
04-19-90
04-19-90
04-19-90

SW 7060
SW 7421
SW 7471
SW 7740
SW 7341
SW 6010
SW 6010
SW 6010
SW 6010
SW 6010
SW 6010
SW 6010
SW 6010

ND
sw

SM

= NOT DETECTED ABOVE OUANTITATION LIMIT
= TEST METHODS FOR EVALUATING SOLID WASTE, EPA PUBLICATION #SW846,

THIRD EDITION, NOVEMBER 1986
= STANDARD METHODS FOR THE EXAMINATION OF WATER AND WASTEWATER,
16TH EDITION, 1995



I
I
-i
i

CLIENT

41

SOUTHWEST LABORATORY OF OKLAHOMA, INC.
1700 W. Albany . Suite "C" . Broken Arrow, Oklahoma 74012 . 918-251-2858

DAMES & MOORE. INC.
11701 BORMAN DRIVE
ST. LOUIS, MO 63149
ATTN: DAVID PURIN6TON

SAMPLE MATRIX: SOIL
SWLO * 2371.04
DATE SUBMITTED: 04-13-90
PROJECT: EARTH CITY
SAMPLE ID: COMP . 2

REPORT: 2371.04T

DATE: 05-03-90

ft

IF
>ARAMETER

DET.
LIMIT UNIT

DTAL EXTRACTABLE HYDROCARBONS

GASOLINE
IESEL

kERDSENE
JF-4
NAPTHA

IHSCELLANEQUS (1)

0
0
0
.0

1 . 0
feUNKER C/#6 FUEL OIL 1.0

i.o

mg/Kg
mg/Kg
mg/Kg
mg / Kg
mg/Kg
mg/Kg
mg/Kg

RESULTS
DATE DATE METHOD
EXTRACTED ANALYZED REFERENCE

ND
ND
ND
ND
ND
ND
5.1

04-19-90
04-19-90
04-19-90
04-19-90
04-19-90
04-19-90
04-19-90

04-21-90
04-21-90
04-21-90
04-21-90
04-21-90
04-21-90
04-21-90

GC/FID
GC/FID
GC/FID
GC/FID
GC/FID
GC/FID
GC/FID

QA/QC SURROGATE RECOVERY

NAPHTHALENE 95V.

= ANALYSIS SHOWS MISCELLANEOUS PEAKS WHICH CANNOT BE IDENTIFIED AS
ANY SPECIFIC PATTERN. THE RESPONSE FACTOR FOR DIESEL WAS USED.

« NOT DETECTED ABOVE OUANTITATION LIMIT
= COMPOUND FOUND IN BLANK AS WELL AS SAMPLE
= ESTIMATED VALUE: CONCENTRATION BELOW LIMIT OF OUANTITATION
= UNABLE TO QUANTITATE DUE TO MATRIX INTERFERENCE



I
I
1
I

SOUTHWEST,LABORATORY OF OKLAHOMA, INC.
1700 W. Albany . Suite "C1 . Broken Arrow, Oklahoma 74012 . 918-251-2858

ENT: DAMES & MOORE, INC. REPORT: 2371.04H
11701 BORMAN DRIVE
ST. LOUIS, MO 63149 DATE: 05-03-90
ATTN: DAVID PURINGTON

SAMPLE MATRIX: SOIL
SWLO # 2371.04
DATE SUBMITTED: 04-13-90
DATE EXTRACTED: 04-27-90
DATE ANALYZED: 05-02-90
PROJECT: EARTH CITY
METHOD REFERENCE: SWB46-B150, EPA METHODOLOGY
SAMPLE ID: COMP. 2

RESULTS REPORTED IN ug/Kg OR Parts Per Billion

DET.
BICIDES LIMIT UNIT RESULTS

2,4-D 80.0 ug/Kg ND
fc,4,5-TP (SILVEX) 10.0 ug/Kg ND

1
1
1
1
1
I
1
7
t

QA/QC SURROGATE RECOVERY

2,4,5-T (10-98) 78.2V.

D = NOT DETECTED ABOVE QUANTITATION LIMIT
= ESTIMATED VALUE: CONCENTRATION BELOW LIMIT OF QUANTITATIQN
" ANALYTE DETECTED IN BLANK AS WELL AS SAMPLE
a SURROGATE RECOVERY OUTSIDE OF QC LIMITS



I SOUTHWESTIABORATORY OF OKLAHOMA, INC.
1700 W. Albany . Suite "C1 . Broken Arrow, Oklahoma 74012 . 918-251-2858

i
I

bLIENT: DAMES & MOORE, INC.
11701 BORMAN DRIVE
ST. LOUIS, MO 63149
ATTN: DAVID PURINGTON

REPORT: 2371.04P

DATE: 05-03-90

SAMPLE MATRIX:
SULO H 2371.04
DATE SUBMITTED:
DATE EXTRACTED:
DATE ANALYZED :
METHOD REFERENCE

SOIL

04-13-90
04-17-90
05-02-90
SU846-B080, EPA METHODOLOGY

PROJECT: EARTH CITY
SAMPLE ID: COMP. 2

RESULTS REPORTED IN ug/Kg OR Parts Per Billion (PPB)

PESTICIDES/PCS'S DETECTION LIMIT

i
i

i

t
1if

ALFHA-BHC
BETA-BHC
GAMMA-BHC(LINDANE)
DELTA-BHC
HEPTACHLOR
ALDRIN
HEPTACHLOR EPOXIDE
ENDOSULFAN I
4,4-DDE
DIELDRIN
ENDRIN
ENDOSULFAN II
4,4-DDD
ENDOSULFAN SULFATE
4,4-DDT
ENDRIN KETONE
METHOXYCHLOR
ALPHA-CHLORDANE
GAMMA-CHLORDANE
TOXAPHENE
AROCHLOR-1221
AROCHLOR-1232
AROCHLOR-1242
AROCHLOR-1016
AROCHLOR-1248
AROCHLOR-1254
AROCHLOR-1260

21.7
21.7
21.7
21.7
21.7
21.7
21.7
21.7
21.7
43.4
43.4
43.4
43.4
43.4
43.4
43.4
217.1
217.1
217.1
434.2
217.1
217.1
217.1
217.1
217.1
434.2
434.2

RESULTS

ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND

ND
J
B
*

QA/QC SURROGATE RECOVERIES

DIBUTYLCHLORENDATE (24-150) 79::

NOT DETECTED ABOVE G1UANTITATION LIMIT
ESTIMATED VALUE: CONCENTRATION BELOW LIMIT OF QUANTITATICN
ANALYTE DETECTED IN BLANK AS WELL AS SAMPLE
SURROGATE RECOVERY OUTSIDE OF QC LIMITS



SOUTHWEST LABORATORY OF OKLAHOMA, INC.
1700 W. Albany . Suite "C" . Broken Arrow, Oklahoma 74012 . 918-221-2858

S 4 MOORE, INC.
1 BORMAN DRIVE
LOUIS, MO 63149

DAVID PURINGTON

MATRIX: SOIL
2371.04
REF.: SW846-8270, EPA METHODOLOGY

<*ECT: EARTH CITY
3PLE ID: COMP. 2

REPORT: 2371.04B

DATE: 05-03-90

tvOLATILES
DET. RESULTS
LIMIT (uq/Kq)

iDL
2-C2-CHLOROETHYL)ETHER

JLOROPHENOL
DICHLOROBENZENE
DICHLOROBENZENE
YL ALCOHOL
DICHLOROBENZENE
THYLPHENOL
(2-CHLOROI30PROPYL)ETHER

2THYLPHENOL
TROSO-DI-n-PROPYLAMINE
CHLOROETHANE

L1TROBENZENE
•PHORONE

r fllTROPHENOL
[ ,4-DIMETHYLPHEMDL

JZOIC ACID
•(2-CHLOROETHOXY)METHANE

[ P-DICHLOROPHENOL
1 -§,4-TRICHLOROBENZENE

•HTHALENE
BHLOROANILINE

XACHLOROBUTADIENE
HLORO-3-METHYLPHENOL

r.m-ETHYLNAFHTHALENE
ACHLOROCYCLOPENTADIENE

"J[, 6-TRICHLOROPHENOL
•, 5-TRICHLOROPHENOL
mHLORONAPHTHALENE

I
LVU1
TM

ETHYLPHTHALATE
NAPHTHYLENE
NITRQANILINE

660
660
660
660
660
660
660
660
660
660
660
660
660
660
660
660
3200
660
660
660
660
660
660
660
660
660
660.
3200
660
3200
660
660
3200

ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND

30 J
ND
ND
ND
ND
ND
ND
ND

10 J
ND
ND
ND
ND
ND
ND
ND
ND

DATE SUBMITTED:
DATE EXTRACTED:
DATE ANALYZED :

04-13-90
04-17-90
04-26-90

SEMIVDLATILES

ACENAPHTHENE
2,4-DINITROPHENOL
4-NITROPHENOL
DIBENZOFURAN
2,4-DINITROTOLUENE
2,6-DINITRDTOLUENE
DIETHYLPHTHALATE
4-CHLOROPHENYL-PHENYLETHER
FLUORENE
4-NITROANILINE
4,6-DINITRO 2-I1ETHYLPHENOL
N-NITROSODIPHENYLAMINE(l)
4-BROMCPHENYL-PHENYLETHER
HEXACHLOROBENZENE
PENTACHLOROPHENOL
PHENANTHRENE
ANTHRACENE
DI-N-BUTYLPHTHALATE
FLUORANTHENE
PYRENE
BUTYLBENZYLPHTHALATE
3,3-DICHLOROBENZIDINE
BENZO(A)ANTHRACENE
BIS(2-ETHYLHEXYL)PHTHALATE
CHRYSENE
DI-N-OCTYL PHTHALATE
BENZO(B)FLUORANTHENE
BENZO(K)FLUORANTHENE
BENZO(A)PYRENE
INDENOU, 2,3-CD) PYRENE
DIBENZ(A,H)ANTHRACENE
BENZO(G,H,I)PERYLENE

DET. RESULTS
LIMIT (ua/Kq)

660
3200
3200
660
660
660
660
660
660
3200
3200
660
660
660
660
660
660
660
660
660
660
1320
660
660
660
660
660
660
660
660
660
660

ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND

30
ND

50
50
30

ND
ND
ND
ND
ND
ND
ND
N&>*
NDS,
ND
ND
ND

J

J
J
J

•̂

X

|ROBENZENE-d 5(23-120)
INOL-dS (24-113)

QA/QC SURROGATE RECOVERIES

74:; 2-FLUOROBIPHENYL(30-115) 79:: TERPHENYL-dl4 (13-137)
39:: 2-FLUOROPHENOL (25-121) 70?: 2,4,6-TRIBROnOPHENOL( 19-122)

89:
91:

1= NOT DETECTED ABOVE OUANTITATION LIMIT
= ESTIMATED VALUE: CONCENTRATION BELOW LIMIT OF QUANTITATION
j= ANALYTE DETECTED IN BLANK A3 WELL AS SAMPLE

oURRGGAFE RECOVERY Q1JT3IDE OF G1C LIMITS



SOUTHWEST,LABORATORY OF OKLAHOMA, INC.
1700 W. Albany . Suite "C" . Broken Arrow, Oklahoma 74012 . 918-251-2858

ICLIENT: DAMES & MOORE
11701 BORMAN DRIVE
ST. LOUIS, MISSOURI 63149
ATTN: DAVE PURINBTON

SAMPLE MATRIX: SOIL
SWLO # 2371.05
DATE SUBMITTED: 04-13-90
PROJECT: EARTH CITY
SAMPLE ID: COMP. 1

DET.
"PARAMETER LIMIT UNIT

REPORT: 2371.05MT

DATE: 05-03-90

DATE
RESULTS ANALYZED

METHOD
REFERENCE

•TOTAL CYANIDES

•TOTAL METALS

-ARSENIC
JLEAD

"•MERCURY
"SELENIUM
"TTHALLIUM
•ANTIMONY
• BERYLLIUM

——CADMIUM
•CHROMIUM
[COPPER
JMICKEL
—SILVER

-•ZINC

I
1
I

1.0

ji* v
0.6
0.1
0.4
0.4
6.0
1.0
1.0
1.0
2.0
2.0
2.0
2.0

ug/Kg

mg/kg
mg/kg
mg/kg
mg/kg
mg/kg
mg/kg
mg/kg
mg/kg
mg/kg
mg/kg
mg/kg
mg/kg
mg/kg

ND

5.S9
13.6
'ND
ND
ND
ND
ND
ND
is.i
22.8
18.3
ND
62.4

04-27-90 SM 412D

04-25-90
04-19-90
04-18-90
04-24-90
04-19-90
04-19-90
04-19-90
04-19-90
04-19-90
04-19-90
04-19-90
04-19-90
04-19-90

SW 7060
SW 7421
SW 7471
SW 7740
SW 7841
SW 6010
SW 6010
SW 6010
SW 6010
SW 6010
SW 6010
SW 6010
SW 6010

-ND = NOT DETECTED ABOVE QUANTITATION LIMIT
= TEST METHODS FOR EVALUATING SOLID WASTE, EPA PUBLICATION #SW846,

THIRD EDITION, NOVEMBER 1986
= STANDARD METHODS FOR THE EXAMINATION OF WATER AND WASTEWATER,

16TH EDITION, 19S5

I

I



I

CLIENT:

I

"I

I

J

SOUTHWESTXABORATORY OF OKLAHOMA, INC.
1700 W. Albany . Suite "C" . Broken Arrow, Oklahoma 74012 . 918-251-2858

DAMES ?< MOORE, INC.
11701 BORMAN DRIVE
ST. LOUIS, MO 63149
ATTN: DAVID PURINGTON

SAMPLE MATRIX: SOIL
SWLO # 2371.05
DATE SUBMITTED: 04-13-90
PROJECT: EARTH CITY
SAMPLE ID: COMP. 1

REPORT: 2371.05T

DATE: 05-03-90

RAMETER
DET.
LIMIT UNIT RESULTS

DATE
EXTRACTED

DATE
ANALYZED

METHOD
REFERENCE

I
TAL EXTRACTABLE HYDROCARBONS

GASOLINE
"MESEL
JMROSENE
11-4

1PTHA
NKER C/#6 FUEL OIL
SCELLANEOUS (1)

1
1,
1,
1,
1
1,
1 i)

mg/Kg
mg/Kg
mg/Kg
mg/Kg
mg/Kg
mg/Kg
mg/Kg

ND
ND
ND
ND
ND
ND
5.1

04-19-90
04-19-90
•04-19-90
04-19-90
04-19-90
04-19-90
04-19-90

04-21-90
04-21-90
04-21-90
04-21-90
04-21-90
04-21-90
04-21-90

GC/FID
GC/FID
GC/FID
GC/FID
GC/FID
GC/FID
GC/FID

I

I

I

I
-C

3

1

I

I

QA/QC SURROGATE RECOVERY

NAPHTHALENE 957.

= ANALYSIS SHOWS MISCELLANEOUS PEAKS WHICH CANNOT BE IDENTIFIED AS
ANY SPECIFIC PATTERN. THE RESPONSE FACTOR FOR DIESEL WAS USED.

D = NOT DETECTED ABOVE QUANTITATION LIMIT
= COMPOUND FOUND IN BLANK AS WELL AS SAMPLE
= ESTIMATED VALUE: CONCENTRATION BELOW LIMIT OF QUANTITATION
= UNABLE TO QUANTITATE DUE TO MATRIX INTERFERENCE



I
I

SOUTHWESTJLABORATORY OF OKLAHOMA, INC.
1700 W. Albany . Suite "C" . Broken Arrow, Oklahoma 74012 . 918-251-2858

1
I
I
1

I

IENT: DAMES S< MOORE, INC. REPORT: 2371.05H
11701 BORMAN DRIVE
ST. LOUIS, MO 63149 DATE: 05-03-90
ATTN: DAVID PURINGTON

SAMPLE MATRIX: SOIL
SWLO * 2371.05
DATE SUBMITTED: 04-13-90
DATE EXTRACTED: 04-27-90
DATE ANALYZED: 05-02-90
PROJECT: EARTH CITY
METHOD REFERENCE: SWB46-8150, EPA METHODOLOGY
SAMPLE ID: COMP. 1

RESULTS REPORTED IN ug/Kg OR Parts Per Billion

DET.
ERBICIDES LIMIT UNIT RESULTS

,4-D 80.0 uq/Kg ND
,4,5-TP (SILVEX) 10.0 ug/Kg ND

QA/QC SURROGATE RECOVERY

2,4,5-T (10-98) 99.4X

'ND = NOT DETECTED ABOVE QUANTITATION LIMIT
= ESTIMATED VALUE: CONCENTRATION BELOW LIMIT OF QUANTITATION
= ANALYTE DETECTED IN BLANK AS WELL AS SAMPLE
= SURROGATE RECOVERY OUTSIDE OF QC LIMITS

I

I

I



SOUTHWEST JLABORATORY OF OKLAHOMA, INC.
1700 W. Albany . Suite "C" . Broken Arrow, Oklahoma 74012 . 918-251-2858

[ENT: DANES 4 HOORE, INC.
11701 BORMAN DRIVE
ST. LOUIS, HO 63149
ATTN: DAVID PURINGTON

REPORT: 2371.05P

DATE: 05-03-90

SAMPLE HATRIX:
SWLO » 2371.05
DATE SUBP1ITTED:
DATE EXTRACTED:
DATE ANALYZED :
METHOD REFERENCE

SOIL

04-13-90
04-17-90
05-02-90
SW846-8080, EPA METHODOLOGY

PROJECT: EARTH CITY
SAMPLE ID: COMP. 1

RESULTS REPORTED IN uq/Kg OR Parts Per Billion (PPB)

PESTICIDES/PCS'5 DETECTION LIMIT

ALPHA-BHC
BETA-BHC
GAMMA-BHC(LINDANE)
DELTA-BHC
HEPTACHLOR
ALDRIN
HEFTACHLOR EPOXIDE
Er-JDOSULFAN I
4,4-DDE
DIELDRIN
ENDRIN
ENDOSULFAN II
4,4-DDD
ENDOSULFAN SULFATE
4,4-DDT
ENDRIN KETONE
METHOXYCHLOR
ALPHA-CHLORDANE
GAMMA-CHLORDANE
TOXAPHENE
AROCHLOR-1221
AROCHLOR-1232
AROCHLOR-1242
AROCHLOR-1016
AROCHLOR-1248
AROCHLOR-1254
AROCHLOR-1260

21.
21.
21.
21.
21.
21.
O 1

r»-t
!• X •

21.
42.3
42.3
42.3
42.3
42.3
42.3
42.3
211.6
211.6
211.6
423.3
211.6
211.6
211.6
211.6
211.6
423.3
423.3

RESULTS

ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND

ND
J
B

QA/QC SURROGATE RECOVERIES

DIBUTYLCHLORENDATE (24-150) 102:;

NOT DETECTED ABOVE QUANTITATION LIMIT
ESTIMATED VALUE: CONCENTRATION BELOW LIMIT OF G1UANTITATION
ANALYTE DETECTED IN BLANK AS WELL AS SAMPLE
SURROGATE RECOVERY OUTSIDE OF G1C LIMITS



SOUTHWEST LABORATORY OF OKLAHOMA, INC.
1700 W. Albany . Suite "C" . Broken Arrow, Oklahoma 74012 . 918-251-2858

-itS 4 MOORE, INC.01 BORMAN DRIVE
LOUIS, HO 63149

N: DAVID PURINGTON

WjPLE MATRIX: SOIL
• 0 tt 2371.05
•THOD REF.: su846-8270, EPA METHODOLOGY
ADJECT: EARTH CITY
">LE ID: COUP. 1

DET. RESULTS
LIHIT (up/Kg)

REPORT: !371.05B

DATE: 05-03-90

DATE SUBMITTED:
DATE EXTRACTED:
DATE ANALYZED :

•^IIVOLATILES

•ENOL
,15 (2-CHLOROETHYL) ETHER
• CHLOROPHENOL
fe-DICHLOROBENZENE

,4-DICHLOROBENZENE
""vJZYL ALCOHOL

•j:-DICHLQROBENZENE
•METHYLPHENOL
*iS(2-CHLOROISOPROPYL)ETHER
• !1ETHYLPHENOL

"^NITROSO-DI-n-FROFYLAMlNE
iEXACHLOROETHANE

|
IbpHORONE
?-NITROFHENOL

— ̂ -4-DIMETHYLPHENOL

IMZDIC ACID
3 ( 2-CHLOROETHOXY ) METHANE

2.^4-DICHLOROPHENOL

12,4-TRICHLOROBENZENE
PHTHALENE
CHLOROANILINE

•_CHLORO-3-nETHYLPHENOL
•^ETHYLNAPHTHALENE

.-USXACHLOROCYCLOPENTADIENE

14,6-TRICHLOROPHENOL
4,5-TRICHLOROPHENOL

2-CHLORONAPHTHALENE

tMETHYLPHTHALATE
HLENAPHTHYLENE
'*NITROANILINE

?HENOL-d5 (24-113)
72':
84:;

SEHIVOLATILE5

ACENAPHTHENE
2,4-DINITROPHENOL
4-NITROPHENOL
DIBENZOFURAN
2,4-DINITROTOLUENE
2,6-DINITROTOLUENE
DIETHYLPHTHALATE
4-CHLOROPHENYL-PHENYLETHER
FLUORENE
4-NITROANILINE
4,6-DINITRO 2-tlETHYLPHENOL
N-NITROSODIPHENYLAMINE(1)
4-BROMOFHENYL-PHENYLETHER
HEXACHLOROBENZENE
PENTACHLORQPHENOL
PHENANTHRENE
ANTHRACENE
DI-N-BUTYLPHTHALATE
FLUORANTHENE
PYRENE
BUTYLBENZYLPHTHALATE
3,3-DICHLOROBENZIDINE
BENZO(A)ANTHRACENE
BIS(2-ETHYLHEXYL)PHTHALATE
CHRYSENE
DI-N-OCTYL PHTHALATE
BENZO(B)FLUORANTHENE
BENZO(K)FLUORANTHENE
BENZO(A)PYRENE
INDENO(1,2,3-CD)PYRENE
DIBENZ(A,H)ANTHRACENE
BENZO(G,H,I)PERYLENE

QA/QC SURROGATE RECOVERIES

2-FLUOROBIPHENYL(30-115) 78:: TERPHENYL-dl4 (18-137) 84:
2-FLUOROPHENOL (25-121) 67:-: 2,4,6-TRIBROi10FHENOL( 19-122) 89:

660
660
660
660
660
660
660
660
660
660
660
660
660
660
660
660
3200
660
660
660
660
660
660
660
660
660
660
3200
660
3200
660
660
3200

ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND

04-13-90
04-17-90
04-26-90

t

DET.
LIMIT

660
3200
3200
660
660
660
660
660
660
3200
3200
660
660
660
660
660
660
660
660
660
660
1320
660
660
660
660
660
660
660
660
660
660

RESULTS
(ua/Ka

ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND

30
30

ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND

)

J
J

MOT DETECTED ABOVE QUANTITATIQN LIMIT
cSTIMATi!) VALUE: CONCENTRATION BELOW LIMIT
ANALYTE DETECTED IN 3LANK AS UELL AS SAMPLE
SURRUGArE RECOVERY QUT3IDE (3F QC LIMITS

QUANTITATION



SOUTHWEST LABORATORY OF OKLAHOMA, INC.
1700 W. Albany'. Suite "C1 . Broken Arrow, Oklahoma 74012 . 918-251-2858

ANALYTICAL REPORT

DAMES & MOORE
11701 Borman Drive
St. Louis. Missouri 63149

SWLO IDENTIFICATION

SAMPLE NO.:
DATE RECEIVED:

2371.01 - 2371.05
04/13/90

REPORT: G2698

REPORT DATE: 04/30/90

DESCRIPTION

METHOD
METHOD
METHOD
METHOD
METHOD
METHOD
METHOD
METHOD

BLANK
BLANK
BLANK
BLANK
BLANK
BLANK
BLANK
BLANK

04/19/90
04/19/90
04/19/90
04/19/90
04/19/90
04/19/90
04/19/90
04/19/90

PARAMETER

ANTIMONY
BERYLLIUM
CADMIUM
CHROMIUM
COPPER
NICKEL
SILVER
ZINC

RESULTS

<6

<2
<2
<2
<2

mg/Kg
mg/Kg
mg/Kg
mg/Kg
mg/Kg
mg/Kg
mg/Kg
mg/Kg



!
I

SOUTHWEST LABORATORY OF OKLAHOMA, INC.
1700 W. Albany . Suite "C" . Broken Arrow, Oklahoma 74012 . 918-251-2858

I

I

I

I

I

:LIENT: DAMES & MOORE, INC.
11701 BORMAN DRIVE
ST. LOUIS, MO 63149
ATTN: DAVID PURINGTON

SAMPLE MATRIX: SOIL
SWLO # METHOD BLANK
DATE EXTRACTED: 04-27-90
DATE ANALYZED: 05-02-90
PROJECT: EARTH CITY
METHOD REFERENCE: SWS46-8150, EPA METHODOLOGY
SAMPLE ID: METHOD BLANK

REPORT: G2698.:

DATE: 05-03-90

RESULTS REPORTED IN ug/Kg OR Parts Per Billion

"HERBICIDES
DET.
LIMIT UNIT

•2,4-D
-2,4,5-TP (SILVEX)

SO. 0
10.0

ug/Kg
ug/Kg

I

1

I

I
QA/QC SURROGATE RECOVERY

2,4,5-T (10-98) 45.27.

RESULTS

ND
ND

I

I

I

I

I

ND = NOT DETECTED ABOVE QUANTITATION LIMIT
J = ESTIMATED VALUE: CONCENTRATION BELOW LIMIT OF QUANTITATION
B = ANALYTE DETECTED IN BLANK AS WELL AS SAMPLE
* = SURROGATE RECOVERY OUTSIDE OF QC LIMITS



SOUTHWEST LABORATORY OF OKLAHOMA, INC.
1700 W. Albany . Suite "C" . Broken Arrow, Oklahoma 74012 . 918-251-2858

.IENT: DAMES & MOORE, INC. REPORT: G2698.3
11701 BORMAN DRIVE
ST. LOUIS, MO 63149 DATE: 05-03-90
ATTN: DAVID PURINGTON

SAMPLE MATRIX: SOIL
SWLO tt METHOD BLANK
DATE EXTRACTED: 04-17-90
DATE ANALYZED : 05-02-90
METHOD REFERENCE: SU846-80GO, EPA METHODOLOGY
PROJECT: EARTH CITY
SAMPLE ID: METHOD BLANK

RESULTS REPORTED IN ug/Kg OR Parts Per Billion (PPB)

PESTICIDES/PCB'S DETECTION LIMIT RESULTS

ALPHA-BHC 16.0 ND
BETA-BHC 16.0 ND
GAMMA-BHC(LINDANE) 16.0 ND
DELTA-BHC 16.0 ND
HEPTACHLOR 16.0 ND
ALDRIN 16.0 . ND
HEPTACHLOR EPOXIDE 16.0 ND
EMDOSULFAN I 16.0 ND
4,4-DDE 16.0 ND
DIELDRIN 32.0 ND
ENDRIN 32.0 ND
ENDOSULFAN II 32.0 ND
4,4-DDD 32.0 ND
ENDOSULFAN SULFATE 32.0 ND
4,4-DDT 32.0 ND
ENDRIN KETONE 32.0 ND
METHOXYCHLOR 160.0 ND
ALPHA-CHLORDANE 160.0 ND
GAHMA-CHLORDANE 160.0 ND
TOXAPHENE 320.0 ND
AROCHLOR-1221 160.0 ND
AROCHLOR-1232 160.0 ND
AROCHLOR-1242 160.0 ND
AROCHLOR-1016 160.0 ND
AROCHLOR-1248 160.0 ND
AROCHLOR-1254 320.0 ND
AROCHLOR-1260 320.0 ND

OA/QC SURROGATE RECOVERIES

DIBUTYLCHLORENDATE (24-150) 24?;

ND = NOT DETECTED ABOVE G1UANTITATION LIMIT
J = ESTIMATED VALUE: CONCENTRATION BELOU LIMIT OF QUANTITATION
B = ANALYTE DETECTED IN BLANK AS WELL AS SAMPLE
* = SURROGATE RECOVERY OUTSIDE OF QC LIMITS



I
SOUTHWEST LABORATORY OF OKLAHOMA, INC.

1700 W. Albany . Suite "C1 . Broken Arrow, Oklahoma 74012 . 918-251-2858

«£S & MOORE, INC.
01 BORMAN DRIVE
LOUIS, MO 63149

~7N: DAVID PURINGTON

1PLE MATRIX: SOIL
.0 » METHOD BLANK
THOD REF.: SW846-8270, EPA METHODOLOGY
bJECT: EARTH CITY
1PLE ID: METHOD BLANK

REPORT: G2698.4

DATE: 05-03-90

DATE EXTRACTED: 04-17-90
DATE ANALYZED : 04-26-90

llVOLATILES
DET. RESULTS
LIMIT (up/Kg) SEMIVQLATILE5

( 2-CHLOROETHYL ) ETHER
j^HLORCFHENOL
— 3-DICHLORCBENZENE
fc-DICHLOROBENZENE
%IZYL ALCCHOL
~2-DICHLOROBENZENE

I1ETHYLPHENOL
3 ( 2-CHLOROISOPROPYL ) ETHER

—1ETHYLPHENOL

f
\IITRCSO-DI-n-PROPYLAMINE
<ACHLQROE7HANE

^'ROEENZENE
" pPKCRONE
WITROPHENOL
•<4-DIMETHYLPHENOL

--MZOIC ACID»3 ( 2-CHLQROETHOXY ) METHANE
J-DICHLOROPHENOL

^,4-TRICHLOROBENZENE
'HTHALENE

•:HLOROANILINE
EXACHLOROBUTADIENE

---- :HLORO-3-METHYLPHENQL

K1ETHYLNAPHTHALENE
(ACHLOROCYCLOPENTADIENE

—4 , 6-TRICHLOROPHENOL
• },5-TRICHLOROPHENOL
•CHLORONAPHTHALENE

_T~NITROANILINE
_ 1ETHYLPHTHALATE
tNAPHTHYLENE
P^NITROANILINE

660
660
660
660
660
660
660
660
660
660
660
660
660
660
660
660
3200
660
660
660
660
660
660
660
660
660
660
3200
660
3200
660
660
3200

ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND

DET. RESULTS
LIMIT (up/Kg)

ACENAPHTHENE
2,4-DINITROPHENOL
4-NITROPHENOL
DIBENZOFURAN
2,4-DINITROTOLUENE
2,6-DINITROTOLUENE
DIETHYLPHTHALATE
4-CHLOROPHENYL-PHENYLETHER
FLUORENE
4-NITROANILINE
4,6-DINITRO 2-METHYLPHENOL
N-NITROSODIPHENYLAMINE(l)
4-BROMOPHENYL-PHElNYLETHER
HEXACHLOROBENZENE
PENTACHLOROPHENOL
PHENANTHRENE
ANTHRACENE
DI-N-BUTYLPHTHALATE
FLUORANTHENE
PYRENE
BUTYLBENZYLPHTHALATE
3,3-DICHLOROBENZIDINE
BENZO(A)ANTHRACENE
BIS(2-ETHYLHEXYL)PHTHALATE
CHRYSENE
DI-N-OCTYL PHTHALATE
BENZO(B)FLUORANTHENE
BENZO(K)FLUORANTHENE
BENZO(A)PYRENE
INDENO(1,2,3-CD)PYRENE
DIBENZ(A,H)ANTHRACENE
BENZO(G,H,I)PERYLENE

660
3200
3200
660
660
660
660
660
660
3200
3200
660
660
660
660
660
660
660
660
660
660
1320
660
660
660
660
660
660
660
660
660
660

ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
ND

BA/.QC SURROGATE RECOVERIES

T<OBENZENE-d5(23-120) 65* 2-FLUOROBIPHENYL(30-115) 64'
aNOL-d5 (24-113) 76* 2-FLUOROPHENOL (25-121) 62'

TERPHENYL-dl4 (12-137)
2,4,6-TRIBROMOPHENOL(19-122)

65*

= NOT DETECTED APOVE QUANTITATION LIMIT
= ESTIMATED VALUE: CONCENTRATION BELOW LIMIT OF

,= ANALYTE DETECTED IN BLANK AS WELL AS SAMPLE
'E RECOVERY OUTSIDE OF C1C LIMITS

CHJANTITATION
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APPENDIX D
Soil Boring Logs



oc muurc
LOCATION OF BORING

DATUM ELEVATION

JOB NO.

DRILLING METHOD:

A TV

SAMPLING METHOD:

3

WATER LEVEL

TIME

DATE

CASING DEPTH

//C

LOCATION

BORING

101
SHEET

I OF Z

DR.LUNG

START

TIME

I'/s
DATE

/-//-

FINISH

TIME

DATE

S
A

M
P

L
E

R
T

Y
P

E

D
E

P
T

H
 O

C
A

S
IN

G

B
L
O

W
S

/F
T

.
S

A
M

P
L

E
R

N
U

M
B

E
R

R
IN

G
S

D
E

P
IN

 F S
O

IL
G

R
A

P
H

SURFACE CONDITIONS:

A"//,? r / "X^v/O 5 rj .• /

CS

o-

10

fS1' «?£>

4 -

8

9

/ O

1

2

3

4

is

6

7

8

9

2*

Si' r

•V-i'rto 5". /r- ft — fl

V-ilA 3 / .14 r r//'i '<

Sf(,1 d



LOCATION Of BORING

DATUM ELEVATION

S
A

M
P

L
E

R
T

Y
P

E

Cs

x /
•* > /
x • /osy s

/ii

/̂
//

//

/

/

/

/

/
/

/
/

/

/

/
/

/
/
/
/
/

D
E

P
T

H
 O

F
C

A
S

IN
G

30 /
' * /
X /
« /

/3£At
/ 5 °

s/
/do

/
/
/
/

/
/
/
/
/
/
/
/
/

/
/
/
/
/
/
/

B
L
O

W
S

/F
T

.
S

A
M

P
L

E
R

-36

N
U

M
B

E
R

 O
F

R
IN

G
S xL

£ "£"•
QZ

?o

I

2

3

4

<?s

6

7

8

9

0

1

1

3

4

5

6

7

8

9

0

-

S
O

IL
G

R
A

P
H

eve
rX'

JOB NO. CLIENT LOCATION

/<??</ 3 oo? £$&/
BORING NO.

DRILLING METHOD:

/M-U/0/
SHEET

— , --\

SAMPLING METHOD: G*~ Of <>*

DRILLING

START FINISH

WATER LEVEL TIME TIME

TIME

DATE DATE °*TE

CASING DEPTH

SURFACE CONDITIONS:

•£v\ P 5 •' J ̂  5 f,\ f)
)

j

I

\v



uames ex muvn
LOCATION OF BORING

DATUM ELEVATION

JOS NO. CLIENT LOCATION

DRILLING METHOD:

^
SAMPLING METHOD:

3"' pLts,

WATER LEVEL

TIME

DATE

CASING DEPTH

BORING NO.

SHEET

DRILLING

START

TIME

DATE

y-//4

FINISH

TIME

DATE

M
P

L
T

Y
P

E

D
E

P
T

H
 O

C
A

S
IN

G

T
.

R
O

W

N
U

M
B

E
R

 O
F

RI
NG

S

D
E

P
T

H
N

 
F

E
E

T

S
O

IL
G

R
A

P
H

SURFACE CONDITIONS.

cs

cs

^
OO

4

05

6

7

8

9

/ O

1

2

3

4

( S

//"



LOCATION OF BORING

DATUM ELEVATION

JOB NO. CLIENT LOCATION

DRILLING METHOD:

SAMPLING METHOD:

WATER LEVEL

TIME

DATE

CASING DEPTH

BORING NO.

SHEET

OF

DRILLING

START

TIME

DATE

FINISH

TIME

OATE

M
P

L
T

Y
P

E

D
E

P
T

H
 O

C
A

S
IN

G

L
O

W
S

/F
T

S
A

M
P

L
E

R

N
U

M
B

E
R

 O
F

R
IN

G
S

D
E

P
T

H
IN

 
F

E
E

T

S
O

I
G

R
A

SURFACE CONDITIONS:

2

3

4

2s

6

7

8

9

0

1

2

3

4

5

6

7

8

9

0

A-fc



SOUTHWEST LABORATORY OF OKLAHOMA, INC.
7700 W. Albany . Suite "C" . Broken Arrow, Oklahoma 74012 . 918-251-2858

f

CLIENT: DAMES & MOORE
11701 BORMAN DRIVE
ST. LOUIS, MISSOURI 63149
ATTN: DAVE PURINGTON

SAMPLE MATRIX: SOIL
SWLO # 2371.01
DATE SUBMITTED: 04-13-90
PROJECT: EARTH CITY
SAMPLE ID: BKG

t

REPORT: 2371.01MT

DATE: 05-03-90

PARAMETER

TOTAL CYANIDES

TOTAL METALS

ARSENIC
LEAD
MERCURY
SELENIUM
THALLIUM
ANTIMONY
BERYLLIUM
CADMIUM
CHROMIUM
COPPER
NICKEL
SILVER
ZINC

DET.
LIMIT

1

2
0
0
o
0
6
1
1
1
2
2
~i
ĵ

2

.0

.0

.6

.1

.4

.4

.0

.0

.0

.0

.0

.0

.0

.0

UNIT

ug/Kg

mg/kg
mg/kg
mg/kg
mg/kg
mg/kg
mg/kg
mg/kg
mg/kg
mg/kg
mg/kg
mg/kg
mg/kg
mg/kg

DATE
RESULTS ANALYZED

ND

5 . SO
17.4

• ND
ND
ND
6.9
ND
1.1
14.5
24.0
18.0
ND
61.6

04-27-90

04-25-90
04-19-90
04-18-90
04-24-90
04-19-90
04-19-90
04-19-90
04-19-90
04-19-90
04-19-90
04-19-90
04-19-90
04-19-90

METHOD
REFERENCE

SM

SW
SW
SW
SW
SW
SW
SW
SW
SW
SW
SW
SW
SW

412D

7060
7421
7471
7740
7841
6010
6010
6010
6010
6010
6010
6010
6010

SM

= NOT DETECTED ABOVE QUANTITATION LIMIT
= TEST METHODS FOR EVALUATING SOLID WASTE, EPA PUBLICATION SSW846,

THIRD EDITION, NOVEMBER 1986
= STANDARD METHODS FOR THE EXAMINATION OF WATER AND WASTEWATER,

16TH EDITION, 1985



Dames & moore
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I

LOCATION OF BORING

C

I

I

I

I
™

DATUM ELEVATION

DRILLING METHOD:

V

SAMPLING METHOD:

WATER LEVEL

TIME

DATE

CASING DEPTH

BORING NO.

SHEET

/ or /
DRILUNG

START

TIME

DATE

y - /<

FINISH

TIME

DATE

S
A

M
P

T
Y

P

D
E

P
T

H
 O

C
A

S
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G flr i/lSo
0)2
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SURFACE CONDITIONS:
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LOCATION OF BORING

DATUM ELEVATION

too NO CLIENT

DRILLING METHOD:

A rv
SAMPLING METHOD:

?c>i -n

WATER LEVEL

TIME

DATE

CASING DEPTH

LOCATION

BORING$*
-(o<=>

SHEET

DRILLING

START

TIME

DATE

FINISH

TIME

DATE

S
A

M
P

L
E

R
T

Y
P

E

D
E

P
T

H
 O

C
A

S
IN

G

N
U

M
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E
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G
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R
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P
H

SURFACE CONDITIONS.

1? £ ^
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DATUM ELEVATION

JOB NO. CLIENT

J=b£ D
LOCATION

DRILLING METHOD:

3Vy '' j.fr SI**
AT ti J

SAMPLING METHOD:

Tt>

WATER LEVEL *•

TIME

DATE

CASING DEPTH

il

BORING NO.

SHEET

DRILLING

START

TIME

t&'lS

DATE

FINISH

TIME

DATE

E E
S

A
M

P
T

Y
P

D
E

P
C
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N
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M
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E
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G
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A
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H
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SURFACE CONDITIONS:
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LOCATION OF BORING

DATUM ELEVATION

JOB NO. CLIENT LOCATION

DRILLING METHOD:

T- D

SAMPLING METHOD:

5'
WATER LEVEL

TIME

DATE

CASING DEPTH

BONING NO

-/ 07
SHEET

/ cr /
DRILLING

START

TIME

DATE

y-d

FINISH

TIME

DATE

M
P

L
T

Y
P

E H
 O

F
IN

G
D

E
P
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SURFACE CONDITIONS.
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APPENDIX E
Well Construction Diagrams



MONITOR WELL INFORMATION SHEET

GROUND SURFACE EUVATIOH

TOP OF WELL CASIHC ELEVATION f ^ Q . IP

JOB NUMBER

BORING NUMBER

DATE

LOCATION .

'OP d

- I OQ

«/- II'

DEPTH TO BOTTOM OF WELL POINT OR SLOTTED
PIPE 3>J. S FEET.*

DEPTH TO BOTTOM OF SEAL (IF INSTALLED)

DEPTH TO TOP OF SEAL (IF INSTALLED)
f<f '5 FEET.*

LENGTH OF WELL SCREEN
SLOT S I Z E & - > O I O

FEET.

TOTAL LENGTH OF P I P E FEET AT
INCH DIAMETER.

TYPE OF PACX AROUNO WELL POINT OR SLOTTED

JJ CONCRETE CAJ". CTESJ HO (CIRCLE OHC)

O HEIGHT OF WELL CASING ABOVE GROUND
^-s £ • 3 FEET.

_ PROTECTIVE CASIHG7 Clf_
j) H E I G H T ABOVE CROUHO
^ LoaiNC CAP? '

Mfl) TYPE OF UPPER BAttFILL

f|?) BOREHOLE DIAMETER Q

NO (CIRCLE ONE)
FEET.

'NO (CIRCLE ONE)

.5 /Oi- „• ̂

_IKCHES.

(U) DEPTH TO GROUXO WATER ?Q FEET. *

(jj) TOTAU DEPTH OF MREHOLE o? S FIET.»

(1<) TYPE OF LOWtR lAaFILL ftATur.* $<A<^ * S /' /"f

X"N ^ ' * "
US) PIPE MATERIAL

OS) SCREEN KATERIAL puc

* (DEPTH FROM CROUNO SURFACE)

MONITOR WELL INSTALLATION DETAILS

Dam«« & Moor«



MONITOR WELL INFORMATION SHEET

GROUND SURFACE ELEVATION .

TOP OF WELL CASING ELEVATION *A/A

JOB

BOH INC WJH8ER

LOCATION

O, DEPTH TO BOTTOM OF WELL POINT OR SLOTTED
*-/ PIPE /5. *7 FEET.*

DEPTH TO BOTTOM OF SEAL (IF INSTALLED)
4.S FEET.*

DEPTH TO TOP OF SEAL (IF INSTALLED)
FEET.*

LENGTH OF WELL SCREEN
SLOT S I Z E ^). Q/ 6)

FEET.

TOTAL LENGTH OF PIPE_
•2- INCH DIAMETER.

0.4 FEET AT

TYPE OF PAOC AR9UNO WELL POINT OR SLOTTED
PIPE

CONCRETE CAP. NO ( C I R C L E ONE)

HEIGHT OF WELL CASING ABOVE GROUND
"2 . "7 FIET.

,_ PROTECTIVE CASING? Sr&
j) H E I G H T ABOVE GROUND,

LOCKING CAP7

NO (CIRCLE ONE)
FEET.

*MO (CIRCLE ONE)

[ja) TYPE OF UPPER BACKf ILL^A»>A»r ^/^

IT) BOREHOLE DIAHETtR & INCHES.

^T) DEPTH TO CROUXO WATER *7 FEET. *

(l?) TOTAL DEPTH OF BOREHOLE /g FtET.*

TtPE OF LOWtR

(iT) PIPE HATERIAL

IS SCREEN MATERIAL

*(DEPTH FROn GROUND SURFACE)

MONITOR WELL INSTALLATION DETAILS

Dam««& Moor«



MONITOR WELL INFORMATION SHEET

GROUND SURFACE ELEVATION

TOP OF WELL CASING ELEVATION */7 7- 6

JOB NUMBER

00RIHC NUMBER

- OO3

- / O f

LOCATION

DEPTH TO BOTTOM OF WELL POINT OR SLOTTED
P I PE FEET. *

DEPTH TO BOTTOM OF SEAL (IF INSTALLED)

DEPTH TO TOP OF SEAL (IF INSTALLED)
*?. 5 FEET.*

LENGTH OF VELL SCREEN
SLOT SUE £?. «^/O

FEET.

f''?* 3 FEET ATTOTAL LENGTH OF PIPE
ej INCH DIAMETER.

TYPE OF PAtt AROUND VELL M I N T OR SUTTEO

T) CONCRETE CAP. ("YE?) NO (CIRCLE O.'JE)\^S ^-_i •—

HEIGHT OF VEU CASING ABOVE GROUND
3.3> FEET.

^_ PHOTEaiVE CASING?
j) HEIGHT ABOVE GROUND

LOCKING CAP7

HO (CIRCLE ONE)
FEET.
NO (CIRCLE ONE)

TYPE OF UPPER BACKFILL l! 5.IOK j-^

BOREHOLE OI*«T«. INCHES.

[121 DEPTH TO CMUNO WATER .FEET. *

[13) TOTAL DEPTH OF BOREHOLE FEET.*

TYPE OF UNtt JAariLL

pucMS) PIPC MATtRIAL

[IS) SCREEN MATERIAL

*(DEPTH FROM GftQUNO SURFACE)

MONITOR WELL INSTALLATION DETAILS

Dame* & Moora



MONITOR WELL INFORMATION SHEET

CROUNO SURFACE ELEVATION

TOP OF WELL CASING ELEVATION I /7
jot NUMBER
B O R I K C NUMBER

DATE

IOCATIOM .

- OnZ

Ok DEPTH TO BOTTOM OF WELL POINT OR SLOTTED
*-/ PIPE / ? FEET.*

DEPTH TO BOTTOM OF SEAL (IF INSTALLED)
3-g

DEPTH TO TOP OF SEAL (IF INSTALLED)
3 FEET.*

LENGTH OF WELL SCREEN
SLOT SIZE r>O/ 6

FEET.

TOTAL LEHGTM OF PIPE 7- 3 FEET AT
INCH DIAMETER.

TYPE OF PAOC AROONO WELL POINT OR SLOTTED
PIPE

CONCRETE CAP. HO (CIRCLE

HEIGHT OF WELL CASING ABOVE CROUNO
,3. 3 FEET.

PROTECTIVE CASINC7 CjiT) iS (CIRCLE ONE)
H E I G H T ABOVE CROUNO ^T FEET.

NO (CIRCLE ONE)

'

CAP?

(JO) TYPE OF UPPER BACKFILL.

(\\) BOREHOLE DIAMETER 0 INCHES.

DEPTH TO CXOUXO WATER 3 I? FEET.:

tJ3 TOTAL DEPTH OF BOREHOLE FEET.*

(U) TYPE OF tOUtR BACKFILL >

(!?) PIPE MATERIAL r V C

l) SCREEN MATERIAL

*(DEPTH FROM CROUNO SURFACE)

MONITOR WELL INSTALLATION DETAILS

Dam«« A Moora



MONITOR WELL INFORMATION SHEET

GROUND SURFACE ELEVATION

TOP OF WELL CASING ELEVATION */*//.

JOB NUMBER

BORING HIW8ER

DATE

LOCATION .

- O03

- /£)*/

d't-i Mc\

DEPTH TO BOTTOM OF WELL POINT OR SLOTTED
PIPE J 7 FEET.*

r

DEPTH TO BOTTOM OF SEAL (IF INSTALLED)

DEPTH TO TOP OF SEAL (IF INSTALLED)
9-3 FEET.*

LEKCTH OF WELL SCREEN
SLOT SIZE iQ. O/Q

FEET.

TOTAL LEHCTH OF P1PE_
9- IHCH DIAMETER.

FEET AT

TYPE OF PAtt AROUND WEU POINT OR SLOTTED
PIPE

T) CONCRETE CAP. C"^T) w (CIRCLE OHE)
O/ -̂ •* ~*

HEIGHT OF UEU. CASING ABOVE GROUND
FEET.

_ PROTECTIVE CASING? CjES,
j) H E I G H T ABOVE GROUND

LOCKING CAP?

HO (C1RCU ONE)
FEET.

"NO (CIRCLE ONE)

fio) TYPE OF UPPER BACKFILL. 4 .
' i t ) BOREHOLE OIAfCTEX_ INCHES.

LIZ) DEPTH TO CW9UXO WATER 7 FEET. *
-^^

(H) TOTAL DEPTH OF BOREHOLE ( I FEET.*

ulft .TYPE OF UJWtR BACKFILL,

PIPE MATERIAL

[IS) SCREEN MATERIAL

*(DEPTH FROM CROUNO SURFACE)

MONITOR WELL INSTALLATION DETAILS,

Dam«» A Moora



MONITOR WELL INFORMATION SHEET

GROUND SURFACE ELEVATION

TOP OF WELL CASINC ELEVATION . 7d
JOB NUMBER

BORING NUMBER /I tU - /' O6

DATE V- / Z -

LOCATION

DEPTH TO BOTTOM OF WELL POINT OR SLOTTED
P I P E lc , FEET.*

DEPTH TO BOTTOM OF SEAL (IF INSTALLED)

0

DEPTH TO TOP Of SEAL (IF INSTALLED)
^ FEET.*

LENGTH OF WELL SCREEN ( O FEET.
SLOT SIZE n. a i o

TOTAL LENGTH OF PIPE_
tD INCH DIAMETER.

FEET AT

TN TYPE OF PACX AAOUNO WELL POINT OR SLOTTED
& PIPE .<.'A<vjr> .

T) CONCRETE CAP. (JES.X MO (CIRCLE 0!»£)

HEIGHT OF VELL CASINC ABOVE GROUND
FEET.

PROTECTIVE CASING?
5) H E I G H T ABOVE GROUND

LOCKING CAP?

NO (CIRCLE ONE)
FEET.
NO (CIRCLE ONE)

TTPE OF UPPER BACKFILL

BOREHOLE DIAfgTE* INCHES.

DEPTH TO CROUHO VATER FEET.

? TOTAL DEPTH OF IOREHOLE f 5 FEET.*

TYPE OF LOWtR jACXFtLL

5? PIPE MATERIAL V C

SCREEN MATERIAL / V

*( DEPTH FROM GROUND SURFACE)

MONITOR WELL INSTALLATION DETAILS

Dam««& Moora



MONITOR WELL INFORMATION SHEET

GROUND SURFACE ELEVATION

TOP OF WELL CASING ELEVATION

JOB NUMBER - OOd

BORING NUMBER /I tO - /Q'7

DATE

LOCATION

DEPTH TO BOTTOM OF WELL MINT OR SLOTTED
PIPE FEET.*

DEPTH TO BOTTOM OF SEAL (IF INSTALLED)
.3.5 FEET.*

DEPTH TO TOf OF SEAL (IF INSTALLED)
3 FEET.*

LEKGTM OF WELL SCREEH /O
SLOT SUE

FEET.

TOTAL LENGTH OF PIPE_
"3 INCH DIAMETER.

FEET AT

TYPE OF PACX AROUND UELL POINT OR SLOTTED
PIPE .

J) CONCRETE CAP. CYE5^> NO (CIRCLE 0:iE)

HEIGHT OF WELL CASING ABOVE CROUNO
FEET.

_ PMTECTIVE CASING? OfO NO (CIRCLE ONE)
T) H E I G H T ABOVE CROUNO .— FEET.

LOCKING CAP7 CTE|.> NO (CIRCLE ONE)

(To) TYPE OF UPPER BACKFILL

II) BOREHOLE OIAKETCR INCHES.

(12) DEPTH TO CROUNO WATER

@ TOTAL DEPTH OF BOREHOLE_

(jf) TYPE OF UMiR BACKFILL AJ /'

FEET. *
»

FEET.*

) PIPE MATERIAL P V C

CIS) SCREEN MATERIAL P\fC

*(DEPTH FROM CROUNO SURFACE)

MONITOR WELL INSTALLATION DETAILS

DamemS. Moora
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APPENDIX F
Groundwater Field Measurements



MONITORING WELL FIELD DATA SHEET

Field Personnel Job No.

"P. Po,,,.-/zu Location g

Well No. A1(jU •

Date fans,'(

7.

/Ho

Total Well Depth (from top of casing)

Depth to Water Surface (from top of casing) / 8

Height of Water Column

Volume of Water Column (height x 0.163)

feet

feet

5 7 Z feet

gallons

I
••̂I-
I
I

Well
Volumes
Purged

Units

1

2

3

4

5

6

7

8

Specific
Conductance

Wi (rt'.v̂ o'y

/C(,~l

~>i2

111

7/V

Temperature

^r
^3.^

£9.3

Cf^S

O-o

PH

standard units

7o6Y

7-ce
7 05

7.0?



i

i
MONITORING WELL FIELD DATA SHEET

Field Personnel Job No.

Location

Well No.

Date

/̂  ./Up

/ O3

Total Well Depth (from top of casing) "? <o- 'B feet

Depth to Water Surface (from top of casing) ^O - I 7 feet

Height of Water Column

Volume of Water Column (height x 0.163)

£ 3 feet

/• O c? gallons

Well
Volumes
Purged

Units

1

2

3

4

5

6

7

8

Specific
Conductance

/̂ .•VlTyî a*

r/5^

9sO

5̂̂
^6£

/̂̂ 5

Temperature

ô

5 V- ?

53-3

5/-J

5^. /

5.P-7

PH

standard units

7-310

7- 5 7

-?-;>£
•>. 5̂

7 2o



(I MONITORING WELL FIELD DATA SHEET

Field Personnel Job No.

D *Pug//«ac-7fl.'J Location G
- ---.

Well No.

Date

' OO2

C i L

J • / O

O

Total Well Depth (from top of casing) / f£. V feet

Depth to Water Surface (from top of casing) (/.*•?? feet

Height of Water Column

Volume of Water Column (height x 0.163) /.

feet

gallons

I

jl"
I
I
V
•

I

Well
Volumes
Purged

Units

1

2

3

4

5

6

7

8

Specific
Conductance

A'1' f rufv\ tvo>

(C95

C11

G' l l

Temperature

°/r

(^0- 0

59V

5^-3

pH

standard units

7-oo

"7.05

7co



MONITORING WELL FIELD DATA SHEET

Field Personnel Job No.

D. ro/,Vrn>~ Location

Well No.

-Oo?

C/ Me

- /O</

Date Ap, I 11

Total Well Depth (from top of casing)

Depth to Water Surface (from top of casing)

Height of Water Column

Volume of Water Column (height x 0.163)

- £ 3

feet

feet

feet

gallons

1
t*

1

1

1
1
L
i
1

Well
Volumes
Purged

Units

1

2

3

4

5

6

7

8

Specific
Conductance

/^i £ rz>M^oi

^^* i -™J

f (s* ^^ *J
^^

Oo3

(a os
/ 3PJL

Temperature

•F

GO Q

58-1
56 3

5^,

57. c

PH

standard units

f ^^< VirV

C^^ • {,,/ I

1- GO

•?. 03

7 oc

C«?5



MONITORING WELL FIELD DATA SHEET

Field Personnel Job No. _
'—N '—̂
Q. ru/,'*,T7^ Location_

c_k Well No.

Date

- Oo?

CV £,

t -.< 1C. Ic/ci6
i

Total Well Depth (from top of casing) / 7- 3 feet

Depth to Water Surface (from top of casing) /Q 35 feet

Height of Water Column feet

r ,
1C
ir
it
ii
l
i
i
i
i
i
i

/olume of Water Column (height x 0.163)

Well
Volumes
Purged

Units

1

2

3

4

5

6

7

8

Specific
Conductance

«/* ' /"'*—i L. ' f

1 L J / » ^ )

/ 3 9 7

/ *^N S~\ ^/

/J7^

/3>o7

Id - l}

\^8

Temperature

°r
5£ 7

5^0

5 £-5

^ f il~J o ' y

55-7

5£-o

SS-l

1 • 1 5 gallons

PH

standard units

£.?/

^.7^

iT. 83

<^.?g

^-^

^.SY

<f. g'o



MONITORING WELL FIELD DATA SHEET

Field Personnel Job No.

D. Location

Well No. /TIL ) • (

Date

Total Well Depth (from top of casing) / 7» 3 feet

Depth to Water Surface (from top of casing) \- *5 8 feet

Height of Water Column

Volume of Water Column (height x 0.163)

292
I. 25

feet

gallons

•

\

\
r

i

Well
Volumes
Purged

Units

1

2

3

4

5

6

1

8

Specific
Conductance

/^•(Tr^vJxoi

1153

il$C

( 2 2 1

I?1>1

I 2 Z S

Temperature

°r
55. /

53.(

52-3

52.3

53.5

PH

standard units

£.£7

C-£a

C-Cc>

CGl

C-Cr



I
I MONITORING WELL FIELD DATA SHEET

Field Personnel Job No.

Location g=

T- Well No. /7/lOJ- /Q~)

Date

Height of Water Column

Volume of Water Column (height x 0.163)

Total Well Depth (from top of casing) / "?-

Depth to Water Surface (from top of casing) 5-

feet

feet

/2-08 feet

gallons

i

Well
Volumes
Purged

Units

1

2

3

4

5

6

7

8

Specific
Conductance

/ h t 'C<Cfa l \ i> i-

/00£

*78<1

781
97$

Temperature

°F

53-3

51. 3
SO. ?

5^-ff

PH

standard units

7V/

7-0
C^

£-</3
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^ r C/
-' J MEMORANDUM /OflT

Date: October 2, 1980 r̂ rp/̂ |rr.'----̂  ri::;1*.
! ' ' ' • " • i • ' ' r* ' '

To- Bob Schreiber . •> * "''i w. . ..• ..j

From: Burt McCuiiough . CCT Z 13SO

. Subject Westlake Landfill • sCLin'vASTE

Vestlake Landfill, located in Bridgeton Missouri (St. Louis County) has been
the subject of recent inquiry. This landfill began operation prior to state
regulation. As far as our records show, this landfill first opened in the
mid-1960 's. Fart of the landfill lies in an old quarry and part of the land-
fill lies in the Missouri River floodplain, approximately l*s miles from the
river. Witnesses to this operation, when the area of the landfill which lies
in the floodplain was in operation, note that the fill area was often actually
beneath the level of the water table. According to file materials fron
Missouri Geological Survey, it is "highly probable that leachate from the
landfill is entering the waters of the Missouri River. . . " Leachate frsm
the old quarry area of the landfill is collected and hauled to MSD treatment
plants. Construction of onsite treatment facilities is underway. About 48,000
gallons of leachate per day is currently being collected.

Aside from normal landfill materials, there are chemical industrial wastes and
radiologically contaminated materials deposited in this landfill. The chenical
vastes, that we know of, include about 4,000 tons of residues from the production
of insecticides and herbicides. These pesticide wastes were deposited by
Chevron Chemical Company. Also included in the chemical wastes are waste
materials from ink manufacture and from the manufacture of glue. Among the
chemical wastes that we know of in Westlake Landfill are:

waste ink pigments oily sludges
esters alcohols . insecticides
halogenated intermediates aroma tics
oils vastewater sludges
heavy metals asbestos herbidices

Besides chemical hazardous wastes, in Westlake Landfill, there are radioactive
vastes. During early 1973 Cotter Corporation buried radioactive Barium
Sulfate Slag material and radiologically contaminated building rubbL?. There
are approximately 9,000 tons of this material which contain about. -IJf&tf tons
of natural Uranium. In October, 1977, an aerial radiological survey was done to
determine the location of the burial of this contaminated material. The report
from this survey indicates that there are two burial sites. One is in the
center of the old quarry area, and the other is on the edge of the floodplain
area which borders adjacent farmland. The U.S Nuclear Regulatory Commission
has contracted Radiation Management Corporation to do extensive on-site
'radiological surveys which Include ground water analysis, core sampling, test
boring, and other tests as deemed necessary. The NRC has given DNR verbal

•Joseph P. Teasdale Governor Division of Environmental Suclitv
Ked A. Lcfser Director Robert J. Schreiber Jr.. P.E. Director

I zo -
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Vestlake Landfill continued
Page 2
October 2, 1980
To: Bob Schreiber

permission to utilize the monitoring wells which Radiation Management
Corporation will be digging, in order that DNR nay test for the presence of
chemical hazardous wastes.

There is little known about what vent into Westlake Landfill prior to State
regulation. Analysis needs to be done to determine: 1) what wastes are
deposited in Vestlake Landfill, 2) if any of these pollutants are leaving
the landfill via groundwater, and 3) what threat does Vestlake Landfill pose
to drinking water-supplies.

cc: Tred Lafser
Ron Kucera
Jim Long
Robert Robinson
Bob Miller
Tom Doan
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3.600 St. Louis County
Test Lahe Dcnolition Landfill flgy o

October 31, 1977 wtuu

Mr. Villian Cannev
êst l?.v.c Landfill. Inc.
?.t. 1, Box ZT£
Bri^etoa, VO f.3044

Dear V4r. Cenney:

This Is to follov tin on the insnectlnn of tNi T/est T.«k« Denolition
Lani!*ill /*r. ^cr^-r 4, 1"77, hv a T.ir«r»rent-tive of t>><!» Vissouri
T)cnr..-cr .-,-.t . .-c VnturaJ ?rpr>«rc««r /^ n r^-v1- of this Irprtcction,
the* fcllm-lr." unrrticfnctPT*' far.tures nr-" r.otpJ nnci rpcorr?er.dations
for their rcrrcctinn nrt riven.

1. ?:on-denolitlon landfill vnste including vastes not even
acceptable at sanitary landfills vere bein«» deposited at
the demolition landfill site.

2. Routine techniques of spread!?.? and corpactin? the deaolltioca
vastes vere not bein<r practiced.

A considerable arount of nalnt sludge In 55 Ballon metal
druras had been disposed of on the site. It appeared that
the najority of the paint sludge had been nixed vith soil
and had caused one area to be very odorous and extreaely
damp. Neither the demolition or sanitary landfill should
be accepting any quantity of !>aint or other sludges. It
is understood that a snail amount Tnl^ht get into the landfill
undetected but, It vas obvious thit a ?ooJ nortion of the sludce
eoulrf and should have been turif? T..MV. '"mediate steps
oust be taken to stop all inc&~iit> ^ennflit? of such naterlala
and to trwfidiatelv renove such ratarials vhan they sor.e liov»
are -Junped. (Section BO-A.010 (2) (A) of the "issouri Solid
Wast<» Rules and Regulations lists the types of naterials to
be accented at a demolition landfill. Enclosed is one copy
of the Rules and Regulations.
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3.600 r-t. T.ouis County
West Lrf-.e Par-olitlon Landfill

October 2?-. 1977

•

2. Acceptance of non-denotion wastes has been observed in the
past at the denolitlon landfill site. It Is felt that it la
a combination of an inadequate si«n listing the vaster to b«
acc^rteJ, inadequate inspection of leads conln? in and a willingness
to accent such non-der.olition taatarials ̂ hen they .IT? on site.
cectfcr ""-';. *n (2) (C) 2 requirsn th.nt n list of vnstes to be
acco:-tc •••• lo 'Tis^lav-i ! nro-inentlv nt ""*."_ "itc ertr-inces. Mo sl?n
v»s cVrr^v«': *t either entrance for the -!»-»olltion landfill* A
sirr; llrtin** th*» v^st? to be ncc'î te! r*u*t be erected at all
er.trir.ce1? to the demolition landfill. A responsible supervises-
should ho located on site who is willln7 to thoroughly inspect
every load that ernes in and to reject all non-denolltion nraterials.
Anyone cnurrht dxirpir.̂  non-deraolltion wastes should be forced to remove
such wastes to a proper disposal facllltv. The combination of
advisin", proseecti\fe dunpers of vhat vn«?tes are accepted via th«
landfill si.̂ n alor." vlth a responsible supervisor ».«ho is knovleisable
about vhat wastes can and cannot he accepted should result in a
great reduction In non-demolition wastes being dumped at the demolition
lanJfill.

3. It was observed that the denolition =atprlals vere being dumped at
' the top of the vorkin** fac* of the 1-inrJflll and for the nost part

slrsply pushed over the edre of tha f?.cc. Very little connection
was belnr Accomplished. It was understood that sw*.e bulky vastes
such as larfie concrete blocks and tree trunks cannot be compacted
but, the rnjority of the other demolition wastes can be spread
and corrpncted in layers around two feet thick on or near a 3 to 1 slope.
If possible, it is recornended that the demolition vastes be durroed
at the base of ̂ rarklnr; face. v.Tjether t^ was ten are dumped at the
top or base of the working face, every effort -iust be Bade to spread
and cccpact the denolition wastes in "levers not to exceed two (2) ,
feet as TOJC!: as practical fron the stn̂ r.noint of the size and shape
of the 7iat».rlal?. If a load is observed containing lar«»e naterials
tb.it could hinder the oroper comnctien of other denolitlon vastes,
It ahoul'.' be dumped vhcre it can be rcre easllv handled Instead of j
with the other ̂ raates. Section 80-A.010 (12) (C) 1 requires that solid
waste handling equipment shall be capable of : {

1. Spreâ .inn and cosipactinr the solid wastes accepted
in layers no more than two feet thick, when practical «
from site and shape of the waste material, while confining
it to the smallest practical area. ?

2. Coopact the solid waste to the smallest practical volune. }

3. Place, spread and eonpact the cover aaterlal as ouch as
• practical.

4. Aa extensive salvage operation was beinp, run at the demolition

1 I



3.630 St. Louis County
Vest Lake Denolltlon Landfill
Page Three

-: ' - October 31, 1977

'-landfill mainly for the collection of metallic objects.
It was understood that the salvaged materials are hopefully

' rcnoved fron the site the snir.e «?av thev are collected. The
'• landfill rust bo contended for the extensive salvage opera-

tion but, every effort nust be n.V.e to rcnove the salvaged
- nateriai Jaily or to keep thar. nearly stored or. site.

..5. It vcs observaJ that the require' rrolve (12) inches of .weekly
cov̂ r notarial Iia;' bscn opr>lii 1 an4. na-J been properly contacted
any areis that havs been brought up to final £rade should
contain final cover consisting of at least two feet of compacted
soil an--! ba properly seeded. .

If you have any questions concerning the above cotnents and reconnendatlons,
please feel free to nive us a call at our St. Louis Office. Reinspections
vtll ba rt^de to insure that any non-demolition materials are not helnt;
accepted and the naterials accepted are being properly compacted.

APPROVE: -.SUKHTTED BY:

Earl F. Holtpraewe, ?.E.
Regional Aaninistrator
•St. Louis RSRicnal Office
Deparcsent of Natural Resource

3ud Stein . .
Environneatal Engineer I
St. Louis Regional Office
Department of Natural Resources

• • • • > • : ErH/BS/lb ' •

— --_ CC: Earl Breadon
2337 Telegraph Road

. --- . .... St. Louis, MO
St. Louis County Health Department

:.. CO.SW

..._j—
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MISSOURI DEPARTMENT OF NATURAL RESOURCES
DIVISION OF ENVIRONMENTAL QUALITY

DEMOLITION LANDFILL SURVEILLANCE RECORD

o*. Days/Week Open:

•

Name of Demolition Landfill:

Permit No:

Owner:

ill: We$t~ /. JT Î Q.

County:

Address:

'dcdk* M* 63QV/
fj S '

Operator:

Address:

I

I

I

I

I

I

I

I

I

I

I

I

I

I. Special Conditions and Approved Modifications

A. Are there any special conditions or approved modifications of the satisfactory compliance subsections of
the rules and regulations? (e.g. impermeable barrier, limited excavation, exceptions to weekly cover re-
quirements) . ^x*

Yes ^s^ No

B. Is the demolition landfill operation in compliance with the special conditions or approved modifications?
(If "No," describe violations under "REMARKS.")

Yes No

II. Check Types of Waste Accepted

Demolition and construction waste
Brush and untreated wood waste
Tires
Inert Plastics

O l̂ER WASTES (SPECIFY! /yV

INDICATED ON
PERMIT APPLICATION

REPORTED BY
OPERATOR AS OBSERVED

"̂ <1
>•>£

X

X.

III. Remaining Life of Landfill

A. Estimated average volume of compacted solid waste received.
(tons, yards/day, week)

8. Estimated volume of remaining landfill covered by approved engineering plans.
acre feet

li.OSB- 11/76



I

I

IV. Satisfactory Compliance Subsections Regulations 80-4.010
• Check all sut .tions: SAT — Satisfactory; UNS — Unsatisfactory. (If necessa

under "RemarKs.")
escribe "UNS" violations

tlON
R

SATISFACTORY COMPLIANCE
OPERATING PROCEDURE SAT UNS

SOLID WASTE ACCEPTEDr
§_

Routine sanitary landfill techniques of spreading and compacting
solid waste shall be used as much as practicable to dispose of
solid waste in t demolition lawllitl

A list of wastes to be accepted shall be displayed prominently at
the site entrance.

X
X

HlD WASTE EXCLUDED

1 A responsible supervisor shall be present at the disposal area at
all times when the area is open to receive waste.

Eicluded wastes deposited removed to an approved disposal site.

X^
m SELECTION

Site accessible by all-weather roads. l̂ l̂

R QUALITY

1 Surface water courses and runoff satisfactorily diverted from the
landfill. Demolition landfill construction and fading to pnawtr
rapid surface witei runoff wittuttit metuvt erovw.

Decomposable solid wastes deposited above predicted maiimum
•ater table.

y:
X

FALITY
- No open burning without written permission from the agency hav- •

ing jurisdiction.

AS CONTROLr Decomposition gases adequately vented to prevent danger to occu-
pants of adjacent property.

Gases vented to prohibit eiptaive v tone accumulations.

><

v̂
•ORS

E Vector control programs implemented when necessary. 1 }^J

:STHETICS

3

1—

Litter collected and compacted into cell be utilized daily.

Wastes easily moved by wind covered as necessary.

On site vejetjlion and natural windbreaks being utilized for litter
control and aesthetic appearance. '

v>*./
Jc

SUBSECTION
NUMBER

SATISFACTORY COMPLIANCE
OPERATING PROCEDURE SAT UNS

(10) ESTHETICS (continued)

(10X04 Salvaged materials remo*eldaily «r stored \f aesthetically accep-
table manner. £MlJi& fL*. CJtV/jCU. >c

(11) COVER MATERIAL

(11XO1

(11X02

Twelve (12) inches compacted soil cover material applied at least
once every seven calendar days.

Final cover of 'at least two (2) feet compacted soil applied on all
completed areas.

^c
x

(12) COMPACTION

(12XO1A

(12XO1B

(12XO1C

(12X02

(12X03

Solid waste spread in layers not to exceed two (2) feet as much as
practical.

Solid waste compacted to smallest practical volume.

Cover material compacted as much as practical.

Equipment available and operated to spread and compact the solid
waste as received or at least when (tie accumulated waste reaches
200 cubic yards.

No solid waste disposed of m water where the water interfered with
spreading and compacting or where the water is causing a mos-
quito problem.

y~

^

><
v^

^^£
^^^

(13) SAFETY

(13XO1

(13XO2

(13XO3

U3KO4

U3XO5

(13XO6 .

Fire extinguishers provided on all equipment

Provisions for eitinguisrurig fires in waste, equipment 01 struc-
tures.

Scavenging prohibited.

Controlled access limited to operating hours.

Traffic control signs provided.

Dust control adequate.

1 —

>̂^\>^S
^f/

^̂ ^B.

f

(14) RECORDS

(14XO1A

(14XO1B

U4XO1C

(14)(C)1D

(UXC)IE

(MXO2

Records of complaints and major problems. -

Records of dates of cover material application. -•

Records of vector control efforts.

Records of dust and liner control efforts.

Records of quantity of waste received. '

Records of location of general types ot wastes ano depth of fill. «

•»--»»»

»••••••.

••••̂ •w

••••MM

Î ^MBW

»•••

- m.

+*̂

•••»

•••*•

I
V. Operation Proceeding in Accordance With Approved Engineer Plans? (If "No," describe violations under

"Remarks.")

• (Attach addi^onal sheets as necessary./ '

I
SIGNATURE OF INVL-STIGATOR
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1
1
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1
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1.

2.

3.

4.

5.

6.

7.

8.

9.

10.

11.

12.

13.

14.

15.

16.

17.

18.

19.

20.

21.

22.

23.

24.

TABLE I - Results of Analysis
Westlake Landfill,

PARAMETER

pfl (Std. Units)*

Specific Conductance (pnhos/cm)

Alkalinity as CaC03 (ng/D

Acidity as CaC03 (mg/1)

Total Solids (mgA)

Suspended Solids (mg/1)

Volatile Suspended Solids (mg/1)

Grease (mg/1)

Chemical Oxygen Demand (mg/1)

Total Organic Carbon (»g/l)

Phenol (mg/1)

Fluoride (mg/1)

Chloride (ing A)

Cyanide (mg/1)

Kjeldahl Nitrogen as N (mg/1)

Sulfate (mgA)

Sulfide (mg/1)

Surfactant (MB AS) (mg/1)

Chromium (mgA)

Copper (mg/1)

Iron (mgA)

lead (mg/1)

Nickel (mg/1)

Zinc (mg/1)

of Leachate From
Incorporated (1/23/78)

CONCENTRATION

6.0

3170

475

415

4030
*

392

223

56

3820

1090

1.02

0.5

330

<0.1

83.2

580

<0.1

0.5

<0.5

1.60

31.0

<0.5

<0.3

10.8
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WESTLAKE LANDFILL

Classification: Class II, Priority 2

Site Name; Westlake Landfill

Address; Bridgeton, MO 63042. Between Old Rock Hill Road and New
Rock Hill Road east of Earth City
T 46 N, R 5 E, St. Charles Quadrangle

Waste Type; Organics, inorganics, solvents, pesticides, heavy metals,
acids, bases, plating wastes and radionuclides

Quantity; Unknown

Site Description;

The site is an active landfill on the Missouri River floodplain in St.
Louis County. The site has been reduced to two areas (see attached legal
description).

Present Owner; William McCullough, President, Westlake Landfill, Inc.,
Bridgeton, MO 63042

Environmental Problems Related to Site;

The site is an active permitted landfill which in the past accepted
unknown quantities of hazardous wastes. Excavation at the site in the
past reached the same depth as the groundwater. Unknown quantities of
hazardous materials have been deposited in direct contact with
groundwater. There is potential for contamination of groundwater and the
Missouri River which is less than one mile away, directly west of the
site.

»
Remedial Actions at Site;

The site was surveyed prior to expansion in order to separate the
demolition fill area from the area identified as containing hazardous
materials.

Area of Concern Related to Site;

The average natural ground elevation is 435 to 440 feet with groundwater
at a shallow depth. The alluvium underlying the river is one of the most
important aquifers in the state. Consequently, if contamination is
occuring from the landfill, it is threatening a vital aquifer resource.

General Geologic and Hydrologic Setting;

LOCATION: Longitude 90 26' 45"; latitude 38 46' 15", St. Charles
Quadrangle.

The landfill has been in existance for more than twenty years. For
most of that time period, landfilling has occurred on the Missouri River
floodplain. Landfilling also has taken place in a limestone quarry

47



adjoining the floodplain landfill. The quarry is in the St. Louis
Limestone which is present along the eastern slopes of the Missouri River
floodplain.

The early portion of the landfill operation included excavation and
filling below the floodplain and into the groundwater of the Missouri
River aquifer. Subsequent landfill operations generally were confined to
filling above the floodplain surface and also in the adjoining limestone
quarry. Except where operational procedures cause outbreaks of leachate
to occur in the quarry or runoff water to drain into the quarry, there was
no evidence of significant amounts of groundwater from the alluvial
aquifer entering the limestone. For the most part, the recharge, quite
limited to begin with, would be from the bedrock adjoining the alluvium
into the Missouri River aquifer rather than the aquifer recharging the
surrounding bedrock.

Groundwater monitoring indicates contaminant movement into the
alluvial aquifer in a generally northwesterly direction. However, such
monitoring to date is-inadequate to verify this indication or to
adequately characterize the nature of the alluvial aquifer in the vicinity
of the landfill.

The Missouri River floodplain sediments consist of 15 to 20 feet of
silt loam to very silty clay having moderate to high permeability. The
groundwater table occurs at depths of 15 to 20 feet below floodplain
level. Fluctuations of 5 to 15 feet occur during periods of high water
levels when there are prolonged wet seasons that affect the Missouri
River. Local wet or dry periods cause little effect other than recharge
directly through the landfill. This may be the most significant risk
posed by the Westlake Landfill, the poor soil covering procedures that
apparently occurred during landfill operation.

Beneath the silt loam, very silty clay surface soil of the alluvium,
the Missouri River alluvial sediments are characterized by a general
increase in grain size associated with increasing depth. The sand
increase becomes noticeable at depths of 20 to 30 feet with the percentage
of gravel beginning to occur at depths of 30 to 40 feet. These coarse
sediments, plus the large and perennial recharge of the river, cause the
alluvium to be one of the major and most important aquifers in the state.
Consequently, if contamination is occurring from the landfill, it is
threatening a vital aquifer resource.

Public Drinking Water Advisory:

There are no public water systems located in the immediate vicinity of
Westlake Landfill. However, the site is less than one mile from the
Missouri River, which is the water source for St. Louis County Water
Company's North Plant. The intake for that plant is about eight miles
downstream from Westlake Landfill. Should contamination from the site
reach the Missouri River, the downstream public water system could be
affected.

Private wells located near the landfill may also be susceptible to
contamination.

A8
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Health Assessment:

\

i

The Westlake Landfill site has been found to be contaminated with 4000
tons of chlordane, trichloroethylene and toluene, and 7000 tons of low
level uranium ore wastes.

Chlordane is a broad spectrum insecticide that has been observed to cause
the following symptoms: blurred vision, confusion, ataxia, delirium,
coughing, abdominal pain, nausea, vomiting, diarrhea, irritability,
tremors, convulsions, anuria, and cancer in laboratory animals. It
attacks the central nervous system, eyes, lungs, liver, kidneys, and
skin. TCE or trichloroethylene is an animal carcinogen and is also
capable of causing the following symptoms: irritation of the eyes, nose
and throat; dermatitis; headache, dizziness, vertigo, tremors, nausea and
vomiting, irregular heartbeat, sleepiness, fatigue, blurred vision,
unconsciousness, and death. Damage occurs to the respiratory system,
heart, liver, kidneys, and central nervous system. Toluene has been
observed to cause irritation of the eyes, respiratory tract, and skin;
dermatitis, headache, dizziness, fatigue, muscular weakness, drowsiness,
lack of coordination, staggering gait, skin paresthesia, collapse and
coma.

Uranium is reported to cause adverse health effects in two ways: toxic
chemical effects including damage to the kidney and liver, pneumoconiosis,
pronounced changes in the blood and generalized injury; and radiation
effects including lung cancer, osteosarcoma, and lymphoma.

Analysis of the rates of fetal death, low birth weight, and malformations
for 1972-1982 showed no rate for the area significantly higher than the
state average.

A well survey and water sampling has been completed, and an exposure
questionnaire is presently being administered to selected residents near
the site. This investigation by the Missouri Department of Health has
found there are only four wells still in use in the area that are
dpwngradient from the site. One is used only occasionally and one is not
used for potable water at all. None of the wells sampled had detectable
amounts of any of the chemicals disposed of at the site. None of the
residents questioned so far appeared to have any adverse health effects
caused by materials disposed of at the site.

Based on available information, a health threat exists due to the toxic
effects of chemicals and low level uranium wastes buried at the site, and
the possibility that off-site migration of these materials might occur.
While there is no evidence of past or present exposure, the potential for
future exposure exists based on the possibility that off-site migration
might occur. Sampling and corrective containment and diversion should
continue at this site until risk to the public health can more accurately
be determined.

[
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WESTLAKE LANDFILL

Classification: Class III, Priority 14

Site Name: Westlake Landfill

Address: Bridgeton, MO 63042. Between Old Rock Hill Road and New
Rock Hill Road east of Earth City, St. Louis County
T 46 N, R 5 E, St. Charles Quadrangle

Waste Type: radionuclides

Quantity: 7000 tons of low level uranium ore wastes

Site Description:

The site is part of an active landfill on the Missouri River floodplain in
St. Louis County.

Present Owner: Westlake Landfill, Inc.,
Bridgeton, MO 63042

Environmental Problems Related tc

The site is an active permitted landfill which in the past accepted 7000
tons of low level uranium ore wastes. Excavation at the site in the past
reached the same depth as the groundwater. There is potential for
contamination of groundwater and the Missouri River which is less than one
mile away, directly west of the site.

Remedial Actions at Site:

The site was surveyed prior to expansion in order to separate the
demolition fill area farom the area identified as containing hazardous
materials.

The Missouri Department of Natural Resources is the lend agency for this
site.

Area of Concern Related to Site:

The average natural ground elevation is 435 to 440 foot with groundwater
at a shallow depth. The alluvium underlying the river is one of the most
important aquifers in the state. Consequently, if contamination is
occuring from the landfill, it is threatening a vital aquifer resource.

General Geologic and Hydrologic Setting:

LOCATION: Longitude 90 26' 45"; latitude 38 46' 15", St. Charles
Quadrangle.
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The landfill has been in existence for more than twenty years. For most
of that time period, landfilling has occurred on the Missouri River
floodplain. Landfilling also has taken place in n limestone quarry
adjoining the floodplain landfill. The quarry is in the St. Louis
Limestone which is present along the eastern slopes of the Missouri River
floodplain.

The early portion of the landfill operation included excavation and
filling below the floodplain and into the groundwater of the Missouri
River aquifer. Subsequent landfill operations generally were confined to
filling above the floodplain surface and also in the adjoining limestone
quarry. Except where operational procedures cause outbreaks of leachate
to occur in the quarry or runoff water to drain into the quarry, there was
no evidence of significant amounts of groundwater from the alluvial
aquifer entering the limestone. For the most part, the recharge, quite
limited to begin with, would be from the bedrock adjoining the alluvium
into the Missouri River aquifer rather than the aquifer recharging the
surrounding bedrock. Near the bedrock quarry pit, however, the potential
exists for draining some alluvial water into this sump. Apparently, the
pit is dewatered on a continuous basis with the water pumped to discharge
in the alluvial setting. Groundwater monitoring indicates general
movement of the alluvial groundwater to the west and north.

The Missouri River floodplain sediments consist of 15 to 20 feet of silt
loam to very silty clay having moderate to high permeability. The
groundwater table occurs at depths of 15 to 20 feet below floodplain
level. Fluctuations of 5 to 15 feet occur during periods of high water
levels when there are prolonged wet seasons that affect the Missouri
River. Local wet or dry periods cause little effect other than recharge
directly through the landfill. This may be the most significant risk
posed by the Westlake Landfill, the poor soil covering procedures that
apparently occurred during landfill operation.

Beneath the silt loam, very silty clay surface soil of the alluvium, the
Missouri River alluvial sediments are characterized by a general increase
in grain size associated with increasing depth. The sand increase becomes
noticeable at depths of 20 to 30 feet with tho. percentage of gravel
beginning to occur at depths of 30 to 40 feet. These coarse sediments,
plus the large and perennial recharge of the rivor, cause the alluvium to
be one of the major and most important aquifers in the state.
Consequently, if contamination is occurring from the landfill, it is
threatening a vital aquifer resource.

Public Drinking Water Advisory:

There are no public water systems located in the immediate vicinity of
Westlake Landfill. However, the site is less than one mile from the
Missouri River, which is the water source for St. Louis County Water
Company's North Plant. The intake for that plant is nbout eight miles
downstream from Westlake Landfill. Should contamination from the site
reach the Missouri River, the downstream public wato.r system could be
affected.

142



I
I
I
I
I
I
I
I
I

I

I
I
!

I

I

I

I

I

Private wells located near the landfill mny nlso l>o susceptible to
contamination.

Health Assessment:

Uranium is reported to cause adverse health effects in two ways: toxic
chemical effects including damage to the kidney and liver, pneumoconiosis,
pronounced changes in the blood and generalized injury; and radiation
effects including lung cancer, osteosarcoma, and lymphoma.

Analysis of the rates of fetal death, low birth weight, and malformations
for 1972-1982 showed no rate for the area significantly higher than the
state average.

An exposure assessment including a well survey, water sampling, and an
administrative exposure questionnaire was completed for the site. This
investigation by the Missouri Department of Health has found there are
only four wells still in use in the aren that are downgradient from the
site. One is used only occasionally and one Is not used for potable water
at all. None of the residents questioned appeared to have any adverse
health effects caused by materials disposed of at the site.

Based on available information, fl health threat exists due to the effects
of low level uranium wastes buried at the site, and the possibility that
off-site migration of these materials might occur. While there is no
evidence of past or present exposure, the potential for future exposure
exists based on the possibility that off-site migration might occur.
Sampling and corrective containment and diversion should continue at this
site until risk to the public health can more accurately be determined.
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ORIGIN OF MATERIAL AND HISTORY OF LICENSE

1942-1966 BELGIN CONGO AND DOMESTIC URANIUM ORES PROCESSED AT (milCKRQDT, INCORPORATE), AT

DESTREHAN STREET FACILITY ON NORTH SIDE OF ST, LOUIS, AGREMNT WITH U, S, , BELGIANS
HW1ED ORE RESIDUES (DAUGHTERS) RETURNED, MATERIAL WAS HELD BY U, S,, BUT NOT CLAM

BY BELGIAN CONGO,

JANUARY 10, 1964 AEC-QAK RIDGE OPERATIONS OFFICE PUT OUT BID PACKAGE TO SELL, AS LISTED IN BID
PACKAGE, TOTAL ORE RESIDUES OF 117,050 TONS OF RAFFINATE OR BARIUM SULfATE CAKE
CONTAINING APPROXIMATELY 191 TONS OF URANIUM. THE 3700 TONS OF EkSOi, (LEACHED)
CONTAINING 7 TONS OF URANIUM WAS ITEMIZED AS PART OF THIS PACKAGE,

EARLY 1956 CONTINENTAL MINING AND MILLING COMPANY, CHICAGO, ILLINOIS, LICENSE NO, SMA-862
PURCHASED FROM AEC-ORO, TME ORE RESIDUES WERE STORED AT ST, UDUIS AIRPORT. ORE
RESIDUES WERE MOVED TO 9200 LAITY AVENUE, HAZELWOOD, MISSOURI,

DECEMBER 29, 1966 LICENSE NO, SHC-907 WAS ISSUED TO OWERCIAL DISCOUNT CORPORATION, CHICAGO, ILLINOIS
ALLOWING FOR POSSESSION OF RESIDUES, REMOVAL OF MOISTURE, AND SHIR-BIT TO COTTER

CORPORATION IN CANON CITY, COLORADO,

J' ARY 1967 CONTINENTAL MINING AND MILLING TERMINATED BUSINESS, COftERCIAL DISCOUNT CORPORATION OF
QIICAGO, ILLINOIS, TOOK PHYSICAL POSSESSION OF THE FACILITIES AND SOURCE MATERIAL
STOCKPILE.

£:xhibi'f



DECEMBER 31, 1969

AUGUST TO
OCTOBER 1973

APRIL 10, 23, AND
24, 1974

KAY 10, 1974

1, 1974

COTTER CORPORATION, CANON CITY, COLORADO, LICENSE NO. SUB-1022 PURCHASED REMAINING

SOURCE MATERIAL AT LAITY AVENUE,

COTTER TRANSPORTED FROM THE LATTY AVENUE SITE 10,763,41 TONS OF RESIDUE BY RAIL TO CANON
CITY, COLORADO, 48,544,70 TONS OF RESIDUE AND SOIL CONTAINING APPROXIMATELY SEVEN
TONS OF NATURAL URANIUM WERE TRANSPORTED TO THE WEST LAKE LANDFILL SITE,

•

REGION III INSPECTION AT HAZELWOOD, MISSOURI SITE AND CANON CITY, COLJDRADO OFFICE.

LICENSE SUBMITS FINAL SURVEY OF LAITY AVENUE SITE TO AEC LICENSING,

FINDINGS OF APRIL, 1974 INSPECTION BY REGION III ARE SENT BY LETTER FROM AEC fcADQUARTERS
TO COTTER CORPORATION ADVISING THAT DILUTION AND DISPOSAL OF ORE RESIDUES ARE NOT IN

WITH INTENT OF PART 20, NO ITEMS OF NONCQMPLIANCE,

NOVEMBER 13, 1974 AEC LICENSING LICENSE NO, SUB-10Q2.



INSPECTION HISTORY

MAY 16, 17, AND AUGUST 4,

JANUARY 11, 1967

MARCH 27 AND APRIL 1, 1968

NOVEMBER 17, 1970

APRIL 10, 23, & 24,

LICENSEE
CONTINENTAL MINING & MILLING COMPANY
LICENSE NO, SMA-862

OTERCIAL DISCOUNT CORPORATION
LICENSE NO, SMC-907

COTieCIAL DISCOUNT CORPORATION
LICENSE NO. SMC-907

COTTER CORPORATION
LICENSE NO. SUB-1022

COTTER CORPORATION
LICENSE NO. SUB-1022

E1MHM
5 ITEMS OF NOfCOMPLAINCE RE: ItlADEQUATE
POSTING, INADEQUATE SURVEYS & PERMISSIBLE
LEVEL OF RADIATION IN UNRESTRICTED AREAS

2 ITEMS OF NONOTLIANCE RE: PERMISSIBLE
LBaS OF RADIATION IN UNRESTRICTED AREAS
AND INADEQUATE POSTING

2 ITEMS OF NONCOMPLIANCE RE: PERMISSIBLE
LEVELS OF RADIATION IN UNRESTRICTED AREAS
AID INADEQUATE SURVEYS

ONE ITEM OF NONCOMPLIANCE RE: INADEQUATE
SURVEYS

DISPOSAL OF URANIUM BY DILUTION AND
BURIAL ARE NOT IN KEEPING WITH INTENT
OF AEC REGULATIONS, NOT CITED AS A
NONCOMPLIANCE
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CONCLUSIONS OF JUNE 22-24, AUGUST 1L 1976 INVESTIGATION

1, THE REMAINING ORE RESIDUES AT LAITY AVENUE SITE WERE MIXED WITH SOIL
I TRANSPORTED TO THE VEST LAKE LANDFILL AS REPORTED BY THE LICENSE DURING

"- " THE APRIL 1974 INSPECTION, HOWEVER, THE RESIDUE-SOIL MIXTURE IS
• . COVERED BY APPROXIMATELY 3 FEET OF FILL AT WEST LAKE LANDFILL INSTEAD
1 OF 100 FEET AS REPORTED BY THE

I 2, ENVIRONMENTAL SOIL SAMPLES INDICATE THE PRESENCE OF URANIUM ORE PROCESS
RESIDUES REMAINING AT THE LATTY AVENUE SITE, BETA-GAWA SURVEYS PERFORMS

I - BY RIII PERSONNEL AT THAT SITE ON AUGUST II, 1976 INDICATE LEVELS OF
RADIATION IN CERTAIN AREAS EXCEEDING THE CRITERIA ESTABLISHED BY THE

| NRC FOR DEOWAMINATION OF LAND AREAS PRIOR TO RELEASE FOR UNRESTRICTED
USE,

3, EASED ON RADIATION .TOJREMENTS OF THE MATERIAL PRESENT AT THE WEST LAKE
LANDFILL AND THE LAITY AVENUE SITE NEITHER LOCATION PRESENTS AN MEDIATE
RADIOLOGICAL HEALTH HAZARD TO THE PUBLIC,



I
I
. REC(MNDATIQNS

| A MORE DETAIlfD ENVIROi'HENTAL EVAUJATION OF THE LATTY AVENUE AND THE VEST
— LAKE LAND FILL SITES SHOULD BE PERFORMED,

OAK RIDGE NATIONAL LABORATORY TO PERFORM THIS EVALUATION, ANY RECOftBOTIONS
• WILL BE BASED ON THE OAK RIDGE EVALUATION,

I
I
I
I
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Chronology of Radioactive Waste
at West Lake Landfill

United States Government (Manhattan Project)

£>

O
O

Mallinckrodt (nuclear processing plant)
Destrehan Street, City of St. Louis

Nuclear Regulatory Commission
(formerly Atomic Energy Commission)

February, 1966

Continental Mining & Milling Co.

T
j

Commercial Discount Corp.

December, 1969

Cotter Corporation
(a subsidiary of Commonwealth Edison)

1942-1945

- 1966

1967

1969?

B & K Construction Co., Inc.

July-October, 1973

West Lake Landfill

t .23-8


